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6.6.2.1EA.5	Test requirements
The measured UE mean power in the channel bandwidth, derived in step 3, shall fulfil requirements in Tables 6.2.3EA.5-1 to 6.2.3EA.5-3 as appropriate, and the power of any UE emission shall fulfil requirements in Table.6.6.2.1EA.5-1, as applicable.
Table 6.6.2.1EA.5-1: General E-UTRA spectrum emission mask
	
	Spectrum emission limit (dBm)/ Channel bandwidth

	ΔfOOB
(MHz)
	1.4
MHz
	3.0
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	Measurement bandwidth

	0-1
	-8.5
	-11.5
	-13.5 
	-16.5
	-18.5
	-19.5
	30 kHz

	1-2.5
	-8.5
	-8.5
	-8.5
	-8.5
	-8.5
	-8.5
	1 MHz

	2.5-2.8
	-23.5
	
	
	
	
	
	1 MHz

	2.8-5
	
	
	
	
	
	
	1 MHz

	5-6
	
	-23.5
	-11.5
	-11.5
	-11.5
	-11.5 
	1 MHz

	6-10
	
	
	-23.5
	
	
	
	1 MHz

	10-15
	
	
	
	-23.5
	
	
	1 MHz

	15-20
	
	
	
	
	-23.5
	
	1 MHz

	20-25
	
	
	
	
	
	-23.5
	1 MHz

	Note 1:	The first and last measurement position with a 30 kHz filter is at ΔfOOB equals to 0.015 MHz and 0.985 MHz.
Note 2:	At the boundary of spectrum emission limit, the first and last measurement position with a 1 MHz filter is the inside of +0.5MHz and -0.5MHz, respectively.
Note 3:	The measurements are to be performed above the upper edge of the channel and below the lower edge of the channel
Note 4:	For the 2.5-2.8 MHz offset range with 1.4 MHz channel bandwidth, the measurement position is at ΔfOOB equals to 3 MHz.



NOTE:	As a general rule, the resolution bandwidth of the measuring equipment should be equal to the measurement bandwidth. However, to improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth may be smaller than the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.
<start changes>
6.6.2.1EB	Spectrum Emission Mask for UE category 1bis
6.6.2.1EB.1	Test purpose
Same test purpose as in clause 6.6.2.1.1.
6.6.2.1EB.2	Test applicability
This test case applies to all types of E-UTRA UE release 13 and forward of UE category 1bis
6.6.2.1EB.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.6.2.1.3.
6.6.2.1EB.4	Test description
6.6.2.1EB.4.1	Initial conditions
Same initial conditions as in clause 6.6.2.1.4.1 with following exceptions:
-	Connect SS to the UE antenna connectors as shown in TS 36.508[7] Annex A Figure A.3 using only main UE Tx/Rx antenna.
6.6.2.1EB.4.2	Test procedure
Same test procedure as in clause 6.6.2.1.4.2 with following exception:
-	Instead of Table 6.6.2.1.4.1-1  use Table 6.6.2.1E.4.1-1.
6.6.2.1EB.4.3	Message contents
Message contents same as in clause 6.6.2.1.4.3.
6.6.2.1EB.5	Test requirements
The measured UE mean power in the channel bandwidth, derived in step 3, shall fulfil requirements in Table 6.2.3EB.5-1 as appropriate, and the power of any UE emission shall fulfil requirements in Table.6.6.2.1EB.5-1 or Table.6.6.2.1EB.5-2, as applicable.
Table 6.6.2.1EB.5-1: General E-UTRA spectrum emission mask, E‑UTRA bands ≤ 3GHz
	
	Spectrum emission limit (dBm)/ Channel bandwidth

	ΔfOOB
(MHz)
	1.4
MHz
	3.0
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	Measurement bandwidth

	0-1
	-8.5
	-11.5
	-13.5 
	-16.5
	-18.5
	-19.5
	30 kHz

	1-2.5
	-8.5
	-8.5
	-8.5
	-8.5
	-8.5
	-8.5
	1 MHz

	2.5-2.8
	-23.5
	
	
	
	
	
	1 MHz

	2.8-5
	
	
	
	
	
	
	1 MHz

	5-6
	
	-23.5
	-11.5
	-11.5
	-11.5
	-11.5 
	1 MHz

	6-10
	
	
	-23.5
	
	
	
	1 MHz

	10-15
	
	
	
	-23.5
	
	
	1 MHz

	15-20
	
	
	
	
	-23.5
	
	1 MHz

	20-25
	
	
	
	
	
	-23.5
	1 MHz

	Note 1:	The first and last measurement position with a 30 kHz filter is at ΔfOOB equals to 0.015 MHz and 0.985 MHz.
Note 2:	At the boundary of spectrum emission limit, the first and last measurement position with a 1 MHz filter is the inside of +0.5MHz and -0.5MHz, respectively.
Note 3:	The measurements are to be performed above the upper edge of the channel and below the lower edge of the channel
Note 4:	For the 2.5-2.8 MHz offset range with 1.4 MHz channel bandwidth, the measurement position is at ΔfOOB equals to 3 MHz.



Table 6.6.2.1EB.5-2: General E-UTRA spectrum emission mask, 3GHz < E‑UTRA bands ≤ 4.2GHz
	
	Spectrum emission limit (dBm)/ Channel bandwidth

	ΔfOOB
(MHz)
	1.4
MHz
	3.0
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	Measurement bandwidth

	0-1
	-8.2
	-11.2
	-13.2
	-16.2
	-18.2
	-19.2
	30 kHz 

	1-2.5
	-8.2
	-8.2
	-8.2
	-8.2
	-8.2
	-8.2
	1 MHz

	2.5-2.8
	-23.2
	
	
	
	
	
	1 MHz

	2.8-5
	
	
	
	
	
	
	1 MHz

	5-6
	
	-23.2
	-11.2
	-11.2
	-11.2
	-11.2
	1 MHz

	6-10
	
	
	-23.2
	
	
	
	1 MHz

	10-15
	
	
	
	-23.2
	
	
	1 MHz

	15-20
	
	
	
	
	-23.2
	
	1 MHz

	20-25
	
	
	
	
	
	-23.2
	1 MHz

	Note 1:	The first and last measurement position with a 30 kHz filter is at ΔfOOB equals to 0.015 MHz and 0.985 MHz.
Note 2:	At the boundary of spectrum emission limit, the first and last measurement position with a 1 MHz filter is the inside of +0.5MHz and -0.5MHz, respectively.
Note 3:	The measurements are to be performed above the upper edge of the channel and below the lower edge of the channel
Note 4:	For the 2.5-2.8 MHz offset range with 1.4 MHz channel bandwidth, the measurement position is at ΔfOOB equals to 3 MHz.



NOTE:	As a general rule, the resolution bandwidth of the measuring equipment should be equal to the measurement bandwidth. However, to improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth may be smaller than the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.
<End of changes>
