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	Reason for change:
	In TS38.213, Semi-Persistent (SP) CSI reporting on PUSCH is defiend. Current MAC spec does not specify the handling of such UL resources in cases of TA timer expiry and deactivated SCell. Configured grant is cleared but not clear if it covers also the SP CSI reporting grant since the grant for SP-CSI reporting is currently not visiable in MAC without any TB generated. It has been mainly referred to configured grant Type 1 and Type 2.
For the case of TA timer expiry, the current spec may result in the ambiguity between UE and gNB when UE starts SP-CSI reporting on PUSCH in UL data resuming case. This is because UE starts when it obtains a valid TA in RAR while gNB may recognize only after decoding Msg3. 
For the cases of deactiavated SCell, the UE may unnecessarily keep the UL resources.


	
	

	Summary of change:
	[bookmark: _GoBack]It is specified that the MAC entity clears PUSCH resources for SP CSI reporting in case of TA timer expiy and deactivated SCell. This CR is applicable to both EN-DC and SA.

Impact analysis:
Impacted functionality:
CSI reporting on PUSCH

Inter-operability:
If the proposed change is implemented by the UE and not by the gNB, mismatch between gNB and UE as the gNB assumes the UE to keep the SP CSI reporting grant while the UE clears it.
If the proposed change is implemented by the eNB and not by the UE, the UE keeps the grant for SP CSI reporting at TAT expiry, SCell deactivation which could cause ambiguity issue when the UE gets valid TA, SCell activated


	
	

	Consequences if not approved:
	There may be ambiguity between UE and gNB on when the UE starts SP CSI reporting in case of UL data resuming, and UE may keep the UL resources unncessarily for deactivated SCell.
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	Start of change


[bookmark: _Toc517229790]5.2	Maintenance of Uplink Time Alignment
RRC configures the following parameters for the maintenance of UL time alignment:
-	timeAlignmentTimer (per TAG) which controls how long the MAC entity considers the Serving Cells belonging to the associated TAG to be uplink time aligned.
The MAC entity shall:
1>	when a Timing Advance Command MAC CE is received, and if an NTA (as defined in TS 38.211 [8]) has been maintained with the indicated TAG:
2>	apply the Timing Advance Command for the indicated TAG;
2>	start or restart the timeAlignmentTimer associated with the indicated TAG.
1>	when a Timing Advance Command is received in a Random Access Response message for a Serving Cell belonging to a TAG:
2>	if the Random Access Preamble was not selected by the MAC entity among the contention-based Random Access Preamble:
3>	apply the Timing Advance Command for this TAG;
3>	start or restart the timeAlignmentTimer associated with this TAG.
2>	else if the timeAlignmentTimer associated with this TAG is not running:
3>	apply the Timing Advance Command for this TAG;
3>	start the timeAlignmentTimer associated with this TAG;
3>	when the Contention Resolution is considered not successful as described in subclause 5.1.5; or
3>	when the Contention Resolution is considered successful for SI request as described in subclause 5.1.5, after transmitting HARQ feedback for MAC PDU including UE Contention Resolution Identity MAC CE:
4>	stop timeAlignmentTimer associated with this TAG.
2>	else:
3>	ignore the received Timing Advance Command.
1>	when a timeAlignmentTimer expires:
2>	if the timeAlignmentTimer is associated with the PTAG:
3>	flush all HARQ buffers for all Serving Cells;
3>	notify RRC to release PUCCH for all Serving Cells, if configured;
3>	notify RRC to release SRS for all Serving Cells, if configured;
3>	clear any configured downlink assignments and configured uplink grants;
3>	clear any PUSCH resource for semi-persistent CSI reporting;
3>	consider all running timeAlignmentTimers as expired;
3>	maintain NTA (defined in TS 38.211 [8]) of all TAGs.
2>	else if the timeAlignmentTimer is associated with an STAG, then for all Serving Cells belonging to this TAG:
3>	flush all HARQ buffers;
3>	notify RRC to release PUCCH, if configured;
3>	notify RRC to release SRS, if configured;
3>	clear any configured downlink assignments and configured uplink grants;
3>	clear any PUSCH resource for semi-persistent CSI reporting;
3>	maintain NTA (defined in TS 38.211 [8]) of this TAG.
When the MAC entity stops uplink transmissions for an SCell due to the fact that the maximum uplink transmission timing difference between TAGs of the MAC entity or the maximum uplink transmission timing difference between TAGs of any MAC entity of the UE is exceeded, the MAC entity considers the timeAlignmentTimer associated with the SCell as expired.
The MAC entity shall not perform any uplink transmission on a Serving Cell except the Random Access Preamble transmission when the timeAlignmentTimer associated with the TAG to which this Serving Cell belongs is not running. Furthermore, when the timeAlignmentTimer associated with the PTAG is not running, the MAC entity shall not perform any uplink transmission on any Serving Cell except the Random Access Preamble transmission on the SpCell.
	Next change


[bookmark: _Toc517229817]5.9	Activation/Deactivation of SCells
If the MAC entity is configured with one or more SCells, the network may activate and deactivate the configured SCells. Upon configuration of an SCell, the SCell is deactivated.
The configured SCell(s) is activated and deactivated by:
-	receiving the SCell Activation/Deactivation MAC CE described in subclause 6.1.3.10;
-	configuring sCellDeactivationTimer timer per configured SCell (except the SCell configured with PUCCH, if any): the associated SCell is deactivated upon its expiry.
The MAC entity shall for each configured SCell:
1>	if an SCell Activation/Deactivation MAC CE is received activating the SCell:
2>	activate the SCell according to the timing defined in TS 38.213 [6]; i.e. apply normal SCell operation including:
3>	SRS transmissions on the SCell;
3>	CSI reporting for the SCell;
3>	PDCCH monitoring on the SCell;
3>	PDCCH monitoring for the SCell;
3>	PUCCH transmissions on the SCell, if configured.
2>	start or restart the sCellDeactivationTimer associated with the SCell in the slot when the SCell Activation/Deactivation MAC CE was received;
2>	(re-)initialize any suspended configured uplink grants of configured grant Type 1 associated with this SCell according to the stored configuration, if any, and to start in the symbol according to rules in subclause 5.8.2;
2>	trigger PHR according to subclause 5.4.6.
1>	else if an SCell Activation/Deactivation MAC CE is received deactivating the SCell; or
1>	if the sCellDeactivationTimer associated with the activated SCell expires:
2>	deactivate the SCell according to the timing defined in TS 38.213 [6];
2>	stop the sCellDeactivationTimer associated with the SCell;
2>	stop the bwp-InactivityTimer associated with the SCell;
2>	clear any configured downlink assignment and any configured uplink grant Type 2 associated with the SCell respectively;
2>	clear any PUSCH resource for semi-persistent CSI reporting associated with the SCell;
2>	suspend any configured uplink grant Type 1 associated with the SCell;
2>	flush all HARQ buffers associated with the SCell.
1>	if PDCCH on the activated SCell indicates an uplink grant or downlink assignment; or
1>	if PDCCH on the Serving Cell scheduling the activated SCell indicates an uplink grant or a downlink assignment for the activated SCell; or
1>	if a MAC PDU is transmitted in a configured uplink grant or received in a configured downlink assignment:
2>	restart the sCellDeactivationTimer associated with the SCell.
1>	if the SCell is deactivated:
2>	not transmit SRS on the SCell;
2>	not report CSI for the SCell;
2>	not transmit on UL-SCH on the SCell;
2>	not transmit on RACH on the SCell;
2>	not monitor the PDCCH on the SCell;
2>	not monitor the PDCCH for the SCell;
2>	not transmit PUCCH on the SCell.
HARQ feedback for the MAC PDU containing SCell Activation/Deactivation MAC CE shall not be impacted by PCell, PSCell and PUCCH SCell interruptions due to SCell activation/deactivation in TS 38.133 [11].
When SCell is deactivated, the ongoing Random Access procedure on the SCell, if any, is aborted.
	End of change





