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----Start of the First Change----

8.3.1
Initial Context Setup
8.3.1.1
General
The purpose of the Initial Context Setup procedure is to establish the necessary overall initial UE Context including E-RAB context, the Security Key, Handover Restriction List, UE Radio capability and UE Security Capabilities etc. The procedure uses UE-associated signalling.

8.3.1.2
Successful Operation
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Figure 8.3.1.2-1: Initial Context Setup procedure. Successful operation.
In case of the establishment of an E-RAB the EPC must be prepared to receive user data before the INITIAL CONTEXT SETUP RESPONSE message has been received by the MME. If no UE-associated logical S1-connection exists, the UE-associated logical S1-connection shall be established at reception of the INITIAL CONTEXT SETUP REQUEST message.

//skip the unchanged part
If the UE User Plane CIoT Support Indicator IE is included in the INITIAL CONTEXT SETUP REQUEST message and is set to "supported", the eNB shall, if supported, consider that User Plane CIoT EPS Optimisation as specified in TS 23.401[11] is supported for the UE. 

If the Enhanced Coverage Restricted IE is included in the INITIAL CONTEXT SETUP REQUEST message, the eNB shall store this information in the UE context and use it as defined in TS 23.401 [11].

If the NR UE Security Capabilities IE is included in the INITIAL CONTEXT SETUP REQUEST message, the eNB shall, if supported, store this information in the UE context and use it as defined in TS 33.401 [15].
If the Aerial UE subscription information IE is included in the INITIAL CONTEXT SETUP REQUEST message, the eNB shall, if supported, store this information in the UE context and use it as defined in TS 36.300 [14].
If the Subscription Based UE Differentiation Information IE is included in the INITIAL CONTEXT SETUP REQUEST message, the eNB shall, if supported, store this information in the UE context for further use according to TS 23.401 [11].
The eNB shall report to the MME, in the INITIAL CONTEXT SETUP RESPONSE message, the successful establishment of the security procedures with the UE, and, the result for all the requested E-RABs in the following way:

-
A list of E-RABs which are successfully established shall be included in the E-RAB Setup List IE

-
A list of E-RABs which failed to be established shall be included in the E-RAB Failed to Setup List IE.
When the eNB reports the unsuccessful establishment of an E-RAB, the cause value should be precise enough to enable the MME to know the reason for the unsuccessful establishment, e.g., “Radio resources not available”, “Failure in the Radio Interface Procedure”.

After sending the INITIAL CONTEXT SETUP RESPONSE message, the procedure is terminated in the eNB.
----Start of the Next Change----

8.3.9
Connection Establishment Indication
8.3.9.1
General
The purpose of the Connection Establishment Indication procedure is to enable the MME to complete the establishment of the UE-associated logical S1-connection. The procedure uses UE-associated signalling.
8.3.9.2
Successful Operation


[image: image2.wmf] 

CONNECTION ESTABLISHMENT 

INDICATION

 

eNB

 

MME

 


Figure 8.3.9.2-1: Connection Establishment Indication procedure. Successful operation.
The MME initiates the procedure by sending a CONNECTION ESTABLISHMENT INDICATION message to the eNB.

The MME shall allocate a unique MME UE S1AP ID to be used for the UE and include that in the CONNECTION ESTABLISHMENT INDICATION message.

If the UE Radio Capability IE is included in the CONNECTION ESTABLISHMENT INDICATION message, the eNB shall store this information in the UE context, use it as defined in TS 36.300 [14].

If the Enhanced Coverage Restricted IE is included in the CONNECTION ESTABLISHMENT INDICATION message, the eNB shall store this information in the UE context and use it as defined in TS 23.401 [11].

If the DL CP Security Information IE is included in the CONNECTION ESTABLISHMENT INDICATION message, the eNB shall forward this information to the UE as described in TS 36.300 [14].
If the CE-Mode-B Restricted IE is included in the CONNECTION ESTABLISHMENT INDICATION message and the Enhanced Coverage Restricted IE is not set to restricted and the Enhanced Coverage Restricted information stored in the UE context is not set to restricted, the eNB shall store this information in the UE context and use it as defined in TS 23.401 [11].

If the End Indication IE is included in the CONNECTION ESTABLISHMENT INDICATION message and set to "no further data", the eNB shall consider that there are no further NAS PDUs to be transmitted for this UE.
If the Subscription Based UE Differentiation Information IE is included in the CONNECTION ESTABLISHMENT INDICATION message, the eNB shall, if supported, store this information in the UE context for further use according to TS 23.401 [11].
----Start of the Next Change----

8.3.11
UE Information Transfer

8.3.11.1
General

The purpose of the UE information transfer procedure is for the MME to send the UE information including QoS Parameters and UE Radio capability to the eNB, for a NB-IoT UE using Control Plane CIoT EPS Optimisation.

8.3.11.2
Successful Operation 
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Figure 8.3.11.1: UE Information Transfer Procedure. Successful operation.
The MME initiates the procedure by sending the UE INFORMATION TRANSFER message to the eNB.

If the UE Level QoS Parameters IE is contained in the UE INFORMATION TRANSFER message, the eNB shall store this information in the UE context, and use it as specified in TS 23.401 [11].
If the UE Radio Capability IE is contained in the UE INFORMATION TRANSFER message, the eNB shall store this information in the UE context, and use it as specified in TS 23.401 [11].
If the Subscription Based UE Differentiation Information IE is included in the UE INFORMATION TRANSFER message, the eNB shall, if supported, store this information in the UE context for further use according to TS 23.401 [11].
----Start of the Next Change----
8.4.2
Handover Resource Allocation

8.4.2.1
General

The purpose of the Handover Resource Allocation procedure is to reserve resources at the target eNB for the handover of a UE.

8.4.2.2
Successful Operation
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Figure 8.4.2.2-1: Handover resource allocation: successful operation

//skip the unchanged part
If the CE-mode-B Support Indicator IE is included in the HANDOVER REQUEST ACKNOWLEDGE message and set to "supported", the MME shall, if supported, use the extended NAS timer settings for the UE as specified in TS 24.301[24].

If the V2X Services Authorized IE is contained in the HANDOVER REQUEST message and it contains one or more IEs set to “authorized”, the eNB shall, if supported, consider that the UE is authorized for the relevant service(s).

If the UE Sidelink Aggregate Maximum Bit Rate IE is included in the HANDOVER REQUEST message, the eNB shall, if supported, use the received value for the concerned UE’s sidelink communication in network scheduled mode for V2X services. 

If the Enhanced Coverage Restricted IE is included in the HANDOVER REQUEST message, the eNB shall store this information in the UE context and use it as defined in TS 23.401 [11].

If the NR UE Security Capabilities IE is included in the HANDOVER REQUEST message, the eNB shall, if supported, store this information in the UE context and use it as defined in TS 33.401 [15].
If the Aerial UE subscription information IE is included in the HANDOVER REQUEST message, the eNB shall, if supported, store this information in the UE context and use it as defined in TS 36.300 [14].
If the Subscription Based UE Differentiation Information IE is included in the HANDOVER REQUEST message, the eNB shall, if supported, store this information in the UE context for further use according to TS 23.401 [11].
----Start of the Next Change----

8.4.4
Path Switch Request

8.4.4.1
General

The purpose of the Path Switch Request procedure is to request the switch of a downlink GTP tunnel towards a new GTP tunnel endpoint.

8.4.4.2
Successful Operation


[image: image5.emf] 

  eN B  

PATH SWITCH REQUEST  

MME  

PATH SWITCH REQUEST  ACKNOWLEDGE  


Figure 8.4.4.2-1: Path switch request: successful operation

The eNB initiates the procedure by sending the PATH SWITCH REQUEST message to the MME.

//skip the unchanged part
If the Enhanced Coverage Restricted IE is included in the PATH SWITCH REQUEST ACKNOWLEDGE message, the eNB shall store this information in the UE context and use it as defined in TS 23.401 [11].

If information on the UE’s NR security capabilities is available at the eNB (see TS 33.401 [15]) the eNB shall include the NR UE Security Capabilities IE within the PATH SWITCH REQUEST message.

If the NR UE Security Capabilities IE is included in the PATH SWITCH REQUEST message, the MME shall, if supported, consider that the eNB has stored the respective information in the UE context, and proceed as defined in TS 33.401 [15].

If the NR UE Security Capabilities IE is included in the PATH SWITCH REQUEST ACKNOWLEDGE message, the eNB shall, if supported, store this information in the UE context and use it as defined in TS 33.401 [15].
If the Aerial UE subscription information IE is included in the PATH SWITCH REQUEST ACKNOWLEDGE message, the eNB shall, if supported, store this information in the UE context and use it as defined in TS 36.300 [14].
If the Subscription Based UE Differentiation Information IE is included in the PATH SWITCH REQUEST ACKNOWLEDGE message, the eNB shall, if supported, store this information in the UE context for further use according to TS 23.401 [11].
----Start of the Next Change----

8.6.2.2
DOWNLINK NAS TRANSPORT
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Figure 8.6.2.2-1: DOWNLINK NAS Transport Procedure

//skip the unchanged part
If the SRVCC Operation Possible IE is included in DOWNLINK NAS TRANSPORT message, the eNB shall store it in the UE context and, if supported, use it as defined in TS 23.216 [9].

If the UE Radio Capability IE is included in the DOWNLINK NAS TRANSPORT message, the eNB shall store this information in the UE context, use it as defined in TS 36.300 [14].

If the Enhanced Coverage Restricted IE is included in the DOWNLINK NAS TRANSPORT message, the eNB shall store this information in the UE context and use it as defined in TS 23.401 [11].
If the CE-Mode-B Restricted IE is included in the DOWNLINK NAS TRANSPORT message and the Enhanced Coverage Restricted IE is not set to restricted and the Enhanced Coverage Restricted information stored in the UE context is not set to restricted, the eNB shall store this information in the UE context and use it as defined in TS 23.401 [11].
If the NR UE Security Capabilities IE is included in the DOWNLINK NAS TRANSPORT message, the eNB shall, if supported, store this information in the UE context and use it as defined in TS 33.401 [15].
If the End Indication IE is included in the DOWNLINK NAS TRANSPORT message and set to "no further data", the eNB shall consider that besides the included NAS PDU in this message, there are no further NAS PDUs to be transmitted for this UE.
If the Subscription Based UE Differentiation Information IE is included in the DOWNLINK NAS TRANSPORT message, the eNB shall, if supported, store this information in the UE context for further use according to TS 23.401 [11].
Interaction with the NAS Delivery Indication procedure:

If the DL NAS PDU Delivery Acknowledgment Request IE set to "requested" was included in the DOWNLINK NAS TRANSPORT message (see 23.401 [11]), the eNB shall trigger the NAS Delivery Indication procedure, if the downlink NAS PDU was successfully delivered to the UE.
Interaction with the UE Capability Info Indication procedure:

If the UE Capability Info Request IE set to “requested” is included in the DOWNLINK NAS TRANSPORT message, the eNB shall trigger the UE Capability Info Indication procedure if UE capability related information was successfully retrieved from the UE.
----Start of the Next Change----

9.1.4.1
INITIAL CONTEXT SETUP REQUEST

This message is sent by the MME to request the setup of a UE context.
Direction: MME ( eNB
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	MME UE S1AP ID
	M
	
	9.2.3.3
	
	YES
	reject

	eNB UE S1AP ID
	M
	
	9.2.3.4
	
	YES
	reject

	UE Aggregate Maximum Bit Rate
	M
	
	9.2.1.20
	
	YES
	reject

	E-RAB to Be Setup List
	
	1
	
	
	YES
	reject

	>E-RAB to Be Setup Item IEs
	
	1 .. <maxnoofE-RABs>
	
	
	EACH
	reject

	>>E-RAB ID
	M
	
	9.2.1.2
	
	-
	

	>>E-RAB Level QoS Parameters
	M
	
	9.2.1.15
	Includes necessary QoS parameters.
	-
	

	>>Transport Layer Address
	M
	
	9.2.2.1
	
	-
	

	>>GTP-TEID
	M
	
	9.2.2.2
	
	-
	

	>>NAS-PDU
	O
	
	9.2.3.5
	
	-
	

	>>Correlation ID
	O
	
	9.2.1.80
	
	YES
	ignore

	>>SIPTO Correlation ID
	O
	
	Correlation ID

9.2.1.80
	
	YES
	ignore

	>>Bearer Type
	O
	
	9.2.1.116
	
	YES
	reject

	UE Security Capabilities
	M
	
	9.2.1.40
	
	YES
	reject

	Security Key
	M
	
	9.2.1.41
	The KeNB is provided after the key-generation in the MME, see TS 33.401 [15].
	YES
	reject

	Trace Activation
	O
	
	9.2.1.4
	
	YES
	ignore

	Handover Restriction List
	O
	
	9.2.1.22


	
	YES
	ignore

	UE Radio Capability
	O
	
	9.2.1.27
	
	YES
	ignore

	Subscriber Profile ID for RAT/Frequency priority
	O
	
	9.2.1.39
	
	YES
	ignore

	CS Fallback Indicator
	O
	
	9.2.3.21
	
	YES
	reject

	SRVCC Operation Possible
	O
	
	9.2.1.58
	
	YES
	ignore

	CSG Membership Status
	O
	
	9.2.1.73
	
	YES
	ignore

	Registered LAI
	O
	
	9.2.3.1
	
	YES
	ignore

	GUMMEI
	O
	
	9.2.3.9
	This IE indicates the MME serving the UE.
	YES
	ignore

	MME UE S1AP ID 2
	O
	
	9.2.3.3
	This IE indicates the MME UE S1AP ID assigned by the MME.
	YES
	ignore

	Management Based MDT Allowed
	O
	
	9.2.1.83
	
	YES
	ignore

	Management Based MDT PLMN List
	O
	
	MDT PLMN List

9.2.1.89
	
	YES
	ignore

	Additional CS Fallback Indicator
	C-ifCSFBhighpriority
	
	9.2.3.37
	
	YES
	ignore

	Masked IMEISV
	O
	
	9.2.3.38
	
	YES
	ignore

	Expected UE Behaviour
	O
	
	9.2.1.96
	
	YES
	ignore

	ProSe Authorized
	O
	
	9.2.1.99
	
	YES
	ignore

	UE User Plane CIoT Support Indicator
	O
	
	9.2.1.113
	
	YES
	ignore

	V2X Services Authorized
	O
	
	9.2.1.120
	
	YES
	ignore

	UE Sidelink Aggregate Maximum Bit Rate
	O
	
	9.2.1.122
	This IE applies only if the UE is authorized for V2X services.
	YES
	ignore

	Enhanced Coverage Restricted
	O
	
	9.2.1.123
	
	YES
	ignore

	NR UE Security Capabilities
	O
	
	9.2.1.127
	
	YES
	ignore

	CE-mode-B Restricted
	O
	
	9.2.1.129
	
	YES
	ignore

	Aerial UE subscription information
	O
	
	9.2.1.136
	
	YES
	ignore

	Subscription Based UE Differentiation Information
	O
	
	9.2.1.yyy
	
	YES
	ignore


----Start of the Next Change----

9.1.4.20
CONNECTION ESTABLISHMENT INDICATION

This message is sent by the MME to complete the establishment of the UE-associated logical S1-connection.
Direction: MME ( eNB
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	MME UE S1AP ID
	M
	
	9.2.3.3
	
	YES
	ignore

	eNB UE S1AP ID
	M
	
	9.2.3.4
	
	YES
	ignore

	UE Radio Capability
	O
	
	9.2.1.27
	
	YES
	ignore

	Enhanced Coverage Restricted
	O
	
	9.2.1.123
	
	YES
	ignore

	DL CP Security Information
	O
	
	9.2.3.49
	
	YES
	ignore

	CE-Mode-B Restricted
	O
	
	9.2.1.129
	
	YES
	ignore

	End Indication
	O
	
	9.2.3.54
	
	YES
	ignore

	Subscription Based UE Differentiation Information
	O
	
	9.2.1.yyy
	
	YES
	ignore


----Start of the Next Change----

9.1.4.22
UE INFORMATION TRANSFER

The message is sent by the MME to transfer UE information over the S1 interface.

Direction: MME ( eNB
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	S-TMSI
	M
	
	9.2.3.6
	
	YES
	reject

	UE Level QoS Parameters
	O
	
	E-RAB Level QoS Parameters 9.2.1.15
	Includes QoS parameters.
	YES
	ignore

	UE Radio Capability
	O
	
	9.2.1.27
	
	YES
	ignore

	Subscription Based UE Differentiation Information
	O
	
	9.2.1.yyy
	
	YES
	ignore


----Start of the Next Change----

9.1.5.4
HANDOVER REQUEST

This message is sent by the MME to the target eNB to request the preparation of resources.

Direction: MME ( eNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	MME UE S1AP ID
	M
	
	9.2.3.3
	
	YES
	reject

	Handover Type
	M
	
	9.2.1.13
	
	YES
	reject

	Cause
	M
	
	9.2.1.3
	
	YES
	ignore

	UE Aggregate Maximum Bit Rate
	M
	
	9.2.1.20
	
	YES
	reject

	E-RABs To Be Setup List
	
	1
	
	
	YES
	reject

	>E-RABs To Be Setup Item IEs
	
	1 .. <maxnoofE-RABs>
	
	
	EACH
	reject

	>>E-RAB ID 
	M
	
	9.2.1.2
	
	-
	

	>>Transport Layer Address
	M
	
	9.2.2.1
	
	-
	

	>>GTP-TEID
	M
	
	9.2.2.2
	To deliver UL PDUs.
	-
	

	>>E-RAB Level QoS Parameters
	M
	
	9.2.1.15
	Includes necessary QoS parameters.
	-
	

	>>Data Forwarding Not Possible
	O
	
	9.2.1.76
	
	YES
	ignore

	>>Bearer Type
	O
	
	9.2.1.116
	
	YES
	reject

	Source to Target Transparent Container
	M
	
	9.2.1.56
	
	YES
	reject

	UE Security Capabilities
	M
	
	9.2.1.40
	
	YES
	reject

	Handover Restriction List
	O
	
	9.2.1.22
	
	YES
	ignore

	Trace Activation
	O
	
	9.2.1.4
	
	YES
	ignore

	Request Type
	O
	
	9.2.1.34
	
	YES
	ignore

	SRVCC Operation Possible
	O
	
	9.2.1.58
	
	YES
	ignore

	Security Context
	M
	
	9.2.1.26
	
	YES
	reject

	NAS Security Parameters to E-UTRAN
	C-iffromUTRANGERAN
	
	9.2.3.31
	The eNB shall use this IE as specified in TS 33.401 [15].
	YES
	reject

	CSG Id
	O
	
	9.2.1.62
	
	YES
	reject

	CSG Membership Status
	O
	
	9.2.1.73
	
	YES
	ignore

	GUMMEI
	O
	
	9.2.3.9
	This IE indicates the MME serving the UE.
	YES
	ignore

	MME UE S1AP ID 2
	O
	
	9.2.3.3
	This IE indicates the MME UE S1AP ID assigned by the MME.
	YES
	ignore

	Management Based MDT Allowed
	O
	
	9.2.1.83
	
	YES
	ignore

	Management Based MDT PLMN List
	O
	
	MDT PLMN List

9.2.1.89
	
	YES
	ignore

	Masked IMEISV
	O
	
	9.2.3.38
	
	YES
	ignore

	Expected UE Behaviour
	O
	
	9.2.1.96
	
	YES
	ignore

	ProSe Authorized
	O
	
	9.2.1.99
	
	YES
	ignore

	UE User Plane CIoT Support Indicator
	O
	
	9.2.1.113
	
	YES
	ignore

	V2X Services Authorized
	O
	
	9.2.1.120
	
	YES
	ignore

	UE Sidelink Aggregate Maximum Bit Rate
	O
	
	9.2.1.122
	This IE applies only if the UE is authorized for V2X services.
	YES
	ignore

	Enhanced Coverage Restricted
	O
	
	9.2.1.123
	
	YES
	ignore

	NR UE Security Capabilities
	O
	
	9.2.1.127
	
	YES
	ignore

	CE-mode-B Restricted
	O
	
	9.2.1.129
	
	YES
	ignore

	Aerial UE subscription information
	O
	
	9.2.1.136
	
	YES
	ignore

	Subscription Based UE Differentiation Information
	O
	
	9.2.1.yyy
	
	YES
	ignore


----Start of the Next Change----

9.1.5.9
PATH SWITCH REQUEST ACKNOWLEDGE

This message is sent by the MME to inform the eNB that the path switch has been successfully completed in the EPC.

Direction: MME ( eNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	MME UE S1AP ID
	M
	
	9.2.3.3
	
	YES
	ignore

	eNB UE S1AP ID
	M
	
	9.2.3.4
	
	YES
	ignore

	UE Aggregate Maximum Bit Rate
	O
	
	9.2.1.20
	
	YES
	ignore

	E-RAB To Be Switched in Uplink List
	
	0..1
	
	
	YES
	ignore

	>E-RABs Switched in Uplink Item IEs
	
	1 .. <maxnoofE-RABs>
	
	
	EACH
	ignore

	>>E-RAB ID
	M
	
	9.2.1.2
	
	-
	

	>>Transport Layer Address
	M
	
	9.2.2.1
	
	-
	

	>>GTP-TEID
	M
	
	9.2.2.2
	
	-
	

	E-RAB To Be Released List
	O
	
	E-RAB List 

9.2.1.36
	A value for E-RAB ID shall only be present once in E-RAB To Be Switched in Uplink List IE and E-RAB to Be Released List IE.
	YES
	ignore

	Security Context
	M
	
	9.2.1.26
	One pair of {NCC, NH} is provided.
	YES
	reject

	Criticality Diagnostics
	O
	
	9.2.1.21
	
	YES
	ignore

	MME UE S1AP ID 2
	O
	
	9.2.3.3
	This IE indicates the MME UE S1AP ID assigned by the MME.
	YES
	ignore

	CSG Membership Status
	O
	
	9.2.1.73
	
	YES
	ignore

	ProSe Authorized
	O
	
	9.2.1.99
	
	YES
	ignore

	UE User Plane CIoT Support Indicator
	O
	
	9.2.1.113
	
	YES
	ignore

	V2X Services Authorized
	O
	
	9.2.1.120
	
	YES
	ignore

	UE Sidelink Aggregate Maximum Bit Rate
	O
	
	9.2.1.122
	This IE applies only if the UE is authorized for V2X services.
	YES
	ignore

	Enhanced Coverage Restricted
	O
	
	9.2.1.123
	
	YES
	ignore

	NR UE Security Capabilities
	O
	
	9.2.1.127
	
	YES
	ignore

	CE-mode-B Restricted
	O
	
	9.2.1.129
	
	YES
	ignore

	Aerial UE subscription information
	O
	
	9.2.1.136
	
	YES
	ignore

	Subscription Based UE Differentiation Information
	O
	
	9.2.1.yyy
	
	YES
	ignore


----Start of the Next Change----

9.1.7.2
DOWNLINK NAS TRANSPORT

This message is sent by the MME and is used for carrying NAS information over the S1 interface.
Direction: MME ( eNB
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	ignore

	MME UE S1AP ID
	M
	
	9.2.3.3
	
	YES
	reject

	eNB UE S1AP ID
	M
	
	9.2.3.4
	
	YES
	reject

	NAS-PDU
	M
	
	9.2.3.5
	
	YES
	reject

	Handover Restriction List
	O
	
	9.2.1.22
	
	YES
	ignore

	Subscriber Profile ID for RAT/Frequency priority
	O
	
	9.2.1.39
	
	YES
	ignore

	SRVCC Operation Possible
	O
	
	9.2.1.58
	
	YES
	ignore

	UE Radio Capability
	O
	
	9.2.1.27
	
	YES
	ignore

	DL NAS PDU Delivery Acknowledgment Request 
	O
	
	9.2.3.48
	
	YES
	ignore

	Enhanced Coverage Restricted
	O
	
	9.2.1.123
	
	YES
	ignore

	CE-mode-B Restricted
	O
	
	9.2.1.129
	
	YES
	ignore

	NR UE Security Capabilities
	O
	
	9.2.1.127
	
	YES
	ignore

	UE Capability Info Request
	O
	
	9.2.3.51
	
	YES
	ignore

	End Indication
	O
	
	9.2.3.54
	
	YES
	ignore

	Subscription Based UE Differentiation Information
	O
	
	9.2.1.yyy
	
	YES
	ignore


----Start of the Next Change----
9.2.1.yyy
Subscription Based UE Differentiation Information
This IE is generated by the MME based on the UE subscription information, it provides the Subscription Based UE differentiation Information.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Periodic Communication Indicator
	O
	
	ENUMERATED(periodically, on demand, …)
	This IE indicates whether the UE communicates periodically or not, e.g. only on demand.

	Periodic Time
	O
	
	INTEGER (1..3600, …)
	This IE indicates the interval time of periodic communication, the unit is: second

	Scheduled Communication Time
	
	0..1
	
	This IE indicates the time zone and day of the week when the UE is available for communication.

	>>Day of Week
	O
	
	BIT STRING (SIZE(7))
	If Day-Of-Week is not provided this shall be interpreted as every day of the week.
Each position in the bitmap represents a day of the week:

first bit = Mon, second bit =Tue, third bit =Wed, and so on. Value ‘1’ indicates ‘scheduled. Value ‘0’ indicates ‘not scheduled’.

	>>Time of Day Start
	O
	
	INTEGER (0..86399, …)
	This IE indicates the time to start of the day, each value represent the corresponding second since 00:00 of the day.
If Time-Of-Day-Start is not provided, starting time shall be set to start of the day(s) indicated by Day-Of-Week-Mask.

	>>Time of Day End
	O
	
	INTEGER (0..86399, …)
	This IE indicates the time to start of the day, each value represent the corresponding second since 00:00 of the day. The value of this IE should be bigger than the value of Time of Day Start IE.
If Time-Of-Day-End is not provided, ending time is end of the day(s) indicated by Day-Of-Week-Mask.

	Stationary Indication
	O
	
	ENUMERATED(stationary, mobile, …)
	

	Traffic Profile
	O
	
	ENUMERATED(single packet, dual packets, multiple packets, …)
	“single packet” indicates single packet transmission (UL or DL),

“dual packets” indicates dual packet transmission (UL with subsequent DL, or DL with subsequent UL),

“multiple packets” indicates multiple packets transmission.

	Battery Indication
	O
	
	ENUMERATED(battery powered, battery powered not rechargeable or replaceable, not battery powered, …)
	“battery powered” indicates that the UE is battery powered and the battery is rechargeable/replaceable, “battery powered not rechargeable or replaceable” indicates that the UE is battery powered but the battery is not rechargeable/replaceable,, “not battery powered” indicates that the UE is not battery powered.


----Start of the Next Change----

9.3.3
PDU Definitions

-- **************************************************************

--

-- PDU definitions for S1AP.

--

-- **************************************************************

S1AP-PDU-Contents { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) s1ap (1) version1 (1) s1ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


UEAggregateMaximumBitrate,


BearerType,


Cause,

//skip the unchanged part

CE-ModeBRestricted,


Packet-LossRate,

 
UECapabilityInfoRequest,

SourceNgRanNode-ToTargetNgRanNode-TransparentContainer,

TargetNgRanNode-ToSourceNgRanNode-TransparentContainer,


EndIndication,


EDT-Session,


LTE-M-Indication,


AerialUEsubscriptionInformation,


Subscription-Based-UE-DifferentiationInfo
FROM S1AP-IEs


PrivateIE-Container{},


ProtocolExtensionContainer{},


ProtocolIE-Container{},


ProtocolIE-ContainerList{},


ProtocolIE-ContainerPair{},


ProtocolIE-ContainerPairList{},


ProtocolIE-SingleContainer{},


S1AP-PRIVATE-IES,


S1AP-PROTOCOL-EXTENSION,


S1AP-PROTOCOL-IES,


S1AP-PROTOCOL-IES-PAIR

FROM S1AP-Containers


id-AssistanceDataForPaging,


id-uEaggregateMaximumBitrate,


id-BearerType,

//skip the unchanged part

id-CE-ModeBRestricted,


id-DownlinkPacketLossRate,


id-UplinkPacketLossRate,

id-UECapabilityInfoRequest,


id-EndIndication,


id-EDT-Session,


id-LTE-M-Indication,


id-Subscription-Based-UE-DifferentiationInfo
//skip the unchanged part
-- **************************************************************

--

-- HANDOVER RESOURCE ALLOCATION ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- Handover Request

--

-- **************************************************************

HandoverRequest ::= SEQUENCE {


protocolIEs


ProtocolIE-Container

{ {HandoverRequestIEs} },


...

}

HandoverRequestIEs S1AP-PROTOCOL-IES ::= {


{ ID id-MME-UE-S1AP-ID






CRITICALITY reject
TYPE MME-UE-S1AP-ID





PRESENCE mandatory}|


{ ID id-HandoverType






CRITICALITY reject
TYPE HandoverType





PRESENCE mandatory}|


{ ID id-Cause








CRITICALITY ignore
TYPE Cause







PRESENCE mandatory}|


{ ID id-uEaggregateMaximumBitrate



CRITICALITY reject
TYPE UEAggregateMaximumBitrate


PRESENCE mandatory}|


{ ID id-E-RABToBeSetupListHOReq




CRITICALITY reject
TYPE E-RABToBeSetupListHOReq


PRESENCE mandatory}|


{ ID id-Source-ToTarget-TransparentContainer
CRITICALITY reject
TYPE Source-ToTarget-TransparentContainer
PRESENCE mandatory}|


{ ID id-UESecurityCapabilities




CRITICALITY reject
TYPE UESecurityCapabilities


PRESENCE mandatory}|


{ ID id-HandoverRestrictionList




CRITICALITY ignore
TYPE HandoverRestrictionList


PRESENCE optional}|

{ ID id-TraceActivation






CRITICALITY ignore
TYPE TraceActivation




PRESENCE optional}|


{ ID id-RequestType







CRITICALITY ignore
TYPE RequestType





PRESENCE optional}|


{ ID id-SRVCCOperationPossible




CRITICALITY ignore
TYPE SRVCCOperationPossible


PRESENCE optional}|


{ ID id-SecurityContext






CRITICALITY reject
TYPE SecurityContext




PRESENCE mandatory}|


{ ID id-NASSecurityParameterstoE-UTRAN


CRITICALITY reject
TYPE NASSecurityParameterstoE-UTRAN

PRESENCE conditional


-- This IE shall be present if the Handover Type IE is set to the value "UTRANtoLTE" or "GERANtoLTE" --



}|


{ ID id-CSG-Id








CRITICALITY reject
TYPE CSG-Id







PRESENCE optional}|


{ ID id-CSGMembershipStatus





CRITICALITY ignore
TYPE CSGMembershipStatus



PRESENCE optional}|


{ ID id-GUMMEI-ID







CRITICALITY ignore
TYPE GUMMEI







PRESENCE optional}|


{ ID id-MME-UE-S1AP-ID-2





CRITICALITY ignore
TYPE MME-UE-S1AP-ID





PRESENCE optional}|


{ ID id-ManagementBasedMDTAllowed



CRITICALITY ignore
TYPE ManagementBasedMDTAllowed


PRESENCE optional}|


{ ID id-ManagementBasedMDTPLMNList



CRITICALITY ignore
TYPE MDTPLMNList





PRESENCE optional}|


{ ID id-Masked-IMEISV






CRITICALITY ignore
TYPE Masked-IMEISV





PRESENCE optional}|


{ ID id-ExpectedUEBehaviour





CRITICALITY ignore
TYPE ExpectedUEBehaviour



PRESENCE optional}|


{ ID id-ProSeAuthorized






CRITICALITY ignore
TYPE ProSeAuthorized




PRESENCE optional}|


{ ID id-UEUserPlaneCIoTSupportIndicator


CRITICALITY ignore
TYPE UEUserPlaneCIoTSupportIndicator 

PRESENCE optional}|


{ ID id-V2XServicesAuthorized




CRITICALITY ignore
TYPE V2XServicesAuthorized


PRESENCE optional}|


{ ID id-UESidelinkAggregateMaximumBitrate

CRITICALITY ignore
TYPE UESidelinkAggregateMaximumBitrate

PRESENCE optional}|


{ ID id-EnhancedCoverageRestricted



CRITICALITY ignore
TYPE EnhancedCoverageRestricted


PRESENCE optional}|


{ ID id-NRUESecurityCapabilities



CRITICALITY ignore
TYPE NRUESecurityCapabilities


PRESENCE optional}|


{ ID id-CE-ModeBRestricted





CRITICALITY ignore
TYPE CE-ModeBRestricted




PRESENCE optional}|


{ ID id-AerialUEsubscriptionInformation


CRITICALITY ignore
TYPE AerialUEsubscriptionInformation



PRESENCE optional}|


{ ID id-Subscription-Based-UE-DifferentiationInfo

CRITICALITY ignore
TYPE Subscription-Based-UE-DifferentiationInfo

PRESENCE optional},

...

}

//skip the unchanged part
-- **************************************************************

--

-- Path Switch Request Acknowledge

--

-- **************************************************************

PathSwitchRequestAcknowledge ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { PathSwitchRequestAcknowledgeIEs} },


...

}

PathSwitchRequestAcknowledgeIEs S1AP-PROTOCOL-IES ::= {



{ ID id-MME-UE-S1AP-ID




CRITICALITY ignore
TYPE MME-UE-S1AP-ID





PRESENCE mandatory}|


{ ID id-eNB-UE-S1AP-ID




CRITICALITY ignore
TYPE ENB-UE-S1AP-ID





PRESENCE mandatory}|


{ ID id-uEaggregateMaximumBitrate

CRITICALITY ignore
TYPE UEAggregateMaximumBitrate


PRESENCE optional}|


{ ID id-E-RABToBeSwitchedULList


CRITICALITY ignore
TYPE E-RABToBeSwitchedULList


PRESENCE optional}|


{ ID id-E-RABToBeReleasedList


CRITICALITY ignore
TYPE E-RABList






PRESENCE optional}|


{ ID id-SecurityContext




CRITICALITY reject
TYPE SecurityContext




PRESENCE mandatory}|


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics



PRESENCE optional}|


{ ID id-MME-UE-S1AP-ID-2



CRITICALITY ignore
TYPE MME-UE-S1AP-ID





PRESENCE optional}|


{ ID id-CSGMembershipStatus



CRITICALITY ignore
TYPE CSGMembershipStatus



PRESENCE optional}|


{ ID id-ProSeAuthorized




CRITICALITY ignore
TYPE ProSeAuthorized




PRESENCE optional}|


{ ID id-UEUserPlaneCIoTSupportIndicator
CRITICALITY ignore
TYPE UEUserPlaneCIoTSupportIndicator
PRESENCE optional}|


{ ID id-V2XServicesAuthorized


CRITICALITY ignore
TYPE V2XServicesAuthorized



PRESENCE optional}|


{ ID id-UESidelinkAggregateMaximumBitrate

CRITICALITY ignore
TYPE UESidelinkAggregateMaximumBitrate
PRESENCE optional}|


{ ID id-EnhancedCoverageRestricted

CRITICALITY ignore
TYPE EnhancedCoverageRestricted


PRESENCE optional}|


{ ID id-NRUESecurityCapabilities



CRITICALITY ignore
TYPE NRUESecurityCapabilities


PRESENCE optional}|


{ ID id-CE-ModeBRestricted



CRITICALITY ignore
TYPE CE-ModeBRestricted


PRESENCE optional}|


{ ID id-AerialUEsubscriptionInformation


CRITICALITY ignore
TYPE AerialUEsubscriptionInformation



PRESENCE optional}|


{ ID id-Subscription-Based-UE-DifferentiationInfo

CRITICALITY ignore
TYPE Subscription-Based-UE-DifferentiationInfo

PRESENCE optional},

...

}

//skip the unchanged part
-- **************************************************************

--

-- INITIAL CONTEXT SETUP ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- Initial Context Setup Request

--

-- **************************************************************

InitialContextSetupRequest ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {InitialContextSetupRequestIEs} },


...

}

InitialContextSetupRequestIEs S1AP-PROTOCOL-IES ::= {


{ ID id-MME-UE-S1AP-ID




CRITICALITY reject
TYPE MME-UE-S1AP-ID





PRESENCE mandatory}|


{ ID id-eNB-UE-S1AP-ID




CRITICALITY reject
TYPE ENB-UE-S1AP-ID





PRESENCE mandatory}|


{ ID id-uEaggregateMaximumBitrate

CRITICALITY reject
TYPE UEAggregateMaximumBitrate


PRESENCE mandatory}|


{ ID id-E-RABToBeSetupListCtxtSUReq

CRITICALITY reject
TYPE E-RABToBeSetupListCtxtSUReq

PRESENCE mandatory}|


{ ID id-UESecurityCapabilities


CRITICALITY reject
TYPE UESecurityCapabilities



PRESENCE mandatory}|


{ ID id-SecurityKey





CRITICALITY reject
TYPE SecurityKey





PRESENCE mandatory}|


{ ID id-TraceActivation




CRITICALITY ignore
TYPE TraceActivation




PRESENCE optional}|


{ ID id-HandoverRestrictionList


CRITICALITY ignore
TYPE HandoverRestrictionList


PRESENCE optional}|


{ ID id-UERadioCapability



CRITICALITY ignore
TYPE UERadioCapability




PRESENCE optional}|


{ ID id-SubscriberProfileIDforRFP

CRITICALITY ignore
TYPE SubscriberProfileIDforRFP


PRESENCE optional}|


{ ID id-CSFallbackIndicator



CRITICALITY reject
TYPE CSFallbackIndicator



PRESENCE optional}|


{ ID id-SRVCCOperationPossible


CRITICALITY ignore
TYPE SRVCCOperationPossible



PRESENCE optional}|


{ ID id-CSGMembershipStatus



CRITICALITY ignore
TYPE CSGMembershipStatus



PRESENCE optional}|

{ ID id-RegisteredLAI




CRITICALITY ignore
TYPE LAI







PRESENCE optional}|


{ ID id-GUMMEI-ID





CRITICALITY ignore
TYPE GUMMEI







PRESENCE optional}|


{ ID id-MME-UE-S1AP-ID-2



CRITICALITY ignore
TYPE MME-UE-S1AP-ID





PRESENCE optional}|


{ ID id-ManagementBasedMDTAllowed

CRITICALITY ignore
TYPE ManagementBasedMDTAllowed


PRESENCE optional}|


{ ID id-ManagementBasedMDTPLMNList

CRITICALITY ignore
TYPE MDTPLMNList





PRESENCE optional}|


{ ID id-AdditionalCSFallbackIndicator
CRITICALITY ignore
TYPE AdditionalCSFallbackIndicator
PRESENCE conditional}|


{ ID id-Masked-IMEISV




CRITICALITY ignore
TYPE Masked-IMEISV





PRESENCE optional}|


{ ID id-ExpectedUEBehaviour



CRITICALITY ignore
TYPE ExpectedUEBehaviour



PRESENCE optional}|


{ ID id-ProSeAuthorized




CRITICALITY ignore
TYPE ProSeAuthorized




PRESENCE optional}|


{ ID id-UEUserPlaneCIoTSupportIndicator
CRITICALITY ignore
TYPE UEUserPlaneCIoTSupportIndicator
PRESENCE optional}|


{ ID id-V2XServicesAuthorized


CRITICALITY ignore
TYPE V2XServicesAuthorized



PRESENCE optional}|


{ ID id-UESidelinkAggregateMaximumBitrate

CRITICALITY ignore
TYPE UESidelinkAggregateMaximumBitrate
PRESENCE optional}|


{ ID id-EnhancedCoverageRestricted

CRITICALITY ignore
TYPE EnhancedCoverageRestricted


PRESENCE optional}|


{ ID id-NRUESecurityCapabilities



CRITICALITY ignore
TYPE NRUESecurityCapabilities


PRESENCE optional}|


{ ID id-CE-ModeBRestricted



CRITICALITY ignore
TYPE CE-ModeBRestricted


PRESENCE optional}|


{ ID id-AerialUEsubscriptionInformation
CRITICALITY ignore
TYPE AerialUEsubscriptionInformation



PRESENCE optional}|


{ ID id-Subscription-Based-UE-DifferentiationInfo

CRITICALITY ignore
TYPE Subscription-Based-UE-DifferentiationInfo

PRESENCE optional},

...

}

//skip the unchanged part
-- **************************************************************

--

-- NAS TRANSPORT ELEMENTARY PROCEDURES

--

-- **************************************************************

-- **************************************************************

--

-- DOWNLINK NAS TRANSPORT

--

-- **************************************************************

DownlinkNASTransport ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{DownlinkNASTransport-IEs}},


...

}

DownlinkNASTransport-IEs S1AP-PROTOCOL-IES ::= {


{ ID id-MME-UE-S1AP-ID



CRITICALITY reject
TYPE MME-UE-S1AP-ID




PRESENCE mandatory}|


{ ID id-eNB-UE-S1AP-ID



CRITICALITY reject
TYPE ENB-UE-S1AP-ID




PRESENCE mandatory}|


{ ID id-NAS-PDU





CRITICALITY reject
TYPE NAS-PDU





PRESENCE mandatory}|


{ ID id-HandoverRestrictionList

CRITICALITY ignore
TYPE HandoverRestrictionList

PRESENCE optional}|


{ ID id-SubscriberProfileIDforRFP
CRITICALITY ignore
TYPE SubscriberProfileIDforRFP

PRESENCE optional}|


{ ID id-SRVCCOperationPossible

CRITICALITY ignore
TYPE SRVCCOperationPossible


PRESENCE optional}|


{ ID id-UERadioCapability


CRITICALITY ignore
TYPE UERadioCapability



PRESENCE optional}|


{ ID id-DLNASPDUDeliveryAckRequest
CRITICALITY ignore
TYPE DLNASPDUDeliveryAckRequest
PRESENCE optional}|


{ ID id-EnhancedCoverageRestricted
CRITICALITY ignore
TYPE EnhancedCoverageRestricted

PRESENCE optional}|

{ ID id-NRUESecurityCapabilities
CRITICALITY ignore
TYPE NRUESecurityCapabilities

PRESENCE optional}|

{ ID id-CE-ModeBRestricted


CRITICALITY ignore
TYPE CE-ModeBRestricted



PRESENCE optional}|


{ ID id-UECapabilityInfoRequest

CRITICALITY ignore
TYPE UECapabilityInfoRequest
PRESENCE optional}|

{ ID id-EndIndication



CRITICALITY ignore
TYPE EndIndication




PRESENCE optional}|


{ ID id-Subscription-Based-UE-DifferentiationInfo

CRITICALITY ignore
TYPE Subscription-Based-UE-DifferentiationInfo

PRESENCE optional},


...

}

//skip the unchanged part
-- **************************************************************

--

-- Connection Establishment Indication

--

-- **************************************************************

ConnectionEstablishmentIndication::= SEQUENCE {


protocolIEs


ProtocolIE-Container { {ConnectionEstablishmentIndicationIEs} },


...

}

ConnectionEstablishmentIndicationIEs S1AP-PROTOCOL-IES ::= {


{ ID id-MME-UE-S1AP-ID



CRITICALITY ignore
TYPE MME-UE-S1AP-ID



PRESENCE mandatory}|


{ ID id-eNB-UE-S1AP-ID



CRITICALITY ignore
TYPE ENB-UE-S1AP-ID



PRESENCE mandatory}|


{ ID id-UERadioCapability


CRITICALITY ignore
TYPE UERadioCapability


PRESENCE optional }|


{ ID id-EnhancedCoverageRestricted
CRITICALITY ignore
TYPE EnhancedCoverageRestricted
PRESENCE optional }|


{ ID id-DL-CP-SecurityInformation
CRITICALITY ignore
TYPE DL-CP-SecurityInformation
PRESENCE optional }|

{ ID id-CE-ModeBRestricted


CRITICALITY ignore
TYPE CE-ModeBRestricted


PRESENCE optional}|

{ ID id-EndIndication



CRITICALITY ignore
TYPE EndIndication



PRESENCE optional}|


{ ID id-Subscription-Based-UE-DifferentiationInfo

CRITICALITY ignore
TYPE Subscription-Based-UE-DifferentiationInfo

PRESENCE optional},


...

}

//skip the unchanged part
-- **************************************************************

-- UE Information Transfer

--

-- **************************************************************

UEInformationTransfer ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {  UEInformationTransferIEs} },


...

}

UEInformationTransferIEs S1AP-PROTOCOL-IES ::= {


{ ID id-S-TMSI





CRITICALITY reject 
TYPE S-TMSI





PRESENCE mandatory}|

{ ID id-UE-Level-QoS-Parameters

CRITICALITY ignore
TYPE E-RABLevelQoSParameters
PRESENCE optional}|

{ ID id-UERadioCapability


CRITICALITY ignore
TYPE UERadioCapability


PRESENCE optional}|


{ ID id-Subscription-Based-UE-DifferentiationInfo

CRITICALITY ignore
TYPE Subscription-Based-UE-DifferentiationInfo

PRESENCE optional},


...

}
----Start of the Next Change----

9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

S1AP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) s1ap (1) version1 (1) s1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


id-E-RABInformationListItem,


id-E-RABItem,


id-Bearers-SubjectToStatusTransfer-Item,

id-Time-Synchronisation-Info,

id-x2TNLConfigurationInfo,


id-eNBX2ExtendedTransportLayerAddresses,


id-MDTConfiguration,

//skip the unchanged part
ServedGUMMEIs ::= SEQUENCE (SIZE (1.. maxnoofRATs)) OF ServedGUMMEIsItem

ServedGUMMEIsItem ::= SEQUENCE {


servedPLMNs



ServedPLMNs,


servedGroupIDs


ServedGroupIDs,


servedMMECs



ServedMMECs,


iE-Extensions


ProtocolExtensionContainer { {ServedGUMMEIsItem-ExtIEs} }
OPTIONAL,


...

}

ServedGUMMEIsItem-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

ServedGroupIDs ::= SEQUENCE (SIZE(1.. maxnoofGroupIDs)) OF MME-Group-ID

ServedMMECs ::= SEQUENCE (SIZE(1.. maxnoofMMECs)) OF MME-Code

ServedPLMNs ::= SEQUENCE (SIZE(1.. maxnoofPLMNsPerMME)) OF PLMNidentity

SubscriberProfileIDforRFP ::= INTEGER (1..256) 

Subscription-Based-UE-DifferentiationInfo ::= SEQUENCE {


periodicCommunicationIndicator
ENUMERATED {periodically, ondemand, ...} 
OPTIONAL,

periodicTime





INTEGER (1..3600, ...) 





OPTIONAL,

scheduledCommunicationTime

ScheduledCommunicationTime 




OPTIONAL,


stationaryIndication



ENUMERATED {stationary, mobile, ...}


OPTIONAL,

trafficProfile 




ENUMERATED {single-packet, dual-packets, multiple-packets, ...} 


OPTIONAL,


batteryIndication



ENUMERATED {battery-powered, battery-powered-not-rechargeable-or-replaceable, not-battery-powered, ...}

OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { { Subscription-Based-UE-DifferentiationInfo-ExtIEs} } OPTIONAL,


...

}

Subscription-Based-UE-DifferentiationInfo-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

ScheduledCommunicationTime ::= SEQUENCE {

dayofWeek



BIT STRING (SIZE(7))








OPTIONAL,

timeofDayStart


INTEGER (0..86399, ...) 







OPTIONAL,


timeofDayEnd



INTEGER (0..86399, ...) 







OPTIONAL,


iE-Extensions


ProtocolExtensionContainer { { ScheduledCommunicationTime-ExtIEs}}
OPTIONAL,


...

}

ScheduledCommunicationTime-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

SupportedTAs ::= SEQUENCE (SIZE(1.. maxnoofTACs)) OF SupportedTAs-Item

SupportedTAs-Item ::=
SEQUENCE  {


tAC




TAC,


broadcastPLMNs

BPLMNs,


iE-Extensions

ProtocolExtensionContainer { {SupportedTAs-Item-ExtIEs} } OPTIONAL,


...

}

SupportedTAs-Item-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


-- Extension for Release 13 to transfer RAT-Type per TAC --


{ID id-RAT-Type

CRITICALITY reject
EXTENSION RAT-Type

PRESENCE optional},


...

}

----Start of the Next Change----

9.3.6
Constant Definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

S1AP-Constants { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) s1ap (1) version1 (1) s1ap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM S1AP-CommonDataTypes;

-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-HandoverPreparation





ProcedureCode ::= 0

id-HandoverResourceAllocation



ProcedureCode ::= 1

id-HandoverNotification





ProcedureCode ::= 2

id-PathSwitchRequest





ProcedureCode ::= 3

//skip the unchanged part
id-UnlicensedSpectrumRestriction




ProtocolIE-ID ::= 270

id-CE-ModeBRestricted







ProtocolIE-ID ::= 271

id-LTE-M-Indication








ProtocolIE-ID ::= 272
id-DownlinkPacketLossRate






ProtocolIE-ID ::= 273

id-UplinkPacketLossRate







ProtocolIE-ID ::= 274
id-UECapabilityInfoRequest






ProtocolIE-ID ::= 275
id-serviceType









ProtocolIE-ID ::= 276
id-AerialUEsubscriptionInformation




ProtocolIE-ID ::= 277

id-EndIndication









ProtocolIE-ID ::=  280 
id-EDT-Session









ProtocolIE-ID ::= 281
id-CNTypeRestrictions







ProtocolIE-ID ::= 282
id-Subscription-Based-UE-DifferentiationInfo

ProtocolIE-ID ::= 278
END

----End of the Changes----
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