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<< Unchanged sections omitted >>
4.5.8
Out of Coverage, V2X setup (State 5-V2X)



4.5.8.1
Initial conditions

System Simulator:

-
No E-UTRA cell configured

-
1 GNSS simulator

-
1 simulated V2V UE (transmitter or receiver according to specific test case configuration)

User Equipment:

-
If supported by the UE, the Test UICC shall be inserted. This shall contain either ISIM and USIM applications or only a USIM application on UICC.
4.5.8.2
Definition of system information messages

None.

4.5.8.3
Procedure

UE remains in any cell selection state and search for any available cell.

<< Unchanged sections omitted >>
4.6.1
Contents of RRC messages
[…]
–
RRCConnectionReconfiguration (V2X)

Table 4.6.1-8B: RRCConnectionReconfiguration (V2X)
	Derivation Path: 36.508 table 4.6.1-8

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        nonCriticalExtension SEQUENCE {
	
	
	

	          nonCriticalExtension SEQUENCE {
	
	
	

	            nonCriticalExtension SEQUENCE {
	
	
	

	              nonCriticalExtension SEQUENCE {
	
	
	

	                nonCriticalExtension SEQUENCE {
	
	
	

	                  nonCriticalExtension SEQUENCE {
	
	
	

	                    nonCriticalExtension SEQUENCE {
	
	
	

	                      sl-V2X-ConfigDedicated-r14
	SL-V2X-ConfigDedicated-r14-DEFAULT condition SCHEDULED and SETUP
	
	

	                      sCellToAddModListExt-v14xy
	Not present
	
	

	                      perCC-GapIndicationRequest-r14
	Not present
	
	

	                      systemInformationBlockType2Dedicated-r14
	Not present
	
	

	                      nonCriticalExtension SEQUENCE {}
	Not present
	
	

	                    }
	
	
	

	                  }
	
	
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


4.6.3
Radio resource control information elements
[…]
–
SL-V2X-ConfigDedicated-r14-DEFAULT

Table 4.6.3-20HA: SL-V2X-ConfigDedicated-r14-DEFAULT

	Derivation Path: 36.331 clause 6.3.8

	Information Element
	Value/remark
	Comment
	Condition

	SL-V2X-ConfigDedicated-r14-DEFAULT ::= SEQUENCE {
	
	
	

	  commTxResources-r14 CHOICE {
	Not present
	
	

	  commTxResources-r14 CHOICE {
	
	
	SCHEDULED

	    release
	NULL
	
	RELEASE

	    setup CHOICE {
	
	
	SETUP

	      scheduled-r14 SEQUENCE {
	
	
	

	        sl-V-RNTI-r14
	'1111'H
	BIT STRING (SIZE (16))
	

	        mac-MainConfig-r14 SEQUENCE {
	
	
	

	          periodic-BSR-TimerSL
	sf20
	
	

	          retx-BSR-TimerSL
	sf20
	
	

	        }
	
	
	

	        v2x-SchedulingPool-r14
	Not present
	
	

	        mcs-r14
	Not present
	INTEGER (0..31)
	

	        logicalChGroupInfoList-r14 SEQUENCE (SIZE (1.. maxLCG-r13)) OF SL-PriorityList-r13
	
	4 entries
	

	          SL-PriorityList-r13[1] ::= SEQUENCE (SIZE (1..maxSL-Prio-r13)) OF SL-Priority-r13 {
	
	
	

	            SL-Priority-r13[1]
	1
	
	

	            SL-Priority-r13[2]
	2
	
	

	          }
	
	
	

	          SL-PriorityList-r13[2] ::= SEQUENCE (SIZE (1..maxSL-Prio-r13)) OF SL-Priority-r13 {
	
	
	

	            SL-Priority-r13[1]
	3
	
	

	            SL-Priority-r13[2]
	4
	
	

	          }
	
	
	

	          SL-PriorityList-r13[3] ::= SEQUENCE (SIZE (1..maxSL-Prio-r13)) OF SL-Priority-r13 {
	
	
	

	            SL-Priority-r13[1]
	5
	
	

	            SL-Priority-r13[2]
	6
	
	

	          }
	
	
	

	          SL-PriorityList-r13[4] ::= SEQUENCE (SIZE (1..maxSL-Prio-r13)) OF SL-Priority-r13 {
	
	
	

	            SL-Priority-r13[1]
	7
	
	

	            SL-Priority-r13[2]
	8
	
	

	          }
	
	
	

	        }
	
	
	

	
	
	
	

	      }
	
	
	

	      ue-Selected-r14
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	  v2x-InterFreqInfoList-r14 SEQUENCE (SIZE (0..maxFreqV2X-1-r14)) OF SL-InterFreqInfoV2X-r14 {
	
	
	

	    SL-InterFreqInfoV2X-r14[1] 
	SL-InterFreqInfoV2X-r14-DEFAULT using condition RRC
	
	UE-SELECTED

	    SL-InterFreqInfoV2X-r14[1] 
	SL-InterFreqInfoV2X-r14-DEFAULT using condition RRC and SCHEDULED
	
	SCHEDULED

	  }
	
	
	

	  thresSL-TxPrioritization-r14
	Not present
	
	

	  typeTxSync-r14
	enb
	
	

	  cbr-DedicatedTxConfigList-r14
	Not present
	
	

	
	
	
	

	}
	
	
	


	Condition
	Explanation

	SCHEDULED
	The resources the UE can use are scheduled by the NW.

	UE-SELECTED
	The resources the UE can use are to be selected by the UE from set of resources provided by the NW.

	RELEASE
	Release Communication Resources for V2X Sidelink communication

	SETUP
	Setup Communication Resources for V2X Sidelink communication


<< Unchanged sections omitted >>
5.2A.2C
Generic Default Radio Bearer Establishment, UE Test Mode Activated, V2X Setup (State 3A-RF-V2X)

5.2A.2C.1
Initial conditions

System Simulator:

-
1 cell, default parameters.

-
1 V2V transmitter for receiver characteristics or 1 V2V receiver for transmitter characteristics

-
The procedure shall be performed under ideal radio conditions as defined in clause 5

User Equipment:

-
The Test USIM shall be inserted.

5.2A.2C.2
Definition of system information messages

The default system information messages are used with the exceptions below:

Table 5.2A.1B.2-1: SystemInformationBlockType21

	Derivation Path: 36.508 Table 4.4.3.3-19.


5.2A.2C.3
Procedure

For RF testing of V2X Communication, use the same procedure as in clause 5.2A.2.3.

5.2A.2C.4
Specific message contents

All specific message contents shall be referred to clause 5.2A.1A.4, with exceptions as below:

Table 5.2A.2A.4-1: RRCConnectionReconfiguration (Step 16, Table 5.2A.1A.3-1)

	Derivation Path: 36.508, Table 4.6.1-8B using conditions SETUP and  SCHEDULED


<< Unchanged sections omitted >>
5.2A.3C
Loopback Activation without looped data, V2X Setup (State 4A-RF-V2X)

Editor’s note: Test mode State 4A-RF-V2X is used and configured as an alternative to test mode State 3A-RF-V2X, to avoid any uncontrollable transmission of uplink U-plane data.

5.2A.3C.1
Initial conditions

System Simulator:

-
1 cell, default parameters.

-
1 GNSS simulator

-
1 V2V transmitter for receiver characteristics or 1 V2V receiver for transmitter characteristics

-
The procedure shall be performed under ideal radio conditions as defined in clause 5

User Equipment:

-
The UE shall be in Generic RB Establishment state, UE Test Mode Activated, V2X Setup (State 3A-RF-V2X).

5.2A.3C.2
Definition of system information messages

Same as in sub-clause 5.2A.3.2.

5.2A.3C.3
Procedure

Same as in sub-clause 5.2A.3.3.

5.2A.3C.4
Specific message contents

All specific message contents shall be referred to clause 5.2A.3.4, with exceptions as below:

Table 5.2A.3C.4-1: ACTIVATE TEST MODE: V2X Communication

	Derivation Path: 36.508, Table 4.7A-1 using condition UE TEST LOOP MODE E


Table 5.2A.3C.4-2: CLOSE UE TEST LOOP: V2X Communication

	Derivation Path: 36.508, Table 4.7A-3 using condition UE TEST LOOP MODE E


<< Unchanged sections omitted >>
7.2A.3B
DC Split Default RB established, UE Test Mode Activated (State 3A-RF-DC2)

As described in clause 5.2A.2B.
7.2A.3C
Generic Default Radio Bearer Establishment, UE Test Mode Activated, V2X Setup (State 3A-RF-V2X)

As described in clause 5.2A.2C.
7.2A.4
Generic Default Radio Bearer Establishment, UE Test Mode Activated, pre-registration on HRPD (State 3B-RF)

Editor’s note: This section is incomplete. The following aspects are either missing or not yet determined:
Other than UATI Request message and UATI Assignment message are FFS

7.2A.4.1
Initial conditions

System Simulator:

-
Cell 1

-
Cell 1 is transmitting SystemInformationBlockType8

User Equipment:

- 
The Test USIM shall be inserted.

7.2A.4.2
Definition of system information messages

As described in clause 4.5.2B.2.

7.2A.4.3
Procedure

Table 7.2A.4.3-1: UE registration with default EPS bearer establishment, test mode activation and HRPD pre-registration procedures (state 1 to state 3B-RF)

	Step
	Procedure
	Message Sequence

	
	
	U - S
	Message

	1 to 18
	Steps 1 to 18 as specified in the procedure in clause 5.2A.1A.3 take place.
	-
	-

	19 to 36
	Same procedure for steps 17 to 30D as specified in the procedure in clause 4.5.2B.3.
	
	


7.2A.4.4
Specific message contents

As described in clauses 4.5.2B.4 and 7.2A.2.

<< End of changes >>
