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Recommended Test Case Applicability

[Unchanged Text Skipped]
Table 4-1: Applicability of tests and additional information for testing

	Clause
	TC Title
	Release
	Applicability
	
	Additional Information
	
	
	

	
	
	
	Condition
	Comment
	Specific ICS
	Specific IXIT
	Number of TC Executions
	Release other RAT

	6
	IDLE MODE
	
	
	
	
	
	
	

	6.1.1.1
	PLMN selection of RPLMN, HPLMN/EHPLMN, UPLMN and OPLMN / Automatic mode
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	Either TC 6.1.1.1 or TC 6.1.1.1b shall be executed. (Note 4)
	

	[Unchanged Text Skipped]

	24.2.1
	P2X Sidelink Communication / Pre-configured authorisation / UE in RRC_IDLE on an E-UTRAN cell operating on the anchor carrier frequency provisioned for V2X configuration / Utilisation of the resources of (serving) cells/PLMNs / Transmission / Partial sensing
	Rel-14
	C343
	Pedestrian UEs supporting E-UTRA and V2X sidelink communication and transmitting PSCCH/PSSCH using UE autonomous resource selection mode with partial sensing
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	24.2.2
	P2X Sidelink Communication / Pre-configured authorisation / UE in RRC_IDLE on an E-UTRAN cell operating on the anchor carrier frequency provisioned for V2X configuration / Utilisation of the resources of (serving) cells/PLMNs / Transmission / Random selection
	Rel-14
	C344
	Pedestrian UEs supporting E-UTRA and V2X sidelink communication and not supporting PSCCH/PSSCH transmission using UE autonomous resource selection mode with partial sensing
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	24.2.3
	P2X Sidelink Communication / Pre-configured authorisation / Utilisation of the pre-configured resources / Transmission
	Rel-14
	C345
	Pedestrian UEs supporting V2X sidelink communication
	
	
	
	

	24.2.4
	P2X Sidelink Communication / Pre-configured authorisation / UE in RRC_IDLE on an E-UTRAN cell operating on the anchor carrier frequency for V2X configuration/ UE transmits V2X sidelink communication using Tx parameters based on PPPP and configured CBR
	Rel-14
	Cxxx
	Pedestrian UEs supporting E-UTRA and V2X sidelink communication
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	24.3.1
	V2X Uplink Communication / UE in RRC_Connected on an E-UTRAN cell / Utilisation of the UL SPS resources configured by eNB/ Transmission
	Rel-14
	C336
	UEs supporting E-UTRA and V2X communication Via Uu and multiple uplink SPS 
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	


[Unchanged Text Skipped]
Table 4-1a: Applicability of tests Conditions

	C01
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-1/6 AND NOT A.4.3.2-2A/1 THEN R ELSE N/A

	C01a
IF (A.4.1-1/1 OR A.4.1-1/2) AND [8]A.1/1 AND A.4.5-2/3 AND NOT (A.4.3.2-2A/1) THEN R ELSE N/A

	C01b
IF (A.4.1-1/1 OR A.4.1-1/2) AND [8]A.1/1 AND A.4.5-2/4 AND NOT (A.4.3.2-2A/1) THEN R ELSE N/A

	[Unchanged Text Skipped]

	Cxxx
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.4-1/148 AND A.4.4-1/178 THEN R ELSE N/A
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