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5.5.2.5
SIP INVITE

5.5.2.5.1
SIP INVITE from the UE

Table 5.5.2.5.1-1: SIP INVITE from the UE

	Derivation Path: TS 24.229 [16], subclause A.2.1.4.7, A.2.2.4.7

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Request-Line
	
	
	RFC 3261 [22]

RFC 5031 [54]
	

	  Method
	"INVITE"
	
	
	

	  Request-URI
	px_MCPTT_Server_A_URI
	The public service identity identifying the participating MCPTT function serving the MCPTT user
	
	

	  SIP-Version
	"SIP/2.0"
	
	
	

	Via
	
	
	RFC 3261 [22] 

RFC 3581 [55]
	

	  sent-protocol
	"SIP/2.0/UDP"
	
	
	

	  sent-by
	any allowed value
	IP address or FQDN and protected server port of the UE
	
	

	  via-branch
	any allowed value
	Value starting with 'z9hG4bK'
	
	

	Route
	
	
	RFC 3261 [22]
	

	  route-param
	px_MCPTT_PCSCF_A_URI":4060;lr"
	<sip:SS P-CSCF address: protected server port of SS;lr>, <sip:px_scscf;lr>
	
	

	From
	
	
	RFC 3261 [22]
	

	  addr-spec
	px_MCPTT_Client_A_ID
	
	
	

	  tag
	"1"
	
	
	

	To
	
	
	RFC 3261 [22]

RFC 5031 [54]
	

	  addr-spec
	px_MCPTT_Server_A_URI
	
	
	

	Call-ID
	
	
	RFC 3261 [22]
	

	  callid
	any allowed value
	
	
	

	CSeq
	
	
	RFC 3261 [22]
	

	  value
	any allowed value
	
	
	

	  method
	"INVITE"
	
	
	

	Supported
	
	
	RFC 3261 [22]
	

	  option-tag
	"timer"
	
	
	

	Session-Expires
	
	
	RFC 4028 [30]
	

	  generic-param
	any allowed value
	
	
	

	P-Early-Media
	
	
	RFC 5009 [60]
	

	  em-parm
	"inactive"
	
	
	

	Require
	
	
	RFC 3261 [22]

RFC 3312 [56]

RFC 3329 [53]
	

	  option-tag
	"sec-agree"
	
	
	

	Proxy-Require
	
	
	RFC 3261 [22]

RFC 3329 [53]
	

	  option-tag
	"sec-agree"
	
	
	

	P-Asserted-Identity
	
	
	RFC 3325 [32]
	

	  addr-spec
	px_MCPTT_User_A_ID
	
	
	

	Contact
	
	
	RFC 3261 [22

RFC 3840 [33]
	

	  addr-spec
	"sip:[5555::aaa:bbb:ccc:eee]"
	SIP URI with IP address or FQDN and protected server port of UE
	
	

	
	px_MCPTT_Client_A_ID":"protected server port as chosen by the UE
	
	
	

	  feature-param
	"+g.3gpp.mcptt"
	This media feature tag when used in a SIP request or a SIP response indicates that the function sending the SIP message supports Mission Critical Push To Talk (MCPTT) communication.
	
	

	  feature-param
	"+g.3gpp.icsi-ref=urn:urn-7:3gpp-service.ims.icsi.mcptt"
	This URN indicates that the device has the capabilities to support the mission critical push to talk (MCPTT) service.
	
	

	  feature-param
	"audio"
	This feature tag indicates that the device supports audio as a streaming media type.
	
	

	Max-Forwards
	
	
	RFC 3261 [22]
	

	  value
	any allowed value
	Non-zero value
	
	

	P-Access-Network-Info
	
	
	RFC 7315 [52]
	

	  access-net-specs
	any allowed value
	Access network technology and, if applicable, the cell ID
	
	

	Accept
	
	
	RFC 3261 [22]
	

	  media-range
	"application/sdp, application/vnd.3gpp.mcptt-info+xml"
	
	
	

	P-Preferred-Service
	
	
	RFC 6050 [31]
	

	  Service-ID
	"urn:urn-7:3gpp-service.ims.icsi.mcptt"
	
	
	

	P-Preferred-Identity
	
	
	RFC 3325 [32]
	

	  PPreferredID-value
	px_MCPTT_User_A_ID
	Contains the public user identity of the MCPTT user
	
	

	Accept-Contact
	
	

	RFC 3841 [29]
	

	  ac-value
	"+g.3gpp.icsi-ref=urn:urn-7:3gpp-service.ims.icsi.mcptt"
	
	
	

	  req-param
	"require"
	
	
	

	  explicit-param
	"explicit"
	
	
	

	Accept-Contact
	
	
	RFC 3841 [29]
	

	  ac-value
	"+g.3gpp.mcptt"
	
	
	

	  req-param
	"require"
	
	
	

	  explicit-param
	"explicit"
	
	
	

	Answer-Mode
	
	
	RFC 5373 [34]
	

	  answer-mode-value
	"Auto"
	
	
	

	Resource-Priority
	
	
	RFC 4412 [40]

RFC 7134 [57]

RFC 8101 [45]
	EMERGENCY-CALL or IMMPERIL-CALL

	  r-value
	"mcpttp.value"
	"value" set to the value of the <resource-priority-namespace> element contained in the <emergency-resource-priority> element contained in the <OnNetwork> element of the MCPTT service configuration documents
	
	EMERGENCY-CALL

	  r-value
	"mcpttq.value"
	"value" set to the value of the <resource-priority-priority> element contained in the <emergency-resource-priority> element contained in the <OnNetwork> element of the MCPTT service configuration document
	
	EMERGENCY-CALL

	  r-value
	"mcpttp.value"
	"value" set to the value of the <resource-priority-namespace> element contained in the <imminent-peril-resource-priority> element contained in the <OnNetwork> element of the MCPTT service configuration documents
	
	IMMPERIL-CALL

	  r-value
	"mcpttq.value"
	"value" set to the value of the <resource-priority-priority> element contained in the <imminent-peril-resource-priority> element contained in the <OnNetwork> element of the MCPTT service configuration document
	
	IMMPERIL-CALL

	Content-Type
	"multipart/mixed"
	
	RFC 5621 [58]
	

	  Content-Length
	length of message body
	
	RFC 3261 [22]
	

	    Message-body
	
	
	RFC 3261 [22]
	

	      MIME-Content-Type
	"application/sdp"
	
	RFC 4566 [27]
	

	        SDP Message
	As described in Table 5.5.3.1.1-1
	
	
	

	      MIME-Content-Type
	"application/vnd.3gpp.mcptt-info+xml"
	
	TS 24.379 [9] clause F.1
	

	        MCPPT-Info
	As described in Table 5.5.3.2.1-1
	
	
	

	      MIME-Content-Type
	"application/resource-lists"
	
	RFC 5366 [35]
	PRIVATE-CALL

	        Resource-lists
	As described in Table 5.5.3.3.1-1
	
	
	

	      MIME-Content-Type
	"application/vnd.3gpp.mcptt-location-info+xml"
	
	TS 24.379 [9] clause F.3
	EMERGENCY-CALL or IMMPERIL-CALL

	        Location-info
	As described in Table 5.5.3.4.1-1
	
	
	


5.5.2.5.2
SIP INVITE from the SS

Table 5.5.2.5.2-1: SIP INVITE from the SS

	Derivation Path: TS 24.229 [16], subclause A.2.1.4.7, A.2.2.4.7

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Request-Line
	
	
	RFC 3261 [22]

RFC 5031 [54]
	

	  Method
	"INVITE"
	
	
	

	  Request-URI
	px_MCPTT_Client_A_ID
	
	
	

	  SIP-Version
	"SIP/2.0"
	
	
	

	Via
	
	Via header for the P-CSCF that communicates with the called party
	RFC 3261 [22]

RFC 3581 [55]
	

	  sent-protocol
	"SIP/2.0/UDP"
	
	
	

	  sent-by
	px_MCPTT_PCSCF_A_URI":4060;lr"
	The SS P-CSCF address and the SS protected server port
	
	

	  via-branch
	"z9hG4bKmcpttss1"
	Value starting with 'z9hG4bK'
	
	

	Via
	
	Via header for the other endpoint (the caller)
	RFC 3261 [22]

RFC 3581 [55]
	

	  sent-protocol
	"SIP/2.0/UDP"
	
	
	

	  sent-by
	px_MCPTT_Client_B_ID":14000"
	
	
	

	  via-branch
	"z9hG4bKmcpttss4"
	Value starting with 'z9hG4bK'
	
	

	Record-Route
	
	The record-route corresponding to the top Via header
	RFC 3261 [22]
	

	  route-param
	px_MCPTT_PCSCF_A_URI":4060;lr"
	<sip:SS P-CSCF address: protected server port of SS;lr>
	
	

	From
	
	
	RFC 3261 [22]
	

	  addr-spec
	px_MCPTT_Server_A_URI
	
	
	

	  tag
	"2"
	
	
	

	To
	
	
	RFC 3261 [22]

RFC 5031 [54]
	

	  addr-spec
	px_MCPTT_Client_A_ID
	
	
	

	Call-ID
	
	
	RFC 3261 [22]
	

	  callid
	px_MCPTT_CT_call_ID
	
	
	

	CSeq
	
	
	RFC 3261 [22]
	

	  value
	"4711"
	
	
	

	  method
	"INVITE"
	
	
	

	Supported
	
	
	RFC 3261 [22]
	

	  option-tag
	"100rel"
	This option tag indicates that the UA can send or receive reliable provisional responses.
	
	

	  option-tag
	"timer"
	
	
	

	  option-tag
	"tdialog"
	
	
	

	  option-tag
	"norefersub"
	
	
	

	P-Called-Party-ID
	
	
	RFC 7315 [52]
	

	  called-pty-id-spec
	px_MCPTT_Client_A_ID
	
	
	

	Session-Expires
	
	
	RFC 4028 [30]
	

	  generic-param
	"1800"
	The recommended initial value is 1800 in RFC 4028 [30].
	
	

	P-Early-Media
	
	
	RFC 5009 [60]
	

	  em-parm
	"inactive"
	
	
	

	Require
	
	
	RFC 3261 [22]

RFC 3312 [56]

RFC 3329 [53]
	

	  option-tag
	"sec-agree"
	
	
	

	Proxy-Require
	
	
	RFC 3261 [22]

RFC 3329 [53]
	

	  option-tag
	"sec-agree"
	
	
	

	P-Asserted-Identity
	
	
	RFC 3325 [32]
	

	  addr-spec
	px_MCPTT_User_B_ID
	
	
	

	Contact
	
	
	RFC 3261 [22]

RFC 3840 [33]
	

	  addr-spec
	px_MCPTT_Client_B_ID":14000"
	SIP URI with IP address or FQDN and protected server port of the calling UE
	
	

	  feature-param
	"+g.3gpp.mcptt"
	This media feature tag when used in a SIP request or a SIP response indicates that the function sending the SIP message supports Mission Critical Push To Talk (MCPTT) communication.
	RFC 3840 [33] clause 9


	

	  feature-param
	"+g.3gpp.icsi-ref=urn:urn-7:3gpp-service.ims.icsi.mcptt"
	This URN indicates that the device has the capabilities to support the mission critical push to talk (MCPTT) service.
	RFC 3840 [33] clause 9
	

	  feature-param
	"audio"
	This feature tag indicates that the device supports audio as a streaming media type.
	RFC 3840 [33] subclause 10.1
	

	  feature-param
	"isfocus"
	
	
	

	Max-Forwards
	
	
	RFC 3261 [22]
	

	  value
	"70"
	The recommended initial value is 70 in RFC 3261 [22].
	
	

	P-Access-Network-Info
	Not present
	
	RFC 7315 [52]
	

	  access-net-specs
	
	
	
	

	Accept
	
	
	RFC 3261 [22]
	

	  media-range
	"application/sdp, application/vnd.3gpp.mcptt-info+xml"
	
	
	

	P-Preferred-Service
	
	
	RFC 6050 [31]
	

	  Service-ID
	"urn:urn-7:3gpp-service.ims.icsi.mcptt"
	
	
	

	P-Preferred-Identity
	
	
	RFC 3325 [32]
	

	  PPreferredID-value
	px_MCPTT_User_B_ID
	Contains the public user identity of the MCPTT user
	
	

	Accept-Contact
	
	
	RFC 3841 [29]
	

	  ac-value
	"+g.3gpp.icsi-ref=urn:urn-7:3gpp-service.ims.icsi.mcptt"
	
	
	

	  req-param
	"require"
	
	
	

	  explicit-param
	"explicit"
	
	
	

	Accept-Contact
	
	
	RFC 3841 [29]
	

	  ac-value
	"+g.3gpp.mcptt"
	
	
	

	  req-param
	"require"
	
	
	

	  explicit-param
	"explicit"
	
	
	

	Answer-Mode
	
	
	RFC 5373 [34]
	

	  answer-mode-value
	"Auto"
	
	
	

	Alert-Info
	Not present or Any allowed value
	
	RFC 3261 [22], RFC 7462 [x2]
	

	  Alert-Info value
	
	
	
	

	Resource-Priority
	
	
	RFC 4412 [40]

RFC 7134 [57]

RFC 8101 [45]
	EMERGENCY-CALL or IMMPERIL-CALL

	  r-value
	"mcpttp.value"
	"value" set to the value of the <resource-priority-namespace> element contained in the <emergency-resource-priority> element contained in the <OnNetwork> element of the MCPTT service configuration documents
	
	EMERGENCY-CALL

	  r-value
	"mcpttq.value"
	"value" set to the value of the <resource-priority-priority> element contained in the <emergency-resource-priority> element contained in the <OnNetwork> element of the MCPTT service configuration document
	
	EMERGENCY-CALL

	  r-value
	"mcpttp.value"
	"value" set to the value of the <resource-priority-namespace> element contained in the <imminent-peril-resource-priority> element contained in the <OnNetwork> element of the MCPTT service configuration documents
	
	IMMPERIL-CALL

	  r-value
	"mcpttq.value"
	"value" set to the value of the <resource-priority-priority> element contained in the <imminent-peril-resource-priority> element contained in the <OnNetwork> element of the MCPTT service configuration document
	
	IMMPERIL-CALL

	Content-Type
	"multipart/mixed"
	
	RFC 5621 [58]
	

	  Content-Length
	length of message body
	
	RFC 3261 [22]
	

	    Message-body
	
	
	RFC 3261 [22]
	

	      MIME-Content-Type
	"application/sdp"
	
	
	

	        SDP Message
	As described in Table 5.5.3.1.2-1
	
	RFC 4566 [27]
	

	      MIME-Content-Type
	"application/vnd.3gpp.mcptt-info+xml"
	
	
	

	        MCPPT-Info
	As described in Table 5.5.3.2.2-1
	
	
	

	      MIME-Content-Type
	"application/resource-lists"
	
	RFC 5366 [35]
	PRIVATE-CALL

	        Resource-lists
	As described in Table 5.5.3.3.2-1
	
	
	

	      MIME-Content-Type
	"application/vnd.3gpp.mcptt-location-info+xml"
	
	TS 24.379 [9] clause F.3
	EMERGENCY-CALL or IMMPERIL-CALL

	        Location-info
	As described in Table 5.5.3.4.1-1
	
	
	


5.5.2.6
SIP re-INVITE

5.5.2.6.1
SIP re-INVITE from the UE

See Table 5.5.2.5.1-1.

5.5.2.6.1
SIP re-INVITE from the SS

See Table 5.5.2.5.2-1.

5.5.2.7
SIP MESSAGE

5.5.2.7.1
SIP MESSAGE from the UE

Table 5.5.2.7.1-1: SIP MESSAGE

	Derivation Path: TS 24.229 [16], subclause A.2.1.4.7a, A.2.2.4.7a

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Request-Line
	
	
	RFC 3261 [22]

RFC 5031 [54]
	

	  Method
	"MESSAGE"
	
	
	

	  Request-URI
	px_MCPTT_Server_A_URI
	The public service identity identifying the originating participating MCPTT function serving the MCPTT user 
	
	

	  SIP-Version
	"SIP/2.0"
	
	
	

	Via
	
	
	RFC 3261 [22]

RFC 3581 [55]
	

	  sent-protocol 
	"SIP/2.0/UDP"
	
	
	

	  sent-by
	any allowed value
	IP address or FQDN and protected server port of the UE 
	
	

	  via-branch
	any allowed value
	Value starting with 'z9hG4bK'
	
	

	From
	
	
	RFC 3261 [22]
	

	  addr-spec
	px_MCPTT_Client_A_ID
	The URI of the UE
	
	

	  tag
	any allowed value 
	
	
	

	To
	
	
	RFC 3261 [22]

RFC 5031 [54]
	

	  addr-spec
	px_MCPTT_Server_A_URI
	The URI of the SS
	
	

	Call-ID
	
	
	RFC 3261 [22]
	

	  callid
	any allowed value
	value not checked, but stored for later reference
	
	

	Cseq
	
	
	RFC 3261 [22]
	

	  value
	any allowed value
	
	
	

	  method
	"MESSAGE"
	
	
	

	Max-Forwards
	
	
	RFC 3261 [22]
	

	  value
	any allowed value
	Non-zero value
	
	

	P-Access-Network-Info 
	
	
	RFC 7315 [52]
	

	  access-net-spec
	any allowed value
	Access network technology and, if applicable, the cell ID
	
	

	Route
	
	
	RFC 3261 [22]
	

	  route-param
	px_MCPTT_PCSCF_A_URI":4060;lr"
	<sip:SS P-CSCF address:protected server port of P-CSCF;lr>, <sip:px_scscf;lr>
	
	

	P-Preferred-Service
	
	
	RFC 6050 [31]
	

	  Service-ID
	"urn:urn-7:3gpp-service.ims.icsi.mcptt"
	
	
	

	Content-Type
	"multipart/mixed"
	
	RFC 5621 [58]
	

	  Content-Length
	length of message body
	
	RFC 3261 [22]
	

	    Message-body
	
	
	RFC 3261 [22]
	

	      MIME-Content-Type
	"application/vnd.3gpp.mcptt-info+xml"
	
	TS 24.379 [9] clause F.1
	

	        MCPPT-Info
	As described in Table 5.5.3.2.1-1
	
	
	

	      MIME-Content-Type
	"application/vnd.3gpp.mcptt-affiliation-command+xml"
	
	TS 24.379 [9] clause F.4
	

	        MCPPT-Affiliation-Command
	As described in Table 5.5.3.7-1
	
	
	

	      MIME-Content-Type
	"application/resource-lists"
	
	RFC 5366 [35]
	PRIVATE-CALL

	        Resource-lists
	As described in Table 5.5.3.3.1-1
	
	
	


5.5.2.7.2
SIP MESSAGE from the SS

Table 5.5.2.7.2-1: SIP MESSAGE from the SS

	Derivation Path: TS 24.229 [16], subclause A.2.1.4.7a, A.2.2.4.7a

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Request-Line
	
	
	RFC 3261 [22]

RFC 5031 [54]
	

	  Method
	"MESSAGE"
	
	
	

	  Request-URI
	px_MCPTT_Client_A_ID
	The public service identity identifying the originating participating MCPTT function serving the MCPTT user 
	
	

	  SIP-Version
	"SIP/2.0"
	
	
	

	Via
	
	Via header for the P-CSCF that communicates with the called party
	RFC 3261 [22]

RFC 3581 [55]
	

	  sent-protocol
	"SIP/2.0/UDP"
	
	
	

	  sent-by
	px_MCPTT_PCSCF_A_URI":4060;lr"
	The SS P-CSCF address and the SS protected server port
	
	

	  via-branch
	"z9hG4bKmcpttss7"
	Value starting with 'z9hG4bK'
	
	

	Via
	
	Via header for the other endpoint (the caller)
	RFC 3261 [22]

RFC 3581 [55]
	

	  sent-protocol
	"SIP/2.0/UDP"
	
	
	

	  sent-by
	px_MCPTT_Client_B_ID":14000"
	
	
	

	  via-branch
	"z9hG4bKmcpttss8"
	Value starting with 'z9hG4bK'
	
	

	From
	
	
	RFC 3261 [22]
	

	  addr-spec
	px_MCPTT_Server_A_URI
	
	
	

	  tag
	"2" 
	
	
	

	To
	
	
	RFC 3261 [22]

RFC 5031 [54]
	

	  addr-spec
	px_MCPTT_Client_A_ID
	
	
	

	Call-ID
	
	
	RFC 3261 [22]
	

	  callid
	px_MCPTT_CT_call_ID
	
	
	

	Cseq
	
	
	RFC 3261 [22]
	

	  value
	"4711"
	
	
	

	  method
	"MESSAGE"
	
	
	

	Max-Forwards
	
	
	RFC 3261 [22]
	

	  value
	"70"
	The recommended initial value is 70 in RFC 3261.
	
	

	Route
	
	
	RFC 3261 [22]
	

	  route-param
	px_MCPTT_PCSCF_A_URI":4060;lr"
	<sip:SS P-CSCF address:protected server port of P-CSCF;lr>, <sip:px_scscf;lr>
	
	

	P-Preferred-Service
	
	
	RFC 6050 [31]
	

	  Service-ID
	"urn:urn-7:3gpp-service.ims.icsi.mcptt"
	
	
	

	Content-Type
	"multipart/mixed"
	
	RFC 5621 [58]
	

	  Content-Length
	length of message body
	
	RFC 3261 [22]
	

	    Message-body
	
	
	RFC 3261 [22]
	

	      MIME-Content-Type
	"application/vnd.3gpp.mcptt-info+xml"
	
	TS 24.379 [9] clause F.1
	

	        MCPPT-Info
	As described in Table 5.5.3.2.1-1
	
	
	

	      MIME-Content-Type
	"application/vnd.3gpp.mcptt-affiliation-command+xml"
	
	TS 24.379 [9] clause F.4
	

	        MCPPT-Affiliation-Command
	As described in Table 5.5.3.7-1
	
	
	

	      MIME-Content-Type
	"application/resource-lists"
	
	RFC 5366 [35]
	PRIVATE-CALL

	        Resource-lists
	As described in Table 5.5.3.3.1-1
	
	
	


[Text skipped here]
5.5.2.17.1.2
SIP 200 (OK) from the SS

Table 5.5.2.17.1.2-1: SIP 200 (OK) from the SS

	Derivation Path: RFC 3261 [22]

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Status-Line
	
	
	
	

	  SIP-Version 
	"SIP/2.0"
	
	
	

	  Status-Code 
	"200"
	
	
	

	  Reason-Phrase
	"OK"
	
	
	

	Via
	
	Via header for the P-CSCF that communicates with the called party.

same value as received in INVITE message
	RFC 3261 [22]

RFC 3581 [55]
	

	  sent-protocol
	"SIP/2.0/UDP"
	
	
	

	  sent-by
	same value as received in INVITE
	IP address or FQDN and protected server port of the UE
	
	

	  via-branch
	same value as received in INVITE
	Value starting with 'z9hG4bK'
	
	

	Record-Route
	
	
	
	

	  rec-route
	px_MCPTT_PCSCF_A_URI":4060;lr"
	Same value as received in INVITE
	
	

	From
	
	
	
	

	  addr-spec
	px_MCPTT_Client_A_ID
	
	
	

	  tag
	"1"
	
	
	

	To
	
	
	
	

	  addr-spec
	px_MCPTT_Server_A_URI
	
	
	

	  tag
	"2"
	
	
	

	P-Asserted-Identity
	
	
	
	

	addr-spec
	px_MCPTT_User_A_ID
	
	
	

	Contact
	
	
	
	

	  addr-spec 
	px_MCPTT_Client_A_ID
	
	
	

	  feature-param
	"+g.3gpp.mcptt"
	
	
	

	  feature-param
	"+g.3gpp.icsi-ref= urn:urn- 7:3gpp-service.ims.icsi.mcptt"
	
	
	

	  feature-param
	"isfocus"
	
	
	

	  feature-param
	"audio"
	
	
	

	Call-ID
	
	
	
	

	  callid
	same value as received in INVITE message
	
	
	

	CSeq
	
	
	
	

	  value
	same value as received in INVITE message
	
	
	

	Require 
	
	
	
	

	  option-tag
	"timer"
	
	
	

	Session-Expires
	
	
	
	

	  generic-param
	"3600"
	
	
	

	  refresher
	"uac"
	
	
	

	Supported
	
	
	
	

	  option-tag
	"tdialog"
	
	
	

	  option-tag
	"norefersub"
	
	
	

	  option-tag
	"explicitsub"
	
	
	

	  option-tag
	"nosub"
	
	
	

	Feature-Caps
	Not Present or Any allowed value
	
	RFC 6809 [x1]
	

	  fcap-name
	
	
	
	

	Content-Type
	"application/sdp"
	
	RFC 5621 [58]
	

	  Content-Length
	length of message-body 
	
	RFC 3261 [22]
	

	    Message-body
	
	
	RFC 3261 [22]
	

	      MIME-Content-Type
	"application/sdp"
	
	RFC 4566 [27]
	

	        SDP Message
	As described in Table 5.5.3.1.1-1
	
	
	


[Text skipped here]
5.5.3.2
MCPTT-Info

5.5.3.2.1
MCPTT-Info from the UE

Table 5.5.3.2.1-1: MCPTT-Info from the UE

	Derivation Path: TS 24.379 [9] subclause F.1.2

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	mcpttinfo
	
	
	
	

	  mcptt-Params
	
	
	
	

	    mcptt-access-token
	not present
	
	
	

	
	"eyJhbGciOiJSUzI1NiJ9.eyJtY3B0dF9pZCI6ImFsaWNlQG9yZy5jb20iLCJleHAiOjE0NTM1MDYxMjEsInNjb3BlIjpbIm9wZW5pZCIsIjNncHA6bWNwdHQ6cHR0X3NlcnZlciJdLCJjbGllbnRfaWQiOiJtY3B0dF9jbGllbnQifQ.XYIqai4YKSZCKRNMLipGC_5nV4BE79IJpvjexWjIqqcqiEx6AmHHIRo0mhcxeCESrXei9krom9e8Goxr_hgF3szvgbwl8JRbFuv97XgepDLjEq4jL3Cbu41Q9b0WdXAdFmeEbiB8wo_xggiGwv6IDR1b3TgAAsdjkRxSK4ctIKPaOJSRmM7MKMcKhIug3BEkSC9-aXBTSIv5fAGN-ShDbPvHycBpjzKWXBvMIR5PaCg-9fwjELXZXdRwz8C6JbRM8aqzhdt4CVhQ3-Arip-S9CKd0tu-qhHfF2rvJDRlg8ZBiihdPH8mJs-qpTFep_1-kON3mL0_g54xVmlMwN0XQA"
	The access token is opaque to the MCPTT client
	TS 33.179 [15], clause B.3

RFC 6749 [77]
	CONFIG

	    session-type
	"prearranged"
	
	
	GROUP-CALL

	
	"private"
	
	
	PRIVATE-CALL

	    mcptt-request-uri
	px_MCPTT_Group_A_ID
	The URI of the group
	
	GROUP-CALL

	
	px_MCPTT_Client_B_ID
	The URI of the invited MCPTT Client
	
	PRIVATE-CALL

	    mcptt-calling-user-id
	not present or  px_MCPTT_User_A_ID
	
	
	

	    mcptt-called-party-id
	not present or px_MCPTT_User_B_ID
	
	
	

	    mcptt-calling-group-id
	not present
	
	
	

	    required
	not present
	
	
	

	    emergency-ind
	not present or if present then="false"
	
	
	

	
	"true"
	
	
	EMERGENCY-CALL

	    alert-ind
	not present or if present then="false"
	
	
	

	
	"true"
	
	
	EMERGENCY-ALERT

	    imminentperil-ind
	not present or if present then="false"
	
	
	

	
	"true"
	
	
	IMMPERIL-CALL

	    broadcast-ind
	not present
	
	
	

	    mc-org"
	not present
	
	
	

	    floor-state
	not present
	
	
	

	    associated-group-id
	px_MCPTT_Group_A_ID if mcptt-request-uri contains a temporary group identity; otherwise, not present
	if the <mcptt-request-uri> element contains a group identity then this element can include an MCPTT group ID associated with the group identity in the <mcptt-request-uri> element. E.g. if the <mcptt-request-uri> element contains a temporary group identity (TGI), then the <associated-group-id> element can contain the constituent MCPTT group ID
	TS 24.379 [9] subclause F.1.3
	GROUP-CALL

	
	not present
	
	
	PRIVATE-CALL

	    originated-by
	not present
	
	
	

	    MKFC-GKTPs
	not present
	
	
	

	    mcptt-client-id
	px_MCPTT_Client_A_ID
	The URI of the MCPTT Client
	
	PRIVATE-CALL

GROUP-CALL

EMERGENCY-CALL

IMMPERIL-CALL

EMERGENCY-ALERT

	
	"eyJhbGciOiJSUzI1NiJ9.eyJzdWIiOiIxMjM0NTY3ODkwIiwiYXVkIjoibWNwdHRfY2xpZW50IiwiaXNzIjoiSWRNUy5zZXJ2ZXIuY29tOjkwMzEiLCJpYXQiOjE0NTM0OTgxNTgsImV4cCI6MTQ1MzQ5ODQ1OCwibWNwdHRfaWQiOiJhbGljZUBvcmcuY29tIn0.Dpn7AhIMaqMEgg12NYUUfJGSFJMPG8M2li9FLtPotDlHvwU2emBws8z5JLw81SXQnoLqZ8ZF8tIhZ1W7uuMbufF4Wsr7PAadZixz3CnV2wxFV9qR_VA1-0ccDTPukUsRHsic0SgZ3aIbcYKd6VsehFe_GDwfqysYzD7yPwCfPZo"
	The MCPTT client may validate the user with the ID token and configure itself for the user
	TS 33.179 [15], clause B.3

RFC 6749 [77]
	CONFIG

	    alert-ind-rcvd
	not present
	
	
	

	    anyExt
	not present or any allowed value
	
	TS 24.379 [9], subclause F.1.3
	


5.5.3.2.2
MCPTT-Info from the SS

Table 5.5.3.2.2-1: MCPTT-Info from the SS

	Derivation Path: TS 24.379 [9] subclause F.1.2

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	mcpttinfo
	
	
	
	

	  mcptt-Params
	
	
	
	

	    mcptt-access-token
	not present
	
	
	

	    session-type
	"prearranged"
	
	
	GROUP-CALL

	
	"private"
	
	
	PRIVATE-CALL

	    mcptt-request-uri
	px_MCPTT_User_A_ID
	The URI of the called user
	
	

	    mcptt-calling-user-id
	px_MCPTT_User_B_ID
	The URI of the calling user
	
	

	    mcptt-called-party-id
	not present
	
	
	

	    mcptt-calling-group-id
	px_MCPTT_Group_A_ID
	The URI of the group
	
	GROUP-CALL

	
	not present
	
	
	PRIVATE-CALL

	    required
	not present
	
	
	

	    emergency-ind
	not present
	
	
	

	
	"true"
	
	
	EMERGENCY-CALL

	    alert-ind
	not present
	
	
	

	
	"true"
	
	
	EMERGENCY-ALERT

	    imminentperil-ind
	not present
	
	
	

	
	"true"
	
	
	IMMPERIL-CALL

	    broadcast-ind
	not present
	
	
	

	    mc-org"
	not present
	
	
	

	    floor-state
	not present
	
	
	

	    associated-group-id
	not present
	
	
	

	    originated-by
	not present
	
	
	

	    MKFC-GKTPs
	not present
	
	
	

	    mcptt-client-id
	not present
	
	
	

	    alert-ind-rcvd
	not present
	
	
	

	    anyExt
	not present or any allowed value
	
	TS 24.379 [9], subclause F.1.3
	


