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	Reason for change:
	 RF test cases need to change between waveform DFT-s-OFDM and CP-OFDM for different test points. Therefor a condition is needed for IE transformPrecoder


	
	

	Summary of change:
	 Added condition CP-OFDM to IE transformPrecoder

	
	

	Consequences if not approved:
	 Many RF test cases will be incomplete.
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	Other comments:
	 This CR is a re-submission of TP R5-182263 from RAN5#79 (with some modifications due to change of default IE value). R5-182263 never got implemented after RAN5#79 meeting.
  
Path to IE transformPrecoder for EN-DC:
 RRCReconfiguration-> secondaryCellGroup (condition EN-DC)-> CellGroupConfig-> spCellConfig->
spCellConfigDedicated-> ServingCellConfig-> UplinkConfig-> pusch-ServingCellConfig-> PUSCH-ServingCellConfig-> firstActiveUplinkBWP-Id->BWP-> BWP-UplinkDedicated-> pusch-Config-> PUSCH-Config-> transformPrecoder

[bookmark: _GoBack]This CR will impact many existing RF test cases. The note in the test procedure needs to be updated.
SA test case example:
NOTE 1: When switching to DFT-s-OFDM waveform, as specified in the test configuration table 6.2.2.4.1-1, send an NR RRCReconfiguration message according to TS 38.508-1 [5] clause 4.6.3 Table 4.6.3-89 PUSCH-Config without CP-OFDM condition. When switching to CP-OFDM waveform, send an NR RRCReconfiguration message with CP-OFDM condition.

NSA test case example:
NOTE 1: When switching to DFT-s-OFDM waveform, as specified in the test configuration table 6.2B.1.1.4.1-1, send an RRCConnectionReconfiguration message containing NR RRCReconfiguration message according to TS 38.508-1 [6] clause 4.6.3 table 4.6.3-89 PUSCH-Config without CP-OFDM condition. When switching to CP-OFDM waveform, send an RRCConnectionReconfiguration message containing NR RRCReconfiguration message with CP-OFDM condition.
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<< Start of changes >>
[bookmark: _Toc517450463]–	PUSCH-Config
Table 4.6.3-89: PUSCH-Config
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PUSCH-Config ::= SEQUENCE {
	
	
	

	  dataScramblingIdentityPUSCH
	0
	
	

	  txConfig
	codebook
	
	

	  dmrs-UplinkForPUSCH-MappingTypeA 
	Not present
	
	

	  dmrs-UplinkForPUSCH-MappingTypeB CHOICE {
	
	
	

	    setup
	DMRS-UplinkConfig
	
	

	  }
	
	
	

	  pusch-PowerControl
	PUSCH-PowerControl
	
	

	  frequencyHopping
	Not present
	
	

	  frequencyHoppingOffsetLists
	Not present
	
	

	  resourceAllocation
	resourceAllocationType1
	
	

	   pusch-TimeDomainAllocationList
	Not present
	
	

	  pusch-AggregationFactor	
	Not present
	
	

	  mcs-Table
	 qam256
	
	FR1

	
	Not present
	
	FR2

	  mcs-TableTransformPrecoder
	 qam256
	
	FR1

	
	Not present
	
	FR2

	[bookmark: _Hlk515368688]  transformPrecoder
	enabled
	DFT-s-OFDM
	

	
	Not present
	
	CP-OFDM

	  codebookSubset
	nonCoherent
	
	

	  maxRank
	2
	
	

	  rbg-Size
	Not present
	
	

	  uci-OnPUSCH CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      betaOffsets CHOICE {
	
	
	

	        semiStatic SEQUENCE {
	
	
	

	          betaOffsetACK-Index1
	9
	
	

	          betaOffsetACK-Index2
	9
	
	

	          betaOffsetACK-Index3
	9
	
	

	          betaOffsetCSI-Part1-Index1
	6
	
	

	          betaOffsetCSI-Part1-Index2
	6
	
	

	          betaOffsetCSI-Part2-Index1	
	6
	
	

	          betaOffsetCSI-Part2-Index2	
	6
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



	Condition
	Explanation

	CP-OFDM
	CP-OFDM waveform is configured



<< End of changes>>

