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–
RLC-Config
Table 4.6.3-111: RLC-Config

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RLC-Config ::= CHOICE {
	
	
	

	  am SEQUENCE {
	
	
	AM

	    ul-AM-RLC SEQUENCE {
	
	
	

	      sn-FieldLength
	[size18]
	
	

	      t-PollRetransmit
	[ms30]
	
	FR1

	
	[ms80]
	
	FR2

	      pollPDU
	[p32768]
	
	

	      pollByte
	[mB18]
	
	

	      maxRetxThreshold
	[t8]
	
	

	    }
	
	
	

	    dl-AM-RLC SEQUENCE {
	
	
	

	      sn-FieldLength
	[size18]
	
	

	      t-Reassembly
	[ms30]
	
	FR1

	
	[ms80]
	
	FR2

	      t-StatusProhibit
	[ms30]
	
	

	    }
	
	
	

	  }
	
	
	

	  am SEQUENCE {
	
	9.2.1.3 /TS 36.331
	SRB3

	    ul-AM-RLC SEQUENCE {
	
	
	

	         sn-FieldLength
	[size18]
	
	

	         t-PollRetransmit
	[ms30]
	
	FR1

	
	[ms80]
	
	FR2

	         pollPDU
	[p32768]
	
	

	         pollByte
	[mB18]
	
	

	         maxRetxThreshold
	[t8]
	
	

	      }
	
	
	

	    dl-AM-RLC SEQUENCE {
	
	
	

	      sn-FieldLength
	[size18]
	
	

	      t-Reassembly
	[ms30]
	
	FR1

	
	[ms80]
	
	FR2

	      t-StatusProhibit
	[ms30]
	
	

	    }
	
	
	

	  }
	
	
	

	  um-Bi-Directional SEQUENCE {
	
	
	UM

	    ul-UM-RLC SEQUENCE {
	
	
	

	      sn-FieldLength
	size12
	
	pc_um_WIthLongSN

	
	size6
	
	NOT pc_um_WIthLongSN AND pc_um_WithShortSN

	    }
	
	
	

	    dl-UM-RLC SEQUENCE {
	
	
	

	      sn-FieldLength
	size12
	
	pc_um_WIthLongSN

	
	size6
	
	NOT pc_um_WIthLongSN AND pc_um_WithShortSN

	      t-Reassembly
	[ms30]
	
	FR1

	
	[ms80]
	
	FR2

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	AM
	RLC AM

	UM
	RLC UM

	SRB3
	Establishment of SRB3


–
RLF-TimersAndConstants
