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<Start of first modified section>
4.6.3
Radio resource control information elements

–
MAC-CellGroupConfig
Table 4.6.3-49: MAC-CellGroupConfig

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	MAC-CellGroupConfig ::= SEQUENCE {
	
	
	

	  drx-Config CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      drx-onDurationTimer CHOICE {
	
	
	

	        milliSeconds
	[ms6]
	
	

	      }
	
	
	

	      drx-InactivityTimer

	[ms1280]
	
	

	      drx-HARQ-RTT-TimerDL
	[56]
	
	

	      drx-HARQ-RTT-TimerUL
	[56]
	
	

	      drx-RetransmissionTimerDL
	[sl16]
	
	FR1

	
	[sl64]
	
	FR2

	      drx-RetransmissionTimerUL
	[sl16]
	
	FR1

	
	[sl64]
	
	FR2

	      drx-LongCycleStartOffset CHOICE {
	
	
	

	        ms10240
	[0]
	
	

	      }
	
	
	

	      shortDRX
	[not present]
	
	

	      drx-SlotOffset
	[0]
	
	

	    }
	
	
	

	  }
	
	
	

	  schedulingRequestConfig
	SchedulingRequest-Config
	
	

	  bsr-Config SEQUENCE {
	
	
	

	    periodicBSR-Timer
	[sf1]
	
	

	    retxBSR-Timer
	[sf80]
	
	

	    logicalChannelSR-DelayTimer
	[Not present]
	
	

	  }
	
	
	

	  tag-Config SEQUENCE {
	
	
	

	    tag-ToReleaseList
	Not present
	
	

	    tag-ToAddModList SEQUENCE (SIZE (1..maxNrofTAGs)) OF SEQUENCE {
	1 entry
	
	

	      tag-Id
	0
	
	

	      timeAlignmentTimer
	[infinity]
	
	

	    }
	
	
	

	  }
	
	
	

	  phr-Config CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      phr-PeriodicTimer
	[sf10]
	
	

	      phr-ProhibitTimer
	[sf0]
	
	

	      phr-Tx-PowerFactorChange
	[dB1]
	
	

	      multiplePHR
	[true]
	
	

	      phr-Type2SpCell
	false
	
	

	      phr-Type2OtherCell
	false
	
	

	      phr-ModeOtherCG
	real
	
	

	    }
	
	
	

	  }
	
	
	

	  skipUplinkTxDynamic
	false
	
	

	
	
	
	

	}
	
	
	


<End of modified section>
