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	Reason for change:
	Test frequencies and associated band dependent signalling parameters need to be added for NR band 76.

	
	

	Summary of change:
	Test frequencies and associated signalling parameters added based on the following principles for each applicable subcarrier spacing (for details see discussion paper in R5-185001):

1. Carrier centre frequencies selected as:

· Low
Range: CEILING({UL Min f,DL Min f} + CH BW / 2) being a multiple of Carrier freq raster of the band; 

· Mid
Range: Calculated as ({UL Max f,DL Max f} - {UL Min f,DL Min f} /2 being a multiple of Carrier freq raster of the band
· High
Range: Calculated as FLOOR({UL Max f,DL Max f} - CH BW / 2) being a multiple of Carrier freq raster of the band
2. Point A and carrier parameters selected per test frequency as an offset of 2 PRBs below the lower edge of the carrier (absoluteFrequencyPointA,  offsetToCarrier and carrierBandwidth)

3. Signalling parameters for SS/PBCH block configurations specified such that the carrier is associated with a GSCN value (absoluteFrequencySSB, 
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	Test frequencies and associated signalling parameters not defined.
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	Other comments:
	This is an update of R5-184470 and the outcome of 1 revision to this document


4.3.1.1.1.71.2
SCS 30 kHz

Table 4.3.1.1.1.71.2-1: Common parameters for SCS 30 kHz in NR operating band n71

	
	point A
[MHz]
	point A
[ARFCN]
	k0

	DL
	617.015
	123403
	[0]

	UL
	663.015
	132603
	[0]


Table 4.3.1.1.1.71.2-2: SSB for SCS 30 kHz in NR operating band n71

	SSB ID
	GSCN

[N]
	GSCN

[MHz]
	SSB [ARFCN]
	kSSB
	Bandwidth

[MHz]
	Bandwidth

[RBs]
	offset point A to SSB midpoint

[RBs]

	Low Range
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS

	
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS

	Mid Range
	[2114]
	[634.505]
	[126901]
	[9]
	10
	52
	[103]

	
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS

	High Range
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS

	
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS

	Note 1:
kSSB is expressed in terms of 15 kHz subcarrier spacing


Table 4.3.1.1.1.71.2-3: DL Test frequencies for NR operating band n71

	Test Frequency ID
	Bandwidth [MHz]
	Bandwidth

[RBs]
	offset pointA to carrier

[RBs]

	Low Range
	10
	24
	0

	
	15
	38
	0

	
	20
	51
	0

	Mid Range
	10
	24
	35

	
	15
	38
	28

	
	20
	51
	22

	High Range
	10
	24
	72

	
	15
	38
	58

	
	20
	51
	45


Table 4.3.1.1.1.71.2-4: UL Test frequencies for NR operating band n71

	Test Frequency ID
	Bandwidth [MHz]
	Bandwidth

[RBs]
	offset pointA to carrier

[RBs]

	Low Range
	10
	24
	0

	
	15
	38
	0

	
	20
	51
	0

	Mid Range
	10
	24
	35

	
	15
	38
	28

	
	20
	51
	22

	High Range
	10
	24
	72

	
	15
	38
	58

	
	20
	51
	45


<Remark to CR implementer: Clauses 4.3.1.1.1.72 to 4.3.1.1.1.75 are introduced by other CRs>

4.3.1.1.1.76
Reference test frequencies for NR operating band n76 (SDL)
Table 4.3.1.1.1.76-1: Test frequencies for NR operating band n76 and SCS 15 kHz
	Bandwidth [MHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [PRBs]
	SS block SCS

[kHz]
	GSCN


	absoluteFrequencySSB

[ARFCN]
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	CORESET#0 Offset 

[RBs]

Note 1
	CORESET#0 Index

Note 1

	5
	25
	Downlink
	Low
	1429.5
	285900
	1427.25
	285450
	0
	15
	3573
	285870
	20
	0
	0

	
	
	
	Mid
	1429.5
	285900
	1409.07
	281814
	101
	 
	3573
	285870
	20
	0
	0

	
	
	
	High
	1429.5
	285900
	1031.61
	206322
	2198
	 
	3573
	285870
	20
	0
	0
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