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	Reason for change:
	In RAN1 #93 meeting, the following agreement was made to increase the number of bits for RIV (i.e. resource indicator value) in RAR from 12 bits to 14 bits. 
Agreement:

· Increase the number of bits for RIV in RAR from 12 bits to 14 bits.

This RIV corresponds to the "Msg3 PUSCH frequency resource allocation" included in the UL grant field of MAC RAR (see TS 38.213); so above RAN1 agreement means the UL grant field of MAC RAR needs to be increased by 2 bits. 

	
	

	Summary of change:
	In 6.2.3, extend the UL grant field of MAC RAR from 25 bits to 27 bits. 
Impact analysis
Impacted functionality:
MAC RAR
Inter-operability: 

If the NW is implemented based on the CR but the UE is not, there is an inter-operability issue, since there are different understandings between the NW and the UE on the information contained in the MAC RAR, which makes Msg.2 unable to be received correctly by the UE.
If the UE is implemented based on the CR but the NW is not, there is an inter-operability issue, since there are different understandings between the NW and the UE on the information contained in the MAC RAR, which makes Msg.2 unable to be received correctly by the UE.
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	The agreement made by RAN1 for RAR is missing in the specification.
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6.2.3
MAC payload for Random Access Response

The MAC RAR is of fixed size as depicted in Figure 6.2.3-1, and consists of the following fields:

-
R: Reserved bit, set to "0";

-
Timing Advance Command: The Timing Advance Command field indicates the index value TA used to control the amount of timing adjustment that the MAC entity has to apply in TS 38.213 [6]. The size of the Timing Advance Command field is 12 bits;

-
UL Grant: The Uplink Grant field indicates the resources to be used on the uplink in TS 38.213 [6]. The size of the UL Grant field is 27 bits;

-
Temporary C-RNTI: The Temporary C-RNTI field indicates the temporary identity that is used by the MAC entity during Random Access. The size of the Temporary C-RNTI field is 16 bits.

The MAC RAR is octet aligned.
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Figure 6.2.3-1: MAC RAR
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