Page 1



3GPP TSG-RAN5Meeting #81
R5-187849
Spokane, US, 12th - 16th Nov, 2018
	CR-Form-v11.4

	CHANGE REQUEST

	

	
	38.522
	CR
	0014
	rev
	1
	Current version:
	15.0.0
	

	

	For HELPon using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed changeaffects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Adding applicability for new 38.521-1 CA TCs

	
	

	Source to WG:
	Samsung

	Source to TSG:
	R5

	
	

	Work item code:
	5GS_NR_LTE-UEConTest
	
	Date:
	2018-10-31

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	New CA (2UL CA) tests have been to 38.521-1. Applicablity for these tests is missing.

	
	

	Summary of change:
	Applicablity has been added.

	
	

	Consequences if not approved:
	TCs may not be selected for execution in accordance with the UE support and may fail correctly implemented UE and allow incorrectly implemented UEs to pass.

	
	

	Clauses affected:
	4.1.1

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


4.1
RF conformance test cases 
NOTE:
To determine applicability of a test case, FGI support in combined or fdd-Add-UE-NR-Capabilities or tdd-Add-UE- NR-Capabilities is taken into account.

4.1.1
FR1 standalone conformance test cases

Editor’s note: Table A.4.3.1-1 and Table A.4.3.1-2 need to be updated in TS 38.508-2 [8].
Table 4.1.1-1: Applicability of RF conformance test cases, ref. TS 38.521-1 [1]

	Clause
	Title
	Release
	Applicability
	Tested Bands/

CA-Configurations

Selection
	Additional Information

	
	
	
	Condition
	Comments
	
	

	
	Transmitter Characteristics

	6.2.1
	UE maximum output power
	Rel-15
	C01
	UEs supporting 5GS FR1
	D01
	

	6.2.4
	Configured transmitted power
	Rel-15
	C01
	UEs supporting 5GS FR1
	D01
	

	6.2C.1
	Configured transmitted power for SUL
	Rel-15
	FFS
	UEs supporting 5GS FR1 and SUL
	FFS
	

	6.3.1
	Minimum output power
	Rel-15
	C01
	UEs supporting 5GS FR1
	D01
	

	6.3.2
	Transmit OFF power
	Rel-15
	C01
	UEs supporting 5GS FR1
	D01
	

	6.3.3.2
	General ON/OFF time mask
	Rel-15
	C01
	UEs supporting 5GS FR1
	D01
	

	6.3.3.4
	PRACH time mask
	Rel-15
	C01
	UEs supporting 5GS FR1
	D01
	

	6.3.4.2
	Absolute power tolerance
	Rel-15
	C01
	UEs supporting 5GS FR1
	D01
	

	6.3.4.3
	Power Control Relative power tolerance
	Rel-15
	C01
	UEs supporting 5GS FR1
	D01
	

	6.3.4.4
	Aggregate power tolerance
	Rel-15
	C01
	UEs supporting 5GS FR1
	D01
	

	6.4.1
	Frequency error
	Rel-15
	C01
	UEs supporting 5GS FR1
	D01
	

	6.4.2.1
	Error Vector Magnitude
	Rel-15
	C01
	UEs supporting 5GS FR1
	D01
	

	6.4.2.2
	Carrier leakage
	Rel-15
	C01
	UEs supporting 5GS FR1
	D01
	

	6.4.2.3
	In-band emissions
	Rel-15
	C01
	UEs supporting 5GS FR1
	D01
	

	6.4.2.4
	EVM equalizer spectrum flatness
	Rel-15
	C01
	UEs supporting 5GS FR1
	D01
	

	6.4A.1.1
	Frequency error for CA (2UL CA)
	Rel-15
	FFS
	UEs supporting 5GS FR1 and CA (2UL CA)
	FFS
	

	6.4A.2.1.1
	Error Vector Magnitude for CA (2UL CA)
	Rel-15
	FFS
	UEs supporting 5GS FR1 and CA (2UL CA)
	FFS
	

	6.4A.2.2.1
	Carrier leakage for CA (2UL CA)
	Rel-15
	FFS
	UEs supporting 5GS FR1 and CA (2UL CA)
	FFS
	

	6.4A.2.3.1
	In-band emissions for CA (2UL CA)
	Rel-15
	FFS
	UEs supporting 5GS FR1 and CA (2UL CA)
	FFS
	

	6.5.1
	Occupied bandwidth
	Rel-15
	C01
	UEs supporting 5GS FR1
	D01
	

	6.5.4
	Transmit intermodulation
	Rel-15
	C01
	UEs supporting 5GS FR1
	D01
	

	6.5.2.2
	Spectrum Emission Mask
	Rel-15
	C01
	UEs supporting 5GS FR1
	D01
	

	6.5.2.3
	Additional spectrum emission mask
	Rel-15
	C01
	UEs supporting 5GS FR1
	D01
	

	6.5.2.4.1
	NR ACLR
	Rel-15
	C01
	UEs supporting 5GS FR1
	D01
	

	6.5.3.1
	General spurious emissions
	Rel-15
	C01
	UEs supporting 5GS FR1
	D01
	

	6.5.3.2
	Spurious emission for UE co-existence
	Rel-15
	C01
	UEs supporting 5GS FR1
	D01
	

	6.5.3.3
	Additional spurious emissions
	Rel-15
	C01
	UEs supporting 5GS FR1
	D01
	

	6.5.4
	Transmit intermodulation
	Rel-15
	C01
	UEs supporting 5GS FR1
	D01
	

	6.5A.2.2.1
	Spectrum emission mask for CA (2UL CA)
	Rel-15
	FFS
	UEs supporting 5GS FR1 and CA (2UL CA)
	FFS
	

	6.5A.2.4.1.1
	NR ACLR for CA (2UL CA)
	Rel-15
	FFS
	UEs supporting 5GS FR1 and CA (2UL CA)
	FFS
	

	6.5A.2.4.2.1
	UTRA ACLR for CA (2UL CA)
	Rel-15
	FFS
	UEs supporting 5GS FR1 and CA (2UL CA)
	FFS
	

	6.5A.3.1.1
	General spurious emissions for CA (2UL CA)
	Rel-15
	FFS
	UEs supporting 5GS FR1 and CA (2UL CA)
	FFS
	

	6.5A.3.2.1
	Spurious emissions for UE co-existence for CA (2UL CA)
	Rel-15
	FFS
	UEs supporting 5GS FR1 and CA (2UL CA)
	FFS
	

	6.5A.4.1
	Transmit intermodulation for CA (2UL CA)
	Rel-15
	FFS
	UEs supporting 5GS FR1 and CA (2UL CA)
	FFS
	

	7.3.2
	Reference sensitivity power level
	Rel-15
	C01
	UEs supporting 5GS FR1
	D01
	

	7.3.2_1
	Reference sensitivity level with 4 Rx antenna ports
	Rel-15
	FFS
	UEs supporting 5GS FR1 with 4Rx antenna ports
	D01
	

	7.3A.2.1.1
	Intra-band contiguous CA 2CC
	Rel-15
	FFS
	UEs supporting 5GS FR1 and intra-band contiguous CA 2CC
	FFS
	

	7.3A.2.[X2]
	Inter-band CA
	Rel-15
	FFS
	UEs supporting 5GS FR1 and inter-band CA
	FFS
	

	7.3C.2
	Reference sensitivity power level
	Rel-15
	FFS
	UEs supporting 5GS FR1 and SUL
	FFS
	

	7.5
	Adjacent channel selectivity
	Rel-15
	C01
	UEs supporting 5GS FR1
	D01
	

	7.6.2
	Inband Blocking
	Rel-15
	C01
	UEs supporting 5GS FR1
	D01
	

	7.6.3
	Out-of-band blocking
	Rel-15
	C01
	UEs supporting 5GS FR1
	D01
	


Table 4.1.1-1a: Applicability of RF conformance test cases Conditions

	C01
IF (A.4.1-1/1 OR A.4.1-1/2) THEN R ELSE N/A

	


Table 4.1.1-1b: Tested Bands Selection Criteria

	Code
	Selection
	Comment

	D01
	A.4.3.1-1 OR A.4.3.1-2
	All supported FR1 Bands


Table 4.1.1-1c: Tested CA Configurations Selection Criteria

	Code
	Selection
	Comment

	Exy
	
	


