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6.5C.2.3
Additional spectrum emission mask for SUL
Editor’s note: The following aspects are either missing or not yet determined: 

- Configuration table is TBD and NS_XXS apply to SUL Bands is FFS.
- Parameters setting for Cell setup in 38.508 subclause is FFS
- SA Generic procedures with condition NR in TS 38.508-1 [5] is FFS.
- Message contents in reference to clause 6.2C.3.4.3 is TBD

- Test point analysis in reference to clause 6.2C.3 is TBD
- Test procedure is incomplete, the clause in reference to the total transmission power is TBD.

- Test requirements is incomplete.

6.5C.2.3.1
Test purpose

Same test purpose as in clause 6.5.2.3.1
6.5C.2.3.2
Test applicability

This test applies to all types of NR UE release 15 and forward that support SUL operating on the SUL bands.

6.5C.2.3.3
Minimum conformance requirements

Same minimum conformance requirements as in the clasue 6.5.2.3.3 with consideration of the NS_XXs applicable to the SUL bands.
6.5C.2.3.4
Test description
Same test description as specified in clause 6.5.2.3.4 with following exceptions:
· Instead of table 5.3.5-1 ( use Table 5.5C-1
· The parameter setting for the cell ae set up according to the TS 38.508-1 [5] subclause [4.4.3]

· Downlink signals are initially setup according to Annex C.0, C.1, C.2 and uplink signals according to Annex G.0, G.1, G.2, and G.3.0 with consideration of supplementary uplink physical channels.

· Message contents in initial conditons are according to TS 38.508-1 [5] subclause 4.6 ensuring Tables 4.6.3-13, 4.6.3-97, and 4.6.3-129A with condtions SUL, and Table 4.6.3-128 with condition PUSCH_PUCCH_ON_SUL, additionally the following exceptions shown in Table 6.2C.1.4-2 ~ Table 6.2C.1.4-4 are considered.
[FFS]
6.5C.2.3.4.3
Message contents

The same message contents as in Clause 6.2C.3.4.3
6.5C.2.3.5
Test requirement

[FFS for NS_XXs]
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