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8.3.1.9
Measurement configuration control and reporting / Intra E-UTRAN measurements / Intra-frequency handover / IE measurement configuration not present

8.3.1.9.1
Test Purpose (TP)

(1)

with { UE having completed the radio bearer establishment, initial security activation procedure and performed the intra frequency measurement }

ensure that {
  when { UE receives an RRCConnectionReconfiguration message including a mobilityControlInfo and not including a measConfig }

    then { UE performs intra frequency handover and continues the intra frequency measurement }

            }

(2)

with { UE having completed the radio bearer establishment, initial security activation procedure and performed the inter frequency measurement }

ensure that {
  when { UE receives an RRCConnectionReconfiguration message including a mobilityControlInfo and not including a measConfig }

    then { UE performs intra frequency handover and continues the inter frequency measurement after the activation of the measurement gaps }

            }

8.3.1.9.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.331, clause 5.5.4.4 and 5.5.6.1.

[TS 36.331, clause 5.5.4.4]

The UE shall:

1>
consider the entering condition for this event to be satisfied when condition A3-1, as specified below, is fulfilled;

1>
consider the leaving condition for this event to be satisfied when condition A3-2, as specified below, is fulfilled;

Inequality A3-1 (Entering condition)
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Inequality A3-2 (Leaving condition)
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The variables in the formula are defined as follows:

Mn is the measurement result of the neighbouring cell, not taking into account any offsets. 

Ofn is the frequency specific offset of the frequency of the neighbour cell (i.e. offsetFreq as defined within measObjectEUTRA corresponding to the frequency of the neighbour cell).
Ocn is the cell specific offset of the neighbour cell (i.e. cellIndividualOffset as defined within measObjectEUTRA corresponding to the frequency of the neighbour cell), and set to zero if not configured for the neighbour cell.
Ms is the measurement result of the serving cell, not taking into account any offsets.

Ofs is the frequency specific offset of the serving frequency (i.e. offsetFreq as defined within measObjectEUTRA corresponding to the serving frequency).
Ocs is the cell specific offset of the serving cell (i.e. cellIndividualOffset as defined within measObjectEUTRA corresponding to the serving frequency), and is set to zero if not configured for the serving cell.
Hys is the hysteresis parameter for this event (i.e. hysteresis as defined within reportConfigEUTRA for this event).
Off is the offset parameter for this event (i.e. a3-Offset as defined within reportConfigEUTRA for this event).
Mn, Ms are expressed in dBm in case of RSRP, or in dB in case of RSRQ.
Ofn, Ocn, Ofs, Ocs, Hys, Off are expressed in dB.
[TS 36.331, clause 5.5.6.1]

E-UTRAN applies the handover procedure as follows:

-
when performing the handover procedure, as specified in 5.3.5.4, ensure that a measObjectId corresponding to the handover target carrier frequency is configured as a result of the procedures described in this sub-clause and in 5.3.5.4;

...

The UE shall:

1>
for each measId included in the measIdList within VarMeasConfig:

2>
if the triggerType is set to 'periodical':

3>
remove this measId from the measIdList within VarMeasConfig:

1>
if the procedure was triggered due to inter-frequency handover or successful re-establishment to an inter-frequency cell, update the measId values in the measIdList within VarMeasConfig as follows:

2>
if a measObjectId value corresponding to the target carrier frequency exists in the measObjectList within VarMeasConfig:

3>
for each measId value in the measIdList:

4>
if the measId value is linked to the measObjectId value corresponding to the source carrier frequency:

5>
link this measId value to the measObjectId value corresponding to the target carrier frequency;

4>
else if the measId value is linked to the measObjectId value corresponding to the target carrier frequency:

5>
link this measId value to the measObjectId value corresponding to the source carrier frequency;

2>
else:

3>
remove all measId values that are linked to the measObjectId value corresponding to the source carrier frequency;

1>
remove all measurement reporting entries within VarMeasReportList;

1>
reset the periodical reporting timer or timer T321, whichever one is running, as well as associated information (e.g. timeToTrigger) for all measId;

1>
release the measurement gaps, if activated;

NOTE:
If the UE requires measurement gaps to perform inter-frequency or inter-RAT measurements, the UE resumes the inter-frequency and inter-RAT measurements after the E-UTRAN has setup the measurement gaps.

8.3.1.9.3
Test description

8.3.1.9.3.1
Pre-test conditions

System Simulator:

-
Cell 1, Cell 2 and Cell 3. 

-
System information combination 3 as defined in TS 36.508 [18] clause 4.4.3.1 is used in E-UTRA cells.

UE:

None.

Preamble:

-
The UE is in state Generic RB Established (state 3) on Cell 1 according to [18].

8.3.1.9.3.2
Test procedure sequence

Table 8.3.1.9.3.2-1 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. Row marked "T0" denotes the initial conditions after preamble, while columns marked "T1", "T2","T3" and "T4" are to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.

Table 8.3.1.9.3.2-1: Time instances of cell power level and parameter changes

	
	Parameter
	Unit
	Cell 1
	Cell 2
	Cell 3 (DL only)
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	"Off"
	-97
	The power level values are such that measurement results for Cell 1 (M1) and Cell 3 (M3) do not satisfy entry condition for event A3 (M3 < M1).

(NOTE 1)

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	"Off"
	-73
	The power level values are such that measurement results for Cell 1 (M1) and Cell 3 (M3) satisfy entry condition for event A3 (M3 > M1).

(NOTE 1)

	T2
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-79
	"Off"
	The power level values are such that measurement results for Cell 1 (M1) and Cell 2 (M2) satisfy entry condition for event A3 (M2 > M1).

(NOTE 1)

	T3
	Cell-specific RS EPRE
	dBm/15kHz
	"Off"
	-85
	-73
	The power level values are such that measurement results for Cell 2 (M2) and Cell 3 (M3) satisfy entry condition for event A3 (M3 > M2).

(NOTE 1)

	T4
	Cell-specific RS EPRE
	dBm/15kHz
	-79
	-85
	"Off"
	The power level values are such that measurement results for Cell 1 (M1) and Cell 2 (M2) satisfy entry condition for event A3 (M1 > M2).

(NOTE 1)

	NOTE 1:
Power level “Off” is defined in TS 36.508 Table 6.2.2.1-1.


Table 8.3.1.9.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message to setup intra and inter frequency measurements on Cell 1.
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmits an RRCConnectionReconfigurationComplete message to confirm the setup of intra and inter frequency measurements on Cell 1.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	-
	EXCEPTION:
Steps 3a1 to 3a2 describe behaviour that depends on the UE capability; the "lower case letter" identifies a step sequence that takes place if a capability is supported.
	-
	-
	-
	-

	3a1
	IF pc_FeatrGrp_25 THEN the SS changes Cell 1, Cell 2 and Cell 3 parameters according to the row "T1" in table 8.3.1.9.3.2-1.
	-
	-
	-
	-

	3a2
	The UE transmits a MeasurementReport message on Cell 1 to report event A3 for Cell 3.
	-->
	MeasurementReport
	-
	-

	4
	The SS changes Cell 1, Cell 2 and Cell 3 parameters according to the row "T2" in table 8.3.1.9.3.2-1.
	-
	-
	-
	-

	5
	The UE transmits a MeasurementReport message on Cell 1 to report event A3 for Cell 2.
	-->
	MeasurementReport
	-
	-

	6
	The SS transmits an RRCConnectionReconfiguration message without a measConfig message on Cell 1, to order the UE to perform intra frequency handover to Cell 2.
	<--
	RRCConnectionReconfiguration
	-
	-

	7
	Check: Does the UE transmit an RRCConnectionReconfigurationComplete message on Cell 2?
	-->
	RRCConnectionReconfigurationComplete
	1
	P

	-
	EXCEPTION:
Steps 8a1 to 8a4 describe behaviour that depends on the UE capability; the "lower case letter" identifies a step sequence that takes place if a capability is supported.
	-
	-
	-
	-

	8a1
	IF (pc_FeatrGrp_25 OR pc_intraFreq-CE-Need ForGaps) THEN the SS transmits an RRCConnectionReconfiguration message to activate the measurement gaps on Cell 2.
	<--
	RRCConnectionReconfiguration
	-
	-

	8a2
	The UE transmits an RRCConnectionReconfigurationComplete message to confirm the activation of the measurement gaps on Cell 2.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	8a3
	IF pc_FeatrGrp_25 THEN The SS changes Cell 1, Cell 2 and Cell 3 parameters according to the row "T3" in table 8.3.1.9.3.2-1.
	-
	-
	-
	-

	8a4
	IF pc_FeatrGrp_25 THEN Check: Does the UE transmit a MeasurementReport message on Cell 2 to report event A3 for Cell 3?
	-->
	MeasurementReport
	2
	P

	9
	The SS changes Cell 1, Cell 2 and Cell 3 parameters according to the row "T4" in table 8.3.1.9.3.2-1.
	-
	-
	-
	-

	10
	Check: Does the UE transmit a MeasurementReport message on Cell 2 to report event A3 for Cell 1?
	-->
	MeasurementReport
	1
	P

	11
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3 indicate that the UE is in E-UTRA RRC_CONNECTED state on Cell 2?
	-
	-
	1,2
	-


8.3.1.9.3.3
Specific message contents

Table 8.3.1.9.3.3-0: Conditions for specific message contents
in Table 8.3.1.9.3.3-2

	Condition
	Explanation

	Band > 64
	If band > 64 is selected


Table 8.3.1.9.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.3.1.9.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-8, condition MEAS


Table 8.3.1.9.3.3-2: MeasConfig (Table 8.3.1.9.3.3-1)

	Derivation Path: 36.508, Table 4.6.6-1, condition INTER-FREQ

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	1entry or 2 entries
	number of entry depending on the UE capability
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(f1)
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(maxEARFCN)
	
	Band > 64

	    measObjectId[2]
	IdMeasObject-f2
	
	pc_FeatrGrp_25

	    measObject[2]
	MeasObjectEUTRA-GENERIC(f2)
	
	pc_FeatrGrp_25

	    measObject[2]
	MeasObjectEUTRA-GENERIC(maxEARFCN)
	
	Band > 64 AND pc_FeatrGrp_25

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-A3
	
	

	    reportConfig[1]
	ReportConfigEUTRA-A3
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry or 2 entries
	number of entry depending on the UE capability
	

	    measId[1]
	1
	Intra frequency
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    reportConfigId[1]
	IdReportConfig-A3
	
	

	    measId[2]
	2
	Inter frequency
	pc_FeatrGrp_25

	    measObjectId[2]
	IdMeasObject-f2
	
	pc_FeatrGrp_25

	    reportConfigId[2]
	IdReportConfig-A3
	
	pc_FeatrGrp_25

	  }
	
	
	

	  measObjectToAddModList-v9e0  ::= SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	1 entry or 2 entries
	number of entry depending on the UE capability
	Band > 64

	    measObjectEUTRA-v9e0[1] SEQUENCE {
	 
	 
	 

	      carrierFreq-v9e0
	Same downlink EARFCN as used for f1
	
	

	    }
	
	
	

	    measObjectEUTRA-v9e0[2] SEQUENCE {
	 
	 
	Band > 64 AND pc_FeatrGrp_25

	      carrierFreq-v9e0
	Same downlink EARFCN as used for f2
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.1.9.3.3-3: MeasurementReport (step 3a2 and 8a4, Table 8.3.1.9.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults SEQUENCE {
	
	
	

	          measId
	2
	
	

	          measResultServCell SEQUENCE {
	
	
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListEUTRA SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	              physCellId[1]
	PhysicalCellIdentity of Cell 3
	
	

	              cgi-Info[1]
	Not present
	
	

	              measResult[1] SEQUENCE {
	
	
	

	                rsrpResult
	(0..97)
	
	

	                rsrqResult
	(0..34)
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.1.9.3.3-4: MeasurementReport (step 5, Table 8.3.1.9.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell SEQUENCE {
	
	
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListEUTRA SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	              physCellId[1]
	PhysicalCellIdentity of Cell 2
	
	

	              cgi-Info[1]
	Not present
	
	

	              measResult[1] SEQUENCE {
	
	
	

	                rsrpResult
	(0..97)
	
	

	                rsrqResult
	(0..34)
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.1.9.3.3-5: RRCConnectionReconfiguration (step 6, Table 8.3.1.9.3.2-2)

	

	Derivation Path: 36.508, Table 4.6.1-8, condition HO 

	Information Element
	Value/Remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        mobilityControlInfo
	MobilityControlInfo
	
	

	        nonCriticalExtension ::= SEQUENCE {
	
	
	CEmodeA

CEmodeB

	        lateNonCriticalExtension
	Not present
	
	

	          nonCriticalExtension ::= SEQUENCE {
	
	
	

	            otherConfig-r9
	Not present
	
	

	            fullConfig-r9
	Not present
	
	

	            nonCriticalExtension ::= SEQUENCE {
	
	
	

	              sCellToReleaseList-r10
	Not present
	
	

	              sCellToAddModList-r10
	Not present
	
	

	              nonCriticalExtension ::= SEQUENCE {
	
	
	

	                systemInformationBlockType1Dedicated-r11
	SystemInformationBlockType1-BR-r13 of Cell 2
	
	

	                nonCriticalExtension
	Not present
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.1.9.3.3-6: MobilityControlInfo (Table 8.1.3.9.3.3-5)

	Derivation Path: 36.508, Table 4.6.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MobilityControlInfo ::= SEQUENCE {
	
	
	

	  targetPhysCellId
	PhysicalCellIdentity of Cell 2
	
	

	  carrierFreq
	Not present
	
	

	}
	
	
	


Table 8.3.1.9.3.3-7: RRCConnectionReconfiguration (step 8a1, Table 8.3.1.9.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-8, condition MEAS


Table 8.3.1.9.3.3-8: MeasConfig (Table 8.1.3.9.3.3-7)

	Derivation Path: 36.508, Table 4.6.6-1, condition INTER-FREQ


Table 8.3.1.9.3.3-9: MeasurementReport (step 10, Table 8.3.1.9.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell SEQUENCE {
	
	
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListEUTRA SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	              physCellId[1]
	PhysicalCellIdentity of Cell 1
	
	

	              cgi-Info[1]
	Not present
	
	

	              measResult[1] SEQUENCE {
	
	
	

	                rsrpResult
	(0..97)
	
	

	                rsrqResult
	(0..34)
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
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