Error! No text of specified style in document.
1
Error! No text of specified style in document.

3GPP TSG-RAN5 Meeting #81
R5-187712
Spokane, United States, 12th Nov 2018 - 16th Nov 2018
	CR-Form-v11.2.1

	CHANGE REQUEST

	

	
	36.579-1
	CR
	0017
	rev
	1
	Current version:
	14.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Correction to Table 5.5.1-1 in 36.579-1

	
	

	Source to WG:
	NIST, Samsung

	Source to TSG:
	R5

	
	

	Work item code:
	TEI13_Test, MCPTT-ConTest
	
	Date:
	2018-11-01

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-14

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	The table in section 5.5.1 did not list the "CONFIG" and "GROUPCONFIG" conditions which is used in some SIP or HTTP messages defined in 36.579-1

	
	

	Summary of change:
	Added the "CONFIG" and "GROUPCONFIG" conditions to Table 5.5.1-1

	
	

	Consequences if not approved:
	MCPTT authentication and authorisation will not work properly without the proper configuration of SIP or HTPP messages which are defined in 36.579-1

	
	

	Clauses affected:
	5.5.1

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	

	affected:
	
	X
	 Test specifications
	

	(show related CRs)
	
	X
	 O&M Specifications
	

	
	

	Other comments:
	Updated for agenda item and WI changes
The present CR is the result of R5-187209 followed by 1 Intermediate revision (r1).


5.5.1
General
The following conditions apply throughout subclause 5.5:
Table 5.5.1-1: Conditions

	Condition
	Explanation

	ON-NETWORK
	Message/IE sent only in on-network scenario.

	OFF-NETWORK
	Message/IE sent only in off-network scenario.

	PRIVATE-CALL
	Message/IE sent only as part of a Private call handling.

	GROUP-CALL
	Message/IE sent only as part of a Group call handling.

	EMERGENCY-CALL
	Message/IE sent only as part of an Emergency call handling.

	IMMPERIL-CALL
	Message/IE sent only as part of an Immanent Peril call handling.

	EMERGENCY-ALERT
	Message/IE sent only as part of an Emergency Alert.

	CONFIG
	Message/IE sent only in configuration/authentication/authorisation scenario.

	GROUPCONFIG
	Message/IE sent only in group configuration scenario.
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