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These CRs were agreed by RAN4 and are forwarded to TSG-RAN#82 for approval:
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	CR
	Rev
	Rel
	Title
	Cat
	Vsn
	@ Mtg
	TD#
	Source to WG
	Work Item
	Clauses affected
	Other Aff Specs

	36.101
	5265
	1
	Rel-15
	CR to TS 36.101: Implementation of UL PRB to DL PRB center offset for TDD NB-IoT
	B
	15.4.0
	RAN4#89
	R4-1816191
	Nokia, Nokia Shanghai Bell, Ericsson, Huawei
	NB_IOTenh2-Core
	
	

	36.104
	4816
	1
	Rel-15
	CR to TS 36.104: Implementation of UL PRB to DL PRB center offset for TDD NB-IoT
	B
	15.4.0
	RAN4#89
	R4-1816192
	Nokia, Nokia Shanghai Bell, Ericsson, Huawei
	NB_IOTenh2-Core
	
	

	36.133
	6028
	1
	Rel-15
	UE known dormant SCell condition and activation delay requirements for unknown dormant SCell
	F
	15.4.0
	RAN4#88-Bis
	R4-1814212
	Nokia, Nokia Shanghai Bell
	LTE_euCA-Core
	
	

	36.133
	6105
	1
	Rel-15
	UE known dormant SCell condition
	F
	15.4.0
	RAN4#89
	R4-1816128
	Nokia, Nokia Shanghai Bell
	LTE_euCA-Core
	
	

	36.133
	6108
	1
	Rel-15
	Introducing enhanced utilization of CA and direct activation in HO
	F
	15.4.0
	RAN4#89
	R4-1816101
	Nokia, Nokia Shanghai Bell, Ericsson
	LTE_euCA-Core
	
	

	36.133
	6132
	1
	Rel-15
	Addition of missing Band 71 in 36.133 NB-IoT bands
	F
	15.4.0
	RAN4#89
	R4-1816055
	Dish Network
	NB_IOTenh2-Core
	
	

	36.133
	6160
	2
	Rel-15
	SIB5 reporting corrections for Idle Mode CA Measurement
	F
	15.4.0
	RAN4#89
	R4-1816567
	Ericsson
	LTE_euCA-Core
	
	

	36.133
	6167
	1
	Rel-15
	Corrections in network-based CRS interference mitigation requirements
	F
	15.4.0
	RAN4#89
	R4-1816550
	Ericsson
	LTE_NW_CRS_IM-Core
	
	

	37.104
	0822
	-
	Rel-15
	Re-submission of endorsed CR R4-1806736: Introduction of NB-IoT TDD support
	B
	15.4.0
	RAN4#88-Bis
	R4-1812763
	Ericsson, Nokia, Nokia Shanghai Bell
	NB_IOTenh2-Core
	
	

	37.105
	0109
	-
	Rel-15
	CR to TS 37.105: correction of the "EIRP accuracy directions set" into "OTA peak directions set"
	F
	15.3.0
	RAN4#88-Bis
	R4-1813324
	Huawei
	AASenh_BS_LTE_UTRA-Core
	
	

	37.105
	0110
	1
	Rel-15
	CR to 37.105: Corrections to co-location requirements
	F
	15.3.0
	RAN4#89
	R4-1816452
	Nokia, Nokia Shanghai Bell
	AASenh_BS_LTE_UTRA-Core
	
	

	37.105
	0117
	1
	Rel-15
	Cleanup to OTA requirements text
	F
	15.3.0
	RAN4#89
	R4-1816447
	Ericsson
	AASenh_BS_LTE_UTRA-Core
	
	

	37.105
	0120
	-
	Rel-15
	Draft CR for TS37.105: Clean up multi-band RIBs
	F
	15.3.0
	RAN4#89
	R4-1816453
	CATT
	AASenh_BS_LTE_UTRA-Core
	
	

	37.114
	0073
	1
	Rel-15
	CR to TS 37.114: additional inputs for introduction of NR to the AAS EMC specification
	F
	15.2.0
	RAN4#89
	R4-1816429
	Huawei
	AASenh_BS_LTE_UTRA-Core
	
	

	37.114
	0074
	-
	Rel-15
	CR to TS 37.114: RAT-specific AAS BS operation terminology corrections
	F
	15.2.0
	RAN4#89
	R4-1815384
	Huawei
	AASenh_BS_LTE_UTRA-Core
	
	

	37.114
	0075
	1
	Rel-15
	CR to TS 37.114: Consideration of the narrowband responses and communication link
	B
	15.2.0
	RAN4#89
	R4-1816430
	Huawei
	AASenh_BS_LTE_UTRA-Core
	
	

	37.114
	0076
	-
	Rel-15
	CR to TS 37.114: clarification on CSA and RCSA capability sets
	F
	15.2.0
	RAN4#89
	R4-1815386
	Huawei
	AASenh_BS_LTE_UTRA-Core
	
	


