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1	Work plan related evaluation
	Do you want to modify the time budget for this WI/SI compared to what was endorsed at the last RAN meeting?
	No



If you answered No:	Then please remove the Excel file from the zip file of this status report.
If you answered Yes:	Then please fill out the attached Excel template to request a modification of the time 		budgets for your WI /SI. The Excel table has to be filled out for all affected RAN WGs and 		up to the target date of the WI/SI. The basis are the endorsed time budgets of the last 		RAN meeting. Please highlight all changes of the values.
		One time unit (TU) corresponds to ~ 2 hours in the meeting.
		If this status report covers a WI with Core and Performance part, then please have one 		line for each in the attached Excel table.
		Note: If no Excel table is attached, then this means no time budget change.
Additional explanations/motivations for the time budget changes in the attached Excel table:


2.	Detailed progress in RAN WGs since last TSG meeting (for all involved WGs)
	NOTE: Agreements and Open issues impacted cross-TSG aspects shall be explicitly highlighted
2.1	RAN1
2.1.1	Agreements
RAN1#94bis:
29 contributions [1-29] were submitted to RAN1#94bis meeting, and following were achieved:
Conclusion
At least for low downlink SINR region, the support of additional SRS symbols per UE in normal subframes can bring gain for downlink performance.
· The above observation is for full reciprocity based evaluation results
Agreement
Aperiodic SRS transmission for additional SRS symbol(s) is supported. FFS on periodic SRS transmission for additional SRS symbol(s).
Agreement
The time location of possible additional SRS symbols in one normal UL subframe for a cell is down-selected from following options (down-selection to be made in RAN1#95):
-   Option 1: All symbols in only one slot of one subframe can be used for SRS from cell perspective
-   Option 2: All symbols in one subframe can be used for SRS from cell perspective. 
-   FFS whether cell-specific configuration of SRS resources in slot-level granularity is required or not
Agreement
For a UE configured with additional SRS symbols within one UL subframe, the SRS transmission is down-selected from following options
-   Option 1: Frequency hopping within one UL subframe is supported.
-   Option 2: Repetition within one UL subframe is supported
-   Option 3: Both frequency hopping and repetition within one UL subframe is supported.
-   FFS the maximum number of SRS symbol within one subframe/slot that can be allocated to a UE.
Agreement
A single virtual cell ID is configured per UE per CC

RAN1#95:
22 contributions [30-51] were submitted to RAN1#95 meeting, and following were achieved:
Agreement
Both intra-subframe frequency hopping and repetition are supported for aperiodic SRS in additional symbols 
· FFS whether above is supported for periodic SRS in additional SRS symbols

Agreement
Intra-subframe antenna switching is supported for aperiodic SRS in additional SRS symbols.
· FFS: Whether intra-subframe antenna switching and intra-subframe frequency hopping/repetition can be concurrently configured
· FFS: Whether the above is supported for periodic SRS in additional SRS symbols

Conclusion
The term additional SRS symbols are those further introduced in Rel-16, as indicated in the title of the AI “Additional SRS symbols”. The last symbol is not part of the additional SRS symbols.
Agreement
Both legacy SRS and additional SRS symbol(s) can be configured for the same UE.
· In case of legacy SRS is aperiodic, UE can transmit one of legacy SRS or additional SRS symbol(s) in the same subframe
· In case of legacy SRS is periodic, UE can transmit legacy SRS and additional SRS symbol(s) in the same or different subframes
· FFS: In case of legacy SRS is aperiodic, UE can transmit legacy SRS and additional SRS symbol(s) in the same subframes
· Including triggering mechanism
Agreement
Down-select among the following alternatives in the next RAN1 meeting
· Alt1: When a virtual cell ID is configured, it applies to both legacy and additional SRS symbol(s)
· Alt2: When a virtual cell ID is configured, eNB has the flexibility to apply the virtual cell ID to
· Only legacy SRS
· Or only additional SRS symbol(s)
· Or both legacy and additional SRS symbol(s)
If virtual cell ID is not configured, physical cell ID is used.

2.1.2	Remaining Open issues
· The number and the time locations of possible additional SRS symbols.
· Remaining details of transmission of additional SRS symbols, including repetition, frequency hopping and antenna switching etc.
· Identification of collision cases and handling of collision if needed.
· Enhancements on PUCCH and PUSCH are not in scope as clarified in the WID
· Applicability of virtual cell ID for SRS.
· Related signaling design.

2.2	RAN2
2.2.1	Agreements
2.2.2	Remaining Open issues 
· Specify higher layer support of enhancements for additional SRS symbols and virtual cell ID for SRS.

2.3	RAN3
2.3.1	Agreements
2.3.2	Remaining Open issues

2.4	RAN4
2.4.1	Agreements
2.4.2	Remaining Open issues
· Specify RF requirement of UE for additional SRS symbols and virtual cell ID for SRS.
· Specify the necessary UE performance requirements.

2.5	RAN5
2.5.1	Agreements
2.5.2	Remaining Open issues
2.5.3	Remaining Open issues with cross-WG dependencies

2.6	RAN6
2.6.1	Agreements
2.6.2	Remaining Open issues


3.	Detailed progress in SA/CT WGs since last TSG meeting (for all involved WGs)
NOTE: This section only needs to be filled in for WI/SIs where there is a corresponding relevant WI/SI in SA/CT. 
3.1	SAx/CTs
3.1.1	Agreements with cross-TSG impacts
3.1.2	Remaining Open issues with cross-TSG impacts
NOTE: This section should also flag any critical dependencies that need TSG attention. 
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