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	Reason for change:
	This CR is based on the majority of the companies’ views in the email discussion:
[103bis#20][NR] Inter-RAT HO (Huawei)

Conclude how to specify the clean-up of resources, etc in NR on handover to LTE

Intended outcome: CR submitted to next meeting

Deadline:  Thursday 2018-11-01
And the offline discussion:

R2-1817357
[103bis#20] CR to 38331 on release after completion of inter-RA
Huawei, HiSilicon

=>
Discuss offline the wording for the SDAP/PDCP requirements

· =>
Revised in R2-1818932 (CR# 0788) (Offline discussion 73)
Majority of the companies agree to specify the clean-up procedure under the clause 5.4.3.4 of successful completion of the mobility from NR, instead of reusing the clean-up procedure under the going to idle clause. Majority of the companies agree in principle on that the most part of clean-up procedure in going to idle clause could be reused. The details can be find from the report of email discussion [103bis#20].
The wording of the radio resource clean up requirement is finalized during the Offline discussion 73. The stage 3 text option 3 from previous email discussion is adopted based on majority companies’ opinions.

	
	

	Summary of change:
	5.4.3.4
Successful completion of the mobility from NR
Add the clean-up procedure after the handover is completed based on the clean-up procedure under going to idle clause with agreed modifications.
Impact analysis
Impacted functionality:
Inter-RAT handover.
Inter-operability: 
If the UE is implemented according to the CR and the network is not, there is no inter-operability issue.

If the network is implemented according to the CR and the UE is not, after the handover is completed, the resource with the original source RAT is not released.
5.3.11
  UE actions upon going to RRC_IDLE
Remove the exception of going to idle state due to the inter-RAT handoff out of NR, since the clean-up after HO completed is not specified under this subclause.
Impact analysis
Impacted functionality:
Inter-RAT handover.
Inter-operability: 
If the UE is implemented according to the CR and the network is not, there is no inter-operability issue.

If the network is implemented according to the CR and the UE is not, there is no inter-operability issue.

	
	

	Consequences if not approved:
	The release procedure after completion of inter-RAT HO could be misleading. There would be ambiguity in the clean up procedure for inter-RAT HO.  
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	Other comments:
	


START OF FIRST CHANGE

5.4.3.4
Successful completion of the mobility from NR

Upon successfully completing the handover, at the source side the UE shall:
1>
reset MAC;

1>
stop all timers that are running;

1>
release ran-NotificationAreaInfo, if stored;
1>
release the AS security context including the KRRCenc key, the KRRCint, the KUPint key and the KUPenc key, if stored; 
1> release all radio resources, including release of the RLC entity and the MAC configuration;

1> if delta configuration is used:

2> maintain source RAT configuration of PDCP and SDAP for applicable RBs which is used for target RAT RBs;
1> else:

2> release the associated PDCP entity and SDAP entity for all established RBs;
1>
indicate the release of the RRC connection to upper layers together with the release cause 'other'.

END OF FIRST CHANGE

START OF SECOND CHANGE
5.3.11
UE actions upon going to RRC_IDLE

UE shall:

1>
reset MAC;

1>
stop all timers that are running except T320 and T325;

1>
discard any stored AS context, fullI-RNTI, shortI-RNTI-Value, ran-PagingCycle and ran-NotificationAreaInfo;

1>
discard the AS security context including the KRRCenc key, the KRRCint, the KUPint key and the KUPenc key, if stored;

1>
release all radio resources, including release of the RLC entity, the MAC configuration and the associated PDCP entity and SDAP for all established RBs;

1>
indicate the release of the RRC connection to upper layers together with the release cause;

1>
enter RRC_IDLE and perform procedures as specified in TS 38.304 [21], except if going to RRC_IDLE was triggered by selecting an inter-RAT cell while T311 was running;

END OF SECOND CHANGE
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