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---------------------------------------------------------------------------<Start of modification 1>---------------------------------------------------------------
6.3.3
UE capability information elements

<Unchanged Text is omitted>
–
CA-ParametersNR
The IE CA-ParametersNR contains carrier aggregation related capabilities that are defined per band combination.

CA-ParametersNR information element

-- ASN1START

-- TAG-CA-PARAMETERSNR-START

CA-ParametersNR ::=                 SEQUENCE {

    multipleTimingAdvances              ENUMERATED {supported}      OPTIONAL,

    parallelTxSRS-PUCCH-PUSCH           ENUMERATED {supported}      OPTIONAL,

    parallelTxPRACH-SRS-PUCCH-PUSCH     ENUMERATED {supported}      OPTIONAL,

    simultaneousRxTxInterBandCA         ENUMERATED {supported}      OPTIONAL,

    simultaneousRxTxSUL                 ENUMERATED {supported}      OPTIONAL,

    diffNumerologyAcrossPUCCH-Group     ENUMERATED {supported}      OPTIONAL,

    diffNumerologyWithinPUCCH-Group     ENUMERATED {supported}      OPTIONAL,

    supportedNumberTAG                  ENUMERATED {n2, n3, n4}     OPTIONAL,

...,

[[
dualpA-Architecture                 ENUMERATED {supported}      OPTIONAL

]]
}

-- TAG-CA-PARAMETERSNR-STOP

-- ASN1STOP

-----------------------------------------------------------------<End of Modification 1>-------------------------------------------------------------------------

-----------------------------------------------------------------<Start of Modification 2>-------------------------------------------------------------------------

–
MRDC-Parameters
The IE MRDC-Parameters contains the band combination parameters specific to MR-DC for a given MR-DC band combination.

MRDC-Parameters information element

-- ASN1START

-- TAG-MRDC-PARAMETERS-START

MRDC-Parameters ::=
SEQUENCE {

    singleUL-Transmission               ENUMERATED {supported}      OPTIONAL,

    dynamicPowerSharing                 ENUMERATED {supported}      OPTIONAL,

    tdm-Pattern                         ENUMERATED {supported}      OPTIONAL,

    ul-SharingEUTRA-NR                  ENUMERATED {tdm, fdm, both}     OPTIONAL,

    ul-SwitchingTimeEUTRA-NR            ENUMERATED {type1, type2}   OPTIONAL,

    simultaneousRxTxInterBandENDC       ENUMERATED {supported}      OPTIONAL,

    asyncIntraBandENDC                  ENUMERATED {supported}      OPTIONAL,

...,

[[

dualpA-Architecture                 ENUMERATED {supported}      OPTIONAL

]]    
}

-- TAG-MRDC-PARAMETERS-STOP

-- ASN1STOP

--------------------------------------------------------------------------------<End of modification 2>-------------------------------------------------------------------------------
