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	Reason for change:
	Regarding LTE/EPC, the RRC establishment cause value includes the value of delayTolerantAccess. Based on CT1 agreements, the delayTolerantAccess cause is not expected in Rel-15 5GS CT1 specifications, however, the agreements has not been captured in TS 36.331.


	
	

	Summary of change:
	For the field description of the establishmentCause IE in the RRC message RRCConnectionRequest, the following clarification is added:

- the cause value of delayTolerantAccess is not used for E-UTRA/5GC in this release.
Impact analysis:
Impacted functionality:

E-UTRA connected to 5GC
Inter-operability:

If the UE is implemented according to the CR and the NW is not, there is no inter-operability issue.
If the NW is implemented according to the CR and the UE is not, there is no inter-operability issue.


	
	

	Consequences if not approved:
	It is not clear whether the delayTolerantAccess could be used for LTE-5GC case.
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10.2.2
Message definitions

<Partially omitted>
	RRCConnectionRequest field descriptions

	establishmentCause

Provides the establishment cause for the RRC connection request as provided by the upper layers. W.r.t. the cause value names: highPriorityAccess concerns AC11..AC15, 'mt' stands for 'Mobile Terminating' and 'mo' for 'Mobile Originating. eNB is not expected to reject a RRCConnectionRequest due to unknown cause value being used by the UE. The cause value of delayTolerantAccess is not used for E-UTRA/5GC in this release.

	randomValue

Integer value in the range 0 to 240 ( 1.

	ue-Identity

UE identity included to facilitate contention resolution by lower layers. The s-TMSI is selected and set to the rightmost of 40 bits with the value received from upper layers if upper layers provide a 5G-S-TMSI.


