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First Modified Subclause
10.2.2
Message definitions

<UNNECESSARY PARTS OMITTED>
–
HandoverPreparationInformation
This message is used to transfer the E-UTRA RRC information used by the target eNB during handover preparation, including UE capability information.

Direction: source eNB/ source RAN to target eNB

HandoverPreparationInformation message

-- ASN1START

HandoverPreparationInformation ::=
SEQUENCE {


criticalExtensions




CHOICE {



c1








CHOICE{




handoverPreparationInformation-r8
HandoverPreparationInformation-r8-IEs,




spare7 NULL,




spare6 NULL, spare5 NULL, spare4 NULL,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

HandoverPreparationInformation-r8-IEs ::= SEQUENCE {


ue-RadioAccessCapabilityInfo

UE-CapabilityRAT-ContainerList,


as-Config






AS-Config




OPTIONAL,

-- Cond HO


rrm-Config






RRM-Config




OPTIONAL,


as-Context






AS-Context



OPTIONAL,

-- Cond HO


nonCriticalExtension



HandoverPreparationInformation-v920-IEs

OPTIONAL

}

HandoverPreparationInformation-v920-IEs
::= SEQUENCE {


ue-ConfigRelease-r9




ENUMERATED {











rel9, rel10, rel11, rel12, v10j0, v11e0,











v1280, rel13, ...}


OPTIONAL,
-- Cond HO2


nonCriticalExtension



HandoverPreparationInformation-v9d0-IEs

OPTIONAL

}

HandoverPreparationInformation-v9d0-IEs
::= SEQUENCE {


lateNonCriticalExtension


OCTET STRING (CONTAINING HandoverPreparationInformation-v9j0-IEs)
OPTIONAL,


nonCriticalExtension



HandoverPreparationInformation-v9e0-IEs


OPTIONAL

}

-- Late non-critical extensions:

HandoverPreparationInformation-v9j0-IEs ::= SEQUENCE {


-- Following field is only for pre REL-10 late non-critical extensions

lateNonCriticalExtension


OCTET STRING




OPTIONAL,


nonCriticalExtension



HandoverPreparationInformation-v10j0-IEs

OPTIONAL

}

HandoverPreparationInformation-v10j0-IEs ::= SEQUENCE {


as-Config-v10j0





AS-Config-v10j0


OPTIONAL,


-- Following field is only for late non-critical extensions from REL-10


nonCriticalExtension



HandoverPreparationInformation-v10x0-IEs

OPTIONAL

}

HandoverPreparationInformation-v10x0-IEs ::= SEQUENCE {


-- Following field is only for pre REL-13 late non-critical extensions


lateNonCriticalExtension


OCTET STRING




OPTIONAL,


nonCriticalExtension



HandoverPreparationInformation-v13x0-IEs

OPTIONAL

}

HandoverPreparationInformation-v13x0-IEs ::= SEQUENCE {


as-Config-v13x0





AS-Config-v13x0


OPTIONAL,


-- Following field is only for late non-critical extensions from REL-13

nonCriticalExtension



SEQUENCE {}



OPTIONAL

}

-- Regular non-critical extensions:

HandoverPreparationInformation-v9e0-IEs
::= SEQUENCE {


as-Config-v9e0





AS-Config-v9e0




OPTIONAL,
-- Cond HO2


nonCriticalExtension



HandoverPreparationInformation-v1130-IEs

OPTIONAL

}

HandoverPreparationInformation-v1130-IEs
::= SEQUENCE {


as-Context-v1130




AS-Context-v1130



OPTIONAL,
-- Cond HO2


nonCriticalExtension



HandoverPreparationInformation-v1250-IEs





OPTIONAL

}

HandoverPreparationInformation-v1250-IEs ::= SEQUENCE {


ue-SupportedEARFCN-r12



ARFCN-ValueEUTRA-r9



OPTIONAL,
-- Cond HO3


as-Config-v1250




AS-Config-v1250



OPTIONAL,
-- Cond HO2


nonCriticalExtension



HandoverPreparationInformation-v1320-IEs





OPTIONAL

}

HandoverPreparationInformation-v1320-IEs ::= SEQUENCE {


as-Config-v1320





AS-Config-v1320




OPTIONAL,
-- Cond HO2

as-Context-v1320




AS-Context-v1320



OPTIONAL,
-- Cond HO2

nonCriticalExtension



SEQUENCE {}





OPTIONAL

}
-- ASN1STOP

	HandoverPreparationInformation field descriptions

	as-Config

The radio resource configuration. Applicable in case of intra-E-UTRA handover. If the target receives an incomplete MeasConfig and RadioResourceConfigDedicated in the as-Config, the target eNB may decide to apply the full configuration option based on the ue-ConfigRelease.

	as-Context

Local E-UTRAN context required by the target eNB.

	rrm-Config

Local E-UTRAN context used depending on the target node's implementation, which is mainly used for the RRM purpose.

	ue-ConfigRelease

Indicates the RRC protocol release or version applicable for the current UE configuration. This could be used by target eNB to decide if the full configuration approach should be used. If this field is not present, the target assumes that the current UE configuration is based on the release 8 version of RRC protocol. NOTE 1.

	ue-RadioAccessCapabilityInfo

For E-UTRA radio access capabilities, it is up to E-UTRA how the backward compatibility among supportedBandCombinationReduced, supportedBandCombination and supportedBandCombinationAdd is ensured. If supportedBandCombinationReduced and supportedBandCombination/supportedBandCombinationAdd are included into ueCapabilityRAT-Container, it can be assumed that the value of fields, requestedBands, reducedIntNonContCombRequested and requestedCCsXL are consistend with all supported band combination fields. NOTE 2

	ue-SupportedEARFCN

Includes UE supported EARFCN of the handover target E-UTRA cell if the target E-UTRA cell belongs to multiple frequency bands.


NOTE 1:
The source typically sets the ue-ConfigRelease to the release corresponding with the current dedicated radio configuration. The source may however also consider the common radio resource configuration e.g. in case interoperability problems would appear if the UE temporary continues extensions of this part of the configuration in a target PCell not supporting them.

NOTE 2:
The following table indicates per source RAT whether RAT capabilities are included or not.

	Source RAT
	E-UTRA capabilites
	UTRA capabilities
	GERAN capabilities

	UTRAN
	Included
	May be included, ignored by eNB if received
	May be included

	GERAN CS
	Excluded
	May be included, ignored by eNB if received
	Included

	GERAN PS
	Excluded
	May be included, ignored by eNB if received
	Included

	E-UTRAN
	Included
	May be included
	May be included


	Conditional presence
	Explanation

	HO
	The field is mandatory present in case of handover within E-UTRA; otherwise the field is not present.

	HO2
	The field is optional present in case of handover within E-UTRA; otherwise the field is not present.

	HO3
	The field is optional present in case of handover from GERAN to E-UTRA, otherwise the field is not present.


Next Modified Subclause
10.3
Inter-node RRC information element definitions
–
AS-Config
The AS-Config IE contains information about RRC configuration information in the source eNB which can be utilized by target eNB to determine the need to change the RRC configuration during the handover preparation phase. The information can also be used after the handover is successfully performed or during the RRC connection re-establishment or resume.

AS-Config information element

-- ASN1START

AS-Config ::=



SEQUENCE {


sourceMeasConfig




MeasConfig,


sourceRadioResourceConfig


RadioResourceConfigDedicated,


sourceSecurityAlgorithmConfig

SecurityAlgorithmConfig,


sourceUE-Identity




C-RNTI,


sourceMasterInformationBlock

MasterInformationBlock,


sourceSystemInformationBlockType1
SystemInformationBlockType1(WITH COMPONENTS












{..., nonCriticalExtension ABSENT}),


sourceSystemInformationBlockType2
SystemInformationBlockType2,


antennaInfoCommon




AntennaInfoCommon,


sourceDl-CarrierFreq



ARFCN-ValueEUTRA,


...,


[[
sourceSystemInformationBlockType1Ext
OCTET STRING (CONTAINING













SystemInformationBlockType1-v890-IEs)
OPTIONAL,



sourceOtherConfig-r9



OtherConfig-r9


-- sourceOtherConfig-r9 should have been optional. A target eNB compliant with this transfer


-- syntax should support receiving an AS-Config not including this extension addition group


-- e.g. from a legacy source eNB


]],


[[
sourceSCellConfigList-r10


SCellToAddModList-r10


OPTIONAL


]],


[[
sourceConfigSCG-r12




SCG-Config-r12

OPTIONAL


]]

}

AS-Config-v9e0 ::=



SEQUENCE {


sourceDl-CarrierFreq-v9e0

ARFCN-ValueEUTRA-v9e0

}

AS-Config-v10j0 ::=



SEQUENCE {


antennaInfoDedicatedPCell-v10i0

AntennaInfoDedicated-v10i0


OPTIONAL

}

AS-Config-v1250 ::=



SEQUENCE {


sourceWlan-OffloadConfig-r12

WLAN-OffloadConfig-r12



OPTIONAL,


sourceSL-CommConfig-r12



SL-CommConfig-r12




OPTIONAL,


sourceSL-DiscConfig-r12



SL-DiscConfig-r12




OPTIONAL

}

AS-Config-v1320 ::=



SEQUENCE {


sourceSCellConfigList-r13


SCellToAddModListExt-r13


OPTIONAL,


sourceRCLWI-Configuration-r13

RCLWI-Configuration-r13



OPTIONAL
}
AS-Config-v13x0 ::=



SEQUENCE {


radioResourceConfigDedicated-v13x0
RadioResourceConfigDedicated-v1370
OPTIONAL 

}
-- ASN1STOP

NOTE:
The AS-Config re-uses information elements primarily created to cover the radio interface signalling requirements. Consequently, the information elements may include some parameters that are not relevant for the target eNB e.g. the SFN as included in the MasterInformationBlock.

	AS-Config field descriptions

	antennaInfoCommon

This field provides information about the number of antenna ports in the source PCell.

	sourceDL-CarrierFreq

Provides the parameter Downlink EARFCN in the source PCell, see TS 36.101 [42]. If the source eNB provides AS-Config-v9e0, it sets sourceDl-CarrierFreq (i.e. without suffix) to maxEARFCN.

	sourceOtherConfig

Provides other configuration in the source PCell.

	sourceMasterInformationBlock

MasterInformationBlock transmitted in the source PCell.

	sourceMeasConfig

Measurement configuration in the source cell. The measurement configuration for all measurements existing in the source eNB when handover is triggered shall be included. See 10.5.

	sourceRCLWI-Configuration
RCLWI Configuration in the source PCell.

	sourceSL-CommConfig

This field covers the sidelink communication configuration.

	sourceSL-DiscConfig

This field covers the sidelink discovery configuration.

	sourceRadioResourceConfig

Radio configuration in the source PCell. The radio resource configuration for all radio bearers existing in the source PCell when handover is triggered shall be included. See 10.5.

	sourceSCellConfigList

Radio resource configuration (common and dedicated) of the SCells configured in the source eNB.

	sourceSecurityAlgorithmConfig

This field provides the AS integrity protection (SRBs) and AS ciphering (SRBs and DRBs) algorithm configuration used in the source PCell.

	sourceSystemInformationBlockType1

SystemInformationBlockType1 (or SystemInformationBlockType1-BR) transmitted in the source PCell.

	sourceSystemInformationBlockType2

SystemInformationBlockType2 transmitted in the source PCell.



