3GPP TSG RAN Meeting #82









RP-182193
Sorrento, Italy, December 10-13, 2018
Agenda Item :

5.4
Source:


ETSI MCC (TSG-RAN WG4)

Title:


List of CRs from RAN WG4
Document for:

Information
9.2.1
NR Access Technology [NR_newRAT]
RP-182359
RAN4 CRs to NR Access Technology part 1
	WG TD#
	Title
	Source to WG
	Spec
	CR
	Rev
	Cat
	Rel
	Work Item

	R4-1813819
	Correction on IMD source of DC_5A-7A_n78A in MSD table to TR 37.863-02-01
	LG Uplus
	37.863-02-01
	0001
	1
	F
	Rel-15
	NR_newRAT-Core

	R4-1813820
	CR to 37.863-01-01:Corrections on TR for IMD calculations and add TP for MSD for DC_5A_n78A
	MediaTek Inc.
	37.863-01-01
	0003
	1
	F
	Rel-15
	NR_newRAT-Core

	R4-1813867
	CR for TR 38.817-02: Improvements of applicability table in sub-clause 5.6
	Ericsson
	38.817-02
	0012
	1
	F
	Rel-15
	NR_newRAT-Core

	R4-1813868
	CR to TR 38.817-02: Improvement of sub-clasue 9.1 to include both FR1 and FR2
	Ericsson
	38.817-02
	0013
	1
	F
	Rel-15
	NR_newRAT-Core

	R4-1813869
	CR to TR 38.817-02: Improvement of sub-clasue 10.1 to include both FR1 and FR2
	Ericsson
	38.817-02
	0014
	1
	F
	Rel-15
	NR_newRAT-Core

	R4-1813872
	Correction CR on OTA FR2 OBUE in TR38.817-02
	Samsung
	38.817-02
	0004
	1
	F
	Rel-15
	NR_newRAT-Core

	R4-1813916
	CR for TR 38.817-02: Adding missing background information for 2-O radiated transmit power in sub-clause 9.2.3
	Ericsson
	38.817-02
	0010
	1
	F
	Rel-15
	NR_newRAT-Core

	R4-1814150
	CR for the definition of mmWave power class
	Sumitomo Elec. Industries, Ltd
	38.817-01
	0004
	
	F
	Rel-15
	NR_newRAT-Core

	R4-1814182
	CR to TR 38.817-01 on Correction of calculations of GSCN per operating band
	Ericsson
	38.817-01
	0003
	1
	F
	Rel-15
	NR_newRAT-Core

	R4-1814804
	CR on MSD for EN-DC including Band 66 and n78 to TR 37.863-01-01
	Huawei, HiSilicon
	37.863-01-01
	0004
	
	F
	Rel-15
	NR_newRAT-Core

	R4-1815807
	CR towards TR 37.863-01-01 to correct n260 BW classes
	Ericsson, AT&T
	37.863-01-01
	0006
	
	F
	Rel-15
	NR_newRAT-Core

	R4-1815808
	CR towards TR 37.863-02-01 to correct n260 BW classes
	Ericsson, AT&T
	37.863-02-01
	0002
	
	F
	Rel-15
	NR_newRAT-Core

	R4-1815809
	CR towards TR 37.865-01-01 to correct n260 BW classes
	Ericsson, AT&T
	37.865-01-01
	0003
	
	F
	Rel-15
	NR_newRAT-Core

	R4-1816242
	CR to 37.865-01-01: Corrections on configurations for intra-band CA
	ZTE Corporation
	37.865-01-01
	0002
	2
	F
	Rel-15
	NR_newRAT-Core

	R4-1816264
	CR to TR 38.817-02:Improvements of applicability table (5.6)
	NEC
	38.817-02
	0025
	1
	F
	Rel-15
	NR_newRAT-Core

	R4-1816265
	CR to TR 38.817-02: Classification of radiated Tx requirements (9.1)
	NEC
	38.817-02
	0026
	1
	F
	Rel-15
	NR_newRAT-Core

	R4-1816269
	CR to TR 38.817-02: Adding technical background FBW declaration of EIRP in sub-clause 9.2.1
	Ericsson
	38.817-02
	0018
	1
	F
	Rel-15
	NR_newRAT-Core

	R4-1816271
	CR to TR 38.817-02: Addtion of FR2 extreme EIRP requirements in sub-clause 9.2
	Ericsson
	38.817-02
	0017
	1
	F
	Rel-15
	NR_newRAT-Core

	R4-1815562
	CR to TS 38.104 on Combined updates from RAN4 #88bis and #89
	Ericsson
	38.104
	0016
	
	F
	Rel-15
	NR_newRAT-Core

	R4-1816555
	CR to TS38.101-1
	Qualcomm Incorporated
	38.101-1
	0029
	
	F
	Rel-15
	NR_newRAT-Core

	R4-1816556
	CR to TS38.101-2
	Qualcomm Incorporated
	38.101-2
	0016
	
	F
	Rel-15
	NR_newRAT-Core

	R4-1816557
	CR to TS38.101-3
	Qualcomm Incorporated
	38.101-3
	0030
	
	F
	Rel-15
	NR_newRAT-Core


RP-182360
RAN4 CRs to NR Access Technology part 2
	WG TD#
	Title
	Source to WG
	Spec
	CR
	Rev
	Cat
	Rel
	Work Item

	R4-1812104
	Interuption requirements correction for EN-DC in 36.133
	Ericsson
	36.133
	5946
	
	F
	Rel-15
	NR_newRAT-Core

	R4-1812137
	CR on UE measurement capability with MOs configured by MN and SN in TS36.133
	Intel Corporation
	36.133
	5948
	
	F
	Rel-15
	NR_newRAT-Core

	R4-1814110
	CR on protecting NR band n86 in 36.104
	Huawei, Hisilicon
	36.104
	4815
	
	F
	Rel-15
	NR_newRAT-Core

	R4-1814133
	Correction of NR related OBUE emissions tables
	Ericsson
	37.105
	0102
	1
	F
	Rel-15
	NR_newRAT-Core

	R4-1814248
	Addition of NR to of OTA out of band blocking requirements
	Ericsson
	37.105
	0100
	2
	F
	Rel-15
	NR_newRAT-Core

	R4-1814249
	Addition of NR to co-existence and co-location related emissions for single RAT BS
	Ericsson
	37.105
	0101
	2
	F
	Rel-15
	NR_newRAT-Core

	R4-1814279
	Corrections to AAS receiver requirements for NR
	Ericsson
	37.105
	0099
	2
	F
	Rel-15
	NR_newRAT-Core

	R4-1814802
	CR on MSD for EN-DC including Band 66 and n78 to TR 37.872
	Huawei, HiSilicon
	37.872
	0001
	
	F
	Rel-15
	NR_newRAT-Core

	R4-1815474
	Addition of NR band n74
	Ericsson, NTT DoCoMo
	37.104
	0828
	
	F
	Rel-15
	NR_newRAT-Core

	R4-1815756
	Side conditions for inter-RAT NR measurements in EN-DC case
	Ericsson
	36.133
	6177
	
	F
	Rel-15
	NR_newRAT-Core

	R4-1815757
	Side conditions for inter-RAT NR measurements in non-EN-DC case
	Ericsson
	36.133
	6178
	
	F
	Rel-15
	NR_newRAT-Core

	R4-1815910
	CR to 36.133 on SFTD measurement requirements (Section 8.17.2, 8.1.2.4.25)
	ZTE, MediaTek, Ericsson
	36.133
	5968
	2
	F
	Rel-15
	NR_newRAT-Core

	R4-1816142
	Introduction of search window for 4ms MGL in LTE interfrequency requirements
	Ericsson
	36.133
	6156
	1
	F
	Rel-15
	NR_newRAT-Core

	R4-1816480
	Correction of CS16/17 NBB requirement
	Ericsson, Nokia
	37.104
	0829
	1
	F
	Rel-15
	NR_newRAT-Core

	R4-1816481
	Correction of narrowband blocking requirement for NR
	Ericsson, Nokia
	37.105
	0113
	1
	F
	Rel-15
	NR_newRAT-Core

	R4-1816580
	Corrections to DRX cycle for EN-DC operation
	Ericsson
	36.133
	6157
	2
	F
	Rel-15
	NR_newRAT-Core

	R4-1816584
	Correction of side condition in FR2 handover in section 6.1.1
	Ericsson
	36.133
	6158
	2
	F
	Rel-15
	NR_newRAT-Core

	R4-1816586
	CR on updating requirement for BWP switching interruption in TS36.133 (Section 7.32.2.7)
	MediaTek inc.
	36.133
	6052
	2
	F
	Rel-15
	NR_newRAT-Core


RP-182361
RAN4 CRs to NR Access Technology part 3
	WG TD#
	Title
	Source to WG
	Spec
	CR
	Rev
	Cat
	Rel
	Work Item

	R4-1813036
	CR on interruption during DRX operation in TS 36.133
	Huawei, HiSilicon
	36.133
	5987
	
	F
	Rel-15
	NR_newRAT

	R4-1813403
	Corrections to NR operation in MSR specification 37.104
	Nokia, Nokia Shanghai Bell
	37.104
	0825
	
	F
	Rel-15
	NR_newRAT

	R4-1814463
	CR for correction on measurement gap sharing in EN-DC
	Samsung
	36.133
	6040
	
	F
	Rel-15
	NR_newRAT

	R4-1815680
	Corrections to NR operation in MSR specification 37.104
	Nokia, Nokia Shanghai Bell
	37.104
	0831
	
	F
	Rel-15
	NR_newRAT

	R4-1816685
	CR on PSCell addition delay in TS36.133
	Huawei, HiSilicon
	36.133
	6092
	1
	F
	Rel-15
	NR_newRAT

	R4-1812379
	CR to TR 38.817-02: Corrections on background of In-Channel Selectivity requirements (2, 7.8, 10.9.3)
	Nokia, Nokia Shanghai Bell
	38.817-02
	0006
	
	F
	Rel-15
	NR_newRAT-Perf

	R4-1812384
	CR to TR 38.817-02: Finalizing the measurement step size for BS type 2-O out-of-band blocking conformance testing (new clause 10.6.2)
	Nokia, Nokia Shanghai Bell
	38.817-02
	0009
	
	F
	Rel-15
	NR_newRAT-Perf

	R4-1814067
	NR Revisions for Positioning Performance Requirements
	NextNav, Ericsson
	37.171
	0028
	4
	F
	Rel-15
	NR_newRAT-Perf

	R4-1814098
	CR to TR 38.817-02: Clarifications on background of Adjacent Channel Selectivity requirements (7.4.1, 10.5.2)
	Nokia, Nokia Shanghai Bell
	38.817-02
	0005
	1
	F
	Rel-15
	NR_newRAT-Perf

	R4-1815161
	Defining MG starting point in 36.133
	Huawei, HiSilicon
	36.133
	6093
	
	F
	Rel-15
	NR_newRAT-Perf

	R4-1815495
	Correction to directions for FR1 OTA in-band blocking requirement
	Ericsson
	38.817-02
	0021
	
	F
	Rel-15
	NR_newRAT-Perf

	R4-1815909
	CR 36.133 Inter-RAT and EN-DC SFTD measurement accuracy for FR2
	Ericsson
	36.133
	6017
	1
	F
	Rel-15
	NR_newRAT-Perf

	R4-1816785
	CR to TR 38.817-02 - polarisation wording improvements for OTA reference sensitivity
	Huawei, Ericsson
	38.817-02
	0024
	2
	F
	Rel-15
	NR_newRAT-Perf

	R4-1816423
	CR to TS 37.113 (subclause 2 and 8.4.2 )
	ZTE Corporation
	37.113
	0089
	1
	F
	Rel-15
	NR_newRAT-Perf

	R4-1815573
	CR to TR 38.817-02 for Conformance testing (Ch 12) after RAN4#89
	Ericsson
	38.817-02
	0022
	
	F
	Rel-15
	NR_newRAT-Perf

	R4-1816562
	CR to TS 38.113
	ZTE Corporation
	38.113
	0008
	1
	F
	Rel-15
	NR_newRAT-Perf


RP-182362
RAN4 CRs to NR Access Technology part 4
	WG TD#
	Title
	Source to WG
	Spec
	CR
	Rev
	Cat
	Rel
	Work Item

	R4-1816141
	CR for 36.133 on E-UTRAN measurement to support gap pattern 4, 6,7,8,10 (section 8.1.2.1, 8.1.2.3.1.2, 8.1.2.3.2.2, 8.17.3)
	CMCC, MediaTek, Huawei, HiSilicon
	36.133
	6038
	4
	B
	Rel-15
	NR_newRAT

	R4-1816473
	Introduction of NR operation in MSR specification 37.141
	Nokia, Nokia Shanghai Bell, Ericsson
	37.141
	0831
	1
	B
	Rel-15
	NR_newRAT

	R4-1814109
	Addition of NR bands to E-UTRA co-location blocking requirements
	Ericsson
	36.104
	4801
	1
	B
	Rel-15
	NR_newRAT-Core

	R4-1814111
	Addition of NR co-location and co-existence test requirements
	Ericsson
	36.141
	1184
	1
	B
	Rel-15
	NR_newRAT-Core

	R4-1814116
	Update the title to add NR of TS 37.104
	Huawei, Hisilicon
	37.104
	0826
	1
	B
	Rel-15
	NR_newRAT-Core

	R4-1814126
	Update the title to add NR of TS 37.113
	Huawei, Hisilicon
	37.113
	0088
	1
	B
	Rel-15
	NR_newRAT-Core

	R4-1815376
	CR to TS 37.113: introduction of the NR to MSR EMC specification
	Huawei
	37.113
	0092
	
	B
	Rel-15
	NR_newRAT-Core

	R4-1816196
	Introduction of NR band protection in TS36.101
	Samsung
	36.101
	5263
	1
	B
	Rel-15
	NR_newRAT-Core

	R4-1816482
	CR to TS 37.114: Clarification on Exclusion Bands for Radiated Immunity Test in FR2
	Ericsson
	37.114
	0071
	2
	B
	Rel-15
	NR_newRAT-Core

	R4-1815755
	Inter-RAT NR measurement accuracy requirements
	Ericsson
	36.133
	6176
	
	B
	Rel-15
	NR_newRAT-Perf

	R4-1816474
	Introduction of NR to 37.145-1
	Ericsson, Nokia
	37.145-1
	0123
	1
	B
	Rel-15
	NR_newRAT-Perf

	R4-1816475
	Introduction of NR to 37.145-2
	Ericsson, Nokia
	37.145-2
	0067
	1
	B
	Rel-15
	NR_newRAT-Perf

	R4-1814971
	CR to introduce new features into 38.307
	Nokia, Nokia Shanghai Bell
	38.307
	0002
	2
	B
	Rel-15
	NR_newRAT-Core

	R4-1815570
	CR to 38.104 on Combined CRs for BS Demodulation performance
	Ericsson
	38.104
	0017
	
	B
	Rel-15
	NR_newRAT-Perf

	R4-1816558
	CR to TS 38.133
	Intel Corporation
	38.133
	0057
	
	B
	Rel-15
	NR_newRAT-Core, NR_newRAT-Perf


9.3.18
Study of test methods for New Radio [RAN4 SI: FS_NR_test_methods]
RAN4 CR to test methods for New Radio
	WG TD#
	Title
	Source to WG
	Spec
	CR
	Rev
	Cat
	Rel
	Work Item

	R4-1816258
	Comibned CR to TR 38.810 after RAN4 #88bis and RAN4 #89
	Intel Corporation
	38.810
	0003
	1
	F
	Rel-16
	FS_NR_test_methods


10.2.1
Perf. part: Shortened TTI and processing time for LTE [LTE_sTTIandPT-Perf]
RP-182364
RAN4 CRs to Perf. part: Shortened TTI and processing time for LTE
	WG TD#
	Title
	Source to WG
	Spec
	CR
	Rev
	Cat
	Rel
	Work Item

	R4-1812827
	Introduction of PUSCH demodulation requirements for sTTI
	Ericsson
	36.104
	4803
	
	F
	Rel-15
	LTE_sTTIandPT-Perf

	R4-1816323
	Introduction of Slot/Subslot-PDSCH demodulation requirements
	Ericsson
	36.101
	5214
	3
	B
	Rel-15
	LTE_sTTIandPT-Perf

	R4-1816324
	Introduction of SPDCCH demodulation requirements
	Ericsson
	36.101
	5215
	3
	B
	Rel-15
	LTE_sTTIandPT-Perf

	R4-1816325
	Introduction of CQI tests for sTTI
	Ericsson
	36.101
	5216
	3
	B
	Rel-15
	LTE_sTTIandPT-Perf

	R4-1816487
	Introduction of SPUCCH demodulation requirements
	Ericsson
	36.104
	4804
	4
	F
	Rel-15
	LTE_sTTIandPT-Perf


10.2.2
Even further enhanced MTC for LTE [RAN1 WI: LTE_eMTC4]
RP-182365
RAN4 CRs to Even further enhanced MTC for LTE
	WG TD#
	Title
	Source to WG
	Spec
	CR
	Rev
	Cat
	Rel
	Work Item

	R4-1813672
	Addition of side condition for CGI reading delay for Rel-15 eFeMTC UE
	Ericsson
	36.133
	5956
	1
	F
	Rel-15
	LTE_eMTC4-Core

	R4-1815461
	Introduction of WUS requirements for efeMTC
	Ericsson
	36.133
	6129
	
	B
	Rel-15
	LTE_eMTC4-Core

	R4-1815772
	CR_UE RF requirement on subPRB feature_cat_M2
	Ericsson, Qualcomm
	36.101
	5299
	
	B
	Rel-15
	LTE_eMTC4-Core

	R4-1816091
	Requirements for high velocity measurement for efeMTC
	Huawei, HiSilicon
	36.133
	5983
	3
	F
	Rel-15
	LTE_eMTC4-Core

	R4-1816092
	Correction to CRS muting applicability in efeMTC
	Huawei, HiSilicon
	36.133
	6155
	1
	F
	Rel-15
	LTE_eMTC4-Core

	R4-1816787
	Correction of references in CONNECTED mode requirements for category M1
	Ericsson
	36.133
	6124
	2
	F
	Rel-15
	LTE_eMTC4-Core

	R4-1816600
	CR_UE RF requirement on subPRB feature_cat_M1
	Ericsson
	36.101
	5298
	1
	B
	Rel-15
	LTE_eMTC4-Core

	R4-1813675
	Applicability rules for UE supporting new gaps
	Ericsson
	36.133
	5959
	1
	F
	Rel-15
	LTE_eMTC4-Perf

	R4-1813677
	Intra-frequency HD-FDD test cases for RSTD measurement period under new measurement gaps for CE Mode A
	Ericsson
	36.133
	5961
	1
	B
	Rel-15
	LTE_eMTC4-Perf

	R4-1813678
	Intra-frequency TDD test cases for RSTD measurement period under new measurement gaps for CE Mode A
	Ericsson
	36.133
	5962
	1
	B
	Rel-15
	LTE_eMTC4-Perf

	R4-1813680
	Inter-frequency HD-FDD test cases for RSTD measurement period under new measurement gaps for CE Mode A
	Ericsson
	36.133
	5964
	1
	B
	Rel-15
	LTE_eMTC4-Perf

	R4-1813681
	Inter-frequency TDD test cases for RSTD measurement period under new measurement gaps for CE Mode A
	Ericsson
	36.133
	5965
	1
	B
	Rel-15
	LTE_eMTC4-Perf

	R4-1814272
	Intra-frequency FDD test cases for RSTD measurement period under new measurement gaps for CE Mode A
	Ericsson
	36.133
	5960
	2
	B
	Rel-15
	LTE_eMTC4-Perf

	R4-1814273
	Inter-frequency FDD test cases for RSTD measurement period under new measurement gaps for CE Mode A
	Ericsson
	36.133
	6039
	
	B
	Rel-15
	LTE_eMTC4-Perf

	R4-1815234
	Introduction of BS demodulation requirements for eFeMTC (TS36.104)
	Ericsson
	36.104
	4805
	2
	B
	Rel-15
	LTE_eMTC4-Perf

	R4-1815235
	Introduction of BS demodulation requirements for eFeMTC (TS36.141)
	Ericsson
	36.141
	1186
	2
	B
	Rel-15
	LTE_eMTC4-Perf

	R4-1816096
	Inter-frequency FDD test cases for RSTD measurement period under new measurement gaps for CE Mode B
	Ericsson
	36.133
	6171
	1
	B
	Rel-15
	LTE_eMTC4-Perf

	R4-1816097
	Inter-frequency HD-FDD test cases for RSTD measurement period under new measurement gaps for CE Mode B
	Ericsson
	36.133
	6172
	1
	B
	Rel-15
	LTE_eMTC4-Perf

	R4-1816148
	Introduction of UE demodulation requirements for eFeMTC
	Ericsson
	36.101
	5217
	3
	B
	Rel-15
	LTE_eMTC4-Perf

	R4-1816149
	Introduction of CQI reporting requirements for eFeMTC
	Ericsson
	36.101
	5218
	2
	B
	Rel-15
	LTE_eMTC4-Perf

	R4-1816571
	Intra-frequency FDD test cases for RSTD measurement period under new measurement gaps for CE Mode B
	Ericsson
	36.133
	6168
	2
	B
	Rel-15
	LTE_eMTC4-Perf

	R4-1816572
	Intra-frequency HD-FDD test cases for RSTD measurement period under new measurement gaps for CE Mode B
	Ericsson
	36.133
	6169
	2
	B
	Rel-15
	LTE_eMTC4-Perf

	R4-1816573
	Intra-frequency TDD test cases for RSTD measurement period under new measurement gaps for CE Mode B
	Ericsson
	36.133
	6170
	2
	B
	Rel-15
	LTE_eMTC4-Perf

	R4-1816574
	Inter-frequency TDD test cases for RSTD measurement period under new measurement gaps for CE Mode B
	Ericsson
	36.133
	6173
	2
	B
	Rel-15
	LTE_eMTC4-Perf


10.2.3
Perf. part: Further NB-IoT enhancements [NB_IOTenh2-Perf]
RP-182366
RAN4 CRs to Further NB-IoT enhancements, part 1
	WG TD#
	Title
	Source to WG
	Spec
	CR
	Rev
	Cat
	Rel
	Work Item

	R4-1812377
	CR to TS 36.141: Correction on NB-IoT TDD test model (6.1.3)
	Nokia, Nokia Shanghai Bell
	36.141
	1183
	
	F
	Rel-15
	NB_IOTenh2-Perf

	R4-1813939
	RMC for NB-IoT TDD RRM test cases
	Ericsson
	36.133
	5955
	1
	B
	Rel-15
	NB_IOTenh2-Perf

	R4-1814211
	Introduction of OCNG patterns for NB-IoT TDD
	Ericsson
	36.133
	6027
	1
	B
	Rel-15
	NB_IOTenh2-Perf

	R4-1815094
	Introducing TDD NPRACH configuration for NB test cases
	Huawei, HiSilicon
	36.133
	6065
	
	B
	Rel-15
	NB_IOTenh2-Perf

	R4-1815104
	CR on TDD support in conditions for NB-IoT measurements
	Huawei, HiSilicon
	36.133
	6075
	
	F
	Rel-15
	NB_IOTenh2-Perf

	R4-1815460
	Remaining work on minimum WUS reception requirements for NB-IoT
	Ericsson
	36.133
	6128
	
	B
	Rel-15
	NB_IOTenh2-Perf

	R4-1816057
	Introduction of enhanced PHR for category NB1
	Ericsson
	36.133
	6127
	1
	B
	Rel-15
	NB_IOTenh2-Perf

	R4-1816058
	Cell re-selection test case for TDD Intra frequency case for UE category NB1 in in-band mode in normal coverage
	Ericsson
	36.133
	6113
	1
	B
	Rel-15
	NB_IOTenh2-Perf

	R4-1816059
	Cell re-selection test case for TDD Inter- frequency case for UE category NB1 in in-band mode in enhanced coverage
	Ericsson
	36.133
	6121
	1
	B
	Rel-15
	NB_IOTenh2-Perf

	R4-1816060
	Cell re-selection test case for TDD Intra frequency case for UE category NB1 in in-band mode in enhanced coverage
	Ericsson
	36.133
	6122
	1
	B
	Rel-15
	NB_IOTenh2-Perf

	R4-1816063
	TDD Inter-frequency RRC Re-establishment for UE category NB1 in In-Band mode under normal coverage
	Ericsson
	36.133
	6114
	1
	B
	Rel-15
	NB_IOTenh2-Perf

	R4-1816064
	TDD Intra-frequency RRC Re-establishment for UE category NB1 in In-Band mode under enhanced coverage
	Ericsson
	36.133
	6120
	1
	B
	Rel-15
	NB_IOTenh2-Perf

	R4-1816065
	TDD contention based random access test case under normal coverage
	Huawei, HiSilicon
	36.133
	6066
	1
	B
	Rel-15
	NB_IOTenh2-Perf

	R4-1816066
	TDD contention based random access test case under enhanced coverage
	Huawei, HiSilicon
	36.133
	6067
	1
	B
	Rel-15
	NB_IOTenh2-Perf

	R4-1816067
	TDD contention based random access test case on non-anchor carriers
	Huawei, HiSilicon
	36.133
	6068
	1
	B
	Rel-15
	NB_IOTenh2-Perf

	R4-1816068
	UE Transmit Timing Accuracy Test for category NB1 UE In-Band in Normal coverage
	Ericsson
	36.133
	6115
	1
	B
	Rel-15
	NB_IOTenh2-Perf

	R4-1812812
	Finalize MSG3-based channel quality report for NB-IoT
	Ericsson
	36.133
	5954
	
	A
	Rel-15
	NB_IOTenh-Core

	R4-1814271
	Finalize MSG3-based channel quality report for NB-IoT
	Ericsson
	36.133
	5953
	2
	F
	Rel-14
	NB_IOTenh-Core

	R4-1816757
	CR on NRSRP accuracy applicability for UE Category NB1 and NB2 R15
	Huawei, HiSilicon
	36.133
	6079
	1
	A
	Rel-15
	NB_IOTenh-Core

	R4-1815113
	CR on NPRACH configurations for NB R14
	Huawei, HiSilicon
	36.133
	6084
	
	F
	Rel-14
	NB_IOTenh-Core

	R4-1815265
	CR MPR for NB-IoT PC6 rel-14
	Huawei, HiSilicon
	36.101
	5290
	
	F
	Rel-14
	NB_IOTenh-Core

	R4-1816780
	CR on NRSRP accuracy applicability for UE Category NB1 and NB2 R14
	Huawei, HiSilicon
	36.133
	6078
	2
	F
	Rel-14
	NB_IOTenh-Core

	R4-1816251
	CR MPR for NB-IoT PC6 Rel-15
	Huawei, HiSilicon
	36.101
	5291
	1
	A
	Rel-15
	NB_IOTenh-Core

	R4-1813435
	CR 36.133 Correction of NB-IoT OCNG patterns Rel-14
	Ericsson
	36.133
	6025
	
	F
	Rel-14
	NB_IOTenh-Perf

	R4-1813436
	CR 36.133 Correction of NB-IoT OCNG patterns Rel-15
	Ericsson
	36.133
	6026
	
	A
	Rel-15
	NB_IOTenh-Perf


RP-182367
RAN4 CRs to Further NB-IoT enhancements, part 2
	WG TD#
	Title
	Source to WG
	Spec
	CR
	Rev
	Cat
	Rel
	Work Item

	R4-1816069
	UE Transmit Timing Accuracy Test for category NB1 UE In-Band in Enhanced coverage
	Ericsson
	36.133
	6118
	1
	B
	Rel-15
	NB_IOTenh2-Perf

	R4-1816070
	UE Timing advance adjustment test Test for category NB1 UE standalone under Enhanced coverage
	Ericsson
	36.133
	6119
	1
	B
	Rel-15
	NB_IOTenh2-Perf

	R4-1816071
	CR introducing out-of-sync RLM test for NB-IoT TDD in normal coverage with DRX
	Nokia, Nokia Shanghai Bell
	36.133
	6097
	1
	B
	Rel-15
	NB_IOTenh2-Perf

	R4-1816072
	CR introducing out-of-sync RLM test for NB-IoT TDD in enhanced coverage with DRX
	Nokia, Nokia Shanghai Bell
	36.133
	6098
	1
	B
	Rel-15
	NB_IOTenh2-Perf

	R4-1816073
	CR introducing in-sync RLM test for NB-IoT TDD in normal coverage with DRX
	Nokia, Nokia Shanghai Bell
	36.133
	6099
	1
	B
	Rel-15
	NB_IOTenh2-Perf

	R4-1816074
	CR introducing in-sync RLM test for NB-IoT TDD in enhanced coverage with DRX
	Nokia, Nokia Shanghai Bell
	36.133
	6100
	1
	B
	Rel-15
	NB_IOTenh2-Perf

	R4-1816075
	CR introducing in-sync RLM test for NB-IoT TDD in normal coverage without DRX
	Nokia, Nokia Shanghai Bell
	36.133
	6101
	1
	B
	Rel-15
	NB_IOTenh2-Perf

	R4-1816076
	CR introducing in-sync RLM test for NB-IoT TDD in enhanced coverage without DRX
	Nokia, Nokia Shanghai Bell
	36.133
	6102
	1
	B
	Rel-15
	NB_IOTenh2-Perf

	R4-1816077
	CR introducing Out-of-sync RLM test for NB-IoT TDD in normal coverage without DRX in stand alone mode
	Nokia, Nokia Shanghai Bell
	36.133
	6103
	1
	B
	Rel-15
	NB_IOTenh2-Perf

	R4-1816078
	CR introducing Out-of-sync RLM test for NB-IoT TDD in enhanced coverage without DRX in guard band
	Nokia, Nokia Shanghai Bell
	36.133
	6104
	1
	B
	Rel-15
	NB_IOTenh2-Perf

	R4-1816079
	TDD intra-frequency RSTD measurement accuracy test case under normal coverage
	Huawei, HiSilicon
	36.133
	6069
	1
	B
	Rel-15
	NB_IOTenh2-Perf

	R4-1816080
	TDD inter-frequency RSTD measurement accuracy test case under normal coverage
	Huawei, HiSilicon
	36.133
	6070
	1
	B
	Rel-15
	NB_IOTenh2-Perf

	R4-1816081
	TDD intra-frequency RSTD measurement accuracy test case under enhanced coverage
	Huawei, HiSilicon
	36.133
	6071
	1
	B
	Rel-15
	NB_IOTenh2-Perf

	R4-1816082
	TDD inter-frequency RSTD measurement accuracy test case under enhanced coverage
	Huawei, HiSilicon
	36.133
	6072
	1
	B
	Rel-15
	NB_IOTenh2-Perf

	R4-1816765
	CR on TDD support in measurement accuracy requirements for NB-IoT
	Huawei, HiSilicon
	36.133
	6076
	2
	F
	Rel-15
	NB_IOTenh2-Perf

	R4-1816193
	CR to TS 36.141: Implementation of UL PRB to DL PRB center offset for TDD NB-IoT
	Nokia, Nokia Shanghai Bell, Ericsson, Huawei
	36.141
	1189
	1
	B
	Rel-15
	NB_IOTenh2-Perf

	R4-1816565
	TDD idle intra-frequency RSTD measurement test case under enhanced coverage
	Huawei, HiSilicon
	36.133
	6073
	2
	B
	Rel-15
	NB_IOTenh2-Perf

	R4-1816566
	TDD idle inter-frequency RSTD measurement test case under enhanced coverage
	Huawei, HiSilicon
	36.133
	6074
	2
	B
	Rel-15
	NB_IOTenh2-Perf

	R4-1815116
	CR on NB random access test cases R15
	Huawei, HiSilicon
	36.133
	6087
	
	A
	Rel-15
	NB_IOTenh-Perf

	R4-1815238
	Introduction of MSG3-based channel quality reporting test
	Ericsson
	36.133
	6095
	
	A
	Rel-15
	NB_IOTenh-Perf

	R4-1816084
	Introduction of MSG3-based channel quality reporting test
	Ericsson
	36.133
	6094
	1
	F
	Rel-14
	NB_IOTenh-Perf

	R4-1816087
	CR on NB random access test cases R14
	Huawei, HiSilicon
	36.133
	6086
	1
	F
	Rel-14
	NB_IOTenh-Perf


10.2.5
Perf. part: Enhancements for high capacity stationary wireless link and introduction of 1024 QAM for LTE DL [LTE_1024QAM_DL-Perf]
RP-182368
RAN4 CRs to Enhancements for high capacity stationary wireless link and introduction of 1024 QAM for LTE DL
	WG TD#
	Title
	Source to WG
	Spec
	CR
	Rev
	Cat
	Rel
	Work Item

	R4-1813510
	Clarification of applicability rule and test parameter for OCC4-based TM9 rank4 demodulation requirement R15
	Qualcomm Incorporated
	36.101
	5233
	
	F
	Rel-15
	LTE_1024QAM_DL

	R4-1816320
	CR:For 1024QAM DL demodulation requirements under fading propagation conditions
	Huawei, HiSilicon
	36.101
	5245
	3
	B
	Rel-15
	LTE_1024QAM_DL-Perf

	R4-1816321
	CR: SDR test cases with 1024QAM DL
	Huawei, HiSilicon
	36.101
	5312
	1
	B
	Rel-15
	LTE_1024QAM_DL-Perf

	R4-1816322
	CR: For 1024QAM DL CSI requirements
	Huawei, HiSilicon
	36.101
	5313
	1
	B
	Rel-15
	LTE_1024QAM_DL-Perf


10.2.6
Perf. part: V2X phase 2 based on LTE [LTE_eV2X-Perf]
RP-182369
RAN4 CRs to V2X phase 2 based on LTE
	WG TD#
	Title
	Source to WG
	Spec
	CR
	Rev
	Cat
	Rel
	Work Item

	R4-1812287
	CR on RMC for sidelink 64QAM
	Huawei, HiSilicon
	36.101
	5207
	
	F
	Rel-15
	LTE_eV2X

	R4-1813700
	CR for eV2X FRCs and resource pool configuration
	CATT
	36.101
	5206
	1
	B
	Rel-15
	LTE_eV2X-Perf

	R4-1814569
	CR on eV2X UE soft buffer and SDR requirements
	Intel Corporation
	36.101
	5264
	
	B
	Rel-15
	LTE_eV2X-Perf

	R4-1816763
	CR on introducing test cases of Synchronization Reference Source Selection/Reselection requirements for V2X CA
	Huawei, HiSilicon
	36.133
	 6187
	
	B
	Rel-15
	LTE_eV2X-Perf

	R4-1816764
	CR on introducing test cases of interruptions due to V2X CA
	Huawei, HiSilicon
	36.133
	 6188
	
	B
	Rel-15
	LTE_eV2X-Perf

	R4-1816147
	CR for eV2X single link PSSCH tests and PSCCH decoding capability test cases
	CATT
	36.101
	5266
	1
	B
	Rel-15
	LTE_eV2X-Perf


10.2.7
Perf. part: LTE connectivity to 5G-CN [LTE_5GCN_connect-Perf]
RP-182370
RAN4 CR to LTE connectivity to 5G-CN
	WG TD#
	Title
	Source to WG
	Spec
	CR
	Rev
	Cat
	Rel
	Work Item

	R4-1816131
	Introducing principle for LTE UE connected to 5GC test cases
	Huawei, HiSilicon
	36.133
	6089
	1
	B
	Rel-15
	LTE_5GCN_connect


10.2.8
Perf. part: Enhancing LTE CA Utilization [LTE_euCA-Perf]
RP-182371
RAN4 CR to Perf. part of Enhancing LTE CA Utilization
	WG TD#
	Title
	Source to WG
	Spec
	CR
	Rev
	Cat
	Rel
	Work Item

	R4-1814064
	RRM test for dormant SCell
	Qualcomm Incorporated
	36.133
	6032
	1
	B
	Rel-15
	LTE_euCA


10.2.9
Perf. part: UE requirements for network-based CRS interference mitigation for LTE [LTE_NW_CRS_IM-Perf]
RP-182372
RAN4 CRs to Perf. part of UE requirements for network-based CRS interference mitigation for LTE
	WG TD#
	Title
	Source to WG
	Spec
	CR
	Rev
	Cat
	Rel
	Work Item

	R4-1816152
	CR for demodulation performance requirements for network-based CRS interference mitigation
	Ericsson
	36.101
	5306
	1
	B
	Rel-15
	LTE_NW_CRS_IM-Perf


10.2.10
Perf. part: UE requirements for LTE DL 8Rx antenna ports [LTE_8Rx_AP_DL-Perf]
RP-182373
RAN4 CRs to UE requirements for LTE DL 8Rx antenna ports
	WG TD#
	Title
	Source to WG
	Spec
	CR
	Rev
	Cat
	Rel
	Work Item

	R4-1816222
	CR on 8Rx CA RF requirement for TS 36.101
	Huawei, HiSilicon
	36.101
	5303
	1
	B
	Rel-15
	LTE_8Rx_AP_DL

	R4-1813621
	CR: Addition of propagation conditions related with 8Rx
	Huawei, HiSilicon
	36.101
	5244
	
	B
	Rel-15
	LTE_8Rx_AP_DL-Perf

	R4-1816327
	CR: applicability and test rules for 8Rx capable UEs
	Huawei, HiSilicon
	36.101
	5307
	1
	B
	Rel-15
	LTE_8Rx_AP_DL-Perf

	R4-1816328
	CR: Addition of performance requirements for 8Rx
	Huawei, HiSilicon
	36.101
	5308
	1
	B
	Rel-15
	LTE_8Rx_AP_DL-Perf

	R4-1816330
	CR: Addition of SDR test for 8Rx
	Huawei, HiSilicon
	36.101
	5309
	1
	B
	Rel-15
	LTE_8Rx_AP_DL-Perf

	R4-1816786
	CR: Addition of CQI tests for 8Rx
	Huawei, HiSilicon
	36.101
	 5320
	
	B
	Rel-15
	LTE_8Rx_AP_DL-Perf


10.3.1
Perf. part: LTE Advanced inter-band Carrier Aggregation Rel-15 for xDL/1UL with x>5 [LTE_CA_R15_xDL1UL-Perf]
RP-182374
RAN4 CRs to LTE Advanced inter-band Carrier Aggregation Rel-15 for xDL/1UL with x>5
	WG TD#
	Title
	Source to WG
	Spec
	CR
	Rev
	Cat
	Rel
	Work Item

	R4-1814276
	CR on introduction of 6CCs and 7CCs FDD/TDD CA demodulation performance requirements
	Qualcomm Incorporated
	36.101
	5227
	2
	B
	Rel-15
	LTE_CA_R15_xDL1UL-Perf

	R4-1814277
	CR on introduction of 6CCs and 7CCs FDD-TDD CA demodulation performance requirements
	Qualcomm Incorporated
	36.101
	5228
	2
	B
	Rel-15
	LTE_CA_R15_xDL1UL-Perf

	R4-1814278
	CR on introduction of 6CCs and 7CCs SDR test cases requirements
	Qualcomm Incorporated
	36.101
	5229
	2
	B
	Rel-15
	LTE_CA_R15_xDL1UL-Perf

	R4-1815342
	CR on introduction of 6CCs and 7CCs LAA CA demodulation performance requirements
	Qualcomm Incorporated
	36.101
	5293
	
	B
	Rel-15
	LTE_CA_R15_xDL1UL-Perf


10.5.1
LTE Advanced CA baskets [RAN4 WI: LTE_CA_R16_intra, LTE_CA_R16_2BDL_1BUL, LTE_CA_R16_3BDL_1BUL, LTE_CA_R16_xBDL_1BUL, LTE_CA_R16_2BDL_2BUL, LTE_CA_R16_xBDL_2BUL]
RP-182375
RAN4 CRs to LTE Advanced CA baskets
	WG TD#
	Title
	Source to WG
	Spec
	CR
	Rev
	Cat
	Rel
	Work Item

	R4-1815770
	Introduction of completed LTE CA for  2 bands DL with 2 band into Rel-16 TS 36.101
	Huawei, HiSilicon
	36.101
	5297
	
	B
	Rel-16
	LTE_CA_R16_2BDL_2BUL-Core

	R4-1815893
	Introduction of completed LTE CA for  3 bands DL with 1 bands UL into Rel-16 TS 36.101
	Huawei, HiSilicon
	36.101
	5302
	
	B
	Rel-16
	LTE_CA_R16_3BDL_1BUL-Core

	R4-1815796
	Introduction of Rel-16 LTE Intra-band combinations in 36.101
	Ericsson
	36.101
	5300
	
	B
	Rel-16
	LTE_CA_R16_intra-Core

	R4-1812596
	Introduction of LTE inter-band Carrier Aggregation for x bands DL (x=4, 5) with 1 band UL to TS36.101
	Nokia, Nokia Shanghai Bell
	36.101
	5208
	
	B
	Rel-16
	LTE_CA_R16_xBDL_1BUL-Core

	R4-1813387
	Removal of CA bands list for E-UTRA
	Nokia, Nokia Shanghai Bell
	36.104
	4810
	
	F
	Rel-16
	LTE_CA_R16_xBDL_1BUL-Core

	R4-1813390
	Removal of CA bands list for E-UTRA
	Nokia, Nokia Shanghai Bell
	37.104
	0824
	
	F
	Rel-16
	LTE_CA_R16_xBDL_1BUL-Core

	R4-1813391
	Removal of CA bands list for E-UTRA
	Nokia, Nokia Shanghai Bell
	37.141
	0822
	
	F
	Rel-16
	LTE_CA_R16_xBDL_1BUL-Core

	R4-1813388
	Removal of CA bands list for E-UTRA
	Nokia, Nokia Shanghai Bell
	36.141
	1188
	
	F
	Rel-16
	LTE_CA_R16_xBDL_1BUL-Perf

	R4-1812220
	Introducing CR on new xDL/2UL CA band combinations in TS36.101 rel-16
	LG Electronics France
	36.101
	5202
	
	B
	Rel-16
	LTE_CA_R16_xBDL_2BUL-Core

	R4-1815341
	Introduction of Rel-16 LTE inter-band CA for 2 bands DL with 1 band UL combinations in TS36101
	Qualcomm Incorporated
	36.101
	5292
	
	B
	Rel-16
	LTE_CA_R16_2BDL_1BUL-Core


10.5.2
E-UTRA 2.4 GHz TDD Band for US  [RAN4 WI: LTE_TDD_2400_US]
RP-182376
RAN4 CRs to E-UTRA 2.4 GHz TDD Band for US
	WG TD#
	Title
	Source to WG
	Spec
	CR
	Rev
	Cat
	Rel
	Work Item

	R4-1814103
	Introduction of band 53 into TS 36.101
	Nokia, Globalstart
	36.101
	5195
	1
	B
	Rel-16
	LTE_TDD_2400_US

	R4-1814983
	Introduction of band 53 into TS 36.124
	Nokia, Globalstar
	36.124
	0048
	
	B
	Rel-16
	LTE_TDD_2400_US

	R4-1815399
	CR to 25.133: Introduction of Band 53
	Nokia, Globalstar
	25.133
	1439
	
	B
	Rel-16
	LTE_TDD_2400_US

	R4-1815400
	CR to 25.123: Introduction of Band 53
	Nokia, Globalstar
	25.123
	0578
	
	B
	Rel-16
	LTE_TDD_2400_US

	R4-1816132
	CR to 36.133: Introduction of Band 53
	Nokia, Globalstar
	36.133
	6096
	1
	B
	Rel-16
	LTE_TDD_2400_US

	R4-1816464
	Introduction of band 53 into TS 25.101
	Nokia, Globalstar
	25.101
	1112
	1
	B
	Rel-16
	LTE_TDD_2400_US

	R4-1814104
	CR to 36.104: Introduction of Band 53
	Nokia, Globalstar
	36.104
	4811
	1
	B
	Rel-16
	LTE_TDD_2400_US-Core

	R4-1815664
	CR to 25.104: Introduction of Band 53
	Nokia, Globalstar
	25.104
	0965
	
	B
	Rel-16
	LTE_TDD_2400_US-Core

	R4-1815666
	CR to 36.113: Introduction of Band 53
	Nokia, Globalstar
	36.113
	0078
	
	B
	Rel-16
	LTE_TDD_2400_US-Core

	R4-1815668
	CR to 37.104: Introduction of Band 53
	Nokia, Globalstar
	37.104
	0830
	
	B
	Rel-16
	LTE_TDD_2400_US-Core

	R4-1815665
	CR to 25.141: Introduction of Band 53
	Nokia, Globalstar
	25.141
	0997
	
	B
	Rel-16
	LTE_TDD_2400_US-Perf

	R4-1815667
	CR to 36.141: Introduction of Band 53
	Nokia, Globalstar
	36.141
	1190
	
	B
	Rel-16
	LTE_TDD_2400_US-Perf

	R4-1815669
	CR to 37.141: Introduction of Band 53
	Nokia, Globalstar
	37.141
	0830
	
	B
	Rel-16
	LTE_TDD_2400_US-Perf


10.5.3
Additional LTE bands for UE category M1 and/or NB1 in Rel-16
[RAN4 WI: LTE_bands_R16_M1_NB1]
RP-182377
RAN4 CRs to Additional LTE bands for UE category M1 and/or NB1 in Rel-16
	WG TD#
	Title
	Source to WG
	Spec
	CR
	Rev
	Cat
	Rel
	Work Item

	R4-1813233
	CR of adding B65 for NB1
	Ericsson, Dish Network
	37.141
	0821
	
	B
	Rel-16
	LTE_bands_R16_M1_NB1

	R4-1813231
	CR of adding LTE B65 for UE category NB1 and NB2 in R16
	Ericsson, Dish Network
	36.101
	5220
	
	B
	Rel-16
	LTE_bands_R16_M1_NB1, LTE_bands_R16_M2_NB2

	R4-1813236
	CR adding_B65 for NB1&NB2
	Ericsson, Dish Network
	36.133
	6015
	
	B
	Rel-16
	LTE_bands_R16_M1_NB1-Core, LTE_bands_R15_M2_NB2-Core

	R4-1813226
	CR adding_B65 for NB1/NB2
	Ericsson, Dish Network
	36.104
	4806
	
	B
	Rel-16
	LTE_bands_R16_M1_NB1-Core, LTE_bands_R16_M2_NB2-Core

	R4-1813227
	CR of adding B65 for NB1/NB2
	Ericsson, Dish Network
	37.104
	0823
	
	B
	Rel-16
	LTE_bands_R16_M1_NB1-Core, LTE_bands_R16_M2_NB2-Core

	R4-1813852
	CR of adding B65 for NB1
	Ericsson, Dish Network
	36.307
	4407
	1
	B
	Rel-13
	LTE_bands_R16_M1_NB1-Core, NB_IOT-Core

	R4-1813854
	CR of adding B65 for NB1
	Ericsson, Dish Network
	36.307
	4409
	1
	A
	Rel-15
	LTE_bands_R16_M1_NB1-Core, NB_IOTenh2-Core

	R4-1813853
	CR of adding B65 for NB1
	Ericsson, Dish Network
	36.307
	4408
	1
	A
	Rel-14
	LTE_bands_R16_M1_NB1-Core, NB_IOTenh-Core

	R4-1813810
	CR of adding B65 for NB1
	Ericsson, Dish Network
	36.141
	1187
	1
	B
	Rel-16
	LTE_bands_R16_M1_NB1-Perf


10.5.4
Core part: Additional LTE bands for UE category M2 and/or NB2 in in Rel-16
[RAN4 WI: LTE_bands_R16_M2_NB2-Core]
RP-182378
RAN4 CRs to Additional LTE bands for UE category M2 and/or NB2
	WG TD#
	Title
	Source to WG
	Spec
	CR
	Rev
	Cat
	Rel
	Work Item

	R4-1813856
	CR of adding B65 for NB2
	Ericsson, Dish Network
	36.307
	4411
	1
	A
	Rel-15
	LTE_bands_R16_M2_NB2, NB_IOTenh2-Core

	R4-1813855
	CR of adding B65 for NB2
	Ericsson, Dish Network
	36.307
	4410
	1
	B
	Rel-14
	LTE_bands_R16_M2_NB2-Core, NB_IOTenh-Core


14
Maintenance for closed WIs/SIs for REL-15 and earlier
RP-182379
RAN4 CRs to closed Rel-12 WIs
	WG TD#
	Title
	Source to WG
	Spec
	CR
	Rev
	Cat
	Rel
	Work Item

	R4-1816155
	Correction to frequency of CA_4A-7A for MSD with inter-band 2UL
	Anritsu Corporation
	36.101
	5258
	1
	F
	Rel-12
	LTE_CA_2UL-A3-Core

	R4-1816156
	Correction to frequency of CA_4A-7A for MSD with inter-band 2UL
	Anritsu Corporation
	36.101
	5259
	1
	A
	Rel-13
	LTE_CA_2UL-A3-Core

	R4-1816157
	Correction to frequency of CA_4A-7A for MSD with inter-band 2UL
	Anritsu Corporation
	36.101
	5260
	1
	A
	Rel-14
	LTE_CA_2UL-A3-Core

	R4-1816158
	Correction to frequency of CA_4A-7A for MSD with inter-band 2UL
	Anritsu Corporation
	36.101
	5261
	1
	A
	Rel-15
	LTE_CA_2UL-A3-Core

	R4-1814778
	MCG/SCG Abbreviations in TS36.101 in rel-14
	LG Electronics France
	36.101
	5276
	
	A
	Rel-14
	LTE_SC_enh_dualC-Core

	R4-1814779
	MCG/SCG Abbreviations in TS36.101 in rel-13
	LG Electronics France
	36.101
	5277
	
	A
	Rel-13
	LTE_SC_enh_dualC-Core

	R4-1814780
	MCG/SCG Abbreviations in TS36.101 in rel-12
	LG Electronics France
	36.101
	5278
	
	F
	Rel-12
	LTE_SC_enh_dualC-Core

	R4-1816187
	MCG/SCG Abbreviations in TS36.101 in rel-15
	LG Electronics France
	36.101
	5275
	1
	A
	Rel-15
	LTE_SC_enh_dualC-Core

	R4-1816760
	Corrections to incmon testcases
	Ericsson
	36.133
	 6184
	
	A
	Rel-13
	LTE_SC_enh_dualC-Core

	R4-1816761
	Corrections to incmon testcases
	Ericsson
	36.133
	 6185
	
	A
	Rel-14
	LTE_UTRA_IncMon-Perf

	R4-1816762
	Corrections to incmon testcases
	Ericsson
	36.133
	 6186
	
	A
	Rel-15
	LTE_UTRA_IncMon-Perf

	R4-1816135
	Corrections to incmon testcases
	Ericsson
	36.133
	6159
	1
	F
	Rel-12
	LTE_UTRA_IncMon-Perf

	R4-1813432
	CR 36.133 Correction of references in OCNG patterns Rel-13
	Ericsson
	36.133
	6022
	
	A
	Rel-13
	TEI12

	R4-1813433
	CR 36.133 Correction of references in OCNG patterns Rel-14
	Ericsson
	36.133
	6023
	
	A
	Rel-14
	TEI12

	R4-1813434
	CR 36.133 Correction of references in OCNG patterns Rel-15
	Ericsson
	36.133
	6024
	
	A
	Rel-15
	TEI12

	R4-1813689
	CR 36.133 Correction of references in OCNG patterns Rel-12
	Ericsson
	36.133
	6021
	1
	F
	Rel-12
	TEI12


RP-182380
RAN4 CRs to closed Rel-13 WIs, part 1 (AAS_BS_LTE_UTRA)
	WG TD#
	Title
	Source to WG
	Spec
	CR
	Rev
	Cat
	Rel
	Work Item

	R4-1813321
	CR to TS 37.105: TS37.145 reference correction, Rel-13
	Huawei
	37.105
	0106
	
	D
	Rel-13
	AAS_BS_LTE_UTRA-Core

	R4-1813322
	CR to TS 37.105: TS37.145 reference correction, Rel-14
	Huawei
	37.105
	0107
	
	A
	Rel-14
	AAS_BS_LTE_UTRA-Core

	R4-1813323
	CR to TS 37.105: TS37.145 reference correction, Rel-15
	Huawei
	37.105
	0108
	
	A
	Rel-15
	AAS_BS_LTE_UTRA-Core

	R4-1815481
	Cleanup to conducted requirements text
	Ericsson
	37.105
	0115
	
	A
	Rel-14
	AAS_BS_LTE_UTRA-Core

	R4-1815482
	Cleanup to conducted requirements text
	Ericsson
	37.105
	0116
	
	A
	Rel-15
	AAS_BS_LTE_UTRA-Core

	R4-1816443
	Cleanup to conducted requirements text
	Ericsson
	37.105
	0114
	1
	F
	Rel-13
	AAS_BS_LTE_UTRA-Core

	R4-1812608
	CR to 37.145-1: Adding RF channel for CA OBW to section 4.12.1
	ZTE Corporation
	37.145-1
	0100
	
	F
	Rel-13
	AAS_BS_LTE_UTRA-Perf

	R4-1812609
	CR to TS37.145-1_Adding RF channel for CA OBW (section 4.12.1) Rel.14
	ZTE Corporation
	37.145-1
	0101
	
	A
	Rel-14
	AAS_BS_LTE_UTRA-Perf

	R4-1812610
	CR to TS37.145-1_Adding RF channel for CA OBW (section 4.12.1) Rel.15
	ZTE Corporation
	37.145-1
	0102
	
	A
	Rel-15
	AAS_BS_LTE_UTRA-Perf

	R4-1813312
	CR to TS 37.145-2: corrections of declarations for the Radiated Transmit Power, Rel-13
	Huawei
	37.145-2
	0044
	
	F
	Rel-13
	AAS_BS_LTE_UTRA-Perf

	R4-1813313
	CR to TS 37.145-2: corrections of declarations for the Radiated Transmit Power, Rel-14
	Huawei
	37.145-2
	0045
	
	A
	Rel-14
	AAS_BS_LTE_UTRA-Perf

	R4-1813314
	CR to TS 37.145-2: corrections of declarations for the Radiated Transmit Power, Rel-15
	Huawei
	37.145-2
	0046
	
	A
	Rel-15
	AAS_BS_LTE_UTRA-Perf

	R4-1813326
	CR to TS 37.145-2: terminology corrections for  "Minimum requirements", Rel-13
	Huawei
	37.145-2
	0050
	
	F
	Rel-13
	AAS_BS_LTE_UTRA-Perf

	R4-1813327
	CR to TS 37.145-2: terminology corrections for  "Minimum requirements", Rel-14
	Huawei
	37.145-2
	0051
	
	A
	Rel-14
	AAS_BS_LTE_UTRA-Perf

	R4-1815470
	Correction of hybrid BS demodulation declarations
	Ericsson
	37.145-1
	0115
	
	A
	Rel-14
	AAS_BS_LTE_UTRA-Perf

	R4-1816758
	Correction of hybrid BS demodulation declarations
	Ericsson
	37.145-1
	0124
	
	A
	Rel-15
	AAS_BS_LTE_UTRA-Perf

	R4-1815484
	Cleanup to conducted requirements text
	Ericsson
	37.145-1
	0118
	
	A
	Rel-14
	AAS_BS_LTE_UTRA-Perf

	R4-1816759
	Cleanup to conducted requirements text
	Ericsson
	37.145-1
	0119
	1
	A
	Rel-15
	AAS_BS_LTE_UTRA-Perf

	R4-1815491
	Clarification to ACLR test requirements
	Ericsson
	37.145-1
	0120
	
	F
	Rel-13
	AAS_BS_LTE_UTRA-Perf

	R4-1815492
	Clarification to ACLR test requirements
	Ericsson
	37.145-1
	0121
	
	A
	Rel-14
	AAS_BS_LTE_UTRA-Perf

	R4-1815493
	Clarification to ACLR test requirements
	Ericsson
	37.145-1
	0122
	
	A
	Rel-15
	AAS_BS_LTE_UTRA-Perf

	R4-1816444
	Cleanup to conducted requirements text
	Ericsson
	37.145-1
	0117
	1
	F
	Rel-13
	AAS_BS_LTE_UTRA-Perf

	R4-1816462
	Correction of hybrid BS demodulation declarations
	Ericsson
	37.145-1
	0114
	1
	F
	Rel-13
	AAS_BS_LTE_UTRA-Perf


RP-182381
RAN4 CRs to closed Rel-13 WIs, part 2 (LTE_4Rx_AP_DL, LTE_LAA-Perf, LTE_MTCe2_L1-Core, NB_IOT)
	WG TD#
	Title
	Source to WG
	Spec
	CR
	Rev
	Cat
	Rel
	Work Item

	R4-1814678
	PDSCH traffic pattern in 4Rx PHICH Demodulation test
	Qualcomm Incorporated
	36.101
	5271
	
	F
	Rel-13
	LTE_4Rx_AP_DL

	R4-1814679
	PDSCH traffic pattern in 4Rx PHICH Demodulation test - Rel-14
	Qualcomm Incorporated
	36.101
	5272
	
	A
	Rel-14
	LTE_4Rx_AP_DL

	R4-1814680
	PDSCH traffic pattern in 4Rx PHICH Demodulation test - Rel-15
	Qualcomm Incorporated
	36.101
	5273
	
	A
	Rel-15
	LTE_4Rx_AP_DL

	R4-1814518
	Correction to FDD-FS3 Intra-frequency event triggered reporting in DRX
	ANRITSU LTD
	36.133
	6042
	
	A
	Rel-14
	LTE_LAA-Perf

	R4-1814519
	Correction to FDD-FS3 Intra-frequency event triggered reporting in DRX
	ANRITSU LTD
	36.133
	6043
	
	A
	Rel-15
	LTE_LAA-Perf

	R4-1816133
	Correction to FDD-FS3 Intra-frequency event triggered reporting in DRX
	ANRITSU LTD
	36.133
	6041
	1
	F
	Rel-13
	LTE_LAA-Perf

	R4-1813802
	UE category M1 MPR section corrections Rel-13
	Nokia, Nokia Shanghai Bell
	36.101
	5198
	1
	F
	Rel-13
	LTE_MTCe2_L1-Core

	R4-1813249
	Correction of spurious emission band UE co-existence for NB-IoT
	Huawei, HiSilicon
	36.101
	5224
	
	A
	Rel-14
	NB_IOT-Core

	R4-1814270
	Correction of spurious emission band UE co-existence for NB-IoT
	Huawei, HiSilicon
	36.101
	5225
	1
	A
	Rel-15
	NB_IOT-Core

	R4-1814275
	Correction of spurious emission band UE co-existence for NB-IoT
	Huawei, HiSilicon
	36.101
	5223
	3
	F
	Rel-13
	NB_IOT-Core

	R4-1814606
	CR to TS 37.141: Clarification on NB-IoT test models
	Nokia, Nokia Shanghai Bell
	37.141
	0826
	
	F
	Rel-13
	NB_IOT-Perf

	R4-1814607
	CR to TS 37.141: Clarification on NB-IoT test models
	Nokia, Nokia Shanghai Bell
	37.141
	0827
	
	A
	Rel-14
	NB_IOT-Perf

	R4-1814608
	CR to TS 37.141: Clarification on NB-IoT test models
	Nokia, Nokia Shanghai Bell
	37.141
	0828
	
	A
	Rel-15
	NB_IOT-Perf


RP-182382
RAN4 CRs to closed Rel-13 WIs, part 3
	WG TD#
	Title
	Source to WG
	Spec
	CR
	Rev
	Cat
	Rel
	Work Item

	R4-1813805
	Correction of LTE UE requirements for inter-band CA - R15
	vivo
	36.101
	5239
	1
	F
	Rel-15
	LTE_CA_3DL_2UL_inter_intra-Core

	R4-1814161
	Correction of LTE UE requirements for inter-band CA
	vivo
	36.101
	5253
	
	F
	Rel-13
	LTE_CA_3DL_2UL_inter_intra-Core

	R4-1814274
	Correction of LTE UE requirements for inter-band CA - R14
	vivo
	36.101
	5238
	2
	F
	Rel-14
	LTE_CA_3DL_2UL_inter_intra-Core

	R4-1816153
	Corrections to CA REFSENS exception
	Nokia, Nokia Shanghai Bell
	36.101
	5283
	1
	F
	Rel-13
	LTE_CA_B1_B3_B7-Core, LTE_CA_B1_B3_B8-Core, LTE_CA_B7_B42_B42-Core, LTE_CA_B28_B42_B42-Core

	R4-1814987
	Corrections to feMTC RRM test case A.8.1.28 (Rel-13)
	Rohde & Schwarz
	36.133
	6056
	
	F
	Rel-13
	TEI13

	R4-1814988
	Corrections to feMTC RRM test case A.8.1.28 (Rel-14)
	Rohde & Schwarz
	36.133
	6057
	
	A
	Rel-14
	TEI13

	R4-1814989
	Corrections to feMTC RRM test case A.8.1.28 (Rel-15)
	Rohde & Schwarz
	36.133
	6058
	
	A
	Rel-15
	TEI13

	R4-1815547
	Clarification on the applicability of side condition for CE UE R13
	Huawei, HiSilicon
	36.133
	6147
	
	F
	Rel-13
	TEI13

	R4-1815549
	Clarification on the applicability of side condition for CE UE R15
	Huawei, HiSilicon
	36.133
	6149
	
	A
	Rel-15
	TEI13

	R4-1816134
	CR on NRSRP accuracy applicability for UE Category NB1 R13
	Huawei, HiSilicon
	36.133
	6077
	1
	F
	Rel-13
	TEI13

	R4-1816339
	CR on NB random access test cases R13
	Huawei, HiSilicon
	36.133
	6085
	1
	F
	Rel-13
	TEI13

	R4-1816789
	Clarification on the applicability of side condition for CE UE R14
	Huawei, HiSilicon
	36.133
	6148
	2
	F
	Rel-14
	TEI13


RP-182383
RAN4 CRs to closed Rel-14 WIs, part 1 (LTE_feMTC)
	WG TD#
	Title
	Source to WG
	Spec
	CR
	Rev
	Cat
	Rel
	Work Item

	R4-1813508
	Clarification of applicability for demodulation requirement for CE UE
	Qualcomm Incorporated
	36.101
	5231
	
	F
	Rel-14
	LTE_feMTC

	R4-1813509
	Clarification of applicability for demodulation requirement for CE UE R15
	Qualcomm Incorporated
	36.101
	5232
	
	A
	Rel-15
	LTE_feMTC

	R4-1812066
	UE category M1 and M2 MPR section corrections Rel-15
	Nokia, Nokia Shanghai Bell
	36.101
	5196
	
	F
	Rel-15
	LTE_feMTC-Core

	R4-1812067
	UE category M1 and M2 MPR section corrections Rel-14
	Nokia, Nokia Shanghai Bell
	36.101
	5197
	
	F
	Rel-14
	LTE_feMTC-Core

	R4-1813682
	Correction in RSTD measurement requirements
	Ericsson
	36.133
	5966
	1
	F
	Rel-14
	LTE_feMTC-Core

	R4-1813940
	Correction in RSTD measurement requirements
	Ericsson
	36.133
	5967
	1
	A
	Rel-15
	LTE_feMTC-Core

	R4-1815518
	Corrections on UE category M1 intra-frequency measurements with CE Mode A R14
	Huawei, HiSilicon
	36.133
	6137
	
	F
	Rel-14
	LTE_feMTC-Core

	R4-1815520
	Corrections on UE category M1 intra-frequency measurements with CE Mode B R14
	Huawei, HiSilicon
	36.133
	6139
	
	F
	Rel-14
	LTE_feMTC-Core

	R4-1815522
	Corrections on UE category M1 inter-frequency measurements with CE Mode B R14
	Huawei, HiSilicon
	36.133
	6141
	
	F
	Rel-14
	LTE_feMTC-Core

	R4-1815553
	Applicability of non-BL CE requriements for Cat-1bis
	Huawei, HiSilicon
	36.133
	6153
	
	A
	Rel-15
	LTE_feMTC-Core

	R4-1815753
	Correction in FeMTC RSTD test cases
	Ericsson
	36.133
	6174
	
	F
	Rel-14
	LTE_feMTC-Core

	R4-1815754
	Correction in FeMTC RSTD test cases
	Ericsson
	36.133
	6175
	
	A
	Rel-15
	LTE_feMTC-Core

	R4-1816099
	Applicability of non-BL CE requriements for Cat-1bis
	Huawei, HiSilicon
	36.133
	6152
	1
	F
	Rel-14
	LTE_feMTC-Core

	R4-1813101
	Correction to inter-frequency handover test case for UE category M1/M2 in CEModeB
	Ericsson
	36.133
	6001
	
	A
	Rel-15
	LTE_feMTC-Perf

	R4-1813683
	Correction to inter-frequency handover test case for UE category M1/M2 in CEModeB
	Ericsson
	36.133
	6000
	1
	F
	Rel-14
	LTE_feMTC-Perf

	R4-1815524
	Corrections on RSRP and RSRQ measurement accuracy requirements for UE category M1 R14
	Huawei, HiSilicon
	36.133
	6143
	
	F
	Rel-14
	LTE_feMTC-Perf


RP-182384
RAN4 CRs to closed Rel-14 WIs, part 2 (NB_IOTenh)
	WG TD#
	Title
	Source to WG
	Spec
	CR
	Rev
	Cat
	Rel
	Work Item

	R4-1813504
	Correction to downlink channel quality reporting
	Qualcomm Incorporated
	36.133
	6029
	
	F
	Rel-14
	NB_IOTenh

	R4-1813505
	Correction to downlink channel quality reporting R15
	Qualcomm Incorporated
	36.133
	6030
	
	A
	Rel-15
	NB_IOTenh

	R4-1813514
	Correction to RSTD measurement accuracy requirement in NB-IoT R15
	Qualcomm Incorporated
	36.133
	6035
	
	A
	Rel-15
	NB_IOTenh

	R4-1814229
	Correction to RSTD measurement accuracy requirement in NB-IoT R14
	Qualcomm Incorporated
	36.133
	6034
	2
	F
	Rel-14
	NB_IOTenh

	R4-1816569
	NB-IoT RSTD accuracy tests using Type 2 NPRS - Rel14
	Qualcomm Incorporated
	36.133
	6050
	2
	B
	Rel-14
	NB_IOTenh

	R4-1816570
	NB-IoT RSTD accuracy tests using Type 2 NPRS - Rel15
	Qualcomm Incorporated
	36.133
	6051
	1
	A
	Rel-15
	NB_IOTenh


RP-182385
RAN4 CRs to closed Rel-14 WIs, part 3
	WG TD#
	Title
	Source to WG
	Spec
	CR
	Rev
	Cat
	Rel
	Work Item

	R4-1814855
	Corrections of REFSENS exceptions in Rel-15 Cas
	Nokia, Nokia Shanghai Bell
	36.101
	5285
	
	A
	Rel-15
	LTE_CA_R14_3DL1UL-Core, LTE_CA_R14_4DL1UL-Core, LTE_CA_R14_5DL1UL-Core

	R4-1816154
	Corrections of REFSENS exceptions in Rel-14 CAs
	Nokia, Nokia Shanghai Bell
	36.101
	5284
	1
	F
	Rel-14
	LTE_CA_R14_3DL1UL-Core, LTE_CA_R14_4DL1UL-Core, LTE_CA_R14_5DL1UL-Core

	R4-1816159
	Correction on REFSENS exception of CA_3A-28A-42C for REL-14
	SoftBank Corp.
	36.101
	5256
	1
	F
	Rel-14
	LTE_CA_R14_4DL1UL

	R4-1816160
	Correction on REFSENS exception of CA_3A-28A-42C for REL-15
	SoftBank Corp.
	36.101
	5257
	1
	F
	Rel-15
	LTE_CA_R14_4DL1UL

	R4-1813762
	Updating the limit of the Power Spectral Density for LAA in Korea
	Korea Testing Laboratory, Ericsson
	36.101
	5252
	
	F
	Rel-15
	LTE_eLAA

	R4-1813857
	Updating the limit of the Power Spectral Density for LAA in Korea
	Korea Testing Laboratory, Ericsson
	36.101
	5201
	2
	F
	Rel-14
	LTE_eLAA

	R4-1814795
	Remove the brackets in Rel-14 V2V AMPR
	Huawei, HiSilicon
	36.101
	5279
	
	F
	Rel-14
	LTE_SL_V2V-Core

	R4-1814796
	Remove the brackets in Rel-14 V2V AMPR
	Huawei, HiSilicon
	36.101
	5280
	
	A
	Rel-15
	LTE_SL_V2V-Core

	R4-1815514
	Corrections on V2X core requirements in TS36.133 R14
	Huawei, HiSilicon
	36.133
	6133
	
	F
	Rel-14
	LTE_V2X-Core

	R4-1815515
	Corrections on V2X core requirements in TS36.133 R15
	Huawei, HiSilicon
	36.133
	6134
	
	A
	Rel-15
	LTE_V2X-Core

	R4-1815516
	Corrections on Conditions for Selection/Reselection to Intra-frequency SyncRef UE R14
	Huawei, HiSilicon
	36.133
	6135
	
	F
	Rel-14
	LTE_V2X-Perf

	R4-1815517
	Corrections on Conditions for Selection/Reselection to Intra-frequency SyncRef UE R15
	Huawei, HiSilicon
	36.133
	6136
	
	A
	Rel-15
	LTE_V2X-Perf

	R4-1812221
	Correction to PDSCH CA and DC Demodulation (4 Rx Ant ports)
	ANRITSU LTD
	36.101
	5203
	
	F
	Rel-14
	TEI14

	R4-1812241
	Correction to PDSCH CA and DC Demodulation (4 Rx Ant ports)
	ANRITSU LTD
	36.101
	5204
	
	A
	Rel-15
	TEI14


RP-182386
RAN4 CRs to closed Rel-15 WIs, part 1
	WG TD#
	Title
	Source to WG
	Spec
	CR
	Rev
	Cat
	Rel
	Work Item

	R4-1813324
	CR to TS 37.105: correction of the "EIRP accuracy directions set" into "OTA peak directions set"
	Huawei
	37.105
	0109
	
	F
	Rel-15
	AASenh_BS_LTE_UTRA-Core

	R4-1815384
	CR to TS 37.114: RAT-specific AAS BS operation terminology corrections
	Huawei
	37.114
	0074
	
	F
	Rel-15
	AASenh_BS_LTE_UTRA-Core

	R4-1815386
	CR to TS 37.114: clarification on CSA and RCSA capability sets
	Huawei
	37.114
	0076
	
	F
	Rel-15
	AASenh_BS_LTE_UTRA-Core

	R4-1816429
	CR to TS 37.114: additional inputs for introduction of NR to the AAS EMC specification
	Huawei
	37.114
	0073
	1
	F
	Rel-15
	AASenh_BS_LTE_UTRA-Core

	R4-1816430
	CR to TS 37.114: Consideration of the narrowband responses and communication link
	Huawei
	37.114
	0075
	1
	B
	Rel-15
	AASenh_BS_LTE_UTRA-Core

	R4-1816447
	Cleanup to OTA requirements text
	Ericsson
	37.105
	0117
	1
	F
	Rel-15
	AASenh_BS_LTE_UTRA-Core

	R4-1816452
	CR to 37.105: Corrections to co-location requirements
	Nokia, Nokia Shanghai Bell
	37.105
	0110
	1
	F
	Rel-15
	AASenh_BS_LTE_UTRA-Core

	R4-1816453
	Draft CR for TS37.105: Clean up multi-band RIBs
	CATT
	37.105
	0120
	
	F
	Rel-15
	AASenh_BS_LTE_UTRA-Core

	R4-1814212
	UE known dormant SCell condition and activation delay requirements for unknown dormant SCell
	Nokia, Nokia Shanghai Bell
	36.133
	6028
	1
	F
	Rel-15
	LTE_euCA-Core

	R4-1816101
	Introducing enhanced utilization of CA and direct activation in HO
	Nokia, Nokia Shanghai Bell, Ericsson
	36.133
	6108
	1
	F
	Rel-15
	LTE_euCA-Core

	R4-1816128
	UE known dormant SCell condition
	Nokia, Nokia Shanghai Bell
	36.133
	6105
	1
	F
	Rel-15
	LTE_euCA-Core

	R4-1816567
	SIB5 reporting corrections for Idle Mode CA Measurement
	Ericsson
	36.133
	6160
	2
	F
	Rel-15
	LTE_euCA-Core

	R4-1816550
	Corrections in network-based CRS interference mitigation requirements
	Ericsson
	36.133
	6167
	1
	F
	Rel-15
	LTE_NW_CRS_IM-Core

	R4-1812763
	Re-submission of endorsed CR R4-1806736: Introduction of NB-IoT TDD support
	Ericsson, Nokia, Nokia Shanghai Bell
	37.104
	0822
	
	B
	Rel-15
	NB_IOTenh2-Core

	R4-1816055
	Addition of missing Band 71 in 36.133 NB-IoT bands
	Dish Network
	36.133
	6132
	1
	F
	Rel-15
	NB_IOTenh2-Core

	R4-1816191
	CR to TS 36.101: Implementation of UL PRB to DL PRB center offset for TDD NB-IoT
	Nokia, Nokia Shanghai Bell, Ericsson, Huawei
	36.101
	5265
	1
	B
	Rel-15
	NB_IOTenh2-Core

	R4-1816192
	CR to TS 36.104: Implementation of UL PRB to DL PRB center offset for TDD NB-IoT
	Nokia, Nokia Shanghai Bell, Ericsson, Huawei
	36.104
	4816
	1
	B
	Rel-15
	NB_IOTenh2-Core


RP-182387
RAN4 CRs to closed Rel-15 WIs, part 2 (AASenh_BS_LTE_UTRA-Perf)
	WG TD#
	Title
	Source to WG
	Spec
	CR
	Rev
	Cat
	Rel
	Work Item

	R4-1813315
	CR to TS 37.145-2: correction of the "EIRP accuracy directions set" into "OTA peak directions set"
	Huawei
	37.145-2
	0047
	
	F
	Rel-15
	AASenh_BS_LTE_UTRA-Perf

	R4-1813328
	CR to TS 37.145-2: terminology corrections for  "Minimum requirements", Rel-15
	Huawei
	37.145-2
	0052
	
	F
	Rel-15
	AASenh_BS_LTE_UTRA-Perf

	R4-1814083
	CR to TS 37.145-2 Correction on OTA test requirements
	NTT DOCOMO, INC.
	37.145-2
	0035
	1
	F
	Rel-15
	AASenh_BS_LTE_UTRA-Perf

	R4-1814084
	CR to TS 37.145-2: OTA Adjacent Channel Leakage Ratio (6.7.3) and OTA Operating band unwanted emissions (6.7.5) - corrections to text and tables
	Nokia, Nokia Shanghai Bell
	37.145-2
	0055
	1
	F
	Rel-15
	AASenh_BS_LTE_UTRA-Perf

	R4-1814085
	CR to TS 37.145-2: adding TRP measurement procedures in Annex F.
	Nokia, Nokia Shanghai Bell, Ericsson
	37.145-2
	0056
	1
	F
	Rel-15
	AASenh_BS_LTE_UTRA-Perf

	R4-1814087
	CR to TS 37.145-2: CLTA definition
	Nokia, Nokia Shanghai Bell
	37.145-2
	0040
	1
	F
	Rel-15
	AASenh_BS_LTE_UTRA-Perf

	R4-1814088
	CR to TS 37.145-2: Clarification on CLTA related MU
	Nokia, Nokia Shanghai Bell
	37.145-2
	0041
	1
	F
	Rel-15
	AASenh_BS_LTE_UTRA-Perf

	R4-1814092
	CR to TS 37.145-2: Clarification on demodulation requirements (8.1)
	Nokia, Nokia Shanghai Bell
	37.145-2
	0054
	1
	F
	Rel-15
	AASenh_BS_LTE_UTRA-Perf

	R4-1814256
	CR to TS 37.145-2: Corrections on OTA Transmit ON/OFF power
	Nokia, Nokia Shanghai Bell
	37.145-2
	0042
	2
	F
	Rel-15
	AASenh_BS_LTE_UTRA-Perf

	R4-1815387
	CR to TS 37.145-2: UTRA TDD removal
	Huawei
	37.145-2
	0063
	
	F
	Rel-15
	AASenh_BS_LTE_UTRA-Perf

	R4-1815389
	CR to TS 37.105: Text alignment for the OTA demodulation branches
	Huawei
	37.105
	0112
	
	F
	Rel-15
	AASenh_BS_LTE_UTRA-Perf

	R4-1816299
	Correction to RX receiver test directions
	Ericsson
	37.145-2
	0066
	1
	F
	Rel-15
	AASenh_BS_LTE_UTRA-Perf

	R4-1816783
	CR to TS 37.105 - polarisation wording improvements for OTA s reference sensitivity
	Huawei, Ericsson
	37.105
	0118
	2
	F
	Rel-15
	AASenh_BS_LTE_UTRA-Perf

	R4-1816784
	CR to TS 37.145-2 - polarisation wording improvements for OTA  reference sensitivity
	Huawei, Ericsson
	37.145-2
	0068
	2
	F
	Rel-15
	AASenh_BS_LTE_UTRA-Perf

	R4-1816448
	Cleanup to OTA requirements text
	Ericsson
	37.145-2
	0065
	1
	F
	Rel-15
	AASenh_BS_LTE_UTRA-Perf

	R4-1816451
	CR to TR 37.843 v15.1.0
	Huawei
	37.843
	0005
	
	F
	Rel-15
	AASenh_BS_LTE_UTRA-Perf

	R4-1816460
	CR to 37.145-2: Corrections to co-location requirements
	Nokia, Nokia Shanghai Bell
	37.145-2
	0061
	1
	F
	Rel-15
	AASenh_BS_LTE_UTRA-Perf

	R4-1816461
	CR to TS 37.145-2: fix for the EUTRA demodulation requirements
	Huawei
	37.145-2
	0064
	1
	F
	Rel-15
	AASenh_BS_LTE_UTRA-Perf

	R4-1816578
	Draft CR for TR 37.843: TRP assessment by measurements close to EUT
	Ericsson, MVG Industries
	37.843
	0006
	2
	B
	Rel-15
	AASenh_BS_LTE_UTRA-Perf

	R4-1816579
	CR to 37.145-2: MU clarifications
	Nokia, Nokia Shanghai Bell
	37.145-2
	0060
	1
	F
	Rel-15
	AASenh_BS_LTE_UTRA-Perf

	R4-1816721
	CR to TS 37.105 Removal of referencing error for in-band blocking
	nn Nokia, Nokia Shanghai Bell
	37.105
	0121
	
	F
	Rel-15
	AASenh_BS_LTE_UTRA-Perf

	R4-1816722
	CR to TS 37.145-2 Removal of referencing error for in-band blocking
	Nokia, Nokia Shanghai Bell
	37.145-2
	0070
	
	F
	Rel-15
	AASenh_BS_LTE_UTRA-Perf


RP-182388
RAN4 CRs to closed Rel-15 WIs, part 3
	WG TD#
	Title
	Source to WG
	Spec
	CR
	Rev
	Cat
	Rel
	Work Item

	R4-1813718
	Correction to test parameter in 1Rx CRS-IM demodulation requirement
	Qualcomm Incorporated
	36.101
	5234
	1
	F
	Rel-15
	LTE_1RX_CRS_IM

	R4-1812069
	Simplification of CA UE to UE co-ex table by adopting CA band approach
	Nokia, Nokia Shanghai Bell
	36.101
	5199
	
	F
	Rel-15
	TEI15, LTE_CA

	R4-1816161
	Misc corrections on Rel-15 CAs
	Nokia, Nokia Shanghai Bell
	36.101
	5286
	1
	F
	Rel-15
	LTE_CA_R15_3DL1UL-Core, LTE_CA_R15_4DL1UL-Core, LTE_CA_R15_5DL1UL-Core

	R4-1812615
	Correction of BCS for CA_3A-3A-7A-20A and CA_2A-46A-48C-66A
	Nokia, Nokia Shanghai Bell
	36.101
	5210
	
	F
	Rel-15
	LTE_CA_R15_4DL1UL-Core, LTE_CA_R15_5DL1UL-Core

	R4-1815800
	Rel-15 CR to remove NS_04 requirements
	Ericsson
	36.101
	5301
	
	F
	Rel-15
	LTE_CA_R15_intra-Core

	R4-1816189
	CR to TR 36.715-00-00 – To correct AMPR for CA_NS_09
	Qualcomm Incorporated
	36.715-00-00
	0002
	
	F
	Rel-15
	LTE_CA_R15_intra-Core

	R4-1816788
	CR to TS 36.101 – Add RF requirements for CA 66C
	Qualcomm Incorporated
	36.101
	5319
	2
	F
	Rel-15
	LTE_CA_R15_intra-Core

	R4-1816782
	CR for 36.101: PC2 UTRA ACLR exemption list update
	Skyworks Solutions Inc.
	36.101
	5314
	2
	F
	Rel-15
	LTE_TDD_HPUE_R15-Core

	R4-1812297
	CR on protecting NR band n86 in 25.104
	Huawei, HiSilicon
	25.104
	0963
	
	F
	Rel-15
	TEI15

	R4-1816791
	Addition of LTE B35 B36 B37 to out of band co-existence & co-location requirements with further change in 25.104
	Huawei, HiSilicon
	25.104
	0964
	3
	B
	Rel-15
	TEI15

	R4-1816792
	Addition of LTE B35 B36 B37 to out of band co-existence & co-location requirements with further change in 25.141
	Huawei, HiSilicon
	25.141
	0996
	3
	B
	Rel-15
	TEI15

	R4-1816781
	CR to TS 36.101 – revision of OOB for B42
	Qualcomm Incorporated
	36.101
	5318
	1
	F
	Rel-15
	TEI15, RInImp8-UMTSLTE3500

	R4-1814520
	Correction to DL CA Activation and Deactivation Test cases
	ANRITSU LTD
	36.133
	6044
	
	F
	Rel-15
	TEI15

	R4-1814992
	Corrections to generic CA RRM test cases up to 5 DL CCs (Rel-15)
	Rohde & Schwarz
	36.133
	6061
	
	F
	Rel-15
	TEI15

	R4-1814993
	Corrections to generic CA RRM test cases for 6 and 7 DL CCs  (Rel-15)
	Rohde & Schwarz
	36.133
	6062
	
	F
	Rel-15
	TEI15

	R4-1816477
	Addition of LTE B35 B36 B37 to out of band co-existence & co-location requirements with further change in 25.104
	Huawei, HiSilicon
	25.104
	0966
	
	F
	Rel-15
	TEI15

	R4-1816479
	Addition of LTE B35 B36 B37 to out of band co-existence & co-location requirements with further change in 25.141
	Huawei, HiSilicon
	25.141
	0998
	
	F
	Rel-15
	TEI15

	R4-1816483
	CR to TS 36.113 (subclause 2 and 8.4.2 )
	ZTE Corporation
	36.113
	0077
	2
	F
	Rel-15
	TEI15

	R4-1816603
	CR for 36.101: Introduction of a PC3 UTRA ACLR exemption list
	Skyworks Solutions Inc.
	36.101
	5317
	2
	F
	Rel-15
	TEI15
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