Page 1



3GPP TSG-RAN5 Meeting #81 DOCPROPERTY  MtgTitle  \* MERGEFORMAT 
R5-186768
Spokane, United States, 12th Nov 2018 - 16th Nov 2018
	CR-Form-v11.2

	CHANGE REQUEST

	

	
	36.508
	CR
	1212
	rev
	-
	Current version:
	15.3.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Modify the values of IEs in sps-AssistanceInformation-r14

	
	

	Source to WG:
	CATT

	Source to TSG:
	R5

	
	

	Work item code:
	LTE_V2X-UEConTest
	
	Date:
	2018-08-30

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	UE reports the SL SPS assistance information to eNB to request SPS grant. The values are based on UE implementation. Hence, the fixed values are not feasibility.

	
	

	Summary of change:
	Chang the values of IEs in sps-AssistanceInformation-r14 to any allowed value.

	
	

	Consequences if not approved:
	A comformance UE may fail.

	
	

	Clauses affected:
	4.6.1

	
	

	
	Y
	N
	
	

	Other specs
	
	x
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	x
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	x
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


Begin of Change 

4.6
Default RRC message and information elements contents

This clause contains the default values of common RRC messages and information elements, which unless indicated otherwise in specific clauses of TS 36.521-1 [21], TS 36.521-3 [34], TS 36.523-1 [18] and other clauses in this specification. All the messages and information elements are listed in alphabetical order.

4.6.1
Contents of RRC messages

…
–
UEAssistanceInformation
Table 4.6.1-26: UEAssistanceInformation
	Derivation Path: 36.331, Clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	UEAssistanceInformation-r11 ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      UEAssistanceInformation-r11-IEs SEQUENCE { 
	
	
	

	        powerPreferenceIndication-r11
	lowPowerConsumption
	
	Low_Power

	        powerPreferenceIndication-r11
	normal
	
	Normal

	        laterNonCriticalExtension
	Not Present
	
	

	        nonCriticalExtension SEQUENCE {
	
	
	V2X

	          sps-AssistanceInformation-r14 SEQUENCE {
	
	
	SL_SPS

	            trafficPatternInfoListSL-r14  SEQUENCE (SIZE (1..maxTrafficPattern-r14)) OF SEQUENCE{
	
	
	

	              trafficPeriodicity-r14
	Any allowed value
	
	

	              timingOffset-r14
	Any allowed value -
	
	

	              priorityInfoSL-r14
	Any allowed value 
	
	

	              logicalChannelIdentityUL-r14
	Any allowed value 
	
	

	              messageSize-r14
	Any allowed value
	
	

	            }
	
	
	

	            trafficPatternInfoListUL-r14
	Not Present
	
	

	          }
	
	
	

	          DelayBudgetReport-r14::= CHOICE {
	
	
	eVoLTE

	           type1
	ms0
	
	DRX_Cycle

	           type2
	ms0
	
	Coverage

	          }
	
	
	

	          nonCriticalExtension
	
	
	

	        }
	
	
	

	      }  
	
	
	

	    } 
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	Low_Power
	The UE indicates that it prefers a configuration primarily optimised for power saving

	Normal
	The UE indicates that it does not prefer a configuration primarily optimised for power saving

	V2X
	V2X Sidelink Communication

	SL_SPS
	Sidelink SPS configuration

	eVoLTE
	The UE Indicates it preferrs adjustment to connected mode DRX or coverage enhancement configuration

	DRX_Cycle
	The UE indicates that it prefers an adjustment in the connected mode DRX cycle length

	Coverage
	The UE indicates that it prefers coverage enhancement configuration change
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