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ReportConfigInterRAT-B2-UTRA
Table 4.6.6-8: ReportConfigInterRAT-B2-UTRA(EUTRA-Thres, UTRA-Thres) 
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigInterRAT-B2-UTRA(EUTRA-Thres, UTRA-Thres) ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    event SEQUENCE {
	
	
	

	      eventId CHOICE {
	
	
	

	        eventB2 SEQUENCE {
	
	
	

	          b2-Threshold1 CHOICE {
	
	
	

	            threshold-RSRP
	EUTRA-Thres+140
	EUTRA-Thres is actual threshold value in dBm
	

	          }
	
	
	

	          b2-Threshold2 CHOICE {
	
	
	

	            b2-Threshold2UTRA CHOICE {
	
	
	

	              utra-EcN0
	UTRA-Thres * 2 + 49
	UTRA-Thres is actual Ec/NO value in dB
	UTRA-FDD

	              utra-RSCP
	UTRA-Thres + 115
	For signalling test cases

UTRA-Thres is actual RSCP value in dBm
	UTRA-FDD

	              utra-RSCP
	UTRA-Thres + 115
	UTRA-Thres is actual RSCP value in dBm
	UTRA-TDD

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	      hysteresis
	3 (1.5 dB)
	
	

	      timeToTrigger
	ms0
	
	

	    }
	
	
	

	  }
	
	
	

	  maxReportCells
	6
	In line with RAN4 requirement
	

	  reportInterval
	ms1024
	
	

	  reportAmount
	r1
	
	

	}
	
	
	


	Condition
	Explanation

	UTRA-FDD
	UTRA FDD cell environment

	UTRA-TDD
	UTRA TDD cell environment


ReportConfigInterRAT-B2-NR
Table 4.6.6-8A:  ReportConfigInterRAT-B2-NR(EUTRA-Thres, NR-Thres) 
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigInterRAT-B2-NR ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    event SEQUENCE {
	
	
	

	      eventId CHOICE {
	
	
	

	        eventB2-NR-r15 SEQUENCE{
	
	
	

	          b2-Threshold1-r15 CHOICE{
	
	
	

	            threshold-RSRP
	EUTRA Thres
	EUTRA Thres is an entry value into a mapping table in TS 36.133 [39]
	

	          }
	
	
	

	          b2-Threshold2NR-r15 CHOICE{
	
	
	

	            nr-RSRP-r15
	NR Thres
	NR Thres is an entry value into a mapping table in TS 38.133 [YY]
	

	          }
	
	
	

	          reportOnLeave-r15
	FALSE
	
	

	        }
	
	
	

	      }
	
	
	

	      Hysteresis
	3 (1.5 dB)
	
	

	      timeToTrigger
	ms1024
	
	

	    }
	
	
	

	  }
	
	
	

	  reportInterval
	ms1024
	
	

	  reportAmount
	infinity
	
	

	}
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