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	Other comments:
	It’s sssumed that the same requirement will apply (empty requirment in 38.1010-3) ) as in 38.521-2. I.e. no new discussion paper needed for TP analysis for test case 6.2B.2.4. Refer to FR2 test case instead.



<< Beginning of changes>>

4.3
Test point analysis for NR CA and EN-DC

This clause contains information on test point analysis and test point selection for test cases in [4] clause 6 and 7 with information about transmitting test point selection for NR CA and EN-DC listed in table 4.3-1 and receiver test point selection in table 4.3-2.
Table 4.3-1: NR UE transmitter test point selection for NR CA and EN-DC

	Subclause
	Number of test points
	Justification in attachment
	Comments

	6.2.1 UE maximum output power
	TBD
	TBD
	TBD

	6.2.2 Maximum Power Reduction (MPR)
	TBD
	TBD
	TBD

	6.2B.2.4 UE Maximum Output Power reduction for Inter-Band EN-DC including FR2
	Same as Table 4.2-1, test case 6.2.2
	Same as Table 4.2-1, test case 6.2.2
	RAN5#81

	6.2B.3.1
UE Additional Maximum Output Power reduction for Intra-band contiguous EN-DC
	16
	“38.521-3_TPanalysis_6.2B.3.1_AMPR_NS_04.zip”
	RAN5#80

	6.5B.3.1 Spurious Emissions for intra-band contiguous EN-DC
	1
	“38.521-3_TPanalysis_6.5B.3.1 TxSpurious_Intra_B_contig.zip”
	RAN5#80


<< End of changes>>
