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4.6.3
Radio resource control information elements

<The Unchanged Contents Omitted>

-
OtherConfig-r9

Table 4.6.3-29: OtherConfig-r9
	Derivation Path: 36.331 clause 6.3.6

	Information Element
	Value/remark
	Comment
	Condition

	OtherConfig-r9 ::= SEQUENCE {
	
	
	

	   reportProximityConfig-r9 ::= SEQUENCE {
	
	
	

	     proximityIndicationEUTRA-r9
	Not Present
	
	

	     proximityIndicationUTRA-r9
	Not Present
	
	

	   }
	
	
	

	   IDC-Config-r11 SEQUENCE {
	
	
	

	     idc-Indication-r11
	Not Present
	
	

	     autonomouseDenialParameters-r11 ::= SEQUENCE {
	
	
	

	       autonomousDenialSubframes-r11
	Not Present
	
	

	       autonomousDenialValidity-r11
	Not Present
	
	

	     }
	
	
	

	   }
	
	
	

	   PowerPrefIndicationConfig-r11 CHOICE {
	
	
	

	     Release
	NULL
	
	Release

	     setup SEQUENCE { 
	
	
	Setup

	       powerPrefIndicationTimer-r11
	s30
	
	

	     }
	
	
	

	   }
	
	
	

	   delayBudgetReportingConfig-r14 CHOICE{
	
	
	eVoLTE

	     Release
	NULL
	
	Release

	     setup SEQUENCE{
	
	
	Setup

	         delayBudgetReportingProhibitTimer-r14
	s0
	
	

	      }
	
	
	

	   }
	
	
	

	   ObtainLocationConfig-r11 ::= SEQUENCE {
	
	
	

	     obtainLocation-r11
	Not present
	
	

	   }
	
	
	

	   sps-AssistanceInfoReport-r14
	Not present
	
	

	   measConfigAppLayer-r15
	Not present
	
	

	   measConfigAppLayer-r15 :: = CHOICE {
	
	
	QMC

	     Release
	NULL
	
	

	     setup SEQUENCE {
	
	
	

	       measConfigAppLayerContainer-r15
	Octets string (1…1000)
	
	

	       serviceType
	qoe
	
	

	     }
	
	
	

	   }
	
	
	

	}
	
	
	


	Condition
	Explanation

	eVoLTE
	The UE is configured to setup or release delayBudgetReport in case of VoLTE enhancement

	QMC
	The UE is configured to setup or release application layer QoE measurement report

	Setup
	The UE is allowed to send power preference indications or send delaybudgetreport.

	Release
	The UE is not allowed to send power preference indications or send delay budgetreport.
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