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5.5.2.14
SIP SUBSCRIBE

This message is sent by the UE.

Table 5.5.2.14-1: SIP SUBSCRIBE

	Derivation Path: TS 24.229 [16] subclause A.2.1.4.13, A.2.2.4.13

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Request-Line
	
	
	RFC 3261 [22]

RFC 5031 [54]
	

	  Method
	"SUBSCRIBE"
	
	
	

	  Request-URI
	px_MCPTT_Server_A_URI
	The public service identity identifying the originating participating MCPTT function serving the MCPTT user
	
	

	  Request-URI
	px_MCPTT_GMSURI
	The configured public service identity for performing subscription proxy function of the GMS
	TS 24.481 [11] subclause 6.3.13.2.1
	GROUPCONFIG

	  SIP-Version
	"SIP/2.0"
	
	
	

	Route
	
	
	RFC 3261 [22]
	

	  route-param
	px_MCPTT_PCSCF_A_URI":4060;lr"
	<sip:SS P-CSCF address:protected server port of P-CSCF;lr>, <sip:px_scscf;lr>
	
	

	Via
	
	
	RFC 3261 [22]

RFC 3581 [55]
	

	  sent-protocol
	"SIP/2.0/UDP"
	
	
	

	  sent-by
	any allowed value
	IP address or FQDN and protected server port of the UE
	
	

	  via-branch
	any allowed value
	value starting with 'z9hG4bK'
	
	

	From
	
	
	RFC 3261 [22]
	

	  addr-spec
	px_MCPTT_Client_A_ID
	
	
	

	  tag
	"1"
	
	
	

	To
	
	
	RFC 3261 [22]

RFC 5031 [54]
	

	  addr-spec
	px_MCPTT_Server_A_URI
	
	
	

	Contact
	
	
	RFC 3261 [22]
	

	  addr-spec
	px_MCPTT_Client_A_ID
	The URI of the UE
	
	

	  feature-param
	"+g.3gpp.mcptt"
	
	
	

	  feature-param
	"+g.3gpp.icsi-ref=urn:urn-7:3gpp-service.ims.icsi.mcptt"
	
	
	

	  feature-param
	"audio"
	
	
	

	Expires
	
	
	RFC 3261 [22]

RFC 3903 [43]
	

	  value
	"4294967295"
	
	
	

	Require
	
	
	RFC 3261 [22]

RFC 3329 [53]
	

	  option-tag
	"sec-agree"
	
	
	

	Proxy-Require
	
	
	RFC 3261 [22]

RFC 3329 [53]
	

	  option-tag
	"sec-agree"
	
	
	

	Cseq
	
	
	RFC 3261 [22]
	

	  value
	any allowed value
	
	
	

	  method
	"SUBSCRIBE"
	
	
	

	Call-ID
	
	
	RFC 3261 [22]
	

	  callid
	any allowed value
	
	
	

	Max-Forwards
	
	
	RFC 3261 [22]
	

	  value
	any allowed value
	Non-zero value
	
	

	P-Access-Network-Info
	
	
	RFC 7315 [52]

RFC 7913 [51]
	

	  access-net-spec
	any allowed value
	Access network technology and, if applicable, the cell ID
	
	

	Event
	
	
	RFC 6665 [39]
	

	  event-type
	"presence"
	
	
	

	
	"xcap-diff"
	
	
	CONFIG
GROUPCONFIG

	Accept
	
	
	RFC 3261 [22]
	

	  media-range
	"application/pidf+xml"
	
	
	

	P-Preferred-Service
	
	
	RFC 6050 [31]
	

	  Service-ID
	"urn:urn-7:3gpp-service.ims.icsi.mcptt"
	
	
	

	P-Asserted-Identity
	
	
	RFC 3325 [32]
	

	  addr-spec
	px_MCPTT_User_A_ID
	
	
	

	Content-Type
	"multipart/mixed"
	
	RFC 5621 [58]
	

	  Content-Length
	length of message body
	
	RFC 3261 [22]
	

	    Message-body
	
	
	RFC 3261 [22]
	

	      MIME-Content-Type
	"application/vnd.3gpp.mcptt-info+xml"
	
	TS 24.379 [9] clause F.1
	

	        MCPPT-Info
	As described in Table 5.5.3.2.1-1
	
	
	

	      MIME-Content-Type
	"application/simple-filter+xml"
	
	TS 24.379 [9] subclause 9.3.2
	

	        SIMPLE-FILTER
	As described in Table 5.52.22.6-1
	
	
	

	      MIME-Content-Type
	"application/resource-lists+xml"
	
	
	CONFIG

	        Resource-lists
	As described in Table 5.5.3.3.1-1
	
	
	

	      MIME-Content-Type
	"application/mikey"
	
	RFC 3830 [24]
	CONFIG

	        mikey
	As described in Table 5.5.9.1-1
	MIKEY message, containing the CSK
	TS 33.179 [15]
	

	      MIME-Content-Type
	"application/resource-lists+xml"
	
	
	GROUPCONFIG

	        Resource-lists
	As described in Table 5.5.3.3.1-1
	
	
	

	      MIME-Content-Type
	"application/mikey"
	
	RFC 3830 [24]
	GROUPCONFIG

	        mikey
	As described in Table 5.5.9.1-1
	MIKEY message, containing the CSK
	TS 33.179 [15]
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