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	Reason for change:
	In Perf TC 8.12.1.1.2, with the given parameter of Rmax=64 and G=1.5, NPDCCH is discarded onetime per 2 occasions according to TS36.213 clause 16.6. Hence, test time needs to be doubled. 


	
	

	Summary of change:
	Table G.3.5-42: Minimum Test time for PDSCH for UE Category NB1 : 
MNSF is changed from 1733000 to 3466000
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	Test would not carried out with the proper condition.
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	Other comments:
	


<< Unchanged sections omitted >>
G.3.5
Minimum Test time

If a pass fail decision in G.3.4 can be achieved earlier than the minimum test time, then the test shall not be decided, but continued until the minimum test time is elapsed.

<< Unchanged sections omitted >>
Table G.3.5-42: Minimum Test time for PDSCH for UE Category NB1
	Clause 8.12.1.1.2

Test

No
	Demodulation scenario

(info only)
	MNAS

(Simulation)
	MNSF (Min No Sub Frames, mandatory)

	
	
	
	HD-FDD
	TDD

	1
	R.NB.3 FDD
(200kHz, QPSK,1/2)

(1x1)

EPA5
	3609
	3466000
	N/A

	2
	R.NB.3 FDD
(200kHz, QPSK,1/2)

(1x1)

ETU1
	3609
	5544000
	N/A
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