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	Reason for change:
	With introduction of A-SEM and additional spurious test cases for inter-band CA with UL 64QAM, it was aggreed that the applicability of corresponding test cases with lower order moduation is changed. The agreed changes have not been implemented in TS 36.521-1. Therefore, TC 6.6.2.2A.2 and TC.6.6.3.3A.2 are incorrectly applicable to a UE which supports 64QAM in uplink.

With introduction of UL 256QAM test cases the required applicability change of above mentioned test cases must also consider if a UE supports 256QAM in uplink.

	
	

	Summary of change:
	Applicability statement in 6.6.2.2A.2.2 and.6.6.3.3A.2.2 has been extended with “but do not support UL 64QAM or UL 256QAM”. 

	
	

	Consequences if not approved:
	Applicability of TC 6.6.2.2A.2 and TC.6.6.3.3A.2 will remain incorrect.
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	Other comments:
	


< begin of first modification >
6.6.2.2A.2
Additional Spectrum Emission Mask for CA (inter-band DL CA and UL CA)
6.6.2.2A.2.1
Test purpose

To verify that the power of any UE emission shall not exceed specified lever for the specified channel bandwidth for CA under the deployment scenarios where additional requirements are specified.

6.6.2.2A.2.2
Test applicability

This test case applies to all types of E-UTRA UE release 11 and forward that support inter-band DL CA and UL CA but do not support UL 64QAM or UL 256QAM..

6.6.2.2A.2.3
Minimum conformance requirements

< end of first modification >
< begin of second modification >
6.6.3.3A.2
Additional spurious emissions for CA (inter-band DL CA and UL CA)

6.6.3.3A.2.1
Test purpose

To verify that UE transmitter does not cause unacceptable interference to other channels or other systems in terms of transmitter spurious emissions in inter-band carrier aggregation under the deployment scenarios where additional requirements are specified.
6.6.3.3A.2.2
Test applicability

This test case applies to all types of E-UTRA UE release 11 and forward that support inter-band DL CA and UL CA but do not support UL 64QAM or UL 256QAM..

6.6.3.3A.2.3
Minimum conformance requirements 

< end of second modification >
