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0
Clean up of unused templates

During the merge of GNSS subtests into subtest 15, some original templates where left unused but not deleted from the code. Before baseline moving, it is necessary to remove these unused templates. 

The following templates are now deleted from the code:

cs_AgnssProvideAssistData_UEB_Gps,
cs_AgnssProvideAssistData_UEB_Glonass,
cs_AgnssProvideAssistData_UEB_Galileo,
cs_AgnssProvideAssistData_UEB_GpsAndGlonass,
cs_AgnssProvideAssistData_UEB_Bds,
cs_AgnssProvideAssistData_UEB_GpsAndBds,
cs_AgnssProvideAssistData_UEA_Gps_AA,
cs_AgnssProvideAssistData_UEA_Gps_NoAA,
cs_AgnssProvideAssistData_UEA_Glonass_AA,
cs_AgnssProvideAssistData_UEA_Glonass_NoAA,
cs_AgnssProvideAssistData_UEA_Galileo_AA,
cs_AgnssProvideAssistData_UEA_Galileo_NoAA,
cs_AgnssProvideAssistData_UEA_GpsAndGlonass_AA,
cs_AgnssProvideAssistData_UEA_GpsAndGlonass_NoAA,
cs_AgnssProvideAssistData_UEA_Bds_AA,
cs_AgnssProvideAssistData_UEA_Bds_NoAA,
cs_AgnssProvideAssistData_UEA_GpsAndBds_AA,
cs_AgnssProvideAssistData_UEA_GpsAndBds_NoAA,
cs_RequestAssistData_UEB_Gps
cs_RequestAssistData_UEB_Glonass
cs_RequestAssistData_UEB_Galileo
cs_RequestAssistData_UEB_GpsAndGlonass
cs_RequestAssistData_UEB_Bds
cs_RequestAssistData_UEB_GpsAndBds
cs_RequestAssistData_UEA_Gps_AA
cs_RequestAssistData_UEA_Gps_NoAA
cs_RequestAssistData_UEA_Glonass_AA
cs_RequestAssistData_UEA_Glonass_NoAA
cs_RequestAssistData_UEA_Galileo_AA
cs_RequestAssistData_UEA_Galileo_NoAA
cs_RequestAssistData_UEA_Bds_AA
cs_RequestAssistData_UEA_Bds_NoAA
cs_RequestAssistData_UEA_GpsAndGlonass_AA
cs_RequestAssistData_UEA_GpsAndGlonass_NoAA
cs_RequestAssistData_UEA_GpsAndBds_AA
cs_RequestAssistData_UEA_GpsAndBds_NoAA

1
Changes required to ASN.1 messages

1.1
ASN.1 Baseline Moving - 36.355

LPP ASN.1 is upgraded to 36.355-f10.

ASN.1 Changes

Non-critical extensions with extension marker (ellipsis)

	LocationCoordinateTypes
	highAccuracyEllipsoidPointWithUncertaintyEllipse-r15
highAccuracyEllipsoidPointWithAltitudeAndUncertaintyEllipsoid-r15
	Set to “*” in cr_LocationCoordinateTypesCap

	CommonIEsRequestCapabilities
	lpp-message-segmentation-req-r14
	No impact 

	CommonIEsProvideCapabilities
	segmentationInfo-r14
lpp-message-segmentation-r14
	Added parameter (set to “*” as default) for commonIEsProvideCapabilities in cr_ProvideCapabilities_r9_IEs

	CommonIEsRequestAssistanceData
	segmentationInfo-r14
periodicAssistanceDataReq-r15
primaryCellID-r15
	No impact

	CommonIEsProvideAssistanceData
	segmentationInfo-r14
periodicAssistanceData-r15
	No impact

	CommonIEsRequestLocationInformation
	segmentationInfo-r14
	Set to “omit” in cs_LppRequestLocationInfo

	QoS
	horizontalAccuracyExt-r15
verticalAccuracyExt-r15
	Set to “omit” in cs_LppRequestLocationInfo

	ResponseTime
	unit-r15
	Set to “omit” in cs_LppRequestLocationInfo

	ResponseTimeNB-r14
	unitNB-r15
	No impact

	CommonIEsProvideLocationInformation
	segmentationInfo-r14
	Set to “*” in cr_CommonIEsProvideLocationInformation

	LocationCoordinates
	highAccuracyEllipsoidPointWithUncertaintyEllipse-v1510
highAccuracyEllipsoidPointWithAltitudeAndUncertaintyEllipsoid-v1510
	No impact

	OTDOA-ReferenceCellInfo
	nr-LTE-SFN-Offset-r15
	Set to “omit” in cs_OTDOA_ReferenceCellInfo, cs_OtdoaProvideAssistanceData,
cs_OtdoaProvideAssistanceData_7_3_5_1

	OTDOA-ReferenceCellInfoNB-r14
	nprsInfo-Type2-v1470
	No impact

	NPRS-Info-r14
	sib1-SF-TDD-r15
partA-TDD-r15
	No impact

	OTDOA-NeighbourCellInfoNB-r14
	nprsInfo-Type2-v1470
	No impact

	OTDOA-RequestAssistanceData
	nrPhysCellId-r15
	Set to “*” in cr_OTDOA_RequestAssistanceData

	OTDOA-SignalMeasurementInformation
	motionTimeSource-r15
	No impact

	NeighbourMeasurementElement
	delta-SFN-r15
	No impact

	OTDOA-RequestLocationInformation
	motionMeasurements-r15
	Set to “omit” in cs_OtdoaRequestLocationInfo

	OTDOA-ProvideCapabilities
	numberOfRXantennas-r14
motionMeasurements-r15
interRAT-RSTDmeasurement-r15
	No impact

	A-GNSS-ProvideAssistanceData
	gnss-PeriodicAssistData-r15
	Set to “omit” in 
cs_AgnssProvideAssistData_Error,
cs_AgnssProvideAssistData

	GNSS-CommonAssistData
	gnss-RTK-ReferenceStationInfo-r15
gnss-RTK-CommonObservationInfo-r15
gnss-RTK-AuxiliaryStationData-r15
	Set to “omit” in new template cs_GNSS_CommonAssistData (see Note below for more details).
This new template is now used in cs_AgnssProvideAssistData.

	GNSS-GenericAssistDataElement
	gnss-RTK-Observations-r15
glo-RTK-BiasInformation-r15
gnss-RTK-MAC-CorrectionDifferences-r15
gnss-RTK-Residuals-r15
gnss-RTK-FKP-Gradients-r15
gnss-SSR-OrbitCorrections-r15
gnss-SSR-ClockCorrections-r15
gnss-SSR-CodeBias-r15

	Set to “omit” in cs_GNSS_GenericAssistDataElement.

	NetworkTime -> CellID
	nr-r15
	No impact

	A-GNSS-RequestAssistanceData
	gnss-PeriodicAssistDataReq-r15
	Set to “omit” in 
cs_A_GNSS_RequestAssistanceData

	GNSS-CommonAssistDataReq
	gnss-RTK-ReferenceStationInfoReq-r15
gnss-RTK-AuxiliaryStationDataReq-r15
	Set to “omit” in cs_GNSS_CommonAssistDataReq

	GNSS-GenericAssistDataReqElement
	gnss-RTK-ObservationsReq-r15
glo-RTK-BiasInformationReq-r15
gnss-RTK-MAC-CorrectionDifferencesReq-r15
gnss-RTK-ResidualsReq-r15
gnss-RTK-FKP-GradientsReq-r15
gnss-SSR-OrbitCorrectionsReq-r15
gnss-SSR-ClockCorrectionsReq-r15
gnss-SSR-CodeBiasReq-r15
	Set to “omit” in cs_GNSS_GenericAssistDataReqElement

	MeasurementReferenceTime -> networkTime
	nr-r15
	No impact

	GNSS-SatMeasElement
	adrMSB-r15
adrSign-r15
adrRMSerror-r15
delta-codePhase-r15
	No impact

	GNSS-PositioningInstructions
	ha-GNSS-Req-r15
	Set to “omit” in cs_AgnssRequestLocationInfo

	A-GNSS-ProvideCapabilities
	periodicAssistanceData-r15
	Set to “*” in cr_A_GNSS_ProvideCapabilities

	GNSS-SupportElement
	adrEnhancementsSupport-r15
ha-gnss-Modes-r15
	No impact

	GNSS-CommonAssistanceDataSupport
	gnss-RTK-ReferenceStationInfoSupport-r15
gnss-RTK-AuxiliaryStationDataSupport-r15
	No impact

	GNSS-GenericAssistDataSupportElement
	gnss-RTK-ObservationsSupport-r15
glo-RTK-BiasInformationSupport-r15
gnss-RTK-MAC-CorrectionDifferencesSupport-r15
gnss-RTK-ResidualsSupport-r15
GNSS-RTK-ResidualsSupport-r15
gnss-RTK-FKP-GradientsSupport-r15
gnss-SSR-OrbitCorrectionsSupport-r15
gnss-SSR-ClockCorrectionsSupport-r15
gnss-SSR-CodeBiasSupport-r15
	No impact

	GNSS-SignalID
	gnss-SignalID-Ext-r15
	Set to “omit” in cs_GNSS_SignalID

	GNSS-SignalIDs
	gnss-SignalIDs-Ext-r15
	No impact

	MeasuredResultsElement
	rsrp-Result-v1470
rsrq-Result-v1470
	No impact

	Sensor-ProvideLocationInformation
	sensor-MotionInformation-r15
	Set to “*” in cr_Sensor_ProvideLocationInformation_NoError

	Sensor-RequestLocationInformation
	sensor-MotionInformationReq-r15
	Set to “omit” in cs_SensorRequestLocationInfoDef

	Sensor-ProvideCapabilities
	sensor-MotionInformationSup-r15
	No impact


Note: 
A new template, cs_GNSS_CommonAssistData, has been created to structure cs_AgnssProvideAssistData in a better way.  

  template (value) GNSS_CommonAssistData cs_GNSS_CommonAssistData(template (omit) GNSS_ReferenceTime p_ReferenceTime,

                                                                  template (omit) GNSS_ReferenceLocation p_ReferenceLocation,

                                                                  template (omit) GNSS_IonosphericModel p_IonosphericModel,

                                                                  template (omit) GNSS_EarthOrientationParameters p_EarthOrientationParameters := omit) :=

  {

    gnss_ReferenceTime := p_ReferenceTime,

    gnss_ReferenceLocation := p_ReferenceLocation,

    gnss_IonosphericModel := p_IonosphericModel,

    gnss_EarthOrientationParameters := p_EarthOrientationParameters,

    gnss_RTK_ReferenceStationInfo_r15 := omit, /*@sic R5-180554 - BASELINE MOVING 2018 sic@ */

    gnss_RTK_CommonObservationInfo_r15 := omit, /*@sic R5-180554 - BASELINE MOVING 2018 sic@ */

    gnss_RTK_AuxiliaryStationData_r15 := omit /*@sic R5-180554 - BASELINE MOVING 2018 sic@ */

  };
  template (value) A_GNSS_ProvideAssistanceData cs_AgnssProvideAssistData(template (value) GNSS_ReferenceTime p_ReferenceTime,

                                                                          template (omit) GNSS_ReferenceLocation p_ReferenceLocation,

                                                                          template (omit) GNSS_IonosphericModel p_IonosphericModel,

                                                                          template (value) GNSS_GenericAssistData p_GenericAssistData) :=

  { /* @status    APPROVED (POS) */

    gnss_CommonAssistData := cs_GNSS_CommonAssistData(p_ReferenceTime, /*@sic R5-180554 - BASELINE MOVING 2018 sic@ */

                                                      p_ReferenceLocation,

                                                      p_IonosphericModel), 

    gnss_GenericAssistData := p_GenericAssistData,

    gnss_Error := omit,

    gnss_PeriodicAssistData_r15 := omit /*@sic R5s180554 - BASELINE MOVING 2018 sic@ */

  };
Other changes
	PRS-Info -> prsHoppingInfo-r14 -> bn4-r14
	Change in the range of bn4-r14
	No impact.

This IE is not used in our TTCN code.


1.2
ASN.1 Baseline Moving - OMA-TS-LPPe

The new version OMA-TS-LPPe-V1_0-20170419-D does not include any changes in the ASN.1 code, therefore, types will remain as in version V1_0-20160714-C.
