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5.6
Applicability of requirements 

The mapping between requirement set and individual requirement is captured in Table 5.6-1.

Table 5.6-1: Requirement set applicability
	Requirement
	Requirement set
	Spatial applicability 

of the requirements

	
	1-C
	1-H
	1-O
	2-O
	

	Base station output power
	6.2
	6.2
	NA
	NA
	Conducted requirement

	Output power dynamics 
	6.3
	6.3
	NA
	NA
	

	Transmit ON/OFF power 
	6.4
	6.4
	NA
	NA
	

	Transmitted signal quality
	6.5
	6.5
	NA
	NA
	

	Occupied bandwidth
	6.6.2
	6.6.2
	NA
	NA
	

	ACLR
	6.6.3
	6.6.3
	NA
	NA
	

	Operating band unwanted

Emissions
	6.6.4.x
	6.6.4.x
	NA
	NA
	

	Transmitter spurious emissions
	6.6.5.x
	6.6.5.x
	NA
	NA
	

	Transmitter intermodulation 
	6.7.2
	6.7.2 and 6.7.3
	NA
	NA
	

	Reference sensitivity level
	7.2
	7.2
	NA
	NA
	

	Dynamic range 
	7.3
	7.3
	NA
	NA
	

	In-band selectivity and blocking 
	7.4
	7.4
	NA
	NA
	

	Out-of-band blocking 
	7.5
	7.5
	NA
	NA
	

	Receiver spurious emissions 
	7.6
	7.6
	NA
	NA
	

	Receiver intermodulation
	7.7
	7.7
	NA
	NA
	

	In-channel selectivity 
	7.8
	7.8
	NA
	NA
	

	Performance requirements
	8
	8
	NA
	NA
	

	Radiated transmit power
	NA
	9.2
	9.2
	9.2
	Radiated directional requirement

	OTA Base station output power
	NA
	NA
	9.3
	9.3
	Radiated TRP requirement

	OTA Output power dynamics
	NA
	NA
	9.4
	9.4
	Radiated directional requirement

	OTA Transmit ON/OFF power
	NA
	NA
	9.5
	9.5
	Co-location requirement for 1-O
Radiated TRP requirement for 2-O

	OTA Transmitted signal quality
	NA
	NA
	9.6
	9.6
	Radiated directional requirement 

	OTA Occupied bandwidth
	NA
	NA
	9.7.2
	9.7.2
	Radiated directional requirement

	OTA ACLR
	NA
	NA
	9.7.3
	9.7.3
	Radiated TRP requirement

	OTA Operating band unwanted emission 
	NA
	NA
	9.7.4
	9.7.4
	Radiated TRP requirement

	OTA Transmitter spurious emission 
	NA
	NA
	9.7.5
	9.7.5
	Radiated TRP requirement except for co-location requirements applicable for 1-O

	OTA Transmitter intermodulation 
	NA
	NA
	9.8
	NA
	Co-location requirement

	OTA sensitivity
	NA
	10.2
	10.2
	NA
	Radiated directional requirement

	OTA Reference sensitivity level
	NA
	NA
	10.3
	10.3
	Radiated directional requirement

	OTA Dynamic range
	NA
	NA
	10.4
	NA
	Radiated directional requirement

	OTA In-band selectivity and blocking
	NA
	NA
	10.5
	10.5
	Radiated directional requirement

	OTA Out-of-band blocking
	NA
	NA
	10.6
	10.6
	Radiated directional requirement except for co-location requirements applicable for 1-O

	OTA Receiver spurious emission 
	NA
	NA
	10.7
	10.7
	Radiated TRP requirement

	OTA Receiver intermodulation
	NA
	NA
	10.8
	10.8
	Radiated directional requirement

	OTA In-channel selectivity
	NA
	NA
	10.9
	10.9
	Radiated directional requirement

	Radiated Performance requirements
	NA
	NA
	FFS
	FFS
	FFS


