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	Reason for change:
	1. Pcompensation and PEMAX2 should be obtained from NR-NS-PmaxList instead of NS-PmaxList
2. Current definition of PEMAX1, PEMAX2 is not clear which value should be used for PEMAX1, PEMAX2 if UE supports SUL frequency in the cell

	
	

	Summary of change:
	Explian the changes
1. Change the NS-PmaxList to NR-NS-PmaxList
2. Add sentence to clarify that PEMAX1, PEMAX2 should consider SUL carrier

Impact analysis
Impacted functionality: 
The changes only impact cell selection function for SUL capable UEs (standalone NR only)

Inter-operability: 
1) If the network is implemented according to the CR and the UE is not, there may be different understanding on the value that should be used for PEMAX1, PEMAX2  between network and UE if UE supports SUL frequency in the cell.
[bookmark: _GoBack]2) If the UE is implenented according to the CR and the network is not, there may be different understanding on the value that should be used for PEMAX1, PEMAX2 between UE and network if UE supports SUL frequency in the cell.
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=========================Begining of changes============================
5.2.3.2	Cell Selection Criterion
The cell selection criterion S is fulfilled when:
	Srxlev > 0  AND  Squal > 0


where:
	[bookmark: _Hlk505630812]Srxlev = Qrxlevmeas – (Qrxlevmin + Qrxlevminoffset )– Pcompensation - Qoffsettemp
Squal = Qqualmeas – (Qqualmin + Qqualminoffset) - Qoffsettemp


where:
	Srxlev
	Cell selection RX level value (dB)

	Squal
	Cell selection quality value (dB)

	Qoffsettemp
	Offset temporarily applied to a cell as specified in TS 38.331 [3] (dB)

	Qrxlevmeas
	Measured cell RX level value (RSRP)

	Qqualmeas
	Measured cell quality value (RSRQ)

	Qrxlevmin
	[bookmark: _Hlk513297296]Minimum required RX level in the cell (dBm). If the UE supports SUL frequency for this cell, Qrxlevmin is obtained from RxLevMinSUL, if present, in SIB1, SIB2 and SIB4, additionally, if QrxlevminoffsetcellSUL is present in SIB3 and SIB4 for the concerned cell, this cell specific offset is added to the corresponding Qrxlevmin to achieve the required minimum RX level in the concerned cell; 
 else Qrxlevmin is obtained from q-RxLevMin in SIB1 SIB1, SIB2 and SIB4, additionally, if Qrxlevminoffsetcell is present in SIB3 and SIB4 for the concerned cell, this cell specific offset is added to the corresponding Qrxlevmin to achieve the required minimum RX level in the concerned cell.

	Qqualmin
	Minimum required quality level in the cell (dB). Additionally, if Qqualminoffsetcell is signalled for the concerned cell, this cell specific offset is added to achieve the required minimum quality level in the concerned cell.

	Qrxlevminoffset
	Offset to the signalled Qrxlevmin taken into account in the Srxlev evaluation as a result of a periodic search for a higher priority PLMN while camped normally in a VPLMN 3GPP TS 23.122 [9]

	Qqualminoffset
	Offset to the signalled Qqualmin taken into account in the Squal evaluation as a result of a periodic search for a higher priority PLMN while camped normally in a VPLMN 3GPP TS 23.122 [9]

	Pcompensation 
	If the UE supports the additionalPmax in the NR-NS-PmaxList, if present, in SIB1, SIB2 and SIB4:
max(PEMAX1 –PPowerClass, 0) – (min(PEMAX2, PPowerClass) – min(PEMAX1, PPowerClass)) (dB);
else:
max(PEMAX1 –PPowerClass, 0) (dB)

	PEMAX1, PEMAX2
	Maximum TX power level of a UE may use when transmitting on the uplink in the cell (dBm) defined as PEMAX in TS 38.101 [15]. If UE supports SUL frequency for this cell, PEMAX1 and PEMAX2 are obtained from the p-Max for SUL in SIB1 and NR-NS-PmaxList for SUL respectively in SIB1, SIB2 and SIB4 as specified in TS 38.331 [3], else PEMAX1 and PEMAX2 are obtained from the p-Max and NR-NS-PmaxList respectively in SIB1, SIB2 and SIB4 for regular UL as specified in TS 38.331 [3]. 

	PPowerClass
	Maximum RF output power of the UE (dBm) according to the UE power class as defined in TS 38.101 [15]
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