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CHANGE START
–
RRM-Config
The RRM-Config IE contains information about UE specific RRM information before the handover which can be utilized by target eNB.

RRM-Config information element

-- ASN1START

RRM-Config ::=



SEQUENCE {


ue-InactiveTime



ENUMERATED {










s1, s2, s3, s5, s7, s10, s15, s20,










s25, s30, s40, s50, min1, min1s20c, min1s40,










min2, min2s30, min3, min3s30, min4, min5, min6,










min7, min8, min9, min10, min12, min14, min17, min20,










min24, min28, min33, min38, min44, min50, hr1,










hr1min30, hr2, hr2min30, hr3, hr3min30, hr4, hr5, hr6,










hr8, hr10, hr13, hr16, hr20, day1, day1hr12, day2,










day2hr12, day3, day4, day5, day7, day10, day14, day19,










day24, day30, dayMoreThan30}

OPTIONAL,


...,


[[
candidateCellInfoList-r10
CandidateCellInfoList-r10

OPTIONAL


]],


[[
candidateCellInfoListNR-r15
MeasResultServFreqListNR-r15

OPTIONAL


]]

}

CandidateCellInfoList-r10 ::=
SEQUENCE (SIZE (1..maxFreq)) OF CandidateCellInfo-r10
CandidateCellInfo-r10 ::=

SEQUENCE {


-- cellIdentification


physCellId-r10




PhysCellId,


dl-CarrierFreq-r10



ARFCN-ValueEUTRA,


-- available measurement results


rsrpResult-r10




RSRP-Range


OPTIONAL,


rsrqResult-r10




RSRQ-Range


OPTIONAL,


...,


[[
dl-CarrierFreq-v1090


ARFCN-ValueEUTRA-v9e0

OPTIONAL


]],


[[
rsrqResult-v1250



RSRQ-Range-v1250


OPTIONAL


]],


[[
rs-sinr-Result-r13



RS-SINR-Range-r13


OPTIONAL


]]

}

-- ASN1STOP

	RRM-Config field descriptions

	candidateCellInfoList

A list of the best cells on each frequency for which measurement information was available, in order of decreasing RSRP.

	candidateCellInfoListNR

A list of NR cells including serving cells and best neighbour cells on each SSB requency, for which measurement results were available, and for each cell the best beams.

	dl-CarrierFreq

The source includes dl-CarrierFreq-v1090 if and only if dl-CarrierFreq-r10 is set to maxEARFCN.

	ue-InactiveTime

Duration while UE has not received or transmitted any user data. Thus the timer is still running in case e.g., UE measures the neighbour cells for the HO purpose. Value s1 corresponds to 1 second, s2 corresponds to 2 seconds and so on. Value min1 corresponds to 1 minute, value min1s20 corresponds to 1 minute and 20 seconds, value min1s40 corresponds to 1 minute and 40 seconds and so on. Value hr1 corresponds to 1 hour, hr1min30 corresponds to 1 hour and 30 minutes and so on.
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