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	Reason for change:
	It is currently not clear that the s-NonIntraSearch parameters, which limit the UE cell reselection measurements, do not apply for the Rel-15 IDLE mode measurements. Therefore, UE implementations might interpret the configuration incorrectly and assume they can skip the measurements.

	
	

	Summary of change:
	1. Modified the NOTE in sub-clause 5.6.20.2 to indicate that the SIB3 parameters do not affect the IDLE mode measurements.
Impact analysis

Impacted functionality: IDLE mode measurements
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1. If the network is implemented according to the CR and the UE is not, UE may not perform IDLE mode measurements and may not report them to the network.
2. If the UE is implemented according to the CR and the network is not, UE may perform measurements even when network is not expecting them, but that will not cause inter-operability problems since the measurement reporting is activated by another parameter.
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Next Modified Subclause
5.6.20
Idle Mode Measurements

5.6.20.1
General

This procedure specifies the measurements done by a UE in RRC_IDLE when it has an IDLE mode measurement configuration and the storage of the available measurements by a UE in both RRC_IDLE and RRC_CONNECTED.

5.6.20.2
Initiation

While T331 is running, the UE shall:

1>
perform the measurements in accordance with the following:

2>
for each entry in measIdleCarrierListEUTRA within VarMeasIdleConfig:
3>
if UE supports carrier aggregation between serving carrier and the carrier frequency and bandwidth indicated by carrierFreq and allowedMeasBandwidth within the corresponding entry;

4>
perform measurements in the carrier frequency and bandwidth indicated by carrierFreq and allowedMeasBandwidth within the corresponding entry;

NOTE:
The fields s-NonIntraSearch in SystemInformationBlockType3 do not affect the UE measurement procedures in IDLE mode. How the UE performs measurements in IDLE mode is up to UE implementation as long as the requirements in 36.133 [16] are met for measurement reporting. UE is not required to perform idle measurements if SIB2 idle measurement indication is not configured.

4>
if the measCellList is included:

5>
consider PCell and cells identified by each entry within the measCellList to be applicable for idle mode measurement reporting;

4>
else:

5>
consider PCell and up to maxCellMeasIdle strongest identified cells whose RSRP/RSRQ measurement results are above the value(s) provided in qualityThreshold (if any) to be applicable for idle mode measurement reporting;

4>
store measurement results for cells applicable for idle mode measurement reporting within the VarMeasIdleReport;

3>
else:

4>
do not consider the carrier frequency to be applicable for idle mode measurement reporting;

1>
if validityArea is configured in VarMeasIdleConfig and UE reselects to a serving cell whose physical cell identity does not match any entry in validityArea for the corresponding carrier frequency:

2>
stop T331;

