	
[bookmark: _GoBack]3GPP TSG-WG2 Meeting #104 	R2-1817119
Spokane, USA, 12th - 16th November 2018
	CR-Form-v11.2

	CHANGE REQUEST

	

	
	36.306
	CR
	1654
	rev
	1
	Current version:
	15.2.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	X
	Core Network
	



	

	Title:	
	Remaining aspects of capabilities for Rel-15 Aerial WI

	
	

	Source to WG:
	Ericsson, NTT Docomo, Nokia, Nokia Shanghai Bell

	Source to TSG:
	R2

	
	

	Work item code:
	LTE_Aerials-Core
	
	Date:
	2018-10-08

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	[bookmark: OLE_LINK1]Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
Rel-12	(Release 12)
Rel-13	(Release 13)
Rel-14	(Release 14)
     Rel-15	(Release 15)
     Rel-16	(Release 16)

	
	

	Reason for change:
	Add condition to capability bit indication multipleCellsMeasExtension-r15

	
	

	Summary of change:
	Add condition to capability bit indication multipleCellsMeasExtension-r15 in 4.3.6.34 to make the capability mandatory for UEs which have Aerial UE subscription.

Impact Analysis:
Impacted functionality:
The use of triggering based on number of cells.

Interoperability issue:
If the eNB implements the CR but the UE does not:
No interoperability issue is expected as UE only includes legacy capability bits and eNB behaviour would be based on the UE legacy capabilities

If the UE implements the CR but eNB does not:
No interoperability issue is expected as eNB only understands legacy capability and would ignore new capability bits. The eNB behaviour would thus be based on the capability bits that it understands.
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	Feature of Rel-15 Aerial WI not supported
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START OF CHANGES
4.3.6.34	multipleCellsMeasExtension-r15
This field defines whether the UE supports measurement reporting triggered based on a number of cells. It is mandatory to support this feature for UEs which have Aerial UE subscription as defined in TS 23.401 [18]. 
END OF CHANGES

