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	Reason for change:
	Revision1:

1 to capture missing changes from R2-1815993;

      5.3.16.4

· 2> if barring is alleviated for Access Category [the standardised RAN specific access category]:

· 3>
perform actions specified in 5.3.13.8;

· T309 in 7.3.1 

· and remove the changes “and perform actions as described in 5.3.13.8;” from R2-1815836

2 add missing section 7.1 in affected clauses

Version 0:

1 the changes on HandoverPreparationInformation-v1530-IEs from R2-1813139 is not captured in specification.     
2 capture agreements from NR into E-UTRA/5GC

R2-1816056
CR on fallback to the setup procedure/ R2-1816052  RIL I556, I557, I558 on RB handling when resuming 

· discard the suspendConfig if stored

· discard the AS security context

· discard radio resources and RRC configuration for all RBs except SRB0    
 R2-1815835
Handling on security keys for resume procedure (I774)

· Update the handling of keys/NCC;


R2-1814961
Clarifications on RNA update and CN registration (N023)

· Update the handling on SIB1 and RNAU;

R2-1815836 CR to 38.331 on pendingRNAUpdate setting

· Update the handling on variable pendingRNAUpdate

R2-1815838 Handling of Resume

· In 5.3.3, add “For INACTIVE UE, 
the UE shall enter IDLE if the UE is unable to comply with (part of) the configuration included in the RRCResume message”

R2-1815952
E573 Configuration of SRB1 during Resume

· 5.3.3.3a, PDCP configuration is restored after Reception of the RRCResume.
R2-1815958 Security for RRC connection release

·  For E-UTRA/5GC, UE shall release the RRC connection but ignore the Re-direction, Dedicated frequency reselection priorities, De-prioritisation information, and SuspendConfig fields if included in an RRC release message received before security activation.    
R2-1815959
RRC connection release triggered by upper layers [H323]

· For E-UTRA/5GC, reference should be 24.501
R2-1815992
Remain issue for T302 and T390

· 5.3.3.8, handling on reject is missing, i.e. stop the timer first, and start it if configured;

R2-1815993
CR to 38.331 on stopping T390 and UE related actions

· Update the handling on T309.
3 Editorial change

· Change VarPendingRnaProcedure-r15 to VarPendingRnaUpdate-r15
· Change pendingRnaProcedure to pendingRnaUpdate

	
	 

	Summary of change:
	Revision1:

1 to capture missing changes from R2-1815993;

      5.3.16.4

· 2> if barring is alleviated for Access Category [the standardised RAN specific access category]:

· 3>
perform actions specified in 5.3.13.8;

· T309 in 7.3.1 

· and remove the changes “and perform actions as described in 5.3.13.8;” from R2-1815836

2 add missing section 7.1 in affected clauses

Version 0:

1 add the changes on HandoverPreparationInformation-v1530-IEs from R2-1813139
2 capture agreements from NR into E-UTRA/5GC

R2-1816056
CR on fallback to the setup procedure/ R2-1816052  RIL I556, I557, I558 on RB handling when resuming 

· discard the suspendConfig if stored

· discard the AS security context

· discard radio resources and RRC configuration for all RBs except SRB0    
R2-1815835
Handling on security keys for resume procedure (I774)

· Update the handling of keys/NCC;
R2-1814961
Clarifications on RNA update and CN registration (N023)

· Update the handling on SIB1 and RNAU;

R2-1815836 CR to 38.331 on pendingRNAUpdate setting

· Update the handling on variable pendingRNAUpdate

R2-1815838 Handling of Resume

· In 5.3.3, add “For INACTIVE UE, 
the UE shall enter IDLE if the UE is unable to comply with (part of) the configuration included in the RRCResume message”

R2-1815952
E573 Configuration of SRB1 during Resume

· 5.3.3.3a, PDCP configuration is restored after Reception of the RRCResume.

R2-1815958 Security for RRC connection release

·  For E-UTRA/5GC, UE shall release the RRC connection but ignore the Re-direction, Dedicated frequency reselection priorities, De-prioritisation information, and SuspendConfig fields if included in an RRC release message received before security activation.    
R2-1815959
RRC connection release triggered by upper layers [H323]

· For E-UTRA/5GC, reference should be 24.501

R2-1815992
Remain issue for T302 and T390

· 5.3.3.8, handling on reject is missing, i.e. stop the timer first, and start it if configured;

R2-1815993
CR to 38.331 on stopping T390 and UE related actions

Update the handling on T309.
3 Editorial change

· Change VarPendingRnaProcedure-r15 to VarPendingRnaUpdate-r15
· Change pendingRnaProcedure to pendingRnaUpdate
Impact Analysis:
Impacted functionality: 

E-UTRA/5GC related features.
Inter-operability:
No inter-operability issues are foreseen for change 1;
 For others, see the impact analysis in individual CR from NR;
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	1st Text Proposal Change 


5.2.2.7
Actions upon reception of the SystemInformationBlockType1 message

Upon receiving the SystemInformationBlockType1 or SystemInformationBlockType1-BR either via broadcast or via dedicated signalling, the UE shall:

1>
if the upper layers indicate the selected core network type as 5GC:

2> if the cellAccessRelatedInfoList-5GC contains an entry with the plmn-Identity or plmn-Index of the selected PLMN:

3>
in the remainder of the procedures use plmn-IdentityList, trackingAreaCode, and cellIdentity for the cell as received in the corresponding cellAccessRelatedInfoList-5GC containing the selected PLMN;

1>
else if the cellAccessRelatedInfoList contains an entry with the PLMN-Identity of the selected PLMN:

2>
in the remainder of the procedures use plmn-IdentityList, trackingAreaCode, and cellIdentity for the cell as received in the corresponding cellAccessRelatedInfoList containing the selected PLMN;

1>
if in RRC_IDLE or in RRC_CONNECTED while T311 is running; and

1>
if the UE is a category 0 UE according to TS 36.306 [5]; and

1>
if category0Allowed is not included in SystemInformationBlockType1:

2>
consider the cell as barred in accordance with TS 36.304 [4];

1>
if in RRC_CONNECTED while T311 is not running, and the UE supports multi-band cells as defined by bit 31 in featureGroupIndicators:

2>
disregard the freqBandIndicator and multiBandInfoList, if received, while in RRC_CONNECTED;

2>
forward the cellIdentity to upper layers;

2>
forward the trackingAreaCode to upper layers;

1>
else:

2>
if the frequency band indicated in the freqBandIndicator is part of the frequency bands supported by the UE and it is not a downlink only band; or

2>
if the UE supports multiBandInfoList, and if one or more of the frequency bands indicated in the multiBandInfoList are part of the frequency bands supported by the UE and they are not downlink only bands:

3>
forward the cellIdentity to upper layers;

3>
forward the trackingAreaCode to upper layers;
3>
if in RRC_INACTIVE and the forwarded trackingAreaCode does not trigger message transmission by upper layers:

4>
if the serving cell does not belong to the configured ran-NotificationAreaInfo:
5>
initiate an RNA update as specified in 5.3.17.2;
3>
forward the ims-EmergencySupport to upper layers, if present;

3>
forward the eCallOverIMS-Support to upper layers, if present;

3>
if the UE is capable of 5G NAS:

4>
forward the ims-EmergencySupport-5GC to upper layers, if present;

4>
forward the eCallOverIMS-Support-5GC to upper layers, if present;

3>
if, for the frequency band selected by the UE (from freqBandIndicator or multiBandInfoList), the freqBandInfo or the multiBandInfoList-v10j0 is present and the UE capable of multiNS-Pmax supports at least one additionalSpectrumEmission in the NS-PmaxList within the freqBandInfo or multiBandInfoList-v10j0:

4>
apply the first listed additionalSpectrumEmission which it supports among the values included in NS-PmaxList within freqBandInfo or multiBandInfolist-v10j0;

4>
if the additionalPmax is present in the same entry of the selected additionalSpectrumEmission within NS-PmaxList:

5>
apply the additionalPmax;

4>
else:

5>
apply the p-Max;

3>
else:

4>
apply the additionalSpectrumEmission in SystemInformationBlockType2 and the p-Max;

2>
else:

3>
consider the cell as barred in accordance with TS 36.304 [4]; and

3>
perform barring as if intraFreqReselection is set to notAllowed, and as if the csg-Indication is set to FALSE;

1>
if in RRC_INACTIVE:

2>
if the cell does not belong to the RAN notification area configured by RAN-NotificationAreaInfo:
3>
initiate the RAN notification area update procedure as specified in 5.3.17;

Upon receiving the SystemInformationBlockType1-NB, the UE shall:

1>
if the frequency band indicated in the freqBandIndicator is part of the frequency bands supported by the UE; or

1>
if one or more of the frequency bands indicated in the multiBandInfoList are part of the frequency bands supported by the UE:

2>
forward the cellIdentity to upper layers;

2>
forward the trackingAreaCode to upper layers;

2>
if attachWithoutPDN-Connectivity is received for the selected PLMN:

3>
forward the attachWithoutPDN-Connectivity to upper layers;

2>
else

3>
indicate to upper layers that attachWithoutPDN-Connectivity is not present;

2>
if, for the frequency band selected by the UE (from freqBandIndicator or multiBandInfoList), the freqBandInfo is present and the UE capable of multiNS-Pmax supports at least one additionalSpectrumEmission in the NS-PmaxList within the freqBandInfo:

3>
apply the first listed additionalSpectrumEmission which it supports among the values included in NS-PmaxList within freqBandInfo;

3>
if the additionalPmax is present in the same entry of the selected additionalSpectrumEmission within NS-PmaxList:

4>
apply the additionalPmax;

3>
else:

4>
apply the p-Max;

2>
else:

3>
apply the additionalSpectrumEmission in SystemInformationBlockType2-NB and the p-Max;

1>
else:

2>
consider the cell as barred in accordance with TS 36.304 [4]; and

2>
perform barring as if intraFreqReselection is set to notAllowed.

No UE requirements related to the contents of SystemInformationBlockType1-MBMS apply other than those specified elsewhere e.g. within procedures using the concerned system information, and/ or within the corresponding field descriptions.

	2nd Text Proposal Change 


5.3.3.2
Initiation

The UE initiates the procedure when upper layers request establishment or resume of an RRC connection while the UE is in RRC_IDLE or when upper layers request resume of an RRC connection or RRC layer requests resume of an RRC connection for, e.g. RNAU or reception of RAN paging while the UE is in RRC_INACTIVE.

Except for NB-IoT, upon initiation of the procedure, if the UE is connected to EPC, the UE shall:

1>
if SystemInformationBlockType2 includes ac-BarringPerPLMN-List and the ac-BarringPerPLMN-List contains an AC-BarringPerPLMN entry with the plmn-IdentityIndex corresponding to the PLMN selected by upper layers (see TS 23.122 [11], TS 24.301 [35]):

2>
select the AC-BarringPerPLMN entry with the plmn-IdentityIndex corresponding to the PLMN selected by upper layers;

2>
in the remainder of this procedure, use the selected AC-BarringPerPLMN entry (i.e. presence or absence of access barring parameters in this entry) irrespective of the common access barring parameters included in SystemInformationBlockType2;

1>
else

2>
in the remainder of this procedure use the common access barring parameters (i.e. presence or absence of these parameters) included in SystemInformationBlockType2;
1>
if SystemInformationBlockType2 contains acdc-BarringPerPLMN-List and the acdc-BarringPerPLMN-List contains an ACDC-BarringPerPLMN entry with the plmn-IdentityIndex corresponding to the PLMN selected by upper layers (see TS 23.122 [11], TS 24.301 [35]):
2>
select the ACDC-BarringPerPLMN entry with the plmn-IdentityIndex corresponding to the PLMN selected by upper layers;

2>
in the remainder of this procedure, use the selected ACDC-BarringPerPLMN entry for ACDC barring check (i.e. presence or absence of access barring parameters in this entry) irrespective of the acdc-BarringForCommon parameters included in SystemInformationBlockType2;
1>
else:

2>
in the remainder of this procedure use the acdc-BarringForCommon (i.e. presence or absence of these parameters) included in SystemInformationBlockType2 for ACDC barring check;

1>
if upper layers indicate that the RRC connection is subject to EAB (see TS 24.301 [35]):

2>
if the result of the EAB check, as specified in 5.3.3.12, is that access to the cell is barred:

3>
inform upper layers about the failure to establish the RRC connection or failure to resume the RRC connection with suspend indication and that EAB is applicable, upon which the procedure ends;
1>
if upper layers indicate that the RRC connection is subject to ACDC (see TS 24.301 [35]), SystemInformationBlockType2 contains BarringPerACDC-CategoryList, and acdc-HPLMNonly indicates that ACDC is applicable for the UE:

2>
if the BarringPerACDC-CategoryList contains a BarringPerACDC-Category entry corresponding to the ACDC category selected by upper layers:
3>
select the BarringPerACDC-Category entry corresponding to the ACDC category selected by upper layers;
2>
else:

3>
select the last BarringPerACDC-Category entry in the BarringPerACDC-CategoryList;
2>
stop timer T308, if running;

2>
perform access barring check as specified in 5.3.3.13, using T308 as "Tbarring" and acdc-BarringConfig in the BarringPerACDC-Category as "ACDC barring parameter";
2>
if access to the cell is barred:

3>
inform upper layers about the failure to establish the RRC connection or failure to resume the RRC connection with suspend indication and that access barring is applicable due to ACDC, upon which the procedure ends;
1>
else if the UE is establishing the RRC connection for mobile terminating calls:

2>
if timer T302 is running:

3>
inform upper layers about the failure to establish the RRC connection or failure to resume the RRC connection with suspend indication and that access barring for mobile terminating calls is applicable, upon which the procedure ends;

1>
else if the UE is establishing the RRC connection for emergency calls:

2>
if SystemInformationBlockType2 includes the ac-BarringInfo:
3>
if the ac-BarringForEmergency is set to TRUE:

4>
if the UE has one or more Access Classes, as stored on the USIM, with a value in the range 11..15, which is valid for the UE to use according to TS 22.011 [10] and TS 23.122 [11]:

NOTE 1:
ACs 12, 13, 14 are only valid for use in the home country and ACs 11, 15 are only valid for use in the HPLMN/ EHPLMN.

5>
if the ac-BarringInfo includes ac-BarringForMO-Data, and for all of these valid Access Classes for the UE, the corresponding bit in the ac-BarringForSpecialAC contained in ac-BarringForMO-Data is set to one:

6>
consider access to the cell as barred;

4>
else:

5>
consider access to the cell as barred;

2>
if access to the cell is barred:

3>
inform upper layers about the failure to establish the RRC connection or failure to resume the RRC connection with suspend indication, upon which the procedure ends;

1>
else if the UE is establishing the RRC connection for mobile originating calls:

2>
perform access barring check as specified in 5.3.3.11, using T303 as "Tbarring" and ac-BarringForMO-Data as "AC barring parameter";

2>
if access to the cell is barred:

3>
if SystemInformationBlockType2 includes ac-BarringForCSFB or the UE does not support CS fallback:

4>
inform upper layers about the failure to establish the RRC connection or failure to resume the RRC connection with suspend indication and that access barring for mobile originating calls is applicable, upon which the procedure ends;

3>
else (SystemInformationBlockType2 does not include ac-BarringForCSFB and the UE supports CS fallback):

4>
if timer T306 is not running, start T306 with the timer value of T303;

4>
inform upper layers about the failure to establish the RRC connection or failure to resume the RRC connection with suspend indication and that access barring for mobile originating calls and mobile originating CS fallback is applicable, upon which the procedure ends;

1>
else if the UE is establishing the RRC connection for mobile originating signalling:

2>
perform access barring check as specified in 5.3.3.11, using T305 as "Tbarring" and ac-BarringForMO-Signalling as "AC barring parameter";

2>
if access to the cell is barred:

3>
inform upper layers about the failure to establish the RRC connection or failure to resume the RRC connection with suspend indication and that access barring for mobile originating signalling is applicable, upon which the procedure ends;

1>
else if the UE is establishing the RRC connection for mobile originating CS fallback:

2>
if SystemInformationBlockType2 includes ac-BarringForCSFB:

3>
perform access barring check as specified in 5.3.3.11, using T306 as "Tbarring" and ac-BarringForCSFB as "AC barring parameter";

3>
if access to the cell is barred:

4>
inform upper layers about the failure to establish the RRC connection or failure to resume the RRC connection with suspend indication and that access barring for mobile originating CS fallback is applicable, due to ac-BarringForCSFB, upon which the procedure ends;
2>
else:

3>
perform access barring check as specified in 5.3.3.11, using T306 as "Tbarring" and ac-BarringForMO-Data as "AC barring parameter";

3>
if access to the cell is barred:

4>
if timer T303 is not running, start T303 with the timer value of T306;

4>
inform upper layers about the failure to establish the RRC connection or failure to resume the RRC connection with suspend indication and that access barring for mobile originating CS fallback and mobile originating calls is applicable, due to ac-BarringForMO-Data, upon which the procedure ends;

1>
else if the UE is establishing the RRC connection for mobile originating MMTEL voice, mobile originating MMTEL video, mobile originating SMSoIP or mobile originating SMS:

2>
if the UE is establishing the RRC connection for mobile originating MMTEL voice and SystemInformationBlockType2 includes ac-BarringSkipForMMTELVoice; or

2>
if the UE is establishing the RRC connection for mobile originating MMTEL video and SystemInformationBlockType2 includes ac-BarringSkipForMMTELVideo; or

2>
if the UE is establishing the RRC connection for mobile originating SMSoIP or SMS and SystemInformationBlockType2 includes ac-BarringSkipForSMS:
3>
consider access to the cell as not barred;

2>
else:

3>
if establishmentCause received from higher layers is set to mo-Signalling (including the case that mo-Signalling is replaced by highPriorityAccess according to 3GPP TS 24.301 [35] or by mo-VoiceCall according to the subclause 5.3.3.3):

4>
perform access barring check as specified in 5.3.3.11, using T305 as "Tbarring" and ac-BarringForMO-Signalling as "AC barring parameter";

4>
if access to the cell is barred:

5>
inform upper layers about the failure to establish the RRC connection or failure to resume the RRC connection with suspend indication and that access barring for mobile originating signalling is applicable, upon which the procedure ends;

3>
if establishmentCause received from higher layers is set to mo-Data (including the case that mo-Data is replaced by highPriorityAccess according to 3GPP TS 24.301 [35] or by mo-VoiceCall according to the subclause 5.3.3.3):
4>
perform access barring check as specified in 5.3.3.11, using T303 as "Tbarring" and ac-BarringForMO-Data as "AC barring parameter";

4>
if access to the cell is barred:

5>
if SystemInformationBlockType2 includes ac-BarringForCSFB or the UE does not support CS fallback:

6>
inform upper layers about the failure to establish the RRC connection or failure to resume the RRC connection with suspend indication and that access barring for mobile originating calls is applicable, upon which the procedure ends;

5>
else (SystemInformationBlockType2 does not include ac-BarringForCSFB and the UE supports CS fallback):

6>
if timer T306 is not running, start T306 with the timer value of T303;

6>
inform upper layers about the failure to establish the RRC connection or failure to resume the RRC connection with suspend indication and that access barring for mobile originating calls and mobile originating CS fallback is applicable, upon which the procedure ends;
Upon initiation of the procedure, if the UE is connected to 5GC, the UE shall:

1>
if the upper layers provide an Access Category and one or more Access Identities upon requesting establishment of an RRC connection:

2>
perform the unified acccess control procedure as specified in 5.3.16 using the Access Category and Access Identities provided by upper layers;

3>
if the access attempt is barred, the procedure ends;

1>
if the upper layers provide an Access Category and one or more Access Identities upon requesting the resumption of an RRC connection:

2>
perform the unified acccess control procedure as specified in 5.3.16 using the Access Category and Access Identities provided by upper layers;

3>
if the access attempt is barred, the procedure ends;

1>
if the resumption of the RRC connection is triggered due to an RNAU:

2>
if an emergency service is ongoing:

3>
select '2' as the Access Category;

2>
else:

3>
select [the standardised RAN specific access category] as the Access Category;

Editor's Note: Which value to use for the standardised RAN specific access category needs to be confirmed by SA1.

2>
perform the unified acccess control procedure as specified in 5.3.16 using the selected Access Category and one or more Access Identities provided by upper layers;

3>
if the access attempt is barred:

4>
set the variable pendingRnaUpdate to 'TRUE';

4>
the procedure ends;

1>
if the resumption of the RRC connection is triggered by response to NG-RAN paging:

2>
select '0' as the Access Category;

2>
perform the unified acccess control procedure as specified in 5.3.16 using the selected Access Category and one or more Access Identities provided by upper layers;

3>
if the access attempt is barred, the procedure ends;

Except for NB-IoT, upon initiating the procedure, if connected to EPC or 5GC, the UE shall:

1>
if the UE is resuming an RRC connection from a suspended RRC connection or from RRC_INACTIVE:

2>
if the UE is resuming an RRC connection from a suspended RRC connection:

3>
if the UE was configured with EN-DC:

4>
perform EN-DC release, as specified in TS 38.331 [82, 5.3.5.10];

2>
release the MCG SCell(s), if configured, in accordance with 5.3.10.3a;

2>
release powerPrefIndicationConfig, if configured and stop timer T340, if running;

2>
release reportProximityConfig and clear any associated proximity status reporting timer;

2>
release obtainLocationConfig, if configured;

2>
release idc-Config, if configured;

2>
release sps-AssistanceInfoReport, if configured;

2>
release measSubframePatternPCell, if configured;

2>
release the entire SCG configuration, if configured, except for the DRB configuration (as configured by drb-ToAddModListSCG);

2>
release naics-Info for the PCell, if configured;

2>
release the LWA configuration, if configured, as described in 5.6.14.3;

2>
release the LWIP configuration, if configured, as described in 5.6.17.3;

2>
release bw-PreferenceIndicationTimer, if configured and stop timer T341, if running;

2>
release delayBudgetReportingConfig, if configured and stop timer T342, if running;

2>
release ailc-BitConfig, if configured;

2>
release uplinkDataCompression, if configured;

1>
apply the default physical channel configuration as specified in 9.2.4;

1>
apply the default semi-persistent scheduling configuration as specified in 9.2.3;

1>
apply the default MAC main configuration as specified in 9.2.2;

1>
apply the CCCH configuration as specified in 9.1.1.2;

1>
apply the timeAlignmentTimerCommon included in SystemInformationBlockType2;

1>
start timer T300;

1>
if the UE is resuming an RRC connection from a suspended RRC connection:


2>
initiate transmission of the RRCConnectionResumeRequest message in accordance with 5.3.3.3a;

1>
else if the UE is resuming an RRC connection from RRC_INACTIVE:

2>
stop T380, if running;
2> set the variable pendingRnaUpdate to 'FALSE';
2>
initiate transmission of the RRCConnectionResumeRequest message in accordance with 5.3.3.3a;
1>
else:

2>
if stored, discard the UE AS context, resumeIdentity and I-RNTI;

2>
if the UE is initiating CP-EDT in accordance with conditions in 5.3.3.1b:

3>
initiate transmission of the RRCEarlyDataRequest message in accordance with 5.3.3.3b;

2>
else:

3>
initiate transmission of the RRCConnectionRequest message in accordance with 5.3.3.3;

NOTE 2:
Upon initiating the connection establishment procedure, the UE is not required to ensure it maintains up to date system information applicable only for UEs in RRC_IDLE state or UEs in RRC_INACTIVE. However, the UE needs to perform system information acquisition upon cell re-selection.

For NB-IoT, upon initiation of the procedure, the UE shall:

1>
if the UE is establishing or resuming the RRC connection for mobile originating exception data; or

1>
if the UE is establishing or resuming the RRC connection for mobile originating data; or

1>
if the UE is establishing or resuming the RRC connection for delay tolerant access; or

1>
if the UE is establishing or resuming the RRC connection for mobile originating signalling;

2>
perform access barring check as specified in 5.3.3.14;

2>
if access to the cell is barred:

3>
inform upper layers about the failure to establish the RRC connection or failure to resume the RRC connection with suspend indication and that access barring is applicable, upon which the procedure ends;

1>
apply the default physical channel configuration as specified in 9.2.4;

1>
apply the default MAC main configuration as specified in 9.2.2;

1>
apply the CCCH configuration as specified in 9.1.1.2;

1>
start timer T300;

1>
if the UE is establishing an RRC connection:

2>
if the UE is initiating CP-EDT in accordance with conditions in 5.3.3.1b:

3>
initiate transmission of the RRCEarlyDataRequest message in accordance with 5.3.3.3b;

2>
else:

3>
initiate transmission of the RRCConnectionRequest message in accordance with 5.3.3.3;

1>
else if the UE is resuming an RRC connection:

2>
initiate transmission of the RRCConnectionResumeRequest message in accordance with 5.3.3.3a;

NOTE 3:
Upon initiating the connection establishment or resumption procedure, the UE is not required to ensure it maintains up to date system information applicable only for UEs in RRC_IDLE state. However, the UE needs to perform system information acquisition upon cell re-selection.

NOTE 4:
For EDT, upon initiating the connection establishment or resumption procedure, it is up to UE implementation whether to continue cell re-selection related measurements as well as cell re-selection evaluation and, if the conditions for cell re-selection are fulfilled, whether to perform cell re-selection as specified in 5.3.3.5.

	3rd Text Proposal Change 


5.3.3.3a
Actions related to transmission of RRCConnectionResumeRequest message

If the UE is resuming the RRC connection from a suspended RRC connection, the UE shall set the contents of RRCConnectionResumeRequest message as follows:

1>
if the UE is a NB-IoT UE; or

1>
if the UE is initiating UP-EDT in accordance with conditions in 5.3.3.1b; or

1>
if field useFullResumeID is signalled in SystemInformationBlockType2:

2>
set the resumeID to the stored resumeIdentity;

1>
else:

2>
set the truncatedResumeID to include bits in bit position 9 to 20 and 29 to 40 from the left in the stored resumeIdentity.

1>
if the UE supports mo-VoiceCall establishment cause and UE is resuming the RRC connection for mobile originating MMTEL voice and SystemInformationBlockType2 includes voiceServiceCauseIndication and the establishment cause received from upper layers is not set to highPriorityAccess:

2>
set the resumeCause to mo-VoiceCall;

1>
else if the UE supports mo-VoiceCall establishment cause for mobile originating MMTEL video and UE is resuming the RRC connection for mobile originating MMTEL video and SystemInformationBlockType2 includes videoServiceCauseIndication and the establishment cause received from upper layers is not set to highPriorityAccess:

2>
set the resumeCause to mo-VoiceCall;
1>
else:

2>
set the resumeCause in accordance with the information received from upper layers;

1>
set the shortResumeMAC-I to the 16 least significant bits of the MAC-I calculated:

2>
over the ASN.1 encoded as per section 8 (i.e., a multiple of 8 bits) VarShortResumeMAC-Input (or VarShortResumeMAC-Input-NB in NB-IoT);

2>
with the KRRCint key and the previously configured integrity protection algorithm; and

2>
with all input bits for COUNT, BEARER and DIRECTION set to binary ones;

1>
if the UE is a NB-IoT UE:

2>
if the UE supports DL channel quality reporting and cqi-Reporting is present in SystemInformationBlockType2-NB:

3>
set the cqi-NPDCCH to include the latest results of the downlink channel quality measurements of the serving cell as specified in TS 36.133 [16];

NOTE 0:
The downlink channel quality measurements may use measurement period T1 or T2, as defined in TS 36.133 [16]. In case period T2 is used the RRC-MAC interactions are left to UE implementation.

2>
set earlyContentionResolution to TRUE;

1>
restore the RRC configuration and security context from the stored UE AS context;

1>
if the UE is initiating UP-EDT in accordance with conditions in 5.3.3.1b:

2>
restore the PDCP state and re-establish PDCP entities for all SRBs and all DRBs;

2>
if drb-ContinueROHC has been provided in immediately preceding RRC connection release message, and the UE is requesting to resume RRC connection in the same cell:

3>
indicate to lower layers that stored UE AS context is used and that drb-ContinueROHC is configured;

3>
continue the header compression protocol context for the DRBs configured with the header compression protocol;

2>
else:

3>
indicate to lower layers that stored UE AS context is used;
3>
reset the header compression protocol context for the DRBs configured with the header compression protocol;

2>
resume all SRBs and all DRBs;

2>
derive the KeNB key based on the KASME key to which the current KeNB is associated, using the stored value of nextHopChainingCount, as specified in TS 33.401 [32];

2>
derive the KRRCint key associated with the previously configured integrity algorithm, as specified in TS 33.401 [32];

2>
derive the KRRCenc key and the KUPenc key associated with the previously configured ciphering algorithm, as specified in TS 33.401 [32];

2>
configure lower layers to resume integrity protection using the previously configured algorithm and the KRRCint key derived in this subclause to all subsequent messages received and sent by the UE;

2>
configure lower layers to resume ciphering and to apply the ciphering algorithm and the KRRCenc key derived in this subclause to all subsequent messages received and sent by the UE;

2>
configure lower layers to resume ciphering and to apply the ciphering algorithm and the KUPenc key derived in this subclause immediately to the user data sent and received by the UE;

2>
configure the lower layers to use EDT;

1>
else:

2>
if SRB1 was configured with NR PDCP:

3>
for SRB1, release the NR PDCP entity and establish an E-UTRA PDCP entity with the current (MCG) security configuration;

NOTE 1:
The UE applies the LTE ciphering and integrity protection algorithms that are equivalent to the previously configured NR security algorithms.

2>
else:

3>
for SRB1, restore the PDCP state and re-establish the PDCP entity;

If the UE is resuming the RRC connection from RRC_INACTIVE, the UE shall set the contents of RRCConnectionResumeRequest message as follows:

2>
if field useFullResumeID is signalled in SystemInformationBlockType2:

3>
set the fullI-RNTI to the stored fullI-RNTI value provided in suspend;

2>
else:

3>
set the shortI-RNTI to the stored shortI-RNTI value provided in suspend;

2>
set the resumeCause in accordance with the information received from upper layers or from AS layer;

NOTE 1a:
if the resume is triggered by upper layers and AS layer simultaneously, set the resumeCause in accordance with the information received from upper layers.

2>
restore the RRC configuration and security context from the stored UE AS context except physical layer, MAC configuration and pdcp-Config;
2>
set the shortResumeMAC-I to the 16 least significant bits of the MAC-I calculated:

3>
over the ASN.1 encoded as per section 8 (i.e., a multiple of 8 bits) VarINACTIVE-MAC-Input;

3>
with the KRRCint key and the previously configured integrity protection algorithm; and

3>
with all input bits for COUNT, BEARER and DIRECTION set to binary ones;


2>
derive the KeNB key based on the current KeNB or the NH, using the stored nextHopChainingCount value, as specified in TS 33.501 [86];

2>
derive the KRRCenc key, the KRRCint and the KUPenc key;

2>
configure lower layers to resume integrity protection for all SRBs except SRB0 using the previously configured algorithm and the KRRCint key derived in this subclause immediately, i.e., integrity protection shall be applied to all subsequent messages received and sent by the UE;

2>
configure lower layers to resume ciphering for all radio bearers except SRB0 and to apply the previously configured ciphering algorithm, the KRRCenc key and the KUPenc key derived in this subclause, i.e. the ciphering configuration shall be applied to all subsequent messages received and sent by the UE;

2>
apply the default configuration for SRB1 as specified in 9.2.1.1;

2>
apply the default NR PDCP configuration as specified in TS 38.331 [82], clause 9.2.1.1 for SRB1;

Following procedures are applied for both suspended RRC connection and RRC_INACTIVE:

2>
resume SRB1;

NOTE 2:
Until successful connection resumption, the default physical layer configuration and the default MAC Main configuration are applied for the transmission of SRB0 and SRB1, and SRB1 is used only for the transfer of RRCConnectionResume message.
The UE shall submit the RRCConnectionResumeRequest message to lower layers for transmission.

The UE shall continue cell re-selection related measurements as well as cell re-selection evaluation. If the conditions for cell re-selection are fulfilled, the UE shall perform cell re-selection as specified in 5.3.3.5.
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5.3.3.4
Reception of the RRCConnectionSetup by the UE

NOTE 1:
Prior to this, lower layer signalling is used to allocate a C-RNTI. For further details see TS 36.321 [6];

The UE shall:

1>
if the RRCConnectionSetup is received in response to an RRCConnectionResumeRequest from a suspended RRC connection:
2>
release all radio resources, including release of the RLC entity, the MAC configuration and the associated PDCP entity for all established or suspended RBs, except for SRB0;

2>
discard the stored UE AS context and resumeIdentity;

2>
if stored, discard the stored nextHopChainingCount;

2>
if stored, discard the stored drb-ContinueROHC;

2>
indicate to upper layers fallback of the RRC connection;

1>
if the RRCConnectionSetup is received in response to an RRCConnectionResumeRequest from RRC_INACTIVE:


2>
discard any stored UE AS context and rrc-InactiveConfig;
2>
discard any current AS security context including the KRRCenc key, the KRRCint key, the KUPint key and the KUPenc key;

2>
release radio resources for all established RBs except SRB0, including release of the RLC entities, of the associated PDCP entities and of SDAP;

2>
release the RRC configuration except for the MAC main configuration and CCCH;
2>
indicate to upper layers fallback of the RRC connection;
1>
perform the radio resource configuration procedure in accordance with the received radioResourceConfigDedicated and as specified in 5.3.10;

1>
if stored, discard the cell reselection priority information provided by the idleModeMobilityControlInfo or inherited from another RAT;

1>
if stored, discard the dedicated offset provided by the redirectedCarrierOffsetDedicated;

1>
stop timer T300;

1>
stop timer T302, if running;

1>
stop timer T303, if running;

1>
stop timer T305, if running;

1>
stop timer T306, if running;
1>
stop timer T308, if running;

1>
perform the actions as specified in 5.3.3.7;

1>
stop timer T320, if running;

1>
stop timer T350, if running;
1>
perform the actions as specified in 5.6.12.4;
1>
release rclwi-Configuration, if configured, as specified in 5.6.16.2;
1>
stop timer T360, if running;

1>
stop timer T322, if running;
1>
stop timer T309, if running, for all access categories;
1>
enter RRC_CONNECTED;

1>
stop the cell re-selection procedure;

1>
consider the current cell to be the PCell;

1>
set the content of RRCConnectionSetupComplete message as follows:

2>
if the RRCConnectionSetup is received in response to an RRCConnectionResumeRequest:

3>
if upper layers provide an S-TMSI:

4>
set the s-TMSI to the value received from upper layers;

3>
else if upper layers provide a 5G-S-TMSI:

4>
set the ng-5G-S-TMSI-Bits to ng-5G-S-TMSI with the value received from upper layers;

2>
else if upper layers provide a 5G-S-TMSI:

3>
set the ng-5G-S-TMSI-Bits to ng-5G-S-TMSI-Part2 to the leftmost 8 bits of 5G-S-TMSI received from upper layers;

2>
set the selectedPLMN-Identity to the PLMN selected by upper layers (see TS 23.122 [11], TS 24.301 [35]) from the PLMN(s) included in the plmn-IdentityList in SystemInformationBlockType1 (or SystemInformationBlockType1-NB in NB-IoT);

2>
if upper layers provide the 'Registered MME', include and set the registeredMME as follows:

3>
if the PLMN identity of the 'Registered MME' is different from the PLMN selected by the upper layers:

4>
include the plmnIdentity in the registeredMME and set it to the value of the PLMN identity in the 'Registered MME' received from upper layers;

3>
set the mmegi and the mmec to the value received from upper layers;

2>
if upper layers provided the 'Registered MME':

3>
include and set the gummei-Type to the value provided by the upper layers;

Editor's Note: FFS Whether the gummei-Type is applicable for E-UTRA5GC

2>
if upper layers provide the 'Registered AMF', include and set the registeredAMF as follows:

3>
if the PLMN identity of the 'Registered AMF' is different from the PLMN selected by the upper layers:

4>
include the plmnIdentity in the registeredAMF and set it to the value of the PLMN identity in the 'Registered AMF' received from upper layers;

3>
set the amf-Identifier to the value received from upper layers;

2>
if upper layers provide one or more S-NSSAI (see TS 23.003 [27]):

3>
include the s-NSSAI-list and set the content to the values provided by the upper layers;

2>
if the UE supports CIoT EPS optimisation(s):

3>
include attachWithoutPDN-Connectivity if received from upper layers;

3>
include up-CIoT-EPS-Optimisation if received from upper layers;

3>
except for NB-IoT, include cp-CIoT-EPS-Optimisation if received from upper layers;

2>
if the upper layers indicate the selected core network type as 5GC:3>
include the connectTo5GC;

2>
if connecting as an RN:

3>
include the rn-SubframeConfigReq;

2>
if the RRCConnectionSetup is received in response to RRCEarlyDataRequest:

3>
set the dedicatedInfoNAS to a zero-length octet string;

2>
else:

3>
set the dedicatedInfoNAS to include the information received from upper layers;

2>
if the UE has flight path information available:

3>
include flightPathInfoAvailable;

2>
except for NB-IoT and the UE connected to EPC:

3>
if the UE has radio link failure or handover failure information available in VarRLF-Report and if the RPLMN is included in plmn-IdentityList stored in VarRLF-Report:

4>
include rlf-InfoAvailable;

3>
if the UE has MBSFN logged measurements available for E-UTRA and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:

4>
include logMeasAvailableMBSFN;

3>
else if the UE has logged measurements available for E-UTRA and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:

4>
include logMeasAvailable;

3>
if the UE has Bluetooth logged measurements available and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:

4>
include logMeasAvailableBT;

3>
if the UE has WLAN logged measurements available and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:

4>
include logMeasAvailableWLAN;

3>
if the UE has connection establishment failure information available in VarConnEstFailReport and if the RPLMN is equal to plmn-Identity stored in VarConnEstFailReport:

4>
include connEstFailInfoAvailable;

3>
include the mobilityState and set it to the mobility state (as specified in TS 36.304 [4]) of the UE just prior to entering RRC_CONNECTED state;

3>
if the UE supports storage of mobility history information and the UE has mobility history information available in VarMobilityHistoryReport:

4>
include the mobilityHistoryAvail;

3>
if the SIB2 contains idleModeMeasurements, and the UE has IDLE mode measurement information available in VarMeasIdleReport:

4>
include the idleMeasAvailable;

4>
stop T331 (if running);

2>
for NB-IoT:

3>
if the UE supports serving cell idle mode measurements reporting and servingCellMeasInfo is present in SystemInformationBlockType2-NB:

4>
set the measResultServCell to include the measurements of the serving cell;

 NOTE 2:
The UE includes the latest results of the serving cell measurements as used for cell selection/ reselection evaluation, which are performed in accordance with the performance requirements as specified in TS 36.133 [16].

2>
include dcn-ID if a DCN-ID value (see TS 23.401 [41]) is received from upper layers;

2>
if UE needs UL gaps during continuous uplink transmission:

3>
include ue-CE-NeedULGaps;

2>
submit the RRCConnectionSetupComplete message to lower layers for transmission;

1>
if the UE is connected to 5GC:

2>
apply the default NR PDCP configuration as specified in TS 38.331 [82, 9.2.1.1] for SRB1;

2>
use NR PDCP for all subsequent messages received and sent by the UE via SRB1;

1>
the procedure ends:
5.3.3.4a
Reception of the RRCConnectionResume by the UE

The UE shall:

1>
stop timer T300;
1>
stop timer T309, if running, for all access categories;
1>
except if the RRCConnectionResume is received in response to an RRCConnectionResumeRequest for EDT:

2>
if resuming an RRC connection from a suspended RRC connection:

3>
restore the PDCP state and re-establish PDCP entities for SRB2, if configured with E-UTRA PDCP, and for all DRBs that are configured with E-UTRA PDCP;

3>
if drb-ContinueROHC is included:

4>
indicate to lower layers that stored UE AS context is used and that drb-ContinueROHC is configured;

4>
continue the header compression protocol context for the DRBs configured with the header compression protocol;

3>
else:

4>
indicate to lower layers that stored UE AS context is used;

4>
reset the header compression protocol context for the DRBs configured with the header compression protocol;

3>
discard the stored UE AS context and resumeIdentity;

2>
else if the RRCConnectionResume message includes the fullConfig (for resuming an RRC connection from RRC_INACTIVE):

3>
perform the radio configuration procedure as specified in 5.3.5.8;

2>
else (for resuming an RRC connection from RRC_INACTIVE)

3>
restore the PDCP state, reset COUNT value and re-establish PDCP entities for SRB2 and all DRBs;

3>
restore the physical layer configuration , the MAC configuration, the RLC configuration and the PDCP configuration from the stored UE AS context;

3>
if drb-ContinueROHC is included:

4>
indicate to lower layers that stored UE AS context is used and that drb-ContinueROHC is configured;

4>
continue the header compression protocol context for the DRBs configured with the header compression protocol;

3>
else:

4>
indicate to lower layers that stored UE AS context is used;

4>
reset the header compression protocol context for the DRBs configured with the header compression protocol;
3>
discard the stored UE AS context, the fullI-RNTI and the shortI-RNTI except ran-NotificationAreaInfo;

1>
perform the radio resource configuration procedure in accordance with the received radioResourceConfigDedicated and as specified in 5.3.10;

NOTE:
When performing the radio resource configuration procedure, for the physical layer configuration and the MAC Main configuration, the restored RRC configuration from the stored UE AS context is used as basis for the reconfiguration.

1>
if the received RRCConnectionResume message includes the sk-Counter:

2>
perform key update procedure as specified in TS 38.331 [82, 5.3.5.8];

1>
if the received RRCConnectionResume message includes the nr-RadioBearerConfig1:

2>
perform radio bearer configuration as specified in TS 38.331 [82, 5.3.5.6];

1>
if the received RRCConnectionResume message includes the nr-RadioBearerConfig2:

2>
perform radio bearer configuration as specified in TS 38.331 [82, 5.3.5.6];

1>
except if the RRCConnectionResume is received in response to an RRCConnectionResumeRequest for EDT:

2>
resume SRB2 and all DRBs, if any, including RBs configured with NR PDCP;

1>
if stored, discard the cell reselection priority information provided by the idleModeMobilityControlInfo or inherited from another RAT;

1>
if stored, discard the dedicated offset provided by the redirectedCarrierOffsetDedicated;

1>
if the RRCConnectionResume message includes the measConfig:

2>
perform the measurement configuration procedure as specified in 5.5.2;

1>
stop timer T302, if running;

1>
stop timer T303, if running;

1>
stop timer T305, if running;

1>
stop timer T306, if running;

1>
stop timer T308, if running;

1>
perform the actions as specified in 5.3.3.7;

1>
stop timer T320, if running;

1>
stop timer T350, if running;

1>
perform the actions as specified in 5.6.12.4;

1>
stop timer T360, if running;

1>
stop timer T322, if running;
1>
if the RRCConnectionResume is received in response to an RRCConnectionResumeRequest for EDT:

2>
ignore the nextHopChainingCount value indicated in the RRCConnectionResume message;

1>
else:

2>
if resuming an RRC connection from a suspended RRC connection:

3>
update the KeNB key based on the KASME key to which the current KeNB is associated, using the nextHopChainingCount value indicated in the RRCConnectionResume message, as specified in TS 33.401 [32];

3>
store the nextHopChainingCount value;

3>
derive the KRRCint key associated with the previously configured integrity algorithm, as specified in TS 33.401 [32];

3>
request lower layers to verify the integrity protection of the RRCConnectionResume message, using the previously configured algorithm and the KRRCint key;

2>
if the integrity protection check of the RRCConnectionResume message fails:

3>
perform the actions upon leaving RRC_CONNECTED or RRC_INACTIVE as specified in 5.3.12, with release cause 'other' for the resume from a suspended RRC connection, with release cause 'RRC Resume failure' for the resume from RRC_INACTIVE, upon which the procedure ends;

2>
if resuming an RRC connection from a suspended RRC connection:

3>
derive the KRRCenc key and the KUPenc key associated with the previously configured ciphering algorithm, as specified in TS 33.401 [32];

3>
configure lower layers to resume integrity protection using the previously configured algorithm and the KRRCint key immediately, i.e., integrity protection shall be applied to all subsequent messages received and sent by the UE;

3>
configure lower layers to resume ciphering and to apply the ciphering algorithm, the KRRCenc key and the KUPenc key, i.e. the ciphering configuration shall be applied to all subsequent messages received and sent by the UE;

1>
enter RRC_CONNECTED;

1>
indicate to upper layers that the suspended RRC connection has been resumed;

1>
stop the cell re-selection procedure;

1>
consider the current cell to be the PCell;

1>
set the content of RRCConnectionResumeComplete message as follows:

2>
set the selectedPLMN-Identity to the PLMN selected by upper layers (see TS 23.122 [11], TS 24.301 [35]) from the PLMN(s) included in the plmn-IdentityList in SystemInformationBlockType1;

2>
set the dedicatedInfoNAS to include the information received from upper layers;

3>
if the UE has flight path information available:

4>
include flightPathInfoAvailable;

2>
except for NB-IoT:

3>
if resuming an RRC connection from a suspended RRC connection:

4>
if the UE has radio link failure or handover failure information available in VarRLF-Report and if the RPLMN is included in plmn-IdentityList stored in VarRLF-Report:

5>
include rlf-InfoAvailable;

4>
if the UE has MBSFN logged measurements available for E-UTRA and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:

5>
include logMeasAvailableMBSFN;

4>
else if the UE has logged measurements available for E-UTRA and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:

5>
include logMeasAvailable;

4>
if the UE has Bluetooth logged measurements available and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:

5>
include logMeasAvailableBT;

4>
if the UE has WLAN logged measurements available and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:

5>
include logMeasAvailableWLAN;

4>
if the UE has connection establishment failure information available in VarConnEstFailReport and if the RPLMN is equal to plmn-Identity stored in VarConnEstFailReport:

5>
include connEstFailInfoAvailable;

4>
include the mobilityState and set it to the mobility state (as specified in TS 36.304 [4]) of the UE just prior to entering RRC_CONNECTED state;

3>
if the UE supports storage of mobility history information and the UE has mobility history information available in VarMobilityHistoryReport:

4>
include mobilityHistoryAvail;

3>
if the SIB2 contains idleModeMeasurements, and the UE has IDLE mode measurement information available in VarMeasIdleReport:

4>
include the idleMeasAvailable;

4>
stop T331 (if running);

2>
for NB-IoT:

3>
if the UE supports serving cell idle mode measurements reporting and servingCellMeasInfo is present in SystemInformationBlockType2-NB:

4>
set the measResultServCell to include the measurements of the serving cell;

 NOTE:
The UE includes the latest results of the serving cell measurements as used for cell selection/ reselection evaluation, which are performed in accordance with the performance requirements as specified in TS 36.133 [16].

1>
submit the RRCConnectionResumeComplete message to lower layers for transmission;

1>
the procedure ends.
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5.3.3.5
Cell re-selection while T300, T302, T303, T305, T306, or T308 is running

The UE shall:

1>
if in RRC_INACTIVE:

2>
if cell reselection occurs while T300 or T302 is running:


3>
perform the actions upon leaving RRC_INACTIVE as specified in 5.3.12 with release cause 'RRC Resume failure';

1>
else if cell reselection occurs while T300, T302, T303, T305, T306, or T308 is running:

2>
if UE has initiated UP-EDT:

3>
perform the actions upon abortion of UP-EDT as specified in 5.3.3.9a;

2>
if timer T302, T303, T305, T306, and/or T308 is running and if the UE is connected to EPC:
3>
stop timer T302, T303, T305, T306, and T308, whichever ones were running;

3>
perform the actions as specified in 5.3.3.7;

2>
else if timer T302 is running and if the UE is connected to 5GC:

3>
stop timer T302;

3>
perform the actions as specified in 5.3.16.4;

2>
if timer T300 is running:

3>
stop timer T300;

3>
if UE has sent RRCConnectionResumeRequest message and has not received RRCConnectionResume message:

4>
reset MAC and re-establish RLC for all RBs that are established;

4>
suspend SRB1;

3>
else:

4>
reset MAC, release the MAC configuration and re-establish RLC for all RBs that are established;

3>
inform upper layers about the failure to establish the RRC connection or failure to resume the RRC connection with suspend indication;
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5.3.3.8
Reception of the RRCConnectionReject by the UE

The UE shall:

1>
stop timer T300;
1>
stop timer T302, if running;
1>
reset MAC;

1>
except for NB-IoT, start timer T302, with the timer value set to the waitTime;

1>
if the UE is a NB-IoT UE; or

1>
if the extendedWaitTime is present and the UE supports delay tolerant access:

2>
forward the extendedWaitTime to upper layers;

1>
if deprioritisationReq is included and the UE supports RRC Connection Reject with deprioritisation:

2>
start or restart timer T325 with the timer value set to the deprioritisationTimer signalled;

2>
store the deprioritisationReq until T325 expiry;

NOTE:
The UE stores the deprioritisation request irrespective of any cell reselection absolute priority assignments (by dedicated or common signalling) and regardless of RRC connections in E-UTRAN or other RATs unless specified otherwise.

1>
if the RRCConnectionReject is received in response to an RRCConnectionResumeRequest sent to resume a suspended RRC connection:
2>
if the rrc-SuspendIndication is not present:

3>
release all radio resources, including release of the RLC entity, the MAC configuration and the associated PDCP entity for all established or suspended RBs;

3>
discard the stored UE AS context and resumeIdentity;

3>
inform upper layers about the failure to resume the RRC connection without suspend indication and that access barring for mobile originating calls, mobile originating signalling, mobile terminating access and except for NB-IoT for mobile originating CS fallback is applicable, upon which the procedure ends;

2>
else:

3>
if the RRCConnectionReject is received in response to an RRCConnectionResumeRequest for EDT:

4>
perform the actions upon abortion of UP-EDT as specified in 5.3.3.9a;

3>
else:

4>
suspend SRB1;

3>
inform upper layers about the failure to resume the RRC connection with suspend indication and that access barring for mobile originating calls, mobile originating signalling, mobile terminating access and except for NB-IoT for mobile originating CS fallback is applicable, upon which the procedure ends;

1>
else if the RRCConnectionReject is received in response to an RRCConnectionResumeRequest sent while in RRC_INACTIVE:


2>
if RRCConnectionReject is received in response to a request from upper layers:

3>
inform the upper layer that access barring is applicable for all access categories except categories '0'and '2';

2>
if RRCConnectionReject is received in response to an RRCConnectionResumeRequest:

3>
if resume is triggered by upper layers:

4>
inform upper layers about the failure to resume the RRC connection;

3>
if resume is triggered by RRC:

4>
set the variable pendingRnaUpdate to 'TRUE';

3>
discard the KeNB, the KRRCenc key, the KRRCint, the KUPint key and the KUPenc key derived in accordance with 5.3.3.3a;

3>
suspend SRB1, upon which the procedure ends;

Editor's note: 'FS Handling of timer T380 upon Reject e.g. stop, re-start, etc.

2>
The UE shall continue to monitor RAN and CN paging while the timer T302 is running.

1>
else:

2>
release the MAC configuration;

2>
inform upper layers about the failure to establish the RRC connection and that access barring for mobile originating calls, mobile originating signalling, mobile terminating access and except for NB-IoT, for mobile originating CS fallback is applicable, upon which the procedure ends;
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5.3.3.X
Inability to comply with RRCConnectionResume
The UE shall:

1>
if the UE is unable to comply with (part of) the configuration included in the RRCConnectionResume message;

2>
perform the actions upon leaving RRC_INACTIVE as specified in 5.3.12 with release cause ‘RRC Resume failure’.

NOTE 1:
The UE may apply above failure handling also in case the RRCConnectionResume message causes a protocol error for which the generic error handling as defined in 5.7 specifies that the UE shall ignore the message.

NOTE 2:
If the UE is unable to comply with part of the configuration, it does not apply any part of the configuration, i.e. there is no partial success/failure.
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5.3.5.4
Reception of an RRCConnectionReconfiguration including the mobilityControlInfo by the UE (handover)

If the RRCConnectionReconfiguration message includes the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:

1>
stop timer T310, if running;

1>
stop timer T312, if running;

1>
start timer T304 with the timer value set to t304, as included in the mobilityControlInfo;

1>
stop timer T370, if running;

1>
if the carrierFreq is included:

2>
consider the target PCell to be one on the frequency indicated by the carrierFreq with a physical cell identity indicated by the targetPhysCellId;

1>
else:

2>
consider the target PCell to be one on the frequency of the source PCell with a physical cell identity indicated by the targetPhysCellId;

1>
stop timer T309, if running, for all access categories;

1>
start synchronising to the DL of the target PCell;

NOTE 1:
The UE should perform the handover as soon as possible following the reception of the RRC message triggering the handover, which could be before confirming successful reception (HARQ and ARQ) of this message.

1>
if BL UE or UE in CE:

2>
if sameSFN-Indication is not present in mobilityControlInfo:

3>
acquire the MasterInformationBlock in the target PCell;

1>
if makeBeforeBreak is configured:

2>
perform the remainder of this procedure including and following resetting MAC after the UE has stopped the uplink transmission/downlink reception with the source cell(s);

NOTE 1a:
It is up to UE implementation when to stop the uplink transmission/ downlink reception with the source cell(s) to initiate re-tuning for connection to the target cell [16], if makeBeforeBreak is configured.

1>
reset MCG MAC and SCG MAC, if configured;

1>
release uplinkDataCompression, if configured;

1>
re-establish PDCP for all RBs configured with pdcp-config that are established;

NOTE 2:
The handling of the radio bearers after the successful completion of the PDCP re-establishment, e.g. the re-transmission of unacknowledged PDCP SDUs (as well as the associated status reporting), the handling of the SN and the HFN, is specified in TS 36.323 [8].

NOTE 2a:
At handover the pdcp-reestablish flag will be set for all  RBs configured with NR PDCP in nr-RadioBearerConfig TS 38.331 [82] which will cause the PDCP entity to be re-established also for these RBs.

1>
re-establish MCG RLC and SCG RLC, if configured, for all RBs that are established;

1>
for each SCell configured for the UE other than the PSCell:

2>
if sCellState is configured for the SCell and indicates activated:

3>
configure lower layers to consider the SCell to be in activated state;

2>
else if sCellState is configured for the SCell and indicates dormant:

3>
configure lower layers to consider the SCell to be in dormant state;

2>
else:

3>
configure lower layers to consider the SCell to be in deactivated state;

1>
apply the value of the newUE-Identity as the C-RNTI;

1>
if the RRCConnectionReconfiguration message includes the fullConfig:

2>
perform the radio configuration procedure as specified in 5.3.5.8;

1>
configure lower layers in accordance with the received radioResourceConfigCommon;

1>
if the received RRCConnectionReconfiguration message includes the rach-Skip:
2>
configure lower layers to apply the rach-Skip for the target MCG, as specified in TS 36.213 [23] and 36.321 [6];
1>
configure lower layers in accordance with any additional fields, not covered in the previous, if included in the received mobilityControlInfo;
1>
if the received RRCConnectionReconfiguration includes the sCellToReleaseList:

2>
perform SCell release as specified in 5.3.10.3a;
1>
if the received RRCConnectionReconfiguration includes the scg-Configuration; or

1>
if the current UE configuration includes one or more split DRBs and the received RRCConnectionReconfiguration includes radioResourceConfigDedicated including drb-ToAddModList:

2>
perform SCG reconfiguration as specified in 5.3.10.10;
1>
if the RRCConnectionReconfiguration message includes the radioResourceConfigDedicated:

2>
perform the radio resource configuration procedure as specified in 5.3.10;

1>
if the securityConfigHO (without suffix) is included in the RRCConnectionReconfiguration:

2>
if the keyChangeIndicator received in the securityConfigHO is set to TRUE:

3>
update the KeNB key based on the KASME key taken into use with the latest successful NAS SMC procedure, as specified in TS 33.401 [32];

2>
else:

3>
update the KeNB key based on the current KeNB or the NH, using the nextHopChainingCount value indicated in the securityConfigHO, as specified in TS 33.401 [32];

2>
store the nextHopChainingCount value;

2>
if the securityAlgorithmConfig is included in the securityConfigHO:

3>
derive the KRRCint key associated with the integrityProtAlgorithm, as specified in TS 33.401 [32];

3>
if connected as an RN:

4>
derive the KUPint key associated with the integrityProtAlgorithm, as specified in TS 33.401 [32];

3>
derive the KRRCenc key and the KUPenc key associated with the cipheringAlgorithm, as specified in TS 33.401 [32];
2>
else:

3>
derive the KRRCint key associated with the current integrity algorithm, as specified in TS 33.401 [32];

3>
if connected as an RN:

4>
derive the KUPint key associated with the current integrity algorithm, as specified in TS 33.401 [32];

3>
derive the KRRCenc key and the KUPenc key associated with the current ciphering algorithm, as specified in TS 33.401 [32];

1>
else if the securityConfigHO-v1530 is included in the RRCConnectionReconfiguration:

2>
if the nas-Container is received:

3>
forward the nas-Container to upper layers;

2>
if the keyChangeIndicator-r15 is received and is set to TRUE:

3>
update the KeNB key based on the KAMF key, as specified in TS 33.501 [86];

2>
else:

3>
update the KeNB key based on the current KeNB or the NH, using the received nextHopChainingCount-r15, as specified in TS 33.501 [86];

2>
store the nextHopChainingCount-r15 value;

2>
if the securityAlgorithmConfig-r15 is received:

3>
derive the KRRCint key associated with the integrityProtAlgorithm, as specified in TS 33.401 [32];

3>
derive the KRRCenc key and the KUPenc key associated with the cipheringAlgorithm, as specified in TS 33.401 [32];

2>
else:

3>
derive the KRRCint key associated with the current integrity algorithm, as specified in TS 33.401 [32];

3>
derive the KRRCenc key and the KUPenc key associated with the current ciphering algorithm, as specified in 33.401 [32];

1>
configure lower layers to apply the integrity protection algorithm and the KRRCint key, i.e. the integrity protection configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

1>
configure lower layers to apply the ciphering algorithm, the KRRCenc key and the KUPenc key, i.e. the ciphering configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

1>
if the received RRCConnectionReconfiguration includes the nr-Config and it is set to release; or

1>
if the received RRCConnectionReconfiguration includes endc-ReleaseAndAdd and it is set to TRUE:

2>
perform EN-DC release as specified in TS 38.331 [82], clause 5.3.5.10;

1>
if the received RRCConnectionReconfiguration includes the sk-Counter:

2>
perform key update procedure as specified in in TS 38.331 [82], clause 5.3.5.7;

1>
if the received RRCConnectionReconfiguration includes the nr-SecondaryCellGroupConfig:

2>
perform NR RRC Reconfiguration as specified in TS 38.331 [82], clause 5.3.5.3.

1>
if the received RRCConnectionReconfiguration includes the nr-RadioBearerConfig1:

2>
perform radio bearer configuration as specified in TS 38.331 [82], clause 5.3.5.6;

1>
if the received RRCConnectionReconfiguration includes the nr-RadioBearerConfig2:

2>
perform radio bearer configuration as specified in TS 38.331 [82], clause 5.3.5.6.

1>
if connected as an RN:

2>
configure lower layers to apply the integrity protection algorithm and the KUPint key, for current or subsequently established DRBs that are configured to apply integrity protection, if any;

1>
if the received RRCConnectionReconfiguration includes the sCellToAddModList:

2>
perform SCell addition or modification as specified in 5.3.10.3b;

1>
if the received RRCConnectionReconfiguration includes the systemInformationBlockType1Dedicated:

2>
perfom the actions upon reception of the SystemInformationBlockType1 message as specified in 5.2.2.7;

1>
perform the measurement related actions as specified in 5.5.6.1;

1>
if the RRCConnectionReconfiguration message includes the measConfig:

2>
perform the measurement configuration procedure as specified in 5.5.2;

1>
perform the measurement identity autonomous removal as specified in 5.5.2.2a;

1>
release reportProximityConfig and clear any associated proximity status reporting timer;

1>
if the RRCConnectionReconfiguration message includes the otherConfig:

2>
perform the other configuration procedure as specified in 5.3.10.9;

1>
if the RRCConnectionReconfiguration message includes the sl-DiscConfig or sl-CommConfig:

2>
perform the sidelink dedicated configuration procedure as specified in 5.3.10.15;

1>
if the RRCConnectionReconfiguration message includes wlan-OffloadInfo:
2>
perform the dedicated WLAN offload configuration procedure as specified in 5.6.12.2;

1>
if handoverWithoutWT-Change is not configured:
2>
release the LWA configuration, if configured, as described in 5.6.14.3;

1>
release the LWIP configuration, if configured, as described in 5.6.17.3;

1>
if the RRCConnectionReconfiguration message includes rclwi-Configuration:

2>
perform the WLAN traffic steering command procedure as specified in 5.6.16.2;
1>
if the RRCConnectionReconfiguration message includes lwa-Configuration:

2>
perform the LWA configuration procedure as specified in 5.6.14.2;

1>
if the RRCConnectionReconfiguration message includes lwip-Configuration:
2>
perform the LWIP reconfiguration procedure as specified in 5.6.17.2;
1>
if the RRCConnectionReconfiguration message includes the sl-V2X-ConfigDedicated or mobilityControlInfoV2X:
2>
perform the V2X sidelink communication dedicated configuration procedure as specified in 5.3.10.15a;

1>
set the content of RRCConnectionReconfigurationComplete message as follows:

2>
if the UE has radio link failure or handover failure information available in VarRLF-Report and if the RPLMN is included in plmn-IdentityList stored in VarRLF-Report:

3>
include rlf-InfoAvailable;

2>
if the UE has MBSFN logged measurements available for E-UTRA and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport and if T330 is not running:

3>
include logMeasAvailableMBSFN;

2>
else if the UE has logged measurements available for E-UTRA and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:

3>
include the logMeasAvailable;

2>
if the UE has Bluetooth logged measurements available and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:

3>
include logMeasAvailableBT;

2>
if the UE has WLAN logged measurements available and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:

3>
include logMeasAvailableWLAN;

2>
if the UE has connection establishment failure information available in VarConnEstFailReport and if the RPLMN is equal to plmn-Identity stored in VarConnEstFailReport:

3>
include connEstFailInfoAvailable;

2>
if the RRCConnectionReconfiguration message includes perCC-GapIndicationRequest:

3>
include perCC-GapIndicationList and numFreqEffective;

2>
if the frequencies are configured for reduced measurement performance:

3>
include numFreqEffectiveReduced;

2>
if the UE has flight path information available:

3>
include flightPathInfoAvailable;

2>
if the received RRCConnectionReconfiguration message included nr-SecondaryCellGroupConfig:

3>
include scg-ConfigResponseNR in accordance with TS 38.331 [82, 5.3.5.3];
1>
submit the RRCConnectionReconfigurationComplete message to lower layers for transmission;

1>
if MAC successfully completes the random access procedure; or

1>
if MAC indicates the successful reception of a PDCCH transmission addressed to C-RNTI and if rach-Skip is configured:

2>
stop timer T304;

2>
release rach-Skip;

2>
apply the parts of the CQI reporting configuration, the scheduling request configuration and the sounding RS configuration that do not require the UE to know the SFN of the target PCell, if any;
2>
apply the parts of the measurement and the radio resource configuration that require the UE to know the SFN of the target PCell (e.g. measurement gaps, periodic CQI reporting, scheduling request configuration, sounding RS configuration), if any, upon acquiring the SFN of the target PCell;

NOTE 3:
Whenever the UE shall setup or reconfigure a configuration in accordance with a field that is received it applies the new configuration, except for the cases addressed by the above statements.

2>
if the UE is configured to provide IDC indications:

3>
if the UE has transmitted an InDeviceCoexIndication message during the last 1 second preceding reception of the RRCConnectionReconfiguration message including mobilityControlInfo:

4>
initiate transmission of the InDeviceCoexIndication message in accordance with 5.6.9.3;

2>
if the UE is configured to provide power preference indications, overheating assistance information, SPS assistance information, delay budget report or maximum bandwidth preference indications:

3>
if the UE has transmitted a UEAssistanceInformation message during the last 1 second preceding reception of the RRCConnectionReconfiguration message including mobilityControlInfo:

4>
initiate transmission of the UEAssistanceInformation message in accordance with 5.6.10.3;

2>
if SystemInformationBlockType15 is broadcast by the PCell:

3>
if the UE has transmitted a MBMSInterestIndication message during the last 1 second preceding reception of the RRCConnectionReconfiguration message including mobilityControlInfo:

4>
ensure having a valid version of SystemInformationBlockType15 for the PCell;

4>
determine the set of MBMS frequencies of interest in accordance with 5.8.5.3;

4>
determine the set of MBMS services of interest in accordance with 5.8.5.3a;

4>
initiate transmission of the MBMSInterestIndication message in accordance with 5.8.5.4;

2>
if SystemInformationBlockType18 is broadcast by the target PCell; and the UE transmitted a SidelinkUEInformation message indicating a change of sidelink communication related parameters relevant in target PCell (i.e. change of commRxInterestedFreq or commTxResourceReq, commTxResourceReqUC if SystemInformationBlockType18 includes commTxResourceUC-ReqAllowed or commTxResourceInfoReqRelay if PCell broadcasts SystemInformationBlockType19 including discConfigRelay) during the last 1 second preceding reception of the RRCConnectionReconfiguration message including mobilityControlInfo; or

2>
if SystemInformationBlockType19 is broadcast by the target PCell; and the UE transmitted a SidelinkUEInformation message indicating a change of sidelink discovery related parameters relevant in target PCell (i.e. change of discRxInterest or discTxResourceReq, discTxResourceReqPS if SystemInformationBlockType19 includes discConfigPS or discRxGapReq or discTxGapReq if the UE is configured with gapRequestsAllowedDedicated set to true or if the UE is not configured with gapRequestsAllowedDedicated and SystemInformationBlockType19 includes gapRequestsAllowedCommon) during the last 1 second preceding reception of the RRCConnectionReconfiguration message including mobilityControlInfo; or

2>
if SystemInformationBlockType21 is broadcast by the target PCell; and the UE transmitted a SidelinkUEInformation message indicating a change of V2X sidelink communication related parameters relevant in target PCell (i.e. change of v2x-CommRxInterestedFreqList or v2x-CommTxResourceReq) during the last 1 second preceding reception of the RRCConnectionReconfiguration message including mobilityControlInfo:

3>
initiate transmission of the SidelinkUEInformation message in accordance with 5.10.2.3;

2>
the procedure ends;
NOTE 4:
The UE is not required to determine the SFN of the target PCell by acquiring system information from that cell before performing RACH access in the target PCell, except for BL UEs or UEs in CE when sameSFN-Indication is not present in mobilityControlInfo.
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5.3.8.3
Reception of the RRCConnectionRelease by the UE

The UE shall:

1>
except for NB-IoT, BL UEs or UEs in CE, delay the following actions defined in this sub-clause 60 ms from the moment the RRCConnectionRelease message was received or optionally when lower layers indicate that the receipt of the RRCConnectionRelease message has been successfully acknowledged, whichever is earlier;

1>
for BL UEs or UEs in CE, delay the following actions defined in this sub-clause 1.25 seconds from the moment the RRCConnectionRelease message was received or optionally when lower layers indicate that the receipt of the RRCConnectionRelease message has been successfully acknowledged, whichever is earlier;

1>
for NB-IoT, delay the following actions defined in this sub-clause 10 seconds from the moment the RRCConnectionRelease message was received or optionally when lower layers indicate that the receipt of the RRCConnectionRelease message has been successfully acknowledged, whichever is earlier.

NOTE:
For BL UEs, UEs in CE and NB-IoT, when STATUS reporting, as defined in TS 36.322 [7], has not been triggered and the UE has sent positive HARQ feedback (ACK), as defined in TS 36.321 [6], the lower layers can be considered to have indicated that the receipt of the RRCConnectionRelease message has been successfully acknowledged.

1>
if the RRCConnectionRelease message is received in response to an RRCConnectionResumeRequest for EDT:

2>
discard the stored UE AS context and resumeIdentity;

2>
stop timer T300;

2>
stop timer T302, if running;

2>
stop timer T303, if running;

2>
stop timer T305, if running;

2>
stop timer T306, if running;
2>
stop timer T308, if running;

2>
perform the actions as specified in 5.3.3.7;

2>
stop timer T320, if running;

2>
stop timer T322, if running;

1> if the security is not activated and if UE is connected to 5GC:

2>
perform the actions upon leaving RRC_CONNECTED or RRC_INACTIVE as specified in 5.3.12 with the release cause ‘other’ upon which the procedure ends;
1>
if the RRCConnectionRelease message includes redirectedCarrierInfo indicating redirection to geran; or

1>
if the RRCConnectionRelease message includes idleModeMobilityControlInfo including freqPriorityListGERAN:

2>
if AS security has not been activated; and

2>
if upper layers indicate that redirect to GERAN without AS security is not allowed:

3>
ignore the content of the RRCConnectionRelease;

3>
perform the actions upon leaving RRC_CONNECTED or RRC_INACTIVE as specified in 5.3.12, with release cause 'other', upon which the procedure ends;

1>
if AS security has not been activated:

2>
ignore the content of redirectedCarrierInfo, if included and indicating redirection to nr;

2>
ignore the content of idleModeMobilityControlInfo, if included and including freqPriorityListNR;

2>
if the UE ignores the content of redirectedCarrierInfo or of idleModeMobilityControlInfo:

3>
perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause 'other', upon which the procedure ends;

1>
if the RRCConnectionRelease message includes redirectedCarrierInfo indicating redirection to eutra and if UE is connected to 5GC:

2>
if cn-Type is included:

3>
the received cn-Type is provided to upper layers;

NOTE 1:
Handling the case if the E-UTRA cell selected after the redirection does not support the core network type specified by the cn-Type, is up to UE implementation.

1>
if the RRCConnectionRelease message includes the idleModeMobilityControlInfo:

2>
store the cell reselection priority information provided by the idleModeMobilityControlInfo;

2>
if the t320 is included:

3>
start timer T320, with the timer value set according to the value of t320;

1>
else:

2>
apply the cell reselection priority information broadcast in the system information;

1>
if the RRCConnectionRelease message includes the measIdleConfig:

2>
clear VarMeasIdleConfig and VarMeasIdleReport;

2>
store the received measIdleDuration in VarMeasIdleReport;

2>
start T331 with the value of measIdleDuration;

2>
if the measIdleConfig contains measIdleCarrierListEUTRA:

3>
store the received measIdleCarrierListEUTRA in VarMeasIdleConfig;

2>
else:

3>
store the measIdleCarrierListEUTRA received in SIB5 in VarMeasIdleConfig;

2>
start performing idle mode measurements as specified in 5.6.20;

1>
for NB-IoT, if the RRCConnectionRelease message includes the redirectedCarrierInfo:

2>
if the redirectedCarrierOffsetDedicated is included in the redirectedCarrierInfo:

3>
store the dedicated offset for the frequency in redirectedCarrierInfo;

3>
start timer T322, with the timer value set according to the value of T322 in redirectedCarrierInfo;

1>
if the releaseCause received in the RRCConnectionRelease message indicates loadBalancingTAURequired:

2>
perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause 'load balancing TAU required';

1>
else if the releaseCause received in the RRCConnectionRelease message indicates cs-FallbackHighPriority:

2>
perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause 'CS Fallback High Priority';

1>
else:

2>
if the extendedWaitTime is present; and

2>
if the UE supports delay tolerant access or the UE is a NB-IoT UE:

3>
forward the extendedWaitTime to upper layers;

2>
if the extendedWaitTime-CPdata is present and the NB-IoT UE only supports the Control Plane CIoT EPS optimisation:

3>
forward the extendedWaitTime-CPdata to upper layers;

2>
if the releaseCause received in the RRCConnectionRelease message indicates rrc-Suspend:

3>
if rrc-InactiveConfig is included:

4>
perform the actions upon entering RRC_INACTIVE as specified in 5.3.8.7;

3>
else:

4>
perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause 'RRC suspension';

2>
else:

3>
perform the actions upon leaving RRC_CONNECTED or RRC_INACTIVE as specified in 5.3.12, with release cause 'other';

/********skip unrelated parts**********/
5.3.8.7
UE actions upon entering RRC_INACTIVE

Upon entering RRC_INACTIVE, the UE shall:

1>
reset MAC;

1>
stop all timers that are running except T320 and T325;

1>
re-establish RLC entities for all SRBs and DRBs;

1>
apply the received rrc-InactiveConfig;
2> store fullI-RNTI, shortI-RNTI, periodic-RNAU-timer and ran-PagingCycle provided in rrc-InactiveConfig; 
1>
if the RRCConnectionRelease message was received in response to an RRCConnectionResumeRequest:

2>
replace any previously stored security context with current security context and nextHopChainingCount provided in the rrc-InactiveConfig;

2>
replace the previously stored C-RNTI with the temporary C-RNTI which the UE has used to receive the RRCConnectionRelease message;

2>
replace the previously stored cellIdentity with the cellIdentity of the PCell at the time the UE has received the RRCConnectionRelease message;

2>
replace the previously stored physical cell identity with the physical cell identity of  the PCell at the time the UE has received the RRCConnectionRelease message;

1>
else:

2>
store the UE AS Context including the current RRC configuration, the current security context, nextHopChainingCount provided in the rrc-InactiveConfig, the PDCP state including ROHC state, SDAP configuration, C-RNTI used in the source PCell, the cellIdentity and the physical cell identity of the source PCell;

1>
start timer T380, with the timer value set to the periodic-RNAU-timer;

1>
suspend all SRB(s) and DRB(s), except SRB0;

1>
indicate the suspension of the RRC connection to upper layers;

1>
enter RRC_INACTIVE and perform procedures as specified in TS 36.304 [4, 5.2.7];

Upon selecting to an inter-RAT cell or switching to another CN type, the UE shall:

1>
perform the actions upon leaving RRC_INACTIVE as specified in 5.3.12, with release cause 'other';
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5.3.9
RRC connection release requested by upper layers

5.3.9.1
General

The purpose of this procedure is to release the RRC connection. Access to the current PCell may be barred as a result of this procedure.


5.3.9.2
Initiation

The UE initiates the procedure when upper layers request the release of the RRC connection as specified in TS 24. 301 [35] for E-UTRA/EPC and TS 24.501 [95] for E-UTRA/5GC. The UE shall not initiate the procedure for power saving purposes.

The UE shall:

1>
if the upper layers indicate barring of the PCell:

2>
treat the PCell used prior to entering RRC_IDLE as barred according to TS 36.304 [4];

1>
perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause 'other';
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5.3.12
UE actions upon leaving RRC_CONNECTED or RRC_INACTIVE

Upon entering RRC_IDLE, the UE shall:

1>
reset MAC;

1>
stop all timers that are running except T320, T322, T325, T330;

1>
if leaving RRC_CONNECTED was triggered by suspension of the RRC:

2>
re-establish RLC entities for all SRBs and DRBs, including RBs configured with NR PDCP;
2>
store the UE AS Context including the current RRC configuration, the current security context, the PDCP state including ROHC state, C-RNTI used in the source PCell, the cellIdentity and the physical cell identity of the source PCell;

2>
store the following information provided by E-UTRAN:

3>
the resumeIdentity;

3>
the nextHopChainingCount, if present;

3>
the drb-ContinueROHC, if present;

2>
suspend all SRB(s) and DRB(s), including RBs configured with NR PDCP, except SRB0;

2>
indicate the suspension of the RRC connection to upper layers;

2>
configure lower layers to suspend integrity protection and ciphering;

NOTE 1:
Ciphering is not applied for the subsequent RRCConnectionResume message used to resume the connection. An integrity check is performed by lower layers, but merely upon request from RRC.

1>
else:

2>
discard any stored AS context and rrc-InactiveConfig;
2> set the variable pendingRnaUpdate to 'FALSE';
2>
discard the AS security context including the KeNB, the KRRCenc key, the KRRCint and the KUPenc key, if any;
2>
release all radio resources, including release of the MAC configuration, the RLC entity and the associated PDCP entity and SDAP (if any) for all established RBs;

2>
indicate the release of the RRC connection to upper layers together with the release cause;

1>
if leaving RRC_CONNECTED was triggered neither by reception of the MobilityFromEUTRACommand message nor by selecting an inter-RAT cell while T311 was running:

2>
if timer T350 is configured:

3>
start timer T350;

3>
apply rclwi-Configuration if configured, otherwise apply the wlan-Id-List corresponding to the RPLMN included in SystemInformationBlockType17;

2>
else:

3>
release the wlan-OffloadConfigDedicated, if received;

3>
if the wlan-OffloadConfigCommon corresponding to the RPLMN is broadcast by the cell:

4>
apply the wlan-OffloadConfigCommon corresponding to the RPLMN included in SystemInformationBlockType17;

4>
apply steerToWLAN if configured, otherwise apply the wlan-Id-List corresponding to the RPLMN included in SystemInformationBlockType17;
2>
enter RRC_IDLE and perform procedures as specified in TS 36.304 [4, 5.2.7];
1>
else:

2>
release the wlan-OffloadConfigDedicated, if received;

NOTE 2:
BL UEs or UEs in CE verifies validity of SI when released to RRC_IDLE.
1>
release the LWA configuration, if configured, as described in 5.6.14.3;
1>
release the LWIP configuration, if configured, as described in 5.6.17.3;
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5.3.16
Unified Access Control

5.3.16.1
General

The purpose of this procedure is to perform access barring check for an access attempt associated with a given Access Category and one or more Access Identities upon request from upper layers according to TS 24.501 [95] or the RRC layer.

5.3.16.2
Initiation

Upon initiation of the procedure, the UE shall:

1>
if T309 is running for the Access Category:

2>
consider the access attempt as barred;

1>
if timer T302 is running and the Access Category is neither '2' nor '0':

2>
consider the access attempt as barred;

1>
else:

2>
if the Access Category is '0':

3>
consider the access attempt as allowed;

2>
else if SystemInformationBlockType25 is not broadcasted:

3>
consider the access attempt as allowed;

2>
else:

3>
if SystemInformationBlockType25 includes uac-BarringPerPLMN-List and the uac-BarringPerPLMN-List contains an UAC-BarringPerPLMN entry with the plmn-IdentityIndex corresponding to the PLMN selected by upper layers (see TS 24.501 [95]):

4>
select the UAC-BarringPerPLMN entry with the plmn-IdentityIndex corresponding to the PLMN selected by upper layers;

4>
in the remainder of this procedure, use the selected UAC-BarringPerPLMN entry (i.e. presence or absence of access barring parameters in this entry) irrespective of the uac-BarringForCommon included in SystemInformationBlockType25;

3>
else if SystemInformationBlockType25 includes uac-BarringForCommon:

4>
in the remainder of this procedure use the uac-BarringForCommon (i.e. presence or absence of these parameters) included in SystemInformationBlockType25;
3>
else:

4>
consider the access attempt as allowed;
3>
if uac-BarringForCommon is applicable or the uac-AC-BarringListType indicated that uac-ExplicitAC-BarringList is used:

4>
if the corresponding UAC-BarringPerCatList contains a UAC-BarringPerCat entry corresponding to the Access Category:
5>
select the UAC-BarringPerCat entry;
5>
if the uac-BarringInfoSetList contain a UAC-BarringInfoSet entry corresponding to the uac-barringInfoSetIndex in the UAC-BarringPerCat:

6>
select the UAC-BarringInfoSet entry;

6>
perform access barring check for the Access Category as specified in 5.3.16.5, using the UAC-BarringInfoSet as "UAC barring parameter";

5>
else:

6>
consider the access attempt as allowed;
4>
else:

5>
consider the access attempt as allowed;
3>
else if the uac-AC-BarringListType indicated that uac-ImplicitAC-BarringList is used:

4>
if the uac-BarringInfoSetList contain a UAC-BarringInfoSet entry corresponding to the uac-barringInfoSetIndex in the UAC-BarringPerCat:

5>
select the UAC-BarringInfoSet entry;

6>
perform access barring check for the Access Category as specified in 5.3.16.5, using the UAC-BarringInfoSet as "UAC barring parameter";

4>
else:

5>
consider the access attempt as allowed;

3>
else:

4>
consider the access attempt as allowed;

1>
if the access barring check was requested by RRC for an RRC establishment or for an RRC resumption requested by upper layers; or
1>
if the access barring check was requested by upper layers:

2>
if the access attempt is considered as barred:

3>
inform upper layers that the access attempt for the Access Category is barred, upon which the procedure ends;

2>
else:

3>
inform upper layers that the access attempt for the Access Category is allowed, upon which the procedure ends;

1>
else:

2>
the procedure ends;

5.3.16.3
Void









5.3.16.4
T302, T309 expiry or stop (Barring alleviation)
The UE shall:

1>
if timer T302 expires or is stopped, and if timer T309 corresponding to an Access Category is not running; or

1>
if timer T309 corresponding to an Access Category expires or is stopped, and if timer T302 is not running:

2>
consider the barring for this Access Category to be alleviated;

1>
When barring for an access category is considered being alleviated:

2>
if the Access Category was provided upon access barring check requested by upper layers:

3>
inform upper layers about barring alleviation for the Access Category;
2> if barring is alleviated for Access Category ‘8’:
3>
perform actions specified in 5.3.17;
5.3.16.5
Access barring check
The UE shall:

1>
if one or more Access Identities are indicated by upper layers according to TS 24.501 [95] or obtained by the RRC layer, and

1>
if for at least one of these Access Identities the corresponding bit in the uac-BarringForAccessIdentity contained in "UAC barring parameter" is set to zero:

2>
consider the access attempt as allowed;

1>
else:

2>
draw a random number 'rand' uniformly distributed in the range: 0 ≤ rand < 1;

2>
if 'rand' is lower than the value indicated by uac-BarringFactor included in "UAC barring parameter":

3>
consider the access attempt as allowed;

2>
else:

3>
consider the access attempt as barred;

1>
if the access attempt is considered as barred:

2>
draw a random number 'rand' that is uniformly distributed in the range 0 ≤ rand < 1;

2>
start timer T309 for the Access Category with the timer value calculated as follows, using the uac-BarringTime included in "AC barring parameter":

"Tbarring" = (0.7+ 0.6 * rand) * uac-BarringTime;

5.3.16.X
Cell selection or re-selection while T309 is running

The UE shall:

1>
if cell selection or reselection occurs while T309 is running:

2>
stop T309 for all access categories;

2>
perform the actions as specified in 5.3.16.4.
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5.3.17
RAN notification area update

5.3.17.1
General

The purpose of this procedure is:

-
to notify the network that a UE in RRC_INACTIVE has re-selected to a cell not belonging to the configured RAN notification area; or

-
to periodically notify the network by a UE in RRC_INACTIVE;

5.3.17.2
Initiation

When in RRC_INACTIVE state, the UE shall:

1>
if T380 expires, or:

1>
if RNA Update is triggered at reception of SystemInformationBlockType1, as specified in 5.2.2.7:




2>
initiate RRC connection resume procedure in 5.3.3 with cause value set to 'rna-Update';


1>
if barring is alleviated for Access Category [the standardised RAN specific access category], as specified in 5.3.16.4:

Editor's Note: Which value to use for the standardised RAN specific access category needs to be confirmed by SA1.

2>
if upper layers do not request RRC the resumption of an RRC connection, and

2>
if the variable pendingRnaUpdate is set to 'TRUE':


3>
initiate RRC connection resume procedure in 5.3.3 with cause value set to 'rna-Update';
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5.4.3.3
Reception of the MobilityFromEUTRACommand by the UE

The UE shall be able to receive a MobilityFromEUTRACommand message and perform a cell change order to GERAN, even if no prior UE measurements have been performed on the target cell.

The UE shall:

1>
stop timer T310, if running;

1>
stop timer T312, if running;
1>
stop timer T309, if running, for all access categories;
1>
if the MobilityFromEUTRACommand message includes the purpose set to handover:

2>
if the targetRAT-Type is set to utra or geran:

3>
consider inter-RAT mobility as initiated towards the RAT indicated by the targetRAT-Type included in the MobilityFromEUTRACommand message;

3>
forward the nas-SecurityParamFromEUTRA to the upper layers;

3>
access the target cell indicated in the inter-RAT message in accordance with the specifications of the target RAT;

3>
if the targetRAT-Type is set to geran:

4>
use the contents of systemInformation, if provided for PS Handover, as the system information to begin access on the target GERAN cell;

NOTE 1:
If there are DRBs for which no radio bearers are established in the target RAT as indicated in the targetRAT-MessageContainer in the message, the E-UTRA RRC part of the UE does not indicate the release of the concerned DRBs to the upper layers. Upper layers may derive which bearers are not established from information received from the AS of the target RAT.

NOTE 2:
In case of SR-VCC, the DRB to be replaced is specified in [61].

2>
else if the targetRAT-Type is set to eutra:

3>
consider inter-system mobility as initiated towards E-UTRA;

3>
access the target cell indicated in the inter-RAT message in accordance with section 5.4.2.3;

2>
else if the targetRAT-Type is set to nr:

3>
consider inter-RAT mobility as initiated towards NR;

3>
forward the nas-SecurityParamFromEUTRA to the upper layers, if included;

3>
access the target cell indicated in the inter-RAT message in accordance with the specifications in TS 38.331 [82];

2>
else if the targetRAT-Type is set to cdma2000-1XRTT or cdma2000-HRPD:

3>
forward the targetRAT-Type and the targetRAT-MessageContainer to the CDMA2000 upper layers for the UE to access the cell(s) indicated in the inter-RAT message in accordance with the specifications of the CDMA2000 target-RAT;

1>
else if the MobilityFromEUTRACommand message includes the purpose set to cellChangeOrder:

2>
start timer T304 with the timer value set to t304, as included in the MobilityFromEUTRACommand message;

2>
if the targetRAT-Type is set to geran:

3>
if networkControlOrder is included in the MobilityFromEUTRACommand message:

4>
apply the value as specified in TS 44.060 [36];

3>
else:

4>
acquire networkControlOrder and apply the value as specified in TS 44.060 [36];

3>
use the contents of systemInformation, if provided, as the system information to begin access on the target GERAN cell;

2>
establish the connection to the target cell indicated in the CellChangeOrder;

NOTE 3:
The criteria for success or failure of the cell change order to GERAN are specified in TS 44.060[36].

1>
if the MobilityFromEUTRACommand message includes the purpose set to e-CSFB:

2>
if messageContCDMA2000-1XRTT is present:

3>
forward the messageContCDMA2000-1XRTT to the CDMA2000 upper layers for the UE to access the cell(s) indicated in the inter-RAT message in accordance with the specification of the target RAT;

2>
if mobilityCDMA2000-HRPD is present and is set to handover:

3>
forward the messageContCDMA2000-HRPD to the CDMA2000 upper layers for the UE to access the cell(s) indicated in the inter-RAT message in accordance with the specification of the target RAT;

2>
if mobilityCDMA2000-HRPD is present and is set to redirection:

3>
forward the redirectCarrierCDMA2000-HRPD to the CDMA2000 upper layers;

NOTE 4:
When the CDMA2000 upper layers in the UE receive both the messageContCDMA2000-1XRTT and messageContCDMA2000-HRPD the UE performs concurrent access to both CDMA2000 1xRTT and CDMA2000 HRPD RAT.

NOTE 5:
The UE should perform the handover, the cell change order or enhanced 1xRTT CS fallback as soon as possible following the reception of the RRC message MobilityFromEUTRACommand, which could be before confirming successful reception (HARQ and ARQ) of this message.
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7.1
UE variables

/*****omit unrelated parts*****/

–
VarPendingRnaUpdate
The UE variable VarPendingRnaUpdate indicates whether there is a pending RNAU procedure or not. The setting of this BOOLEAN variable to TRUE means that there is a pending RANU procedure.
VarPendingRnaUpdate UE variable

-- ASN1START

VarPendingRnaUpdate-r15 ::=




SEQUENCE {


pendingRnaUpdate




BOOLEAN







OPTIONAL
}

-- ASN1STOP

	16th Text Proposal Change 


7.3.1
Timers (Informative)

	Timer
	Start
	Stop
	At expiry

	T300

NOTE1

	Transmission of RRCConnectionRequest or RRCConnectionResumeRequest or RRCEarlyDataRequest
	Reception of RRCConnectionSetup, RRCConnectionReject or RRCConnectionResume or RRCEarlyDataComplete or RRCConnectionRelease for UP-EDT, cell re-selection and upon abortion of connection establishment by upper layers
	Perform the actions as specified in 5.3.3.6

	T301

NOTE1

	Transmission of RRCConnectionReestabilshmentRequest
	Reception of RRCConnectionReestablishment or RRCConnectionReestablishmentReject message as well as when the selected cell becomes unsuitable
	Go to RRC_IDLE

	T302
	Reception of RRCConnectionReject while performing RRC connection establishment
	Upon entering RRC_CONNECTED and upon cell re-selection, or upon reception of RRCEarlyDataComplete or RRCConnectionRelease for UP-EDT
	Inform upper layers about barring alleviation as specified in 5.3.3.7

	T303
	Access barred while performing RRC connection establishment for mobile originating calls
	Upon entering RRC_CONNECTED and upon cell re-selection, or upon reception of RRCEarlyDataComplete or RRCConnectionRelease for UP-EDT
	Inform upper layers about barring alleviation as specified in 5.3.3.7

	T304
	Reception of RRCConnectionReconfiguration message including the MobilityControl Info or

reception of MobilityFromEUTRACommand message including CellChangeOrder
	Criterion for successful completion of handover within E-UTRA, handover to E-UTRA or cell change order is met (the criterion is specified in the target RAT in case of inter-RAT)
	In case of cell change order from E-UTRA or intra E-UTRA handover, initiate the RRC connection re-establishment procedure; In case of handover to E-UTRA, perform the actions defined in the specifications applicable for the source RAT.

	T305
	Access barred while performing RRC connection establishment for mobile originating signalling
	Upon entering RRC_CONNECTED and upon cell re-selection, or upon reception of RRCEarlyDataComplete or RRCConnectionRelease for UP-EDT
	Inform upper layers about barring alleviation as specified in 5.3.3.7

	T306
	Access barred while performing RRC connection establishment for mobile originating CS fallback.
	Upon entering RRC_CONNECTED and upon cell re-selection, or upon reception of RRCEarlyDataComplete or RRCConnectionRelease for UP-EDT
	Inform upper layers about barring alleviation as specified in 5.3.3.7

	T307
	Reception of RRCConnectionReconfiguration message including MobilityControlInfoSCG
	Successful completion of random access on the PSCell, upon initiating re-establishment and upon SCG release
	Inform E-UTRAN about the SCG change failure by initiating the SCG failure information procedure as specified in 5.6.13.

	T308
	Access barred due to ACDC while performing RRC connection establishment subject to ACDC
	Upon entering RRC_CONNECTED and upon cell re-selection, or upon reception of RRCEarlyDataComplete or RRCConnectionRelease for UP-EDT
	Inform upper layers about barring alleviation for ACDC as specified in 5.3.3.7

	T309
	When access attempt is barred at access barring check for an Access Category. The UE shall maintain one instance of this timer per Access Category.
	Upon entering RRC_CONNECTED, upon cell (re)selection, upon change of PCell while in RRC_CONNECTED, or upon reception of MobilityFromEUTRACommand.
	Perform the actions as specified in 5.3.16.4.

	T310

NOTE1

NOTE2
	Upon detecting physical layer problems for the PCell i.e. upon receiving N310 consecutive out-of-sync indications from lower layers
	Upon receiving N311 consecutive in-sync indications from lower layers for the PCell, upon triggering the handover procedure and upon initiating the connection re-establishment procedure
	If security is not activated and the UE is not a NB-IoT UE that supports RRC connection re-establishment for the Control Plane CIoT EPS optimisation: go to RRC_IDLE else: initiate the connection re-establishment procedure 

	T311

NOTE1
	Upon initiating the RRC connection re-establishment procedure
	Selection of a suitable E-UTRA cell or a cell using another RAT.
	Enter RRC_IDLE

	T312

NOTE2
	Upon triggering a measurement report for a measurement identity for which T312 has been configured, while T310 is running
	Upon receiving N311 consecutive in-sync indications from lower layers, upon triggering the handover procedure, upon initiating the connection re-establishment procedure, and upon the expiry of T310
	If security is not activated: go to RRC_IDLE else: initiate the connection re-establishment procedure

	T313

NOTE2
	Upon detecting physical layer problems for the PSCell i.e. upon receiving N313 consecutive out-of-sync indications from lower layers
	Upon receiving N314 consecutive in-sync indications from lower layers for the PSCell, upon initiating the connection re-establishment procedure, upon SCG release and upon receiving RRCConnectionReconfiguration including MobilityControlInfoSCG
	Inform E-UTRAN about the SCG radio link failure by initiating the SCG failure information procedure as specified in 5.6.13.

	T320
	Upon receiving t320 or upon cell (re)selection to E-UTRA from another RAT with validity time configured for dedicated priorities (in which case the remaining validity time is applied).
	Upon entering RRC_CONNECTED, when PLMN selection is performed on request by NAS, or upon cell (re)selection to another RAT (in which case the timer is carried on to the other RAT) , or upon reception of RRCEarlyDataComplete or RRCConnectionRelease for UP-EDT
	Discard the cell reselection priority information provided by dedicated signalling.

	T321
	Upon receiving measConfig including a reportConfig with the purpose set to reportCGI
	Upon acquiring the information needed to set all fields of cellGlobalId for the requested cell, upon receiving measConfig that includes removal of the reportConfig with the purpose set to reportCGI
	Initiate the measurement reporting procedure, stop performing the related measurements and remove the corresponding measId

	T322

NOTE1
	Upon receiving redirectedCarrierOffsetDedicated included in RedirectedCarrierInfo
	Upon entering RRC_CONNECTED, when PLMN selection is performed on request by NAS, or upon cell (re)selection to another RAT, or upon reception of RRCEarlyDataComplete or RRCConnectionRelease for UP-EDT
	Release redirectedCarrierOffsetDedicated.

	T325
	Timer (re)started upon receiving RRCConnectionReject message with deprioritisationTimer.
	
	Stop deprioritisation of all frequencies or E-UTRA signalled by RRCConnectionReject.

	T330
	Upon receiving LoggedMeasurementConfiguration message
	Upon log volume exceeding the suitable UE memory, upon initiating the release of LoggedMeasurementConfiguration procedure
	Perform the actions specified in 5.6.6.4

	T331
	Upon receiving MeasIdleConfigDedicated. 
	Upon receiving RRCConnectionSetup, RRCConnectionResume or, if validityArea is configured, upon reselecting to cell that does not belong to validityArea.
	Release the stored VarMeasIdleConfig. 

	T340

NOTE2
	Upon transmitting UEAssistanceInformation message with powerPrefIndication set to normal
	Upon initiating the connection re-establishment procedure
	No action.

	T341

NOTE2
	Upon transmitting UEAssistanceInformation message with bw-Preference.
	Upon resuming an RRC connection or upon initiating the connection re-establishment procedure
	No action.

	T342

NOTE2
	Upon transmitting DelayBudgetReport message.
	Upon initiating the connection re-establishment and connection resume procedures
	No action.

	T350
	Upon entering RRC_IDLE if t350 has been received in wlan-OffloadInfo.
	Upon entering RRC_CONNECTED, or upon cell reselection.
	 Perform the actions specified in 5.6.12.4.

	T351
	Reception of RRCConnectionReconfiguration message including the associationTimer in WLAN-MobilityConfig.
	Upon successful connection to WLAN, upon WLAN connection failure, upon leaving RRC_CONNECTED, upon triggering the handover procedure, or upon initiating the connection re-establishment procedure.
	Perform WLAN Connection Status Reporting specified in 5.6.15.2.

	T360
	Upon performing the redistribution target selection as specified in TS 36.304 [4].
	Upon entering RRC_CONNECTED, upon receiving a Paging message including redistributionIndication; upon reselecting a cell not belonging to the redistribution target.
	Stop considering a frequency or cell to be redistribution target, and perform the redistribution target selection if the condition specified in TS 36.304 [4] is met.

	T370
	Upon receiving SL-DiscConfig including a discSysInfoToReportConfig set to setup.
	Upon initiating the transmission of SidelinkUEInformation including discSysInfoReportFreqList, upon receiving SL-DiscConfig including discSysInfoToReportConfig set to release, upon handover and re-establishment.
	Release discSysInfoToReportConfig.

	T314

NOTE2
	Upon early detecting physical layer problems for the PCell i.e. upon receiving N310 consecutive "early-out-of-sync" indications from lower layers.
	Upon receiving N311 consecutive in-sync indications from lower layers for the PCell, upon triggering the handover procedure and upon initiating the connection re-establishment procedure
	Initiate the UE Assistance Information procedure to report early detection of physical layer problems in accordance with 5.6.10.

	T315

NOTE2
	Upon detecting physical layer improvements of the PCell i.e. upon receiving N311 consecutive "early-in-sync" indications from lower layers.
	Upon receiving N310 consecutive "early-out-of-sync" indications from lower layers for the PCell.
	Initiate the UE Assistance Information procedure to report detection of physical layer improvements in accordance with 5.6.10.

	T343

NOTE2
	Upon transmitting UEAssistanceInformation message with RLM-Report including earlyOutOfSync.
	Upon initiating the connection re-establishment procedure
	No action.

	T344

NOTE2
	Upon transmitting UEAssistanceInformation message with RLM-Report including earlyInSync.
	Upon initiating the connection re-establishment procedure
	No action.

	T345

	Upon transmitting UEAssistanceInformation message with overheatingAssistance 
	Upon initiating the connection re-establishment procedure
	No action.

	T380
	Upon entering RRC_INACTIVE.
	Upon entering IDLE, upon establishment of an RRC connection.
	Initiate the RAN notification area update procedure

	NOTE1:
Only the timers marked with "NOTE1" are applicable to NB-IoT.

NOTE2:
The behaviour as specified in 7.3.2 applies.
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10.2.2
Message definitions

/*****omit unrelated parts*****/

–
HandoverPreparationInformation
This message is used to transfer the E-UTRA RRC information used by the target eNB during handover preparation, including UE capability information.

Direction: source eNB/ source RAN to target eNB

HandoverPreparationInformation message

-- ASN1START

HandoverPreparationInformation ::=
SEQUENCE {


criticalExtensions




CHOICE {



c1








CHOICE{




handoverPreparationInformation-r8
HandoverPreparationInformation-r8-IEs,




spare7 NULL,




spare6 NULL, spare5 NULL, spare4 NULL,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

HandoverPreparationInformation-r8-IEs ::= SEQUENCE {


ue-RadioAccessCapabilityInfo

UE-CapabilityRAT-ContainerList,


as-Config






AS-Config




OPTIONAL,

-- Cond HO


rrm-Config






RRM-Config




OPTIONAL,


as-Context






AS-Context



OPTIONAL,

-- Cond HO


nonCriticalExtension



HandoverPreparationInformation-v920-IEs

OPTIONAL

}

HandoverPreparationInformation-v920-IEs
::= SEQUENCE {


ue-ConfigRelease-r9




ENUMERATED {











rel9, rel10, rel11, rel12, v10j0, v11e0,











v1280, rel13, ..., rel14, rel15}

OPTIONAL,
-- Cond HO2


nonCriticalExtension



HandoverPreparationInformation-v9d0-IEs

OPTIONAL

}

HandoverPreparationInformation-v9d0-IEs
::= SEQUENCE {


lateNonCriticalExtension


OCTET STRING (CONTAINING HandoverPreparationInformation-v9j0-IEs)
OPTIONAL,


nonCriticalExtension



HandoverPreparationInformation-v9e0-IEs


OPTIONAL

}

-- Late non-critical extensions:

HandoverPreparationInformation-v9j0-IEs ::= SEQUENCE {


-- Following field is only for pre REL-10 late non-critical extensions


lateNonCriticalExtension


OCTET STRING




OPTIONAL,


nonCriticalExtension



HandoverPreparationInformation-v10j0-IEs

OPTIONAL

}

HandoverPreparationInformation-v10j0-IEs ::= SEQUENCE {


as-Config-v10j0





AS-Config-v10j0


OPTIONAL,


-- Following field is only for late non-critical extensions from REL-10


nonCriticalExtension



SEQUENCE {}



OPTIONAL

}

-- Regular non-critical extensions:

HandoverPreparationInformation-v9e0-IEs
::= SEQUENCE {


as-Config-v9e0





AS-Config-v9e0




OPTIONAL,
-- Cond HO2


nonCriticalExtension



HandoverPreparationInformation-v1130-IEs

OPTIONAL

}

HandoverPreparationInformation-v1130-IEs
::= SEQUENCE {


as-Context-v1130




AS-Context-v1130



OPTIONAL,
-- Cond HO2


nonCriticalExtension



HandoverPreparationInformation-v1250-IEs





OPTIONAL

}

HandoverPreparationInformation-v1250-IEs ::= SEQUENCE {


ue-SupportedEARFCN-r12



ARFCN-ValueEUTRA-r9



OPTIONAL,
-- Cond HO3


as-Config-v1250




AS-Config-v1250



OPTIONAL,
-- Cond HO2


nonCriticalExtension



HandoverPreparationInformation-v1320-IEs





OPTIONAL

}

HandoverPreparationInformation-v1320-IEs ::= SEQUENCE {


as-Config-v1320





AS-Config-v1320




OPTIONAL,
-- Cond HO2

as-Context-v1320




AS-Context-v1320



OPTIONAL,
-- Cond HO2

nonCriticalExtension



HandoverPreparationInformation-v1430-IEs





OPTIONAL

}
HandoverPreparationInformation-v1430-IEs ::= SEQUENCE {


as-Config-v1430




AS-Config-v1430





OPTIONAL,
-- Cond HO2


makeBeforeBreakReq-r14


ENUMERATED {true}



OPTIONAL,
-- Cond HO2


nonCriticalExtension


HandoverPreparationInformation-v1530-IEs







OPTIONAL

}

HandoverPreparationInformation-v1530-IEs ::= SEQUENCE {


ran-NotificationAreaInfo-r15

RAN-NotificationAreaInfo-r15


OPTIONAL,


nonCriticalExtension



SEQUENCE {}






OPTIONAL

}

-- ASN1STOP

	HandoverPreparationInformation field descriptions

	as-Config

The radio resource configuration. Applicable in case of intra-E-UTRA handover. If the target receives an incomplete MeasConfig and RadioResourceConfigDedicated in the as-Config, the target eNB may decide to apply the full configuration option based on the ue-ConfigRelease.

	as-Context

Local E-UTRAN context required by the target eNB.

	makeBeforeBreakReq

To request the target eNB to add the makeBeforeBreak indication in the mobilityControlInfo in case of intra-frequency handover.

	rrm-Config

Local E-UTRAN context used depending on the target node's implementation, which is mainly used for the RRM purpose.

	ue-ConfigRelease

Indicates the RRC protocol release or version applicable for the current UE configuration. This could be used by target eNB to decide if the full configuration approach should be used. If this field is not present, the target assumes that the current UE configuration is based on the release 8 version of RRC protocol. NOTE 1.

	ue-RadioAccessCapabilityInfo

For E-UTRA radio access capabilities, it is up to E-UTRA how the backward compatibility among supportedBandCombinationReduced, supportedBandCombination and supportedBandCombinationAdd is ensured. If supportedBandCombinationReduced and supportedBandCombination/supportedBandCombinationAdd are included into ueCapabilityRAT-Container, it can be assumed that the value of fields, requestedBands, reducedIntNonContCombRequested and requestedCCsXL are consistend with all supported band combination fields. NOTE 2

	ue-SupportedEARFCN

Includes UE supported EARFCN of the handover target E-UTRA cell if the target E-UTRA cell belongs to multiple frequency bands.


NOTE 1:
The source typically sets the ue-ConfigRelease to the release corresponding with the current dedicated radio configuration. The source may however also consider the common radio resource configuration e.g. in case interoperability problems would appear if the UE temporary continues extensions of this part of the configuration in a target PCell not supporting them.

NOTE 2:
The following table indicates per source RAT whether RAT capabilities are included or not.

	Source RAT
	E-UTRA capabilites
	UTRA capabilities
	GERAN capabilities
	MR DC capabilities

	UTRAN
	Included
	May be included, ignored by eNB if received
	May be included
	May be included

	GERAN CS
	Excluded
	May be included, ignored by eNB if received
	Included
	May be included

	GERAN PS
	Excluded
	May be included, ignored by eNB if received
	Included
	May be included

	E-UTRAN
	Included
	May be included
	May be included
	May be included

	NR
	Included
	May be included, ignored by eNB if received
	May be included
	May be included


	Conditional presence
	Explanation

	HO
	The field is mandatory present in case of handover within E-UTRA; otherwise the field is not present.

	HO2
	The field is optional present in case of handover within E-UTRA; otherwise the field is not present.

	HO3
	The field is optional present in case of handover from GERAN to E-UTRA, otherwise the field is not present.
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A.6
Protection of RRC messages (informative)

The following list provides information which messages can be sent (unprotected) prior to security activation and which messages can be sent unprotected after security activation. Those messages indicated "-" in "P" column should never be sent unprotected by eNB or UE. Further requirements are defined in the procedural text.

P…Messages that can be sent (unprotected) prior to security activation

A - I…Messages that can be sent without integrity protection after security activation

A - C…Messages that can be sent unciphered after security activation

NA… Message can never be sent after security activation

	Message
	P
	A-I
	A-C
	Comment

	CSFBParametersRequestCDMA2000
	+
	-
	-
	

	CSFBParametersResponseCDMA2000
	+
	-
	-
	

	CounterCheck
	-
	- 
	- 
	

	CounterCheckResponse
	-
	- 
	- 
	

	DelayBudgetReport
	-
	-
	-
	

	DLInformationTransfer
	+
	-
	-
	

	HandoverFromEUTRAPreparationRequest (CDMA2000)
	-
	- 
	- 
	

	InDeviceCoexIndication
	-
	- 
	- 
	

	InterFreqRSTDMeasurementIndication
	-
	-
	-
	

	LoggedMeasurementsConfiguration
	-
	-
	-
	

	MasterInformationBlock
	+
	+
	+
	

	MBMSCountingRequest
	+
	+
	+
	

	MBMSCountingResponse
	-
	-
	-
	

	MBMSInterestIndication
	+
	-
	-
	

	MBSFNAreaConfiguration
	+
	+
	+
	

	MeasurementReport
	-
	-
	-
	Measurement configuration may be sent prior to security activation. But: In order to protect privacy of UEs, MEASUREMENT REPORT is only sent from the UE after successful security activation.

	MobilityFromEUTRACommand
	-
	- 
	-
	

	Paging
	+
	+
	+
	

	ProximityIndication
	-
	-
	-
	

	RNReconfiguration
	-
	-
	-
	

	RNReconfigurationComplete
	-
	-
	-
	

	RRCConnectionReconfiguration
	+
	-
	-
	The message shall not be sent unprotected before security activation if it is used to perform handover or to establish SRB2, SRB4 and DRBs

	RRCConnectionReconfigurationComplete
	+
	-
	-
	Unprotected, if sent as response to RRCConnectionReconfiguration which was sent before security activation

	RRCConnectionReestablishment
	-
	+
	+
	This message is not protected by PDCP operation.

	RRCConnectionReestablishmentComplete
	-
	-
	-
	

	RRCConnectionReestablishmentReject
	-
	+
	+
	One reason to send this may be that the security context has been lost, therefore sent as unprotected. 

	RRCConnectionReestablishmentRequest
	-
	-
	+
	This message is not protected by PDCP operation. However, a short MAC-I is included.

	RRCConnectionReject
	+
	NA
	NA
	

	RRCConnectionRelease
	+
	-
	-
	Justification for P: If the RRC connection only for signalling not requiring DRBs or ciphered messages, or the signalling connection has to be released prematurely, this message is sent as unprotected.

For UP-EDT, the message is only sent after successful security activation.

RRCConnectionRelease message sent before security activation cannot include rrc-InactiveConfig, redirectedCarrierInfo, idleModeMobilityControlInfo information fields when UE is connected to 5GC.

	RRCConnectionRequest
	+
	NA
	NA
	

	RRCConnectionResume
	-
	-
	+
	When this message is transmitted, security is activated but suspended. Integrity verification is done after the message received by RRC.

For UP-EDT, the message is only sent after successful security activation.

For RRC_INACTIVE state, the message is protected  with both integrity and ciphering.

	RRCConnectionResumeRequest
	-
	-
	+
	This message is not protected by PDCP operation. However, a short MAC-I is included.

	RRCConnectionResumeComplete
	-
	-
	-
	

	RRCConnectionSetup
	+
	NA
	NA
	

	RRCConnectionSetupComplete
	+
	NA
	NA
	

	RRCEarlyDataRequest
	+
	NA
	NA
	

	RRCEarlyDataComplete
	+
	NA
	NA
	

	SCGFailureInformation
	-
	-
	-
	

	SCGFailureInformationNR
	-
	-
	-
	

	SCPTMConfiguration
	+
	+
	+
	

	SecurityModeCommand
	+
	NA
	NA
	Integrity protection applied, but no ciphering (integrity verification done after the message received by RRC)

	SecurityModeComplete
	-
	NA
	NA
	Integrity protection applied, but no ciphering. Ciphering is applied after completing the procedure.

	SecurityModeFailure
	+
	NA
	NA
	Neither integrity protection nor ciphering applied.

	SidelinkUEInformation
	+
	-
	-
	

	SystemInformation
	+
	+
	+
	

	SystemInformationBlockType1
	+
	+
	+
	

	UEAssistanceInformation
	-
	-
	-
	

	UECapabilityEnquiry
	+
	-
	-
	

	UECapabilityInformation
	+
	-
	-
	

	UEInformationRequest
	-
	-
	-
	

	UEInformationResponse
	-
	-
	-
	In order to protect privacy of UEs, UEInformationResponse is only sent from the UE after successful security activation

	ULHandoverPreparationTransfer (CDMA2000)
	-
	-
	-
	This message should follow HandoverFromEUTRAPreparationRequest

	ULInformationTransfer
	+
	-
	-
	

	ULInformationTransferMRDC
	-
	-
	-
	

	WLANConnectionStatusReport
	-
	-
	-
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