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	The SI Study on evaluation for 2 RX exception has been completed with one of the agreements captured as below:  
· Conclusion 2.2: For Vehicle UE, network based identification is required…
It is therefore proposed to adopt the approach of using the RFSP/SPID parameter to fulfil the agreement by defining a new SPID value for “automotive device subscriber”. The advantage of using the RFSP/SPID approach is that it is already standardised for both EPC and 5GCore. Since the SPID values applicable to both EPC and 5GC, a new Annex is added to clarify which SPID values are applicable for 5GC.

	
	

	Summary of change:
	A new Annex X is added to define SPID ranges usable in 5GC.


	
	

	Consequences if not approved:
	The SPID for identifying automotive device subscribers allowed for 2Rx operation is not defined.

	
	

	Clauses affected:
	Annex X (new)

	
	

	
	Y
	N
	
	

	Other specs
	x
	
	 Other core specifications

	TS36.300 CR1212

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ...

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


Next Modified Subclause

Annex X (informative):
SPID ranges and mapping of SPID values to cell reselection and inter-RAT/inter frequency handover priorities

The SPID values are defined in Annex I of TS 36.300 [2]. 

From the SPID reference values, only the SPID=253 also applies for 5GC. 
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