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<Start of Changes>
21.1.7
SC-MCCH information acquisition / Enhanced Coverage / Paging precedence
21.1.7.1
Test Purpose (TP)

(1)
with { Enhanced Coverage Capable UE in E-UTRAN RRC IDLE state and is receiving an SC-PTM service }

ensure that {

  when { UE is paged }

    then { UE responds to paging }

            }

21.1.7.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.304, clause 36.304 cl. 6.2.
[TS 36.304, clause 6.2]

A UE, except for BL UE or UE in enhanced coverage or NB-IoT UE, interested to receive MBMS services provided using MBSFN transmission shall apply the MCCH information acquision procedure as specified in [3] to receive the MCCH information upon entering the corresponding MBSFN area and upon receiving a notification that the MCCH information has changed. A UE interested to receive MBMS services provided using MBSFN transmission identifies if a service that it is interested to receive is started or ongoing by receiving the MCCH information, and then receives a MTCH corresponding to the identified service.

A UE interested to receive MBMS services provided using SC-PTM transmission shall apply the SC-MCCH information acquisition procedure as specified in [3] to receive the SC-MCCH information upon entering a new cell and upon receiving a notification that the SC-MCCH information has changed. A UE interested to receive MBMS services provided using SC-PTM transmission identifies if a service that it is interested to receive is started or ongoing by receiving the SC-MCCH information, and then receives a SC-MTCH configured using the SC-MRB establishment procedure in [3] and using the DL-SCH reception and SC-PTM DRX procedure as specified in [30].

For BL UE or UE in enhanced coverage or NB-IoT UE interested to receive MBMS services provided using SC-PTM transmission, in case of conflict, reception of paging or establishment of a RRC connection for Mobile Terminated Call and Mobile Originated Signalling takes precedence over SC-PTM reception.
21.1.7.3
Test description
21.1.7.3.1
Pre-test conditions
System Simulator:

-
Cell 1.

-
System information combination 1 and 25 as defined in TS 36.508[18] clause 4.4.3.1 is used in E-UTRA Cell 1.

-
SCPTMConfiguration-BR as defined in TS 36.508[18] table 4.6.1-18b is transmitted on SC-MCCH
UE:

-
E-UTRAN UE supporting Enhanced Coverage and SC-PTM services

Preamble:

-
UE is in Registered, Idle mode, Test Mode Activated (State 2A-CE) according to [18] in Cell 1(serving cell) with the UE TEST LOOP MODE F.

-
The UE is made interested in receiving SC-PTM service in the PLMN of Cell 1 with MBMS Service ID 1.

21.1.7.3.2
Test procedure sequence
Table 21.1.7.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	SS transmits SCPTMConfiguration-BR message.
	<--
	SCPTMConfiguration-BR 
	-
	-

	2
	Wait for a period equal to the SC-MCCH modification period for the UE to receive SCPTMConfiguration-BR message.
	-
	-
	-
	-

	3
	The generic procedures described in TS 36.508 subclause 4.5.3A.3 and  4.5.4.3 are performed on Cell 1 closing UE test loop Mode F.
	-
	-
	-
	-

	4
	The SS transmits an RRCConnectionRelease message to release RRC connection
	<--
	RRC: RRCConnectionRelease
	-
	-

	-
	EXCEPTION: Step 5 is repeated 2 times
	-
	-
	-
	-

	5
	The SS transmits 5 MBMS Packets on the SC-MTCH.
	-
	MBMS Packets.
	-
	-

	-
	EXCEPTION: In parallel to the events described in steps 6-8, the Step 5 specified above is repeated 2 times.
	-
	-
	-
	-

	6
	Steps 2 to 7 of the generic procedure described in TS 36.508 subclause 4.5.3A.3 are performed on Cell 1.
	-
	-
	
	

	7
	The SS transmits an RRCConnectionReconfiguration message to configure data radio bearer(s) associated with the existing EPS bearer context.
	<--
	RRC: RRCConnectionReconfiguration
	
	

	8
	The UE transmits an RRCConnectionReconfigurationComplete message.
	-->
	RRC: RRCConnectionReconfigurationComplete
	
	

	9
	The SS transmits an UE TEST LOOP MODE F SCPTM PACKET COUNTER REQUEST message. 
	<--
	UE TEST LOOP MODE F SCPTM PACKET COUNTER REQUEST
	-
	-

	10
	UE responds with UE TEST LOOP MODE F SCPTM PACKET COUNTER RESPONSE.
	-->
	UE TEST LOOP MODE F SCPTM PACKET COUNTER RESPONSE
	-
	-

	11
	Check: Is the number of reported MBMS Packets received on the SC-MTCH in step 10 greater than zero?
	-
	-
	1
	P


21.1.7.3.3
Specific message contents
Table 21.1.7.3.3-1: ACTIVATE TEST MODE (preamble)

	Derivation Path: 36.508, Table 4.7A-1, condition UE TEST LOOP MODE F.


Table 21.1.7.3.3-2: CLOSE UE TEST LOOP (step 3, Table 21.1.7.3.2-1)

	Derivation Path: 36.508, Table 4.7A-3, condition UE TEST LOOP MODE F


<End of Changes>
