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<Start of first modified section>
–
RRCRelease

Table 4.6.1-4B: RRCRelease

	Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	RRCRelease ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcRelease SEQUENCE {
	
	
	

	      redirectedCarrierInfo
	Not present
	
	

	      cellReselectionPriorities
	Not present
	
	

	      suspendConfig
	Not present 
	
	

	      suspendConfig SEQUENCE {
	
	
	NR_RRC_INACTIVE

	        fullI-RNTI
	I-RNTI-Value
	
	

	        shortI-RNTI
	ShortI-RNTI-Value
	
	

	        ran-PagingCycle
	rf32
	
	

	        ran-NotificationAreaInfo CHOICE {
	
	
	

	          cellList SEQUENCE (SIZE (1.. maxPLMNIdentities)) OF SEQUENCE {
	1 entry
	
	

	            plmn-Identity
	Not present
	
	

	            ran-AreaCells SEQUENCE (SIZE (1..32)) OF {
	1 entry
	
	

	              CellIdentity[1]
	CellIdentity
	Cellidentity for the used cell.
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	        t380
	Not present
	
	

	        nextHopChainingCount
	NextHopChainingCount
	
	

	      }
	
	
	

	      deprioritisationReq
	Not present
	
	

	      lateNonCriticalExtension
	Not present
	
	

	      nonCriticalExtension SEQUENCE {}
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation 

	NR_RRC_INACTIVE
	NR RRC state RRC_INACTIVE
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