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	Reason for change:
	The periodicityAndOffset of SchedulingRequestResourceConfig in TS 38.508-1 is configured as 0, but it is not consistent with Table 4.6.3-142 TDD-UL-DL-Config.The SR can’t be transmitted in downlink slots if the value of periodicityAndOffset is set to 0.

	
	

	Summary of change:
	Change the value of periodicityAndOffset from 0 to 9.

	
	

	Consequences if not approved:
	SR can’t be transmitted and the test can’t work properly.
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	Other comments:
	1st revision:
Add correction to ServCellIndex IE.


<Start>
Table 4.6.3-118: SchedulingRequestResourceConfig

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SchedulingRequestResourceConfig ::= SEQUENCE {
	
	
	

	  schedulingRequestResourceId
	SchedulingRequestResourceId
	
	

	  schedulingRequestID
	0
	
	

	  periodicityAndOffset CHOICE {
	
	
	

	    sl10
	9
	With SCS = kHz15 results in repetition every 10 ms
	SCS_15kHz

	    sl20
	9
	With SCS = kHz30 results in repetition every 10 ms
	SCS_30kHz

	    sl80
	9
	With SCS = kHz120 results in repetition every 10 ms
	SCS_120kHz

	  }
	
	
	

	  resource
	0
	
	

	}
	
	
	

	
	

	
	

	
	

	
	


	Condition
	Explanation 

	SCS_15kHz
	SCS=15kHz for frequency of the cell according to clause 6.2.3 for signalling test cases and clause 4.3.1 otherwise

	SCS_30kHz
	SCS=30kHz for frequency of the cell according to clause 6.2.3 for signalling test cases and clause 4.3.1 otherwise

	SCS_120kHz
	SCS=120kHz for frequency of the cell according to clause 6.2.3 for signalling test cases and clause 4.3.1 otherwise


ServCellIndex
Table 4.6.3-127: ServCellIndex

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	ServCellIndex
	0
	
	

	
	1
	
	EN-DC


	Condition
	Explanation

	EN-DC
	E-UTRA-NR Dual Connectivity


<End>
