Page 1



3GPP TSG-RAN5 Meeting #82
R5-192341
Athens, Greece, 25th Feb 2019 - 1st Mar 2019
	CR-Form-v11.4

	CHANGE REQUEST

	

	
	38.523-1
	CR
	0572
	rev
	1
	Current version:
	15.2.1
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Update to 5G TC 9.1.5.2.1 TA registration update

	
	

	Source to WG:
	Samsung

	Source to TSG:
	R5

	
	

	Work item code:
	5GS_NR_LTE-UEConTest
	
	Date:
	2019-02-10

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	A change in the WP requires update of the TC: TC should handle various requirements related to TAI list handling and not only requirements related to TAI not included in the TAI list.
The test case will benefit from some editorial improvements e.g. to provide more clarity on the test sequence and the preamble.

The clause numbering for the Test procedure to check that UE is camped on a new cell belonging to a new TA specified in TS 38.508-1 has changed (CR 0425) and needs to be respected at multiple places which refer to the procedure or messages in the procedure.

A Note (step 4) which intention was only to provide a reminder that the current test design is based on the asumption that when moving to a new TAI which is part of the TAI list the UE will not do any activities seems to be cosing confusion in regard to the test completness.

Wrong TP number referenced in step 4.

Test behaviour is not impacted by the setting of the IWK N26 bit - no need for mentioning it explicitly.

The call to the generic procedure in the test case procedure sequence's last step needs to ensure that the test cases ends in RRC_CONNECTED to avoid unnecessary actions in the Preamble.

	
	

	Summary of change:
	TC title was modified
A new TP, and the relevant test procedure steps and specific message content were added to reflect the extension of test scope

Editorial updates were done (among others to provide more clarity on the test sequence and the preamble).

Reference to test procedure were updated.

The Note in step 4 has been removed.

TP number referenced in step 4 corrected.

Explicit mentioning of the IWK N26 bit removed.

The call to the generic procedure in the test case procedure sequence's last step is corrected to ensure that the test cases ends in RRC_CONNECTED.

	
	

	Consequences if not approved:
	Lack of test coverage.

Possible misunderstanding of the test definition assumptions leading to wrong TC implementation.
Bad UEs can enter the market and disrupt services. Good UEs can be failed.

Bad quality of 3GPP specifications.

Redundant duplication of actions with procedures run in the Postamble - unnecesary extended duration of the test which uses this procedure as last step.

	
	

	Clauses affected:
	9.1.5.2.1

	
	

	
	Y
	N
	
	

	Other specs
	
	
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	Update of the ageed at 5GNR AH#4 R5-190701.
The present CR is the result of R5-191899 followed by an intermediate revision (r1).


9.1.5.2
Mobility and periodic registration update
9.1.5.2.1
Mobility registration update / TAI list handling
9.1.5.2.1.1
Test Purpose (TP)

(1)

with { UE in state 5GMM-REGISTERED, and 5GMM-IDLE mode over 3GPP access }

ensure that {

  when { UE detects entering a tracking area which is not in the list of forbidden TAs and is not in the list of tracking areas that the UE previously registered in the AMF }

   then { UE initiates and successfully completes the registration procedure for mobility registration update }

             }

(2)

with { UE in state 5GMM-REGISTERED, and 5GMM-IDLE mode over 3GPP access }

ensure that {

  when { UE detects entering a tracking area which is not in the list of forbidden TAs and is in the list of tracking areas that the UE previously registered in the AMF }

   then { UE does not initiate the registration procedure for mobility registration update }

             }

(3)

with { UE in state 5GMM-REGISTERED, and 5GMM-IDLE mode over 3GPP access }

ensure that {

  when { UE receives a new TAI list during a mobility registration update procedure }

   then { UE shall delete its old TAI list and store the received TAI list }

             }

9.1.5.2.1.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 24.501, clauses 5.5.1.3.2, 5.5.1.3.4. Unless otherwise stated these are Rel-15 requirements.

[TS 24.501, clause 5.5.1.3.2]

The UE in state 5GMM-REGISTERED shall initiate the registration procedure for mobility and periodic registration update by sending a REGISTRATION REQUEST message to the AMF,

a)
when the UE detects entering a tracking area that is not in the list of tracking areas that the UE previously registered in the AMF;

...

If case b) is the only reason for initiating the registration procedure for mobility and periodic registration update, the UE shall indicate "periodic registration updating" in the 5GS registration type IE; otherwise the UE shall indicate "mobility registration updating".




...

After sending the REGISTRATION REQUEST message to the AMF the UE shall start timer T3510. If timer T3502 is currently running, the UE shall stop timer T3502. If timer T3511 is currently running, the UE shall stop timer T3511.

If the last visited registered TAI is available, the UE shall include the last visited registered TAI in the REGISTRATION REQUEST message.

The UE shall handle the 5GS mobility identity IE in the REGISTRATION REQUEST message as follows:

...

b)
for all other cases, if the UE holds a valid 5G-GUTI, the UE shall indicate the 5G-GUTI in the 5GS mobile identity IE.

...

When the registration procedure for mobility and periodic registration update is initiated in 5GMM-IDLE mode, the UE may include a PDU session status IE in the REGISTRATION REQUEST message, indicating which PDU sessions associated with the access type the REGISTRATION REQUEST message is sent over are active in the UE.

...
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Figure 5.5.1.3.2.1: Registration procedure for mobility and periodic registration update

[TS 24.501, clause 5.5.1.3.4]

The AMF shall assign and include a TAI list as a registration area the UE is registered to in the REGISTRATION ACCEPT message. The UE, upon receiving a REGISTRATION ACCEPT message, shall delete its old TAI list and store the received TAI list. If the REGISTRATION REQUEST message was received over non-3GPP access, the AMF shall include only the N3GPP TAI in the TAI list.

...

Upon receipt of the REGISTRATION ACCEPT message, the UE shall reset the registration attempt counter, enter state 5GMM-REGISTERED and set the 5GS update status to 5U1 UPDATED.

...

If the REGISTRATION ACCEPT message contains a 5G-GUTI, the UE shall return a REGISTRATION COMPLETE message to the AMF to acknowledge the received 5G-GUTI, stop timer T3519 if running, and delete any stored SUCI.

9.1.5.2.1.3
Test description

9.1.5.2.1.3.1
Pre test conditions

System Simulator:

-
3 cells, NGC Cell A, and NGC Cell B and NGC Cell D belonging to the same PLMN and different TA in accordance with TS 38.508-1 [4] Table 6.3.2.2-1
-
Default system information combination as defined in TS 38.508-1 [4], sub-clause 4.4.3.1.2 is used in all cells when active.

UE:

None.

Preamble:

-
Cell configuration in accordance with TS 38.508-1 [4] Table 6.3.2.2-1:

-
NGC Cell A "Serving cell"

-
NGC Cell B "Non-Suitable cell"

-
NGC Cell D "Non-Suitable cell"

-
The UE is in test state 1N-A as defined in 38.508-1 [4], subclause 4.4A.2 on NGC Cell A.

-
During the initial registration:

-
In the list of tracking areas provided by the AMF (IE 'TAI list') contains only the TAI of NGC Cell A.



9.1.5.2.1.2
Test procedure sequence

Table 9.1.5.2.1.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS configures:

- NGC Cell B as "Serving cell"

- NGC Cell A as "Non-Suitable cell".
	-
	-
	-
	-

	2
	Check: Does the UE perform on NGC Cell B the Registration procedure for mobility registration update by executing the Test procedure to check that UE is camped on a new cell belonging to a new TA as specified in TS 38.508-1 [4] subclause 4.9.5?
NOTE: During the procedure the SS assigns a TAI list containing the TAI of NGC Cell B and NGC Cell D.
	-
	-
	1
	-

	3
	The SS configures:

- NGC Cell D as "Serving cell"

- NGC Cell B as "Non-Suitable cell".
	-
	-
	-
	-

	4
	Check: Does the UE send in the next 30 sec a request for RRC connection establishment.

	-->
	NR RRC: RRCSetupRequest
	2
	F

	5
	Check: Does the result of generic test procedure in TS 38.508-1 [4] subclause 4.9.4 indicate that the UE is in 5GC RRC_IDLE state on the NGC Cell D?
	-
	-
	2,3
	-

	6
	The SS configures:

- NGC Cell A as "Serving cell"

- NGC Cell D as "Non-Suitable cell".
	-
	-
	-
	-

	7
	Check: Does the UE perform on NGC Cell A the Registration procedure for mobility registration update as specified in TS 38.508-1 [4] subclause 4.9.5, 'connected without release'?
	-
	-
	3
	-


9.1.5.2.1.3.3
Specific message contents

Table 9.1.5.2.1.3.3-1: REGISTRATION REQUEST (step 2, Table 9.1.5.2.1.3.2-1; step 3, TS 38.508-1 [4] Table 4.9.5.2.2-1)

	Derivation Path: 38.508-1 [4], Table 4.7.1-6.

	Information Element
	Value/remark
	Comment
	Condition

	5GS registration type
	'00xxx010'
	mobility registration updating

x - not checked
	

	5GS mobile identity
	Active 5G-GUTI assigned in the preamble
	
	

	5GMM capability
	Any value
	
	

	Last visited registered TAI
	The TAI of the NGC Cell A, see TS 38.508-1 [4] Table 6.3.2.2-1
	
	

	S1 UE network capability
	If included then Any value
	Shall be included if S1 mode indicated as supported in the IE '5GMM capability'
	


Table 9.1.5.2.1.3.3-2: REGISTRATION ACCEPT (step 2, Table 9.1.5.2.1.3.2-1; step 4, TS 38.508-1 [4] Table 4.9.5.2.2-1)

	Derivation Path: 38.508-1 [4], Table 4.7.1-7.

	Information Element
	Value/remark
	Comment
	Condition

	5GS registration result
	
	
	

	  5GS registration result value
	'001'
	3GPP access
	

	  SMS allowed
	'0'
	SMS over NAS not allowed
	

	5G-GUTI
	A 5G-GUTI different to the one provided by the UE in the REGISTRATION REQUEST
	
	

	TAI list
	
	
	

	  Type of list
	"00"
	list of TACs belonging to one PLMN, with non-consecutive TAC values
	

	  MCC
	The MCC of the PLMN to which the NGC Cell A, NGC Cell B and NGC Cell D belong to, see TS 38.508-1 [4] Table 6.3.2.2-1
	
	

	  MNC
	The MNC of the PLMN to which the NGC Cell A, NGC Cell B and NGC Cell D belong to, see TS 38.508-1 [4] Table 6.3.2.2-1
	
	

	  TAC 1
	The TAI of the NGC Cell B, see TS 38.508-1 [4] Table 6.3.2.2-1
	
	

	  TAC 2
	The TAI of the NGC Cell D, see TS 38.508-1 [4] Table 6.3.2.2-1
	
	

	
	
	
	

	
	
	

	

	PDU session status
	If PDU session status was included in the REGISTRATION REQUEST, the indicated as active PDN sessions shall be confirmed as active
	
	


Table 9.1.5.2.1.3.3-3: REGISTRATION REQUEST (step 7, Table 9.1.5.2.1.3.2-1; step 3, TS 38.508-1 [4] Table 4.9.5.2.2-1)

	Derivation Path: 38.508-1 [4], Table 4.7.1-6.

	Information Element
	Value/remark
	Comment
	Condition

	5GS registration type
	'00xxx010'
	mobility registration updating

x - not checked
	

	5GS mobile identity
	Active 5G-GUTI assigned in Table 9.1.5.2.1.3.3-2: REGISTRATION ACCEPT
	
	

	5GMM capability
	Any value
	
	

	Last visited registered TAI
	The TAI of the NGC Cell D, see TS 38.508-1 [4] Table 6.3.2.2-1
	
	

	S1 UE network capability
	If included then Any value
	Shall be included if S1 mode indicated as supported in the IE '5GMM capability'
	


Table 9.1.5.2.1.3.3-4: REGISTRATION ACCEPT (step 7, Table 9.1.5.2.1.3.2-1; step 4, TS 38.508-1 [4] Table 4.9.5.2.2-1)

	Derivation Path: 38.508-1 [4], Table 4.7.1-7.

	Information Element
	Value/remark
	Comment
	Condition

	5GS registration result
	
	
	

	  5GS registration result value
	'001'
	3GPP access
	

	  SMS allowed
	'0'
	SMS over NAS not allowed
	

	5G-GUTI
	Active 5G-GUTI assigned in the preamble
	
	

	TAI list
	
	
	

	  Type of list
	"00"
	list of TACs belonging to one PLMN, with non-consecutive TAC values
	

	  MCC
	The MCC of the PLMN to which the NGC Cell A, NGC Cell B and NGC Cell D belong to, see TS 38.508-1 [4] Table 6.3.2.2-1
	
	

	  MNC
	The MNC of the PLMN to which the NGC Cell A, NGC Cell B and NGC Cell D belong to, see TS 38.508-1 [4] Table 6.3.2.2-1
	
	

	  TAC 1
	The TAI of the NGC Cell A, see TS 38.508-1 [4] Table 6.3.2.2-1
	
	

	PDU session status
	If PDU session status was included in the REGISTRATION REQUEST, the indicated as active PDU sessions shall be confirmed as active
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