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	Reason for change:
	As per TS 34.123-1 following emergency call test cases need to be executed without SIM card. But these test cases can’t be executed on devices that contain a SIM soldered on the chipset.

TC 13.2.2.1 

TC 13.2.2.2

The applicability of these test cases does not reflect it.

	
	

	Summary of change:
	1. Added new PICS pc_No_USIM_Test_Execution to check UE capability to remove SIM card.
2. Introduced new applicability condition C924 to consider the new PICS pc_No_USIM_Test Execution to be used in the applicability of these new conditions.
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<Start of first modified section>
Table 1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Comments
	Number of TC Executions (informative)
	Release RAT

	6
	IDLE MODE
	
	
	
	
	

	6.1.1.1
	PLMN selection of RPLMN, HPLMN, UPLMN and OPLMN; Manual mode
	R99
	C01
	UEs supporting FDD
	
	

	
	
	
	C02
	UEs supporting TDD
	
	

	6.1.1.2
	PLMN selection of "Other PLMN / access technology combinations"; Manual mode
	R99
	C01
	UEs supporting FDD
	
	

	
	
	
	C02
	UEs supporting TDD
	
	

	6.1.1.3
	PLMN selection; independence of RF level and preferred PLMN; Manual mode
	R99
	C01
	UEs supporting FDD
	
	

	
	
	
	C02
	UEs supporting TDD
	
	

	6.1.1.4
	PLMN selection of RPLMN, HPLMN, UPLMN and OPLMN; Automatic mode
	R99
	C01
	UEs supporting FDD
	1 Execution: CS+PS preferred
	

	
	
	
	C02
	UEs supporting TDD
	
	

	<<Skipped unchanged rows>>

	12.9.18m
	Handling of MBMS context status information in SERVICE REQUEST and SERVICE ACCEPT messages / MBMS Multicast Service
	Rel-6
	C542
	UEs supporting PS domain services and MBMS multicast services.
	1 Execution: PS
	

	13
	GENERAL TESTS
	
	
	
	
	

	13.2.1.1
	Emergency call / with USIM / accept case
	R99
	C96
	UEs supporting emergency speech call
	1 Execution: CS
	

	13.2.2.1
	Emergency call / without USIM / accept case
	R99
	C924
	UEs supporting emergency speech call and no USIM test execution 
	1 Execution: CS
	

	13.2.2.2
	Emergency call / without USIM / reject case
	R99
	C924
	UEs supporting emergency speech call and no USIM test execution
	1 Execution: CS
	

	13.3.1.1
	Void
	
	
	
	
	

	13.3.1.2
	Test eCall using eCall capable UE with ‘eCall only’ subscription
	Rel-8 (Note 2)
	C674
	UEs supporting eCall only subscription and capable of triggering a Test eCall
	1 Execution: CS
	

	<<Skipped unchanged rows>>

	18.3.8.5
	Streaming or interactive or background / UL:[max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] kbps / PS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:[max bit rate depending on UE category and TTI] DL:3.4 kbps SRBs for DCCH on E-DCH and DL DCH
	Rel-7
	C629
	UEs supporting 7.68 Mcps TDD option and HS-PDSCH and E-PUCH and Streaming or interactive or background / UL:[max bit rate depending on UE category] DL: [max bit rate depending on UE category] kbps / PS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category] DL: [max bit rate depending on UE category] / PS RAB + UL:[max bit rate depending on UE category] DL:3.4 kbps SRBs for DCCH on E-DCH and DL DCH
	1 Execution: PS
	

	NOTE 1:
Supplementary Services and NITZ are defined in R99 core specifications. Based on industry input 3GPP RAN5 have decided to set the applicability from Rel-8 onwards in order to align with the reference test suite implementation.

NOTE 2:
If the UE supports GSM then the Supplementary Services and NITZ test cases need only be executed in either GSM or UMTS.

NOTE 3:
Void.


Table 1a: Applicability of tests Conditions

	C01
IF A.1/1 THEN R ELSE N/A

	C01a
IF A.1/1 AND A.1/12 THEN R ELSE N/A

	C01b
IF A.1/1 AND A.1/13 AND ([56]A.4.5-2/3 OR [56]A.4.5-2/4) THEN R ELSE N/A

	C01c
IF A.1/1 AND A.1/13 AND ([56]A.4.5-2/4) THEN R ELSE N/A

	C01d
IF A.1/1 AND ( (A.3/1 AND A.20/81) OR A.3/2 )THEN R ELSE N/A

	C02
IF A.1/2 OR A.1/3 OR A.1/8 THEN R ELSE N/A

	C03
IF A.1/3 THEN R ELSE N/A

	C04
IF A.1/1 AND A.2/2 THEN R ELSE N/A

	C05
IF A.1/1 AND A.1/4 AND NOT [52] A.2/49 THEN R ELSE N/A

	C05a
IF A.1/1 AND A.1/12 AND A.1/4 AND NOT [52] A.2/49 THEN R ELSE N/A

	C05d
IF A.1/1 AND ( (A.3/1 AND A.20/81) OR A.3/2) AND A.1/4 THEN R ELSE N/A

	C06
IF A.1/1 AND A.3/2 THEN R ELSE N/A

	C07
Void

	C08
Void

	C09
IF A.1/1 AND NOT A.20/3 THEN R ELSE N/A

	C10
IF A.20/4 THEN R ELSE N/A

	C11
IF A.20/5 THEN R ELSE N/A

	C12
IF A.3/2 THEN R ELSE N/A

	C13
IF A.2/1 OR A.2/2 OR A.10/2 THEN R ELSE N/A

	C14
IF A.20/4 OR A.20/5 THEN R ELSE N/A

	C15
Void

	C16
Void

	C17
IF A.3/2 AND A.20/7 THEN R ELSE N/A

	C18
IF A.2/3 THEN R ELSE N/A

	<<Skipped unchanged rows>>

	C917
IF A.1/1 AND A.18a/66 THEN R ELSE N/A

	C918
IF A.1/1 AND A.18a/67 THEN R ELSE N/A

	C919
IF A.1/1 AND A.10/40 AND A.20/7 THEN R ELSE N/A

	C920
IF (A.1/2 OR A.1/3 OR A.1/8) AND A.10/40 AND A.20/7 THEN R ELSE N/A

	C921
IF A.1/1 AND A.10/40 AND A.10/41 AND A.20/7 THEN R ELSE N/A

	C922
IF A.3/2 AND A.10/42 THEN R ELSE N/A

	C923
IF A.1/1 AND A. 3/2 AND A.20/89 THEN R ELSE N/A

	C924
IF (A.2/2 AND A.4.4/90) THEN R ELSE N/A

	NOTE 1:
A reference to and item in TS 36.523-2 is preceded with the normative reference [56]

NOTE 2:
eCall is a Rel-8 feature but conformance testing of early implementations of eCall shall be tested if supported in Rel-7 UEs.


<End of modified section>

<Start of third modified section>
A.4.4
Additional information

Table A.20: Additional information

	Item
	Additional information
	Ref.
	Release
	Mnemonic
	Comments

	1
	At least one CS bearer service
	22.002, 3
	R99
	pc_CS_BearerServ
	

	2
	At least one supplementary service
	22.004, 4
	R99
	pc_CS_SupplServ
	

	3
	Inter-system measurement for GSM
	25.331, 8.4
	R99
	pc_IntSysMsr
	Used in Low priority test case

	4
	At least one MO circuit switched basic service
	24.008, 5.3.4.2.1
	R99
	pc_MO_Serv
	

	5
	At least one MT circuit switched basic service
	24.008, 5.3.4.2.2
	R99
	pc_MT_Serv
	

	6
	Immediate connect supported for all circuit switched basic services.
	24.008, 5.2.1.6
	R99
	pc_ImmConnect
	

	7
	Activation of one or more PDP contexts simultaneously
	24.008, 6.1.3.2
	R99
	pc_ActivateSimultaneousPDP
	

	<<Skipped unchanged rows>>

	85
	Support of logged measurements in Idle mode and PCH States
	25.306 4.15
	Rel-10
	pc_Loggedmeasurements_Idle_PCH
	

	86
	Support of HS-PDSCH and autonomous receiving of MIB Value Tag before or parallel to receiving SIB INFORMATION CHANGE INDICATION in SIB 5 or SIB 5bis in CELL_FACH state.
	25.331, 8.1.1.6
	Rel-8
	pc_HS_PDSCH_AutonomousReceptionMIB_ValueTag
	

	87
	Support of Connection Establishment Failure logging
	25.331, 8.1.3.11
	Rel-11
	pc_ConEstFail_logging
	

	88
	Support EAB configuration
	24.008, 4.1.1.5
	Rel-11
	pc_EAB
	

	89
	Support of QoE Measurement Collection for streaming services
	25.306, 4.9

25.331, 8.4.1.3, 8.3.1.2, 10.3.3.3 and 11.3.
26.247, 10.1~10.6
	Rel-14
	pc_QMC_streaming
	

	90
	Support of test execution with No USIM
	22.101, 10.1
	R99
	pc_No_USIM_Test Execution
	Device is either able to remove the USIM or able to deactivate the USIM profile for eSIM case


<End of modified section>
