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<<Stsrt of Change>>
F.3.2
Measurement of transmitter

Table F.3.2-1: Derivation of Test Requirements (Transmitter tests)

	Test
	Minimum Requirement in TS 36.101
	Test Tolerance
(TT)
	Test Requirement in TS 36.521-1

	6.2.2 UE Maximum Output Power
	f ≤ 3.0GHz
Power class 1: [FFS]

Power class 2: [FFS]

Power class 3: 23dBm ±2 dB

Power class 4: [FFS]

3.0GHz < f ≤ 4.2GHz

Power class 3: 23dBm +2/-3 dB

4.2GHz < f ≤ 6GHz

Power class 3: 23dBm ±2 dB
	0.7 dB

0.7 dB

0.7 dB

0.7 dB

1.0 dB

1.3 dB
	Formula:

Upper limit + TT, Lower limit - TT

Power class 1: [FFS]

Power class 2: [FFS]

Power class 3: 23dBm ±2.7 dB

Power class 4: [FFS]

Power class 3: 23dBm +3.0/-4.0 dB

Power class 3: 23dBm ±3.3 dB

	6.2.2_1 UE Maximum Output Power for HPUE
	f ≤ 3.0GHz
Power class 1: 31dBm +2/-3dB
Power class 2: 26dBm ±2dB
	0.7dB
	Formula:

Upper limit + TT, Lower limit - TT

Power class 1: 31dBm +2.7/-3.7dB
Power class 2: 26dBm ±2.7dB



	6.2.2A.1 UE Maximum Output Power for CA (intra-band contiguous DL CA and UL CA)
	Same as 6.2.2
	Same as 6.2.2
	Same as 6.2.2

	6.2.2A.2 UE Maximum Output Power for CA (inter-band DL CA and UL CA)
	Same as 6.2.2
	Same as 6.2.2
	Same as 6.2.2

	6.2.2B UE Maximum Output Power for UL-MIMO
	f ≤ 3.0GHz
Power class 1: [FFS]

Power class 2: [FFS]

Power class 3: 23dBm +2/-3 dB

Power class 4: [FFS]

3.0GHz < f ≤ 4.2GHz

Power class 3: 23dBm +2/-4 dB
	Same as 6.2.2 
	Formula:

Upper limit +TT, Lower limit - TT

Power class 1: [FFS]

Power class 2: [FFS]

Power class 3: 23dBm +2.7/-3.7 dB

Power class 4: [FFS]

Power class 3: 23dBm +3.0/-5.0 dB

Uplink power measurement applies to overall UL power, which is the linear sum of the output powers over all Tx antenna connectors

	6.2.2E UE Maximum Output Power UE category 0
	Same as 6.2.2
	Same as 6.2.2
	Same as 6.2.2

	6.2.2EA UE Maximum Output Power UE category M1
	Power class 3: 23dBm ±2 dB

Power class 5: 20dBm ±2 dB
	0.7 dB

0.7 dB
	Formula:

Upper limit + TT, Lower limit - TT

Power class 3: 23dBm ±2.7 dB

Power class 5: 20dBm ±2.7 dB

	6.2.2EB UE Maximum Output Power UE category 1bis
	Same as 6.2.2
	Same as 6.2.2
	Same as 6.2.2

	6.2.2EC UE Maximum Output Power for UE category M2
	Same as 6.2.2EA
	Same as 6.2.2EA
	Same as 6.2.2EA

	6.2.2F UE Maximum Output Power for UE category NB1
	f ≤ 3.0GHz
Power class 1: [FFS]

Power class 2: [FFS]

Power class 3: 23dBm ±2 dB

Power class 4: [FFS]

Power class 5: 20dBm ±2 dB
	0.7 dB

0.7 dB

0.7 dB

0.7 dB

0.7 dB
	Formula:

Upper limit + TT, Lower limit - TT

Power class 1: [FFS]

Power class 2: [FFS]

Power class 3: 23dBm ±2.7 dB

Power class 4: [FFS]

Power class 5: 20dBm ±2.7 dB

	6.2.2G.1 UE maximum output power for V2X Commincation / Non-concurrent with E-UTRA uplink transmissions
	4.2GHz < f ≤ 6GHz

Power class 3: 23dBm ±2 dB
	1.3 dB
	Formula:

Upper limit + TT, Lower limit - TT

Power class 3: 23dBm ±3.3 dB



	6.2.2G.2 UE maximum output power for V2X Commincation / Simultaneous E-UTRA V2X sidelink and E-UTRA uplink transmission
	4.2GHz < f ≤ 6GHz

Power class 3: 23dBm +2/-3 dB
	1.3 dB
	Formula:

Upper limit + TT, Lower limit - TT

Power class 3: 23dBm +3.3/-4.3 dB

	6.2.2G.3 UE maximum output power for V2X Commincation / Intra-band contiguous multi-carrier operation
	4.2GHz < f ≤ 6GHz

Power class 3: 23dBm ±2 dB
	1.3 dB
	Formula:

Upper limit + TT, Lower limit - TT

Power class 3: 23dBm ±3.3 dB



	6.2.2G.4.1 UE maximum output power for V2X Commincation / Power class 2 / Non-concurrent with E-UTRA uplink transmissions
	4.2GHz < f ≤ 6GHz

Power class 2: 26dBm ±2 dB
	1.3 dB
	Formula:

Upper limit + TT, Lower limit - TT

Power class 2: 26dBm ±3.3 dB



	6.2.3 Maximum Power Reduction
	Power class 3
f ≤ 3.0GHz
QPSK: MPR ≤ 1dB

16QAM: MPR ≤ 1dB

16QAM: MPR ≤ 2dB

3.0GHz < f ≤ 4.2GHz
QPSK: MPR ≤ 1dB
16QAM: MPR ≤ 1dB

16QAM: MPR ≤ 2dB
	0.7 dB

0.7 dB

0.7 dB

1.0 dB

1.0 dB

1.0 dB
	Formula:

Upper limit + TT,

Lower limit – MPR – TT

Power class 3:

QPSK: 23dBm +2.7 / - 3.7dB

16QAM: 23dBm +2.7 / - 3.7dB

16QAM: 23dBm +2.7 / - 4.7dB

QPSK: 23dBm +3.0 / - 5.0dB

16QAM: 23dBm +3.0 / - 5.0dB

16QAM: 23dBm +3.0 / - 6.0dB

	6.2.3_1 Maximum Power Reduction for HPUE
	Power class 1 and 2
f ≤ 3.0GHz
QPSK: MPR ≤ 1dB

16QAM: MPR ≤ 1dB

16QAM: MPR ≤ 2dB
	0.7 dB

0.7 dB

0.7 dB
	Formula:

Upper limit + TT,

Lower limit – MPR – TT

Power class 1:

QPSK: 31dBm +2.7 / - 4.7dB

16QAM: 31dBm +2.7 / - 4.7dB

16QAM: 31dBm +2.7 / - 5.7dB
Power class 2:

QPSK: 26dBm +2.7 / - 3.7dB

16QAM: 26dBm +2.7 / - 3.7dB

16QAM: 26dBm +2.7 / - 4.7dB


<< End of changes >>
