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	Reason for change:
	At step 2, the TTCN expects the Bearer Resource Modification REQ which has IE TFT Operation Code to be set as ‘100’B, which translates into “replace packet filters from existing TFT”.
However, prior to this in the Activate Default EPS Bearer Context REQ/ACCEPT procedure, no TFT has been set up. 
Hence the UEs may set the TFT operation code to ‘001’B which is create new TFT, or to ‘011’B which is add packet filters to existing TFTs. 
Such a device will wrongly fail the test.

This needs to be addressed.

	
	

	Summary of change:
	Instead of using template cr_BearerResourceModReq at Step 2, used template cdr_BearerResourceModReq.

	
	

	Consequences if not approved:
	A conformant UE may fail the testcase.
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1 Corrections required

1.1 f_TC_22_6_3_NBIOT
	Template name
	f_TC_22_6_3_NBIOT

	Reason for change
	At step 2, the TTCN expects the Bearer Resource Modification REQ which has IE TFT Operation Code to be set as ‘100’B, which translates into “replace packet filters from existing TFT”.

However, prior to this in the Activate Default EPS Bearer Context REQ/ACCEPT procedure, no TFT has been set up. 

Hence the UEs may set the TFT operation code to ‘001’B which is create new TFT, or to ‘011’B which is add packet filters to existing TFTs. 

Such a device will wrongly fail the test.

This needs to be addressed.

	Summary of change
	Instead of using template cr_BearerResourceModReq at Step 2, used template cdr_BearerResourceModReq.

	TTCN module
	NBIOT_ESM_Testcases.ttcn

	MCC160 Comment
	


Before Change:

	<<SKIPPED CODE>>
//@siclog "Step 2" siclog@
    SRB.receive(car_NB_SRB_NasPdu_IND(nbiot_Cell50,
                                      tsc_SRB1bis,
                                      cr_NAS_Indication(tsc_SHT_IntegrityProtected_Ciphered,
                                                        cr_508_BearerResourceModReq(?,
                                                                                    tsc_EpsDefaultBearerId,
                                                                                    omit)))) -> value v_ReceivedAsp;
    f_NBIOT_PreliminaryPass(__FILE__, __LINE__, "Step 2");

<<SKIPPED CODE>>


After Change:

	<<SKIPPED CODE>>
//@siclog "Step 2" siclog@
    SRB.receive(car_NB_SRB_NasPdu_IND(nbiot_Cell50,
                                      tsc_SRB1bis,
                                      cr_NAS_Indication(tsc_SHT_IntegrityProtected_Ciphered,
                                                        cdr_BearerResourceModReq(?, // @sic R5s180417 sic@ //WA#22_6_3
                                                                                tsc_EpsDefaultBearerId,
                                                                                omit,
                                                                                cr_Tft(-) )))) -> value v_ReceivedAsp;
    f_NBIOT_PreliminaryPass(__FILE__, __LINE__, "Step 2");

<<SKIPPED CODE>>


