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*** Start change ***
6.2.2
Message definitions

<Unchanged contents are omitted>
–
MBMSInterestIndication

The MBMSInterestIndication message is used to inform E-UTRAN that the UE is receiving/ interested to receive or no longer receiving/ interested to receive MBMS via an MRB or SC-MRB including MBMS service(s) in receive only mode.
Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: UE to E‑UTRAN

MBMSInterestIndication message
-- ASN1START

MBMSInterestIndication-r11 ::=

SEQUENCE {


criticalExtensions




CHOICE {



c1








CHOICE {




interestIndication-r11



MBMSInterestIndication-r11-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

MBMSInterestIndication-r11-IEs ::=
SEQUENCE {


mbms-FreqList-r11




CarrierFreqListMBMS-r11



OPTIONAL,


mbms-Priority-r11




ENUMERATED {true}




OPTIONAL,


lateNonCriticalExtension


OCTET STRING





OPTIONAL,


nonCriticalExtension



MBMSInterestIndication-v1310-IEs
OPTIONAL

}

MBMSInterestIndication-v1310-IEs ::=
SEQUENCE {


mbms-Services-r13




MBMS-ServiceList-r13



OPTIONAL,


nonCriticalExtension



MBMSInterestIndication-v1540-IEs 





OPTIONAL

}

MBMSInterestIndication-v1540-IEs ::=
 SEQUENCE {


mbms-ROM-InfoList-r15


SEQUENCE (SIZE(1..maxMBMS-ServiceListPerUE-r13)) OF MBMS-ROM-Info-r15



OPTIONAL,


nonCriticalExtension



SEQUENCE {} 





OPTIONAL
}

MBMS-ROM-Info-r15 ::= SEQUENCE {


mbms-ROM-Freq-r15





ARFCN-ValueEUTRA-r9,


mbms-ROM-SubcarrierSpacing-r15

ENUMERATED {kHz15, kHz7dot5, kHz1dot25},


mbms-Bandwidth-r15 




ENUMERATED {n6, n15, n25, n50, n75, n100}

}

-- ASN1STOP

	MBMSInterestIndication field descriptions

	mbms-Bandwidth
Indicates the UE received MBMS service frequency bandwidth configuration, NRB in downlink, see TS 36.101 [42, table 5.6-1]. n6 corresponds to 6 resource blocks, n15 to 15 resource blocks and so on.

	mbms-FreqList

List of MBMS frequencies on which the UE is receiving or interested to receive MBMS via an MRB or SC-MRB.

	mbms-Priority
Indicates whether the UE prioritises MBMS reception above unicast reception. The field is present (i.e. value true), if the UE prioritises reception of all listed MBMS frequencies above reception of any of the unicast bearers. Otherwise the field is absent.

	mbms-ROM-Freq
The value indicates the carrier frequency used by the UE to receive MBMS service(s) in receive only mode.

	mbms-ROM-InfoList
List of receive only mode MBMS service(s) related parameters which the UE is receiving or interested to receive. 

	mbms-ROM-SubcarrierSpacing 
The value indicates subcarrier spacing for MBSFN subframes received by UE in receive only mode and kHz15 refers to 15kHz, kHz7dot5 refers to 7.5kHz subcarrier spacing and kHz1dot25 refers to 1.25 kHz subcarrier spacing as defined in TS 36.211 [21, 6.12]. 


*** End change ***
