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	Reason for change:
	1. The LCIDs listed in the PDCP duplication are incorrect, as the extended range in MAC is 32-38 but 36.306 refers to them as 11-17.

2. The field name of supported EN-DC band combinations is supportedBandListEN-DC-r15 in LTE TS 36.331, but 36.306 incorrectly uses supportedBandListEN-DCNR-r15.

	
	

	Summary of change:
	1. The LCID range is corrected to 32-38. 

2. “NR” is deleted from “DCNR”.

Impact Analysis: There are no inter-op issues.

	
	

	Consequences if not approved:
	1. This is a purely editorial correction to align with TS 36.321. 

2. This is a purely editorial correction to align the two specifications. 
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[bookmark: _Toc535259332]------------------------------------------------------------------------------------------------------------------------
FIRST CHANGE
-----------------------------------------------------------------------------------------------------------------------------------------------
4.3.19.20	extendedLCID-Duplication-r15
This field indicates whether the UE supports use of extended LCIDs 11-17 32-38 for PDCP duplication.

------------------------------------------------------------------------------------------------------------------------
SECOND CHANGE
------------------------------------------------------------------------------------------------------------------------------------------------
[bookmark: _Toc535259450]4.3.34	Inter-RAT Parameters NR
[bookmark: _Toc535259451]4.3.34.1	en-DC-r15
This field indicates whether UE supports E-UTRA NR Dual Connectivity as specified in TS 36.331 [5] and TS 38.331 [32].
[bookmark: _Toc535259452]4.3.34.2	supportedBandListEN-DCNR-r15
Only applicable if the UE supports E-UTRA NR Dual Connectivity. This field includes the supported NR bands as defined in TS 38.101-1 [33] and TS 38.101-2 [34].
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