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Definitions, symbols and abbreviations

<Unchanged sections skipped>
5.3.4
RB alignment

For each numerology, its common resource blocks are specified in Section 4.4.4.3 in [9], and the starting point of its transmission bandwidth configuration on the common resource block grid for a given channel bandwidth is indicated by an offset to “Reference point A” in the unit of the numerology The UEtransmission bandwidth configuration is indicated by the higher layer parameter carrierBandwidth [24] and will fulfil the minimum UE guard band requirement specified in Section 5.3.3.
<Unchanged sections skipped>
6.2.1.1.3.3
UE maximum output power for power class 3

The following requirements define the maximum output power radiated by the UE for any transmission bandwidth within the channel bandwidth for non-CA configuration, unless otherwise stated. The period of measurement shall be at least one sub frame (1ms). The requirement is verified with the test metric of total component of EIRP (Link=Beam peak search grids, Meas=Link angle).

Table 6.2.1.3-1: UE minimum peak EIRP for power class 3

	Operating band
	Min peak EIRP (dBm)

	n257
	22.4

	n258
	22.4

	n260
	20.6

	n261
	22.4

	NOTE 1:
Minimum peak EIRP is defined as the lower limit without tolerance

NOTE 2:
The requirements in this table are only applicable for UE which supports single band in FR2


The maximum output power values for TRP and EIRP are found on the Table6.2.1.3-2. The max allowed EIRP is derived from regulatory requirements [8]. The requirements are verified with the test metrics of TRP (Link=TX beam peak direction) in beam locked mode and the total component of EIRP (Link=TX beam peak direction, Meas=Link angle).
Table 6.2.1-2: UE maximum output power limits for power class 3

	Operating band
	Max TRP (dBm)
	Max EIRP (dBm)

	n257
	23
	43

	n258
	23
	43

	n260
	23
	43

	n261
	23
	43


The minimum EIRP at the 50th percentile of the distribution of radiated power measured over the full sphere around the UE is defined as the spherical coverage requirement and is found in Table 6.2.1.3-3 below. The requirement is verified with the test metric of the total component of EIRP, as defined in [5] (Link=Beam peak search grids, Meas=Link angle).

Table 6.2.1.3-3: UE spherical coverage for power class 3

<Unchanged sections skipped>
6.3A.4
Power control for CA

6.3A.4.1
General

The requirements in this section apply to a UE when it has at least one of UL or DL configured for CA operation. The requirements on power control accuracy in CA operation apply under normal conditions and are defined as a directional requirement. The requirements are verified in beam locked mode on beam peak direction. The requirements apply for one single PUCCH, PUSCH or SRS transmission of contiguous PRB allocation per configured UL CC with power setting in accordance with Clause 7.1 of [22].
<Unchanged sections skipped>
