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<< Unchanged content omitted >>

6.1
General

This clause defines the minimum performance requirements for both UE based and UE assisted A-GNSS UTRA terminals. If a terminal supports both modes then it shall be tested in both modes. It excludes performance requirements for FDD UEs where the only A-GNSS supported is A-GPS L1 C/A which are specified in clause 5. It excludes performance requirements for TDD UEs where the only A-GNSS supported is A-GPS L1 C/A for which there is no requirement.

The requirements are defined for CELL_DCH and CELL_FACH states. All tests shall be performed in CELL_DCH state and the Nominal Accuracy Performance test case shall be also performed in CELL_FACH state.

<< Unchanged content omitted >>

7.1.1.1
Sub-tests 

This test includes sub-tests dependent on the GNSS supported by the UE. Each sub-test is identified by a Sub-Test Number as defined in Table 7.1.1.1

Table 7.1.1.1: Sub-Test Number Definition

	Sub-Test Number
	Supported GNSS

	1
	UE supporting A-GPS L1 C/A only

	2
	UE supporting A-GLONASS only

	3
	UE supporting A-Galileo only

	4
	UE supporting A-GPS and Modernized GPS only

	5
	UE supporting A-GPS and A-GLONASS only (Note)

	8
	UE supporting A-GPS and A-Galileo only (Note)

	9
	UE supporting A-BDS only

	10
	UE supporting A-GPS and A-BDS only (Note)

	11
	UE supporting A-GPS and A-GLONASS and A-BDS only (Note)

	12
	UE supporting A-GPS and A-Galileo and A-GLONASS only (Note)

	13
	UE supporting A-GPS and A-Galileo and A-BDS only (Note)

	Note: "GPS" here means GPS L1 C/A, Modernized GPS, or both, dependent on UE capabilities.


<< Unchanged content omitted >>

7.1.2.1
Sub-tests

This test includes sub-tests dependent on the GNSS supported by the UE. Each sub-test is identified by a Sub-Test Number as defined in Table 7.1.2.1

Table 7.1.2.1: Sub-Test Number Definition

	Sub-Test Number
	Supported GNSS

	1
	UE supporting A-GPS L1 C/A only

	2
	UE supporting A-GLONASS only

	3
	UE supporting A-Galileo only

	4
	UE supporting A-GPS and Modernized GPS only

	5
	UE supporting A-GPS and A-GLONASS only (Note)

	8
	UE supporting A-GPS and A-Galileo only (Note)

	9
	UE supporting A-BDS only

	10
	UE supporting A-GPS and A-BDS only (Note)

	11
	UE supporting A-GPS and A-GLONASS and A-BDS only (Note)

	12
	UE supporting A-GPS and A-Galileo and A-GLONASS only (Note)

	13
	UE supporting A-GPS and A-Galileo and A-BDS only (Note)

	Note: "GPS" here means GPS L1 C/A, Modernized GPS, or both, dependent on UE capabilities.


<< Unchanged content omitted >>

7.2.1
Sub-tests

This test includes sub-tests dependent on the GNSS supported by the UE. Each sub-test is identified by a Sub-Test Number as defined in Table 7.2.1

Table 7.2.1: Sub-Test Number Definition

	Sub-Test Number
	Supported GNSS

	1
	UE supporting A-GPS L1 C/A only

	2
	UE supporting A-GLONASS only

	3
	UE supporting A-Galileo only

	4
	UE supporting A-GPS and Modernized GPS only

	5
	UE supporting A-GPS and A-GLONASS only (Note)

	8
	UE supporting A-GPS and A-Galileo only (Note)

	9
	UE supporting A-BDS only

	10
	UE supporting A-GPS and A-BDS only (Note)

	11
	UE supporting A-GPS and A-GLONASS and A-BDS only (Note)

	12
	UE supporting A-GPS and A-Galileo and A-GLONASS only (Note)

	13
	UE supporting A-GPS and A-Galileo and A-BDS only (Note)

	Note: "GPS" here means GPS L1 C/A, Modernized GPS, or both, dependent on UE capabilities.


<< Unchanged content omitted >>

7.3.1
Sub-tests

This test includes sub-tests dependent on the GNSS supported by the UE. Each sub-test is identified by a Sub-Test Number as defined in Table 7.3.1

Table 7.3.1: Sub-Test Number Definition

	Sub-Test Number
	Supported GNSS

	1
	UE supporting A-GPS L1 C/A only

	2
	UE supporting A-GLONASS only

	3
	UE supporting A-Galileo only

	4
	UE supporting A-GPS and Modernized GPS only

	5
	UE supporting A-GPS and A-GLONASS only (Note)

	8
	UE supporting A-GPS and A-Galileo only (Note)

	9
	UE supporting A-BDS only

	10
	UE supporting A-GPS and A-BDS only (Note)

	11
	UE supporting A-GPS and A-GLONASS and A-BDS only (Note)

	12
	UE supporting A-GPS and A-Galileo and A-GLONASS only (Note)

	13
	UE supporting A-GPS and A-Galileo and A-BDS only (Note)

	Note: "GPS" here means GPS L1 C/A, Modernized GPS, or both, dependent on UE capabilities.


<< Unchanged content omitted >>

7.4.1
Sub-tests 

This test includes sub-tests dependent on the GNSS supported by the UE. Each sub-test is identified by a Sub-Test Number as defined in Table 7.4.1

Table 7.4.1: Sub-Test Number Definition

	Sub-Test Number
	Supported GNSS

	1
	UE supporting A-GPS L1 C/A only

	2
	UE supporting A-GLONASS only

	3
	UE supporting A-Galileo only

	4
	UE supporting A-GPS and Modernized GPS only

	5
	UE supporting A-GPS and A-GLONASS only (Note)

	8
	UE supporting A-GPS and A-Galileo only (Note)

	9
	UE supporting A-BDS only

	10
	UE supporting A-GPS and A-BDS only (Note)

	11
	UE supporting A-GPS and A-GLONASS and A-BDS only (Note)

	12
	UE supporting A-GPS and A-Galileo and A-GLONASS only (Note)

	13
	UE supporting A-GPS and A-Galileo and A-BDS only (Note)

	Note: "GPS" here means GPS L1 C/A, Modernized GPS, or both, dependent on UE capabilities.


<< Unchanged content omitted >>

7.5.1
Sub-tests 

This test includes sub-tests dependent on the GNSS supported by the UE. Each sub-test is identified by a Sub-Test Number as defined in Table 7.5.1

Table 7.5.1: Sub-Test Number Definition

	Sub-Test Number
	Supported GNSS

	1
	UE supporting A-GPS L1 C/A only

	2
	UE supporting A-GLONASS only

	3
	UE supporting A-Galileo only

	4
	UE supporting A-GPS and Modernized GPS only

	5
	UE supporting A-GPS and A-GLONASS only (Note)

	8
	UE supporting A-GPS and A-Galileo only (Note)

	9
	UE supporting A-BDS only

	10
	UE supporting A-GPS and A-BDS only (Note)

	11
	UE supporting A-GPS and A-GLONASS and A-BDS only (Note)

	12
	UE supporting A-GPS and A-Galileo and A-GLONASS only (Note)

	13
	UE supporting A-GPS and A-Galileo and A-BDS only (Note)

	Note: "GPS" here means GPS L1 C/A, Modernized GPS, or both, dependent on UE capabilities.


7.5.2
Test purpose

To verify the performance when the UE is requested to use periodical reporting with a reporting interval of 2 seconds.

7.5.3
Test applicability

This test applies to all types of E-UTRA UE that supports A-GNSS with LPP Release 9 to 13, except Category M1 and Category M2 devices that do not support VoLTE.
<< End of changes >>
