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<Start of Change>
4.2.3
Reference sensitivity level for inter-band CA

This section contains information on test point selection for test case 7.3A.3 - Reference sensitivity level for CA (inter-band DL CA without UL CA)

In this test case, there are default test points to be used unless CA configuration specific test points are over-ruling in table 4.2.3-1. The default rule of Mid test frequency and Highest NRB_agg is chosen for any CA configuration.

Table 4.2.3-1: CA configuration specific test points for inter-band CA with 2 CC

	CA config
	Justification
	Comments

	CA_1A-3A
	-
	

	CA_1A-11A
	-
	

	CA_1A-18A
	-
	

	CA_1A-19A
	-
	

	CA_1A-21A
	-
	

	CA_1A-26A
	-
	

	CA_1A-28A
	-
	

	CA_1A-41A
	-
	

	CA_2A-13A
	-
	

	CA_3A-8A
	-
	

	CA_3A-18A
	Test points are selected based on the industrial reason
	Added at RAN5#79

	CA_3A-19A
	-
	

	CA_3A-26A
	-
	

	CA_3A-27A
	-
	

	CA_3A-28A
	-
	

	CA_3A-42A
	Test points are selected based on RAN4 defined exceptions
	

	CA_4A-5A
	-
	

	CA_4A-13A
	-
	

	CA_4A-17A
	-
	

	CA_8A-11A
	-
	

	CA_11A-18A
	-
	

	CA_12A-66A
	Test points are selected based on RAN4 defined exceptions
	Added at RAN5#75

	CA_18A-28A
	-
	

	CA_18A-42A
	Test points are selected based on the industrial reason
	Addeed at RAN5#82

	CA_19A-21A
	-
	

	CA_26A-41A
	-
	

	CA_28A-41A
	Test points are selected based on the industrial reason 
	

	CA_28A-42A
	Test points are selected based on RAN4 defined exceptions
	

	CA_39A-41A
	-
	

	CA_7A-28A
	-
	


<End of change>

