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	Reason for change:
	The titles of several category NB1 and NB2 TCs in TS 36.521-2 are not aligned to the titles in TS 35.521-1. 
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	Summary of change:
	The TC titles have been aligned.
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4.1
RF conformance test cases
NOTE:
To determine applicability of a test case, FGI support in combined or fdd-Add-UE-EUTRA-Capabilities or tdd-Add-UE-EUTRA-Capabilities is taken into account.
Table 4.1-1: Applicability of RF conformance test cases, ref. TS 36.521-1 [1]
	Clause
	Title
	Release
	Applicability
	Tested Bands / CA-Configurations

Selection
	Branch
	Additional Information

	
	
	
	Condition
	Comments
	
	
	

	
	
	Transmitter Characteristics

	< Unchanged rows omitted >

	6.6.3F.1
	Transmitter Spurious emissions for category NB1 and NB2
	Rel-13
	C112b
	UE supporting category NB1
	D11
	HD-FDD
	

	
	
	Rel-14
	C298
	UE supporting category NB2
	D11
	HD-FDD
	

	6.6.3F.2
	Spurious emission band UE co-existence for category NB1 and NB2
	Rel-13
	C112b
	UE supporting category NB1
	D11
	HD-FDD
	

	
	
	Rel-14
	C298
	UE supporting category NB2
	D11
	HD-FDD
	

	< Unchanged rows omitted >

	6.7F
	Transmit intermodulation for category NB1 and NB2
	Rel-13
	C112b
	UE supporting Category NB1
	D12, D13
	HD-FDD
	

	
	
	Rel-14
	C298
	UE supporting category NB2
	D12, D13
	HD-FDD
	

	< Unchanged rows omitted >

	7.3F.1
	Reference sensitivity level without repetitions for category NB1 and NB2
	Rel-13
	C112b
	UE supporting category NB1
	D11
	HD-FDD
	

	
	
	Rel-14
	C298
	UE supporting category NB2
	D11
	HD-FDD
	

	
	
	
	
	
	
	
	

	< Unchanged rows omitted >

	7.4F
	Maximum input level for category NB1 and NB2
	Rel-13
	C112b
	UE supporting category NB1
	D12, D13
	HD-FDD
	

	
	
	Rel-14
	C298
	UE supporting category NB2
	D12, D13
	HD-FDD
	

	< Unchanged rows omitted >

	7.5F
	Adjacent Channel Selectivity (ACS) for category NB1 and NB2
	Rel-13
	C112b
	UE supporting category NB1
	D12, D13
	HD-FDD
	

	
	
	Rel-14
	C298
	UE supporting category NB2
	D12, D13
	HD-FDD
	

	< Unchanged rows omitted >

	7.6.1F
	In-band blocking for category NB1 and NB2
	Rel-13
	C112b
	UE supporting category NB1
	D12, D13
	HD-FDD
	

	
	
	Rel-14
	C298
	UE supporting category NB2
	D12, D13
	HD-FDD
	

	< Unchanged rows omitted >

	7.6.2F
	Out-of-band blocking for category NB1 and NB2
	Rel-13
	C112b
	UE supporting category NB1
	D12, D13
	HD-FDD
	

	
	
	Rel-14
	C298
	UE supporting category NB2
	D12, D13
	HD-FDD
	

	< Unchanged rows omitted >

	7.7F
	Spurious response for category NB1 and NB2
	Rel-13
	C112b
	UE supporting category NB1
	D12, D13
	HD-FDD
	

	
	
	Rel-14
	C298
	UE supporting category NB2
	D12, D13
	HD-FDD
	

	< Unchanged rows omitted >

	7.8.1F
	Wide band Intermodulation for category NB1 and NB2
	Rel-13
	C112b
	UE supporting category NB1
	D12, D13
	HD-FDD
	

	
	
	Rel-14
	C298
	UE supporting category NB2
	D12, D13
	HD-FDD
	

	< Unchanged rows omitted >
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